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XI 



FBEFACE 



The Podel 3210 Processor User's Manual provides programming and 
operating information for the System. The programmer is provided 
with information on the 32-tit system architecture and the unique 
memory management scheme, as well as a description of each 
instruction in the repertoire. The instruction descriptions 
include valuable system-related information presented in the form 
of programming notes and instruction examples. 

Information pertaining to the system control terminal is given to 
facilitate program preparation and execution for the system 
programmer and operator. 
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CHAPTEB 1 
SYSTEM DESCRIPTION 



1.1 INTRODUCTION 

The Model 3210 processor is designed to meet the needs for high 
performance and reliability in a 32-bit minicomputer. The 

those 
allows 

ed in 

Through the use of 32-bit general registers and a comprehensive 
instruction set, the Model 3210 processor provides fullword data 
processing power and direct memory addressing up to a limit of 8 
megabytes. The system is shown in block diagram form in Figure 
1-1. The instruction set includes: 




perations 
floating-point 



halfword and fullword arithmetic and logical o 

optional single-precision and double-precision 

list processing 

cyclic redundancy checking 

bit and byte manipulations 

alphanumeric and decimal character string processing 

decimal/binary conversions 

instructions designed to improve operating system performance 

With this enriched repertoire and direct memory addressing, 
coding and debugging time is reduced to a minimum. 



Eight sets of 




The Memory Address Translator (MAT) provides automatic program 
segmentation, relocation, and protection. The protect mode 
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Figure 1-1 Model 3210 Processor Block Diagram 



The Kodel 3210 supports up to 4 Mb of directly addressable MOS 
memory. Error correction is standard and is performed across 
every 32-bit fullword in memory using a 7-bit modified 
Error-Correcting Code (ECO* All single-bit errors are detected 
and corrected; all double-bit errors and most multiple-bit errors 
are detected. The memory error logger identifies the memory 
module reporting a fault and indicates the location of the faulty 
memory chip. 

In addition to conventional means of programmed I/O, the 
processor automatically acknowledges all I/O interrupts and 
performs much of the required overhead before activating an 
interrupt service routine. The auto driver channel can perform 
data transfers with character translation, longitudinal or cyclic 
redundancy checking, and data buffer chaining without 
interrupting the running program. 

Refer to the following manuals for further information; 

Common Assembly Language (CAL) User's Manual, 
fublication Number 29-640 

ESELCH Programming Manual, Publication Number 29-529 

EEMA Bus Universal Interface Instruction Manual, 
Publication Number 29-423 

Model 3210 Maintenance Manual, Publication Number 47-022 
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1.2 FEOCESSOP 

The Central Processing Unit (CPU), or processor, controls 
activities in the system. (See Figure 1-1.) It executes 
instructions in a specific sequence and perforins arithmetic and 
logical functions. Included in the processor's components are 
the following: 

• Program status word register 

• General registers 

• Hardware multiply and divide 

1.2.1 Program Status Word (PSH) 

The 64-bit Program Status Word (PSW) defines the state of the 
processor at any given time. (See Figure 1-2.) 
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Figure 1-2 Program Status Word 



Bits 0:31 are reserved for status information and interrupt 
masks. Bits 32:63 contain the location counter. Unassigned PSW 
bits must not be used and must always be zero. Status 
information and interrupt mask bits are defined as follows: 



masked mode 
in progress 



Bits 0:9 Reserved Must be zero 

Bits 10:11 LVL Memory access level 

Bit 12 Reserved Must fce zero 

Bit 13 FLM Floating-point arithmetic 

Bit 14 IIP Interruptible instruction 

Bit 15 Reserved Must be zero 

Bit 16 W Wait state 

Bit 17 I I/O interrupt mask 

Bit 18 M Machine malfunction interrupt mask 

Bit 19 FLU Floating-point arithmetic underflow 

Bit 20 I I/O interrupt mask 

Bit 21 R/P Relocation/protection interrupt mask 

Bit 22 C System queue interrupt mask 

Bit 23 P Protect mode 

Bits 24:27 R Register set select bits 

Bits 28:31 C,V,G,L Condition code 

Bits 32:39 Reserved Must fce zero 

Bits 40:63 Program address (location counter) 



mask 



Refer to Chapter 10 for details on the interrupt mask bits. 
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1.2.1.1 Register Set Select <R) 

Bits 2t»:27 of the PSW are used to designate the current register 
set. Register sets are numbered through 15. The processor has 
eight sets of general registers, (See Figure 1-3.) 



998 
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NUMBER 


DESIGNATION 



1 
2 
3 


RESERVED FOR INTERRUPTS 


4 
5 
6 


MAY BE ALLOCATED BY THE OS 
FOR GENERAL PURPOSE USE. 
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11 
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SETS 
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Figure 1-3 Register Set Numbering 



1.2.1.2 Condition Code (C,V,G,L) 

Bits 28:31 of the PSW contain the condition code. As part of the 
execution of certain instructions, the state of the condition 
code may be changed to indicate the nature of the result. Not 
all instructions affect the condition code. The state of the 
condition code may be tested with conditional branch 
instructions. Each bit in the condition code is set if the 
corresponding condition occurred as a result of the last 
instruction that affected the condition code. The normal 
interpretation of these bits is: 



c 


V 


G 


L 


1 














1 














1 














1 



Arithmetic carry, borrow, or shifted carry 
Arithmetic overflow 
Greater than zero 
Less than zero 



29-747 ROO U/81 



1-5 



1.2.1.3 Location Counter 

The location counter contains the address of the instruction 
currently being executed by the processor, and points to that 
instruction until it has successfully completed execution. Once 
this execution is completed, the location counter is incremented 
by 2, H, 6, 8, 10, or 12 (depending upon the instruction 
executed), and the next instruction is fetched. In the case of 
a branch instruction, the location counter is loaded with the 
address to which control is being transferred, and the next 
instruction is fetched from that address. 

If an instruction is not successfully completed due to a fault or 
other interrupting condition, the location counter contains the 
address of the faulting or interrupted instruction. When a 
program interruption is due to an incorrect branch address, the 
location counter contains the branch address and not the location 
of the branch instruction. 



1.2.2 General Registers 

The processor has eight register sets, numbered through 6, and 
15 (see Figure 1-3). There are 16 registers in each set and each 
register is 32 bits vide. Register set selection is determined 
by the state of bits 2'»!27 of the current PSW. Registers 1 
through 15 of any set may be used as index registers. 

When an interrupt occurs, the processor loads pertinent 
information into preselected registers of the register set 
selected by the new PSW. For details of this operation, refer to 
Chapter 10. 



1.2.3 Floating-Point Registers 

There are eight optional single-precision floating-point 
registers, each 32 bits wide. These registers are identified by 
the even numbers through 14. 

There are eight optional double-precision floating-point 
registers, each 64 bits wide. These registers are also 
identified by the even numbers through 14 and are separate from 
the single-precision floating-point registers. Floating-point 
operations must always specify the registers with even numbers. 
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1.3 PROCESSOR INTERRUPTS 

The PSW that is loaded in the processor at any point in time is 
called the current PSW. If either the status word or both the 
location counter and status word are changed, a status switch is 
said to have occurred. This status switch can be caused 
explicitly by executing special instructions, or it can be forced 
to occur by an interrupt or fault. At the time of a status 
switch, the current PSW that is saved is called the old PSW. The 
PSW that replaces the current PSW is called the new PSW. 

Interrupt conditions cause the entire PSW to be replaced by a new 
PSW, thus breaking the usual sequential flow of instruction 
execution. When an interrupt condition occurs, the processor 
saves its current PSW either in memory or in a pair of general 
registers belonging to the register set selected by the new PSW. 
It loads information related to the interrupt condition in other 
registers of this same set. A new PSW is loaded from a memory 
location reserved for the specific interrupt condition. The 
immediate interrupt is an exception to the rule. In this case, 
the status portion of the new PSW, bits 0j31, is forced to a 
preset value, and the location counter is loaded from a memory 
location reserved for that interrupting device. Refer to Chapter 
10 for details of interrupt processing. 

1.U RESERVED MEMORY LOCATIONS 

Physical memory locations X'0'-X'2CF' are called reserved memory 
locations. These locations contain the various new PSWs and 
other information needed to handle interrupts. 



X'OOOOOO'-X'OGOOIF" 
X'000020'-X*000027* 
X'000028'-X'00002B' 
X'00002C*-X'00002F" 

X'000030'-X'000037* 
X'000038'-X'00003F' 
X'000040'-X'0000t»3* 
X'OOOOUU'-X'OOOOU?' 

X'C00048'-X'0000UF* 
X'000050*-X'00007F' 

X'000080*-X'000083' 
X'00008i|'-X'000087* 
X'000088'-X»00O08F' 



Reserved; must be zero 
Machine malfunction interrupt old PSW 
Used by console service microcode 
Machine malfunction LM block start 

address 
Illegal instruction interrupt new PSW 
Machine malfunction interrupt new PSW 
Machine malfunction status word 
Machine malfunction virtual (program) 

address 
Arithmetic fault interrupt new PSW 
Bootstrap loader and device definition 

table 
System queue pointer 
Power fail save area pointer 
System queue service interrupt new PSW 
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X*000090'-X'000097" Relocation/Protection interrupt new PSW 
X'000098' -X*00009B' Supervisor call new PSW status 
X*C0009C'-X'0000BB' Supervisor call new PSW location 

counter values (16 halfwords) 
X'OOOOBC* -X'OOOOBF* Reserved; must be zero 
X'0000C0'-X'0000C7' Reserved; must be zero 
X'OOOOCS'-X'OOOOCF' Data format fault new PSW 
X'OOO0D0'-X'00O2CF' Interrupt service pointer table 
X*0002D0'-X 'OOOUCF' Expanded interrupt service pointer 

table 
X'0004DO'-X*0008CF* Expanded interrupt service pointer 

table 



These reserved locations play an important role in both interrupt 
and input/output processing. (Refer to Chapters 9 and 10.) 

All location counter values are subject to MAT relocation if the 
new PSW enables the MAT (bit 21=1). All other pointers contain 
absolute addresses not subject to MAT relocation. 



1.5 DATA FORMATS 

The processor performs logical and arithmetic operations on 
single bits, 8-bit bytes, 16-bit halfwords, 32-bit fullwords, and 
64-bit doublewords. This data may represent a fixed-point 
number, a floating-point number, logical information, a bit or 
byte array, or a decimal or alphanumeric byte string. 

1.5.1 Fixed-Point Data 

Fixed-point arithmetic operands may be either 16-bit halfwords or 
32-bit fullwords. In fullword multiply and divide operations, 
6a-bit operands are manipulated. Fixed-point data is treated as 
15-bit signed integers in the half word format. Positive numbers 
are expressed in true binary form with a sign bit of zero. 
Negative numbers are represented in tvo's complement form with a 
sign bit of one. The numerical value of zero is represented with 
all bits zero. Refer to Chapter 5 for details of fixed-point 
data representation. 

In fixed-point arithmetic and logical operations between a 
fullword register and a halfwcrd operand, the halfword operand is 
expanded to a fullword by propagating the most significant bit 
into the high order bits before che operation is started. This 
permits the use of halfword to fullword operations with 
consistent results and provides space economy, since small values 
do not require fullword locations. 
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Arithmetic operations on fixed-point halfword quantities may 
produce results not entirely consistent with those obtained in a 
16-bit processor. If this problem exists, the Convert to 
Halfword Value Register (CHVR) instruction may be used to adjust 
the result and the condition code, making them consistent with 
the same operations in a 16-blt processor. 

1.5.2 Floating-Point Data 

A floating-point number consists of a 7-bit exponent in excess-6U 
notation and a signed fraction. The quantity expressed by this 
number is the product of the fraction and the number 16 raised to 
the power represented by the exponent. Each floating-point value 
requires a 32-bit fullword or a 64-bit doubleword, of which eight 
bits are used for the sign and exponent. The remaining bits are 
used for the fraction. Refer to Chapter 6 for details of 
floating-point data representation. 

Floating-point operations tahe place between the contents of a 
floating-point register and another floating-point register, a 
floating-point operand, contained in a fullword or doubleword in 
memory, or a general register or pair of general registers. 

1.5.3 Logical Data 

Logical operations manipulate 8-bit bytes, 16-bit halfwords, and 
32-bit fullwords. In addition, it is possible to perform logical 
operations on single bits located in bit arrays. Refer to 
Chapter 3 for details of logical data representation. 

1.5.U Decimal String Data 

Decimal strings are strings of consecutive bytes in memory that 
begin and end on byte boundaries. Information contained in a 
decimal string may represent packed or unpacked decimal data. 
Refer to Chapter 7 for details of decimal data formats and 
operations. 



1.5.5 Alphanumeric String Data 

Alphanumeric strings are strings of consecutive bytes in memory 
that begin and end on byte boundaries. Information contained in 
an alphanumeric string may represent any character stream 
including decimal string data. Refer to Chapter 7 for details of 
alphanumeric string data format and operations. 
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1.6 CATfl ALIGNMENT 

The following discussion is unique to the Model 3210 
implementation and is presented for information only. Any 
program that misuses a processor feature by taking advantage of 
a peculiarity of one implementation may not work on a different 
implementation. 

Locations in main memory are numbered consecutively » beginning at 
address '000000' . Although memory is addressable and alterable 
to the byte level, machine accesses to memory involve only 
halfwcrds or fullwords. These instructions requiring a single 
byte access actually access a halfword and then manipulate the 
appropriate byte within the halfword. 

Memory can be accessed only tc the halfword level? therefore, bit 
31 of the address is truncated at the memory. A halfword fetch 
at address '000051* and a fetch at address X'000050' produce the 
same halfword. There is no warning mechanism telling the program 
that it is fetching halfwords en the odd byte boundary. 

The CAL Assembler generates an error flag if it sees halfword 
operations directed to an odd byte address or if it sees fullword 
operations directed to other than a fullword address. 

Pytes of information are addressed by their specific hexadecimal 
address. Two bytes form a halfword. Halfwords have an even 
address, the address of the left-most byte in the pair. Two 
halfwords comprise a fullword. A fullword address is a multiple 
of four (4 bytes) and is the address of the left-most halfword in 
the pair. The hardware actually truncates the least significant 
two address bits on fullword accesses, forcing proper alignment. 
A data format fault is generated if a fullword access is directed 
to ar address that has bit 30 or 31 set; or if a halfword store 
is directed to an address that has bit 31 set. 



1.7 INSTRUCTION ALIGNMENT 

User-level instructions are always aligned on halfword 
boundaries. Any halfword address is valid regardless of the 
length of the instruction word. The CAL assembler generates 
boundary errors if the assembled location counter for an 
instruction becomes odd. At the machine level, an attempt to 
make the instruction location counter odd by branching or causing 
a status switch is ignored by the hardware. In the Model 3210, 
location counter bit 31 is ret implemented and is therefore 
always zero. Thus, a branch to address X'000051' causes the 
location counter to be set to X'000050'. 
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1.8 INSTRUCTION FORMATS 



1.8.1 Introduction 

Instruction formats provide a concise method of representing 
required operations for easy interpretation by the processor. 
Figure 1-4 shows the eight tasic formats. The following is a 
list of abbreviations and their meanings as used in Figure l-U. 

OP Operation code 

B1 First operand . register 

B2 Second operand register 

N A 4-bit immediate value 

X2 Second operand single index register 

E2 Second operand displacement 

FX2 Second operand first index register 

SX2 Second operand second index register 

A2 Second operand direct address 

12 Second operand immediate value 

I-l Specifies the length of the first operand 

12 Specifies the length of the second operand 

CPMOD Specifies a particular instruction within 

the class specified by OP 

ADD1 The effective first operand address 

ADD2 The effective second operand address 



Many instructions may be expressed in two or more formats. This 
feature provides flexibility in data organization and instruction 
sequencing. When working with the Common Assembly Language (CAD 
assembler, it is unnecessary to specify the instruction format. 
The assembler selects the most economical format and supplies the 
required bits in the machine code. When double indexing is 
required, the assembler always chooses the RX3 format. (Refer to 
the Common Assembly Language (CAL) Manual, Publication Number 
29-6U0.) 
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Figure 1-U Instruction Formats 



1-12 



29-747 EDO a/81 



1.8.2 Branch Instruction Fcriiats 

Branch instructions use the RB, SF, and all variations of the RX 
formats. In the conditional branch instructions, however, the R1 
field does not specify a register; instead, it contains a mask 
value (labeled Ml in the instruction descriptions). This mask 
value is tested with the condition code. The CAL assembler 
provides a series of extended branch mnemonics, which makes it 
possible to specify a conditional branch without specifying the 
mask value explicitly. 



1.8.3 Programming Examples 

Each of the following examples refers to the sample assembly 
language program shown in Figure 1-5. Note the use of symbolic 
equates for general registers. Machine code generated and the 
result of each instruction are dependent upon the physical and 
logical placement of the instructions, respectively. 
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Figure 1-5 Sample Program 
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1.8.H Register-to-Begister (BR) Format 








7 


8 




11 


12 




15 


OP 


R1 


R2 



In this 16-bit format, bits 0:7 contain the operation code; bits 
8:11 contain the R1 field; and bits 12:15 contain the R2 field. 
In most BB instructions, the register specified by B1 contains 
the first operand, and the register specified by R2 contains the 
second operand. For example: 



Machine Code 



Label 



Assembler Notation 



0865 



BB 



LB S6,R5 



Second operand 

First operand 

Load Begister (LB) instruction op-code 



1.8.5 Short Form (SF) Format 
5" 7 8 1112 15 



OP 


R1 


N 



This 16-bit format provides space economy when working with small 
values. Bits 0:7 contain the operation code; bits 8:11 contain 
the PI field; and bits 12:15 contain the N field. In arithmetic 
and logical operations, the register specified by B1 contains the 
first operand. The N field contains a U-bit immediate value 
(12:15) used as the second operand. For example: 



Machine Code 



Label 



Assembler Notation 



2i*5E 



SF 



LIS R5,14 



Second operand 

First operand 

Load Immediate Short (LIS) instruction op-code 



1-m 



29-747 BOO U/81 



1.8.6 Register and Indexed Storage One (RX1) Format 
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This is a 32-bit format in which bits 0:7 contain the operation 
code; bits 8:11 contain the El field? bits 12:15 contain the X2 
field; bits 16 and 17 must be zero; and bits 18:31 contain the D2 
field. In general, the register specified by R1 contains the 
first operand. The second operand is located in memory at the 
address obtained by adding the contents of the second operand 
index register (specified by X2) and the ia-bit absolute address 
contained in the D2 field. For example; 



Machine Code 



Label 



Assembler Notation 



t»050 1000 



RX1.EX1 



STH R5,X*1000' 



Defines second operand address 

No index register specified 

First operand 

Store Halfword (STH) instruction op-code 



The second operand address is calculated as follows: 



564-1 



16 19 


20 23 24 27 


28 31 


1 


0000 0000 





III 1 



t 



14-bit absolute address X'1 000' 
Indicates RX1 format 



No indexing is specified; therefore, the second operand address 
is X'lOOO*. 



Machine Code 



4056 0FF2 



Label 



RX1.EX2 



Assembler Notation 



STH R5,X"0FF2* (R6) 



Defines second operand address 
Register 6 to be used for Indexing 
First operand 
Store Halfword (STH) instruction op-code 
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The second operand address Is calculated as follows: 



565 1 



16 19 20 


23 


24 27 


28 31 





1 1 


1 1 


1111 


10 


III 1 



Y 



14-bit absolute address X'0FF2' 
Indicates RX1 format 



Second Operand Address 

= contents of D2 field + contents of Index register 
Figure 1-5) 

= X'0FF2' + Y'OOOOOOOE' 

= Y'00001000" 



(see 



1.8.7 Register and Indexed Storage Two (BX2) Format 



566 








7 


8 




11 


12 




15 


16 17 




31 


OP 


R1 


X2 


1 


D2 





This format provides relative addressing capability in a 32-bit 
instruction word. Bits 0:7 contain the operand code; bits 8:11 
contain the El specification; bits 12:15 contain the X2 
specification; bit 16 roust always be one; and bits 17:31 contain 
the relative displacements C2. 

In the RX2 format, the register specified by R1 contains the 
first operand. The address of the second operand, in memory/ is 
calculated by adding the value contained in the incremented 
location counter (the address of the next sequential instruction) 
and the sum of (1) the 32-bit representation of the 15-bit signed 
number contained in the D2 field, and (2) the contents of the 
index register specified by X2. Negative numbers in the D2 field 
are expressed in two's complement notation. For example: 



Machine Code 



Label 



Assembler Notation 



a050 8004 



EX2.EX1 



STH R5,L0C1 



Defines second operand address 

No index register specified 

First operand 

Store Halfword (STH) instruction op-code 
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The second operand address Is calculated as follows: 
16 19 20 23 24 27 28 31 



1000000000000100 



L 



J 



15-bit positive relative displacement 
Indicates RX2 format 



Second Operand Address 

= 32-bit expansion of contents of D2 field + contents of 
incremented location counter (see Figfure 1-5) 

= Y'0OO00004' + Y'OOOOOOlO' 

= Y'oooooom* 



Machine Code 



Label 



Assembler Notation 



a050 FFEt* 



BX2.EX2 



STH R5/L0C1 



Defines second operand address 

No index register specified 

First operand 

Store Halfword (STH) instruction op-code 



The second operand address is calculated as follows: 
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16 


19 20 23 24 27 
• • 


28 31 


1111 1111 1110 


10 




I J 



15-bit negative relative displacement 
Indicates RX2 format 



Second Operand Address 

= 32-bit expansion of contents of D2 field + contents of 
incremented location counter (see Figure 1-5), 

= Y'FFFFFFEtl* + Y'0000G030* 

= Y'oooooom* 
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Machine Code 



Label 



Asseablec Notation 



4056 FFD2 



RX2.EX3 



STH B5,L0C1-ia (R6) 



Defines second operand address 
Register 6 to te used for indexing 
First operand 
Store Halfword (STH) Instruction op-code 



The second operand address Is calculated as follows: 
16 19 20 23 24 27 28 31 
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11111111110 1 



10 



J 



15-bit negative relative displacement 
Indicates RX2 format 



Second Operand Address 

= 32-bit expansion of E2 field + contents of incremented 
location counter + contents of index register 6 (see 
Figure 1-5) 

= Y'FFFFFFD2' + Y'00000034' + Y'OOOOOOOE' 
= Y'OOOOOOia* 

1.8.8 Register and Indexed Storage Three (HX3) Format 



570 



11 



15 16 17 18 19 20 



24 



47 



OP 



R1 



FX2 



10 



-/J- 



SX2 



A2 



-^>- 



This is a il8-blt format in which double indexing is permitted. 
Bits 0:7 contain the operation code; bits 8:11 contain the R1 
specification; bits 12:15 contain the first index specification, 
FX2; bit 16 must be zero; bit 17 must be one; bits 18:19 must be 
zero; bits 20:23 contain the second index specification, SX2; and 
bits 2a:a7 contain a 24-blt address, A2. Second level Indexing 
is allowed even if first level Indexing is not specified. 
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In general, the first operand is contained in the register 
specified by R1. The second operand is located in memory. Its 
memory address is obtained by adding the contents of the first 
index register and the contents of the second index register, and 
then adding to this result the contents of the A2 field. For 
example: 



Machine Code 



label 



Assembler Notation 



5870 4001 0000 



RX3.EX1 



L R7,Y' 10000' 



Defines second operand address 

Second level indexing not specified 

Specifies BX3 format 

First level indexing not specified 

First operand 

Load (L) instruction op-code 



The second operand address is calculated as follows: 



571-1 



16 




20 




24 


28 31 


32 


36 


40 


44 47 


1 











1 














1 11 II 1 






o/i k;4. nt,,»i..4.„ »^^.-.. vn 
























No Second Level Index 
Indicates RX3 format 



Second Operand Address 

= contents of A2 field 
= Y'00010000' 
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Machine Code 



Label 



Assembler Notation 



5885 11601 FFEU 



RX3.EX2 



L R8,Y'20000'-28 (R5,R6) 



Defines second operand address 

Register 6 to be used for second level indexing 

Specifies BX3 format 

Register 5 tc be used for first level indexing 

First operand 

Load (L) instruction op-code 



The second operand address is calculated as follows: 

572-1 

BITS 16 20 24 28 3132 .36 40 44 



47 



10 



110 







1 



1111 



1111 



1110 



10 



JL 



24-bit absolute address Y'01FFE4' ■ 
Register 6 for Second Level Index 
Indicates RX3 format 



Second Operand Address 

= contents of A2 field + contents of index register 6 + 
contents of index register 5 (see Figure 1-5) 

= Y*0001FFE4' + Y'OOOOOOOE* + Y'OOOGOOOE' 

= Y*00020000' 

1.8.9 Register and Immediate Storage One (RI1) Format 



573 








7 8 




11 12 




15 16 




31 




OP 




R1 




X2 




12 





This format represents a 32-bit instruction word. Bits 0:7 
contain the operand code; bits 8:11 contain the R1 specification; 
and bits 16:31 contain the 16-bit immediate value, 12. 
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In this format, the register specified by R1 contains the first 
operand. The 32-bit effective second operand is obtained by 
adding together the 32-bit representation of the signed 16-bit 
value contained in the 12 field, and the contents of the register 
specified by X2. For example: 



Machine Code 



label 



Assembler Notation 



C890 8000 



RI1.EX1 



LHI R9,X'8000' 



16-bit immediate value 

No index register specified 

First operand 

Load Half word Immediate (LHI) instruction op-code 



The second operand is calculated as follows 



574-1 



16 


20 


24 


28 31 




10 













I 





Sign B it 



Second Operand 



= 32-bit representation cf X'8000' 
= Y'FFFFSOOO' 



Machine Code 



Label 



Assembler Notation 



C895 8000 



RI1.EX2 



LHI R9,X'8000'(R5) 



16-bit immediate value 

Index register 5 specified 

First operand 

Load Halfword Immediate (LHI) instruction op-code 
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The second operand is calculated as follows; 



575-1 



16 


20 


24 28 31 




10 





0000 0000 




1 





Sign Bit 



Second Operand 

= 32-bit representation cf X*8000* + the contents of the 
index register 5 (see Figure 1-5) 

= Y'FFFFBOOO' + Y'OOOOOOCE* 
= Y'FFFFSOOE' 

1.8.10 Register and Immediate Storage Two (BI2) Format 



576 



78 



11 



15 



OP 



R1 



X2 



■4i- 



47 



12 



-4^ 



This is a U8-bit instruction format. Bits 0:7 contain the 

operation code; bits 8:11 contain the R1 specification; bits 

12!l5 contain the X2 specification; and bits 16:47 contain the 
32-bit immediate value, I?. 

The first operand is contained in the register specified by R1. 
The second operand is obtained by adding the contents of the 
index register, specified by X2, and the 32-bit immediate value 
contained in the 12 field. For example: 



Machine Code 



Label 



Assembler Notation 



F8A0 0000 8000 



RI2.EX1 



LI R10,X'8000' 



32-bit immediate field 

No index register specified 

First operand 

Load Immediate (LI) instruction op-code 



1-2; 
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The second operand is calculated as follows: 



577-1 



16 


20 


24 


28 


32 


36 


*0 


44 47 














1 









1 ^ 



•32-bit immediate value 



Second Operand 



= contents of 12 field 
= Y'00008000' 



Machine Code 



Label 



Assembler Notation 



F8BA 0001 7FFE 



RI2.EX2 



LI R11,Y'17FFE' (BIO) 



32-bit immediate field 

Specifies index register 10 

First operand 

Load Immediate (LI) instruction op-code 



The second operand is calculated as follows: 



578-1 



16 


20 


24 


28 


32 


36 


40 


44 47 











1 


111 


1111 


1111 


1110 


1 1 



-32-bit immediate value 



Second Operand 



= contents of 12 field + contents of index register 10 (see 
Figure 1-5) 

= Y'00017FFE' + Y'OOOOSOOO' 

= Y'OOOIFFFE* 
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1.8.11 Begister and Indexed S torage/Beglster and Indexed Storage 
(RXBX) Format (See Figures ^-^ and 1-6) 

The RXRX format resembles a pair of adjacent RX format 
instructions, but represents only one instruction. Each member 
of the instruction pair may have any one of the standard RX 
formats. For example, the first member might be RX1 and the 
second member might be RX3/ resulting in a 10-byte instruction. 
The particular RX format chosen by the assembler for one member 
is independent of that chosen for the other; thus, the 
instruction can require 8, 10, or 12 bytes. 

OP contains the operation code that defines the RXBX instruction 
class. The actual operation to be performed is defined by the 
OPMOD field. 

The LI field specifies the length of the first operand string. 
If bit of OPHOD is set, LI is the length with a maximum value 
of If. If bit of OPMOD is zero, the general register specified 
by LI contains the length. The L2 field specifies the length of 
the second operand string. If bit 1 of OPMOD is set, this field 
contains the length with a maximum value of 15. If bit 1 of 
OPMOD is zero, the general register specified by L2 contains the 
length. 

The effective address calculated for the first member is the 
address of the left-most (lowest-address) byte of the first 
operand string. The effective address calculated for the second 
member is the address of the left-most byte of the second operand 
string. An RX2 displacement calculated for either member is with 
respect to the incremented location counter for that member. 



Machine Code 



Label 



Assembler Notation 



8C50 1000 0160 OFFO RX1.RX1 



MOVE R5,X' 1000',R6,X'FF0' 



Defines second operand address 

No 2nd operand index 

Register 6 contains length of 2nd operand 

OPMOE value for MOVE 

Defines first operand address 

No 1st operand index 

Register 5 contains length of 1st operand 

RXRX format op-code 



In this 
format, 
operand 
X'OFFC*. 



example both members cf the RXRX instruction use the RX1 

No indexing is specified for either member so the first 

address is X'lOOO*, and the second operand address is 



1-2U 
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i 
■J 

■J 

50 
O 
O 



579 



RX1 OR RX2 



OP 



LI 



X2 



D2 



RX1 OR RX2 



•^^^ 



OPMOD 



L2 



X2 



D2 



00 



RX1 OR RX2 



OP 



LI 



X2 



D2 



RX3 



OPMOD 



L2 



FX2 



0100 



SX2 



A2 



3 



RX3 



RX1 OR RX2 



OP 


LI 


FX2 


0100 


SX2 


A2 OPMOD 


L2 


X2 


D2 



RX3 



OP 



LI 



FX2 



0100 



SX2 



A2 



RX3 



s/^ 



OPMOD 



L2 



FX2 



0100 



SX2 



A2 



D 



FIRST MEMBER 



^V^ 



SECOND MEMBER 



^ 



Figure 1-6 SXRX Formats 



I 

to 



Kachine Code 



Label 



Assembler Notation 



8CA5 4601 FFEU E160 4002 8000 



RX3.RX3 MOVEP =10,yiFFE4' 
(R5,R6),=6,Y'28000' 



Defines second operand address 

No 2nd op second level indexing 

Specifies RX3 format 

No 2nd op first level indexing 

2nd op length is 6 bytes 

OPMOD value for MOVEP, immediate 
lengths 1 and 2 

Defines first operand address 

Register 6 is second level 
index for 1st op 

Specifies RX3 format 

Register 5 is first level index 
for 1st op 

1st op length is 10 bytes 

RXRX format op-code 



In this example, both members of the RXRX instruction use the RX3 
format. Double indexing is specified for the first member and no 
indexing is specified for the second member. The first operand 
address is X'IFFEU* plus the contents of index registers 6 and 5. 
The second operand address is X'28000'. The length of the first 
operand is 10 bytes and the second operand is 6 bytes. 
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CHAPTER 2 
SYSTEM CONTBOL 



2.1 INTRODUCTION 

Operator control is provided by the system control panel and the 
System Terminal, a microcode-supported device interfaced to the 
system by an asynchronous line controller. The System Terminal 
may be used as the operating system's console device, and may be 
a visual display unit or a printing terminal. The asynchronous 
interface must be strapped as device numbers X'10' and X'11 . 



2.2 CONFIGURATION 

The system control panel, sho«n in Figure 2-1, controls power to 
the system and Initial Program loading (IPL). It also provides 
controls for system initialization, processor halt/run, and 
single step. Light Emitting Diodes (LEDs) on the system console 
indicate current system state. 



SINGLE 


HALT/RUN ENABLE 




INIT 


LOCK ^'— 

onT 1 
standby v_ 


CPU MEMORY 
POWER POWER 

) O O 


WAIT 

o 


FAULT 

o 














IPL 












C 


)ISABL 


E 





Figure 2-1 System Control Panel 

Keyboard commands through the System Terminal allow the operator 
to examine and modify processor registers and main memory 
locations and then begin program execution. (Refer to Figure 
2-2.) Hexadecimal characters and a number of special characters 
are recognized by the System Terminal support microcode. The 
characters accepted and their meanings are shown in Table 2-t« 
No other characters are accepted and cause a question mark (7) 
to be written to the System Terminal. When not in "^e for 
operator control, the System Terminal is available to a running 
program for use as an I/O device. See Appendix F for a flowchart 
of the console service routine. 
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TABLE 2-1 SYSTEM TERMINAL SUPPORT COMMAND SUMMARY 



581-1 



KEY 
COMMAND 
SEQUENCE 



[a][n][n][n]0[n][n] 


s 
a®[|]ES[cii 

(<] 
m 

(3 



MEANING 



SYSTEM 
TERMINAL 
DISPLAY 



Select memory address 
and display halfword 
contents 

Select general register 
and display contents 



Select single-precision 
floating-point register 
and display contents* 

Select double-precision 
floating-point register 
and display contents* 

Select program status 
word and display 
contents 

Increment memory 
location counter to 
display next sequential 
halfword 

Decrement memory 
location counter to 
display previous 
halfword 

Replace contents of 
currently selected 
memory location or 
register with new data 

Begin program execution 
at current memory 
location 

Delete command 



Single-step instruction 
at current memory 
location 



^dnnnnnn 
nnnnnn YYYY 
< 

<Rn 

YYYYYYYY 

< 

<Fn 

YYYYYYYY 

< 

<Dn 

YYYYYYYY YYYYYYYY 

< 

<P 

YYYYYY YYYYYY 



<+ 

nnnnnn YYYY 

< 



<- 

nnnnnn YYYY 
< 



<=YYYY for memory 

< 

<=YYYYYYYY for register 

< 
« 



<310# 
< 

<> 



♦Floating-point is optional in this processor. 
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Notes: 
1. 



3. 



4. 



5. 



6. 



Characters in boxes indicate operational key strokes 
required for commands. 

Character symbol cf lower case n used to indicate 
hexadecimal address of memory or register. 

Character symbol cf upper case Y used to indicate 
hexadecimal contents of memory or register. 

Underlined characters are those output from the system. 
Characters not underlined are those typed by the 
operator. 

A back arrow, or underline (X*5F')/ or a back space 
(X'08') character may be used to delete the previously 
input hexadecimal character. 

Space characters may be entered as desired. They are 
ignored by the processor. 



mmm 



% 




□mamra 




■ 



□□□□□□HEIHQEEQ 



□□□□□□HEHmB 





□□□ 



B 



N 



o 

M 







Figure 2-2 Model 550 Keyboard Layout 



2.3 SYSTEM CONTROL PANEL SWITCHES AND INDICATORS 



2.3.1 Key-Operated Security lock 

This is a 3-position (STANDEY-ON-LOCK) key-operated switch that 
controls primary power to the system. It can also disable (LOCK) 
the initialize and console switches, thereby preventing any 
accidental manual input to the system. The power indicator lamp 
(POWER) is on when the security lock is in the ON or LOCK 
position. 
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2.3.2 Control Switches 



with the exception of the Initial 



All the control switches, with tne exception ux -.= I I III 
Program Load (IPL) switch, are enabled only when the J^jy-operated 
security lock is in the CN position, and primary AC power is 



applied. 



HALT/RUN 



HALT/BUN 




SINGLE 



ENABLE 



DISABLE 



This mo 
executio 
or resum 
control 
routine 
be exami 
restarte 
System T 
is star 
security 



mentary contact 
n to be halted 
ed if the system 
is given to the 

through which t 
ned or modifie 
d. If the pr 
erminal support 
ted. This swi 

lock is in the 



switch causes program 
if the system was running, 
was halted. When halted. 
System Terminal support 
he memory or registers can 
d and program execution 
ocessor was already in the 
routine, program execution 
tch is disabled if the 
LOCK position. 



SINGLE STEP 



When in the UP position, control is automatically 
given to the System Terminal support routine at 
the conclusion of each user level instruction. 
The program status word is displayed, including 
the address of the next sequential instruction 
(location counter). Execution of the next 
instruction is caused by pressing the HALT/BUN 
«witch or by typing a less than (<) character on 
the System Terminal. To resume normal run mode 
execution, return the SINGLE STEP switch to the 
DOWN position and begin execution by pressing the 
HALT/RUN switch or by typing the less than (<) 
character on the System Terminal. The SINGLE STEP 
switch is disabled when the security lock is in 
the LOCK position. Attempts to single step 
through instructions that do I/O to the System 
Terminal do not produce meaningful results. 

IPL 

This switch is not disabled by the security lock. 
When in the ENABLE position, an Initial Program 
Load (IPL) from the Loader Storage Unit (LSU) is 
performed after any of the following steps: 

1. turning the security lock from the STANDBY to 
ON position 

2. depression of the Initialize (INIT) switch 

3. return of AC power to the system 
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INITIALIZE 



INIT 



This momentary contact switch causes the system to 
be initialized. The initialization sequence 
clears all device controllers on the I/O bus and 
resets certain functions in the processor. The 
fault lamp (FAULT) comes on when the switch is 
depressed and is extinguished with the completion 
of the initialization sequence. 



2.U OPERATING INSTRUCTIONS 



2.a.1 Power-Up 



To prevent Initi 
switch in the CI 
key-operated se 
position. The p 
to the system, 
panel also light 
This routine e 
main memory powe 
was last run 
initialized. Th 
of memory befo 
is limited in 
condition. If 
microdiagnostic, 
lamp remains o 
turned off. 



al Program loa 
SABLE position 
curity lock c 
ower lamp (POM 

The fault 

s, and the mic 

xercises inte 

r has fallen o 

ning, locati 

e diagnostic r 

re extinguishi 

scope, servi 

an error is 

the microcode 

n. If no err 



d (IPL) on power-up, 
. To power-up the sy 
lockwise from the STA 
ER) lights, and power 

lamp (FAULT) on the 
rodiagnostic routine 
rnal data paths and 
ut of regulation sine 
ons X'OOOOOO' to 
outine tests the lowe 
ng the FAULT lamp. T 
ng only to indicat 
detected in any 

loops indefinitely, 
crs are detected, the 



place the IPL 
stem, turn the 
NDBY to the ON 

is provided 
system control 

is entered, 
registers. If 
e the system 
X'03FFFF' are 
st 256 kbytes 
his diagnostic 
e a go/no-go 
portion of the 
and the FAULT 
FAULT lamp is 



2.4.2 Entering Console Service 

If power was lost while the microcode was in the console service 
routine, control is returned to the console when the power-up 
sequence is complete, provided that IPL is not enabled. If the 
system was executing a program when power was lost, execution 
resumes when power returns, provided that IPL is no;t enabled. To 
enter console service in this case, depress the HALT/RUN switch. 

2.4.3 Initial Program Load (IPL) 

To perform Initial Program Load (IPL), place the IPL switch in 
the ENABLE position; then initialize the system by depressing the 
INIT switch momentarily. A power down/power up sequence is 
emulated, and diagnostics are performed. At the successful 
completion of the microdiagnostic sequence, an IPL from the LSO 
is performed. Control is transferred to the newly-loaded 
program* 
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2.5 SYSTEM TERMINAL COMMANDS 

When the System Terminal support routine is entered from power-up 
or initialize, a carriage return and line feed s^J^^"«,,^J" 
output. The current value cf the PSH status and location counter 
are output, followed by another carriage return and line feed 
sequence. Finally, the less than (<) operator prompt character 
is oStpit to indicate that the system is ready to receive 
operator commands. If memory power was lost, ^he location 
counter is set to X'003FFFFE', and the PSW is set to X'OOOOSOOO'. 
In this case, the first 256 kbytes of memory are written during 
power-up to establish the error correcting code bits. 

Space characters may be used as desired in any of the described 
System Terminal commands. Spaces are ignored by the console 
routine. 

2.5.1 Select an Address and Examine "3" 

The commercial "at" sign O) places the System Terminal support 
routine in the address mode. This character may be followed by 
up to six hexadecimal digits cf address. Leading zeros are not 
required. If more than six digits are input, only the least 
significant six are used. A carriage return is used to signal 
the end of the address; the address input is then copied into the 
location counter. A carriage return and line feed sequence are 
output, followed by the new value of the location counter and the 
halfword contents of that location. Note that the data fetch is 
subject to memory relocation if enabled by the current PSH. 
After this display, a carriage return and line feed sequence are 
output, followed by a new operator prompt. 

If an invalid character is input by the operator, the system 
responds by outputting a question mark (?), a carriage return, a 
line feed, and an operator prompt. 

2.5.2 Increment and Examine Next Location "+" 

After examining a memory location, the plus character (+) can be 
used to advance the location counter by two. No other operator 
input is required. A carriage return and line feed are output, 
followed by the new location counter value and the halfword 
contents of that location. This memory access is subject to the 
relocation defined by the current PSH. After outputting another 
carriage return and line feed, the operator prompt character is 
output. This procedure may be repeated to examine sequential 
memory locations. 
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2.5.3 Decrement and Examine Erior Location 

After examining a memory location, the minus character (-) can be 
used to decrement the location counter by two. No other 
operation is required. A carriage return and line feed are 
output, followed by the new location counter value and the 
halfword contents of that location. This memory access is 
subject to the relocation defined by the current PSW. After 
outputting another carriage return and line feed, the operator 
prompt character is output. This procedure may be repeated to 
examine sequential memory locations. 

2.5.it Modify Current Location "=" 

After examining a memory location, the equal sign (=) can be used 
to put the System Terminal support routine in the memory write 
mode. This character may be followed by up to four hexadecimal 
digits of data to be written. Leading zeros are not required. 
If more than four digits are input, only the least significant 
four are used. A carriage return is used to signal the end of 
the data. At that time, the accumulated data is written into the 
memory location currently addressed by the location counter. 
This memory write is subject to the relocation defined by the 
current PSW. The current location counter is incremented by two 
and a carriage return, line feed, and operator prompt are output. 
This procedure may be repeated to modify sequential memory 
locations. 

2.5.5 Examine General Register "P" 



The character (R) causes the System Terminal support routine to 
interpret subsequent hexadeciital input as the number of a general 
register (in the set selected by the current PSW) to be 
displayed. A carriage return is used to signal the end of 
hexadecimal input. At that time, the least significant four bits 
of the accumulated hexadecimal data are taKen as the desired 
register number. The fullwcrd contents of that register are 
output followed by a carriage return, line feed, and operator 
prompt. Plus and minus commands are invalid for general 



registers. 

2,5.6 Modify General Register 



Immediately after examining a general register, the equal sign 
(=) can be used to change the contents of the currently selected 
register. The equal sign can be followed by up to eight 
hexadecimal digits of data. Leading ^^'^^f ,^'^%^°* "^JJ^J* " 
more than eight digits are input, only the least 5^?^^^^""^ 
eight are used. A carriage return is used to signal the end of 
the data input. At that time, the accumulated data is copied 
into the currently selected general register. A carriage return, 
line feed, and operator prompt are then output. 
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2.5.7 Examine Single-Precision Floating-Point Register "F" 

The character (F) causes the System Terminal support routine to 
interpret subsequent hexadecimal input as the number of a 
single-precision floating-point register to be displayed. If the 
processor does not have single-precision floating-point, this 
command character causes a question mark sequence to be output. 
A carriage return is used to signal the end of hexadecimal input. 
At that time, the least significant four bits of the accumulated 
hexadecimal data are taken as the desired register number. If 
necessary, this number is rounded to the next lowest even number. 
The fullword contents of that register are output followed by a 
carriage return, line feed, and operator prompt. Plus and minus 
commands are invalid for floating-point registers. 

2.5.8 Modify Single-Precision Floating-Point Register "=" 

Immediately after examining a single-precision floating-point 
register, that register is available for modification. Type an 
equal sign (=) followed by up to eight hexadecimal digits of 
data. Leading zeros are not required. If more than eight digits 
are input, only the least significant eight are used. A carriage 
return is used to signal the end of the data input. At that 
time, the accumulated data is copied into the currently selected 
single-precision floating-point register. This data is not 
tested for normalization; therefore, an unnormalized 
floating-point number can be manually placed in the register. 
The system outputs a carriage return, line feed, and operator 
prompt. 

2.5.9 Examine Double-Precision Floating-Point Register "D- 

The character (D) causes the System Terminal support routine to 
interpret subsequent hexadecimal input as the number of a 
double-precision floating-point register to be displayed. If the 
processor does not have double-precision floating-point, this 
command character causes a question mark sequence to be output. 
A carriage return is used to signal the end of hexadecimal input. 
At that time, the least significant four bits of the accumulated 
hexadecimal data are taken as the desired register number. If 
necessary, this number is rounded to the next lowest even number. 
The doubleword contents of that register are output, followed by 
a carriage return, line feed, and operator prompt. Plus and 
minus commands are invalid for floating-point registers. 
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2.5.10 Modify Double-Precisicn Floating-Point Register "=" 

Immediately after examining a double-precision floating-point 
register, that register is available for modification. Type an 
equal sign (=) followed by up to 16 hexadecimal digits. Leading 
zeros are not required. If more than 16 digits are input, only 
the last 16 digits are used. h carriage return is used to signal 
the end of the data input. At that time, the accumulated data is 
copied into the currently selected double-precision register. 
The data is not tested for normalization; therefore, an 
unnormalized floating-point number can be manually placed in a 
double-precision register. The system outputs a carriage return, 
line feed, and operator prompt. 

2.5.11 Examine Program Status Word "P" 

The character (P) puts the System Terminal support routine into 
the PSH display mode. A carriage return is required to complete 
this command input. Upon receipt of the carriage return, the 
contents of the PSW are output followed by a carriage return, 
line feed, and operator prompt. The plus and minus commands are 
invalid for the PSH. 



2.5.12 Modify Program Status Word "=" 

Immediately after examining the PSW, the equal sign (=) can be 
used to change the contents of the PSW status field. The equal 
sign can be followed by up to six hexadecimal digits of data, 
leading zeros are not required. If more than six digits are 
input, only the least significant six are used. A carriage 
return is used to signal the end of the data input. At that 
time, the accumulated data is copied into the PSW, which is then 
displayed. A carriage return, line feed, and operator prompt are 
then output. 

2.5.13 Execute Single Instruction ">•• 

Entering the character (>) causes the processor to execute the 
instruction indicated by the location counter, in single-step 
mode. If the instruction is an interruptible instruction, only 
one phase or iteration of the instruction may be performed. 
After this execution, the console service routine displays the 
PSW and location counter, followed by a carriage return, line 
feed, and operator prompt. 

2.5.ia Enter Run Mode "<" 

Entering the character (<) causes the processor to begin program 
execution, starting with the instruction indicated by the 
location counter. 
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2.6 MEMORY INITIALIZATION 

The following example shows hew to set up dedicated low memory 
for loading the 32-bit relocating loader from magnetic tape. 



< a 3 

000030 


cr 
0000 


000032 


8000 


< + 

000034 


0000 


< + 

000036 


1536 


< = 5 

000038 


cr 
0000 


< a 5 

000050 


cr 
D500 


< + 

000052 


00 CF 


< + 

000054 


4300 


< + 

000056 


0080 


000078 


8 cr 
C186 



Select address '30* 

Location '30' already = '0000' 

Advance to address '32* 

Location •32* already = '8000' 

Advance to address '34' 

Location '34' already = '0000" 

Advance to address '36' 

location '36' contains '1536' 

Change contents of '36' to '0050' 

Location '38' contains '0000' 

Select address '50' 

Location '50' already = 'D500', 
the auto-load instruction 

Advance to address '52' 

Location '52' already = 'OOCF', 
the usual ending address 

Advance to address '54' 

Location '54' already = '4300' 
a branch instruction 

Advance to address '56' 

Location '56' already = '0080' 
the usual branch address 

Select address '78' 

Location '78' contains '0186' 
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< = S [E H [H S 



00007A 0000 

< H 

00007C 0000 



< a 3 

000030 


cr 
0000 


< < 





Change '78* to 'SSAI', the device 
number and command byte for 
magnetic tape 

Location '7** contains '0000' 

Advance to address 'IC 

Location 'IC contains '0000' 

Select starting address '30' 

Start program execution 



After loading, the relocating loader places the processor in the 
wait state. The wait lamp on the consolette is on. Depress the 
HALT/BUN switch to regain control at the System Terminal. The 
terminal response, for example is: 

008000 03FB00 
< 

which shows the PSW and the LCC pointing at the loader start 
address of "SFBOO*. Type the less than (<) character to begin 
execution of the relocating leader. 

2.7 SYSTEM TERMINAL PROGRAMMING INSTRUCTIONS 

The System Terminal (ST) uses either a 2-line asynchronous 
communication multiplexor or an 8-line asynchronous communication 
multiplexor interface. Since the microprogram of the processor 
must communicate with the ST, the device address is fixed at 
X'OIO' and X'OIV. The interface must be strapped for full 
duplex operation. Refer to the appropriate instruction manual 
for complete programming information. 

The microprogram programs the ST for highest clock rate, two stop 
bits per character, seven data bits, and even parity. Echoplex 
is not turned on. 
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CHAPTER 3 
LOGICAL OPERATIONS 



3.1 INTRODUCTION 

The set of logical instructions crovides a means for the 
manipulation of binary data. Many of the instructions grouped 
with the logical set may also be used in arithmetic and other 
operations. These instructions include loads, stores, compares, 
shifts, list processing, translation, and cyclic redundancy 
checks. 



3.2 LOGICAL DATA FORMATS 



Logical data may be 
bit arrays of up to 



organized as bytes, halfwords, fullwords, 
2^^ bits as shown in Figure 3-1. 



or 



BYTE 



HALFWORD 



15 



FULLWORD 



31 



BIT ARRAY 



-f J- 



N 



-i s- 



Figure 3-1 Logical Data 
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3,3 OPERATIONS 

In logical operations between the contents of a general register 
and a halfword operand, the halfwcrd operand is expanded to a 
fullword before the operation starts. The halfword is expanded 
by propagating the most significant bits through bits 0:15 of the 
fullword. For example, the halfword •AGOG* is expanded to 
•FFFFAOOO* before participating in the operation. 

3.3.1 Boolean Operations 

The Boolean operators AND, OB, and Exclusive OR (XOR) operate on 
halfword and fullword quantities. All bits in both operands 
participate individually. The Boolean functions are defined as 
follows: 



AND 

AND 1 

1 AND 
1 AND 1 






1 



(logical product) 



CR 

OR 1 

1 OS 
1 OR 1 




1 
1 
1 



(logical sum) 



C XCR 

XOR 1 

1 XOR 
1 XCR 1 




1 
1 




(logical difference) 



3.3.2 Translation 



The Translate (TLATE) instruction is used to translate a 
character directly, or tc effect an unconditional branch to a 
special translate subroutine. Associated with the 
instruction is a translation table, 
halfwords, as shown in Figure 3-2. 



translate 
The entries in the table are 



586 






7 


8 15 


1 




CHARACTER 



ENTRY SPECIFYING TRANSLATED 
CHARACTER 



(CHAR. HANDLING ROUTINE ADDRESS) /2 



ENTRY SPECIFYING ADDRESS OF 
A CHARACTER HANDLING ROUTINE 



Figure 3-2 Translation Table Entry 
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The character to be translated is 


a byte of 


logi 


cal dat 


a. This 


unsigned quantity is doubled and 


used as an i 


ndex into the 


translation table. If the corresponding table entry has 


a one in 


bit position zero, then bits 8: 


15 contain 


the 


character to be 


substituted for the data character. 


If there 


is a 


zero 


in bit 


position zero, bits 1:15 contain the address, 


, div 


ided by 


two, of 


the translation routine. When the 


translate instruction 


results 


in a branch, this value is doubled 


to produce the 


address of the 


routine. Because this result is a 


16-bit address. 


the 


software 


routine must be located in the first 6H kb of 


the 


program 


address 


space. The program may reside 


anywhere 


in 


memory 


if it is 


relocated by the Memory Addres 


s Translator 


(MAT) 


The 


translation table may contain up to 


256 entries. 


However 


, if the 


data characters are always less 


than eight 


bits 


, fewer 


entries 


are required. 











3.3.3 list Processing 

The list processing instructions manipulate a circular list as 
defined in Figure 3-3. 



587 



15 16 



31 



NUMBER OF SLOTS 



NUMBER USED 



CURRENTTOP 



NEXT BOTTOM 



SLOTO 



SLOT 1 



SLOTN 



Figure 3-3 Circular List Definition 



The first four halfwords, called the list header, contain the 
list parameters. Immediately following the header is the list 
itself. The first fullword in the list is designated Slot 0. 
The remaining slots are designated 1/ 2, 3, etc., up to a maximum 
slot number, which is equal tc the number in the list minus one. 
An absolute maximum of 65,535 fullword slots may be specified. 
(Slots are designated through X'FFFE'.) 
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The first half^iord of the header indicates the number of slots 
(full^ords) in the entire list. The second halfword indicates 
the current number of slots being used. When this halfword 
equals zero, the list is e.Pty. When this halfword equals the 
number of slots in the list, the list is full. Once initialized, 
this halfword is maintained automatically. It is incremented 
when elements are added to the list and decremented when elements 
are removed. 

The third and fourth half words of the list header specify the 
current top of the list and the next bottom of the list, 
respectively. These pointers are also updated automatically. 
(See Figure a-H.) 



586 



OCCUPIED 
SECTION 



CURRENT TOP 



NEXT BOTTOM 




Figure 3-^ Circular List 
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3.4 LOGICAL INSTRUCTION FOBMATS 

The logical instructions use the Register to Register (RR)r the 
Short Form (SF), the Register and Indexed Storage (RX), and the 
Register and Immediate Storage (RI) instruction formats. 

3.5 LOGICAL INSTRUCTIONS 

The instructions described in this section are: 

L Load 

LR Load Register 

LI Load Immediate 

LIS Load Immediate Short 

LCS Load Complement Short 

LH Load Halfword 

LHI Load Halfword Immediate 

LA Load Address 

LRA Load Real Address 

LHL Load Halfword Logical 

LM Load Multiple 

LB Load Byte 

LBR Load Byte Register 

EXHR Exchange Halfword Register 

EXBR Exchange Byte Register 

ST Store 

STH Store Halfword 

STM Store Multiple 

STB Store Byte 

STBR Store Byte Register 

CL Compare Logical 

CLR Compare Logical Register 

CLI Compare Logical Immediate 

CLH Compare Logical Halfword 

CLHI Compare Logical Halfword Immediate 

CLE Compare Logical Byte 

N AND 

NR AND Register 

NI AND Immediate 

NH AND Halfword 

NHI AND Halfword Immediate 

OR 

OR OR Register 

01 OR Immediate 
CH OR Halfword 

OHI OR Halfword Immediate 

X Exclusive OR 

XR Exclusive OR Register 

XI Exclusive OR Immediate 
XH Exclusive OR Halfword 

XHI Exclusive OR Halfwcrd Immediate 

TI Test Immediate 

THI Test Halfword Immediate 
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SLL Shift Left Logical 

SLLS Shift Left Logical Short 

SEL Shift Right Logical 

SRLS Shift Bight Logical Short 

SLHL Shift Left Halfword logical 

SLHLS Shift Left Halfword logical Short 

SRHL Shift Right Halfword Logical 

SRHLS Shift Right Halfword Logical Short 

RLL Rotate Left Logical 

EEL Rotate Right Logical 

TS Test and Set 

TBT Test Bit 

SBT Set Bit 

CBT Complement Bit 

RET Reset Bit 

CRC12 Cyclic Redundancy Check Modulo 12 

CRC16 Cyclic Redundancy Check Modulo 16 

TLATE Translate 

ATL Add to Top of List 

ABL Add to Bottom of List 

RTL Remove from Top of List 

RBL Remove from Bottom of List 
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3.5.1 Load (L, LP, LI) 

Load (L) 

Load Register (LR) 

Load Immediate (LI) 



Assembler Notation 


Op- 


-Code 


Format 


L R1,D2(X2) 

L R1,A2(FX2,SX2) 

LP P1,R2 

LI P1,I2(X2) 




58 
E8 
08 
F8 


RX1,RX2 
PX3 
PR 
RI2 


Cperation 









The second operand replaces the contents of the 
specified in R1. 



register 



Condition Code 



c 


V 


G 


L 























1 








1 






Value is zero 
Value is not zero 
Value is not zero 



Programming Notes 

When the Load instructions operate on fixed-point data, the 
condition code indicates zero (no flags), negative (L flag), or 
positive (G flag) value. 

In the RR format, if R1 equals R2, the Load instruction functions 
as a test on the contents of the register. 

In the RX formats, the second operand must be located on a 
fullword boundary. 
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3.5.2 load Immediate Short (IIS) 



Assembler Notation 



LIS E1,N 



Op-Code 
2H 



Format 



SF 



Operation 

The a-blt second operand is expanded to a 32-blt fullword with 
high order bits forced to zero. This fullword replaces the 
contents of the register specified by HI. 



Condition Code 



C V G 1 


10 



Value is zero 
Value is not zero 



Programming Note 

When this instruction operates on fixed-point data» the condition 
code indicates zero (no flags), or positive (G flag) value. 



Example: LIS 
Assembler Notation 



LIS 



BEG«<,15 



Machine Code 



2HHF 



Comments 



LOAD 15 INTO REG4 



Result of LIS Instruction 

(REGU) = OOOOOOOF 
Condition Code = 0010 (G=2) 
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3.5.3 Load Complement Short (LCS) 
Assembler Notation Op-Code Format 



ICS 



R1,N 



25 



SF 



Operation 

The U-bit second operand is expanded to a 32-bit fullword with 
high order bits forced tc zero. The two's complement value of 
this fullword then replaces the contents of the register 
specified by R1. 



Condition Code 



c 


V 


G 


L 















1 



Value is zero 
Value is not zero 



Programming Note 

When this instruction operates on fixed-point data, the condition 
code indicates zero (no flags), or negative (L flag) value. 



Example: LCS 
Assembler Notation 
LCS REG8,7 



Machine Code 



2587 



Comments 



LOAD -7 INTO REGS 



Result of LCS Instruction 

(REGS) = FFFF FFF9 
Condition Code = 0001 (L=1) 



29-747 ROO U/81 



3-9 



3.5.1 Load Halfword (LH, LHI ) 

Load Halfword (LH) 

Load Halfword Iniinediate (LHI) 



Assembler notation 

LH E1,D2(X2) 

LH B1,A2(FX2,SX2) 

LHI E1,I2(X2) 



Op-Code 


48 
48 
C8 



Format 

RX1,RX2 

RX3 

Ell 



Operation 

The halfword second operand is expanded to a fullword by 
propagating the most significant bit through bits 0:15. This 
fullword replaces the contents of the register specified by HI. 



Condition Code 



c 


V 


G 


L 























1 








1 






Value is zero 
Value is not zero 
Value is not zero 



Programming Notes 

When the Load Halfword instructions operate on fixed-point data, 
the condition code indicates zero (no flags), negative (L flag), 
or positive (G flag) value. 



In the EX formats, the 
halfwcrd boundary. 



second operand must be located 



on 



In the BI1 format, the 16-bit 12 field is extended to a fullword 
by propagating the sign bit through bits 0:15. The contents of 
the index register specified by X2 are then added to form the 
fullword second operand. 
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3.5.5 Load Address (LA) 

Assembler Notation Op-Code Format 

LA R1,D2(X2) E6 RX1,HX2 

LA R1,A2(FX2,SX2) E6 BX3 



Operation 

The effective address of the second operand (24 bits) replaces 
bits 8:31 of the register specified by R1. Bits 0:7 of the 
register specified by R 1 are forced to zero. 



Condition Code 
Unchanged 

Programming Note 

The length of the address quantity depends on the internal 
structure of the particular machine; thus, in this processor, 
with a maximum address length of 24 bits, the calculated address 
replaces bits 8:31 of the register specified by R1, and bits 0:7 
are replaced by zero. In a processor with a maximum address 
length of 20 bits, the calculated address replaces bits 12:31 of 
the register specified by R1, and bits 0:11 are forced to zero. 
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3.5.6 Load Real Address (LEA) 
Assembler Notation Op-Code 



LRA E1,D2(X2) 

LEA E1,A2(FX2,SX2) 



63 
63 



Format 

BX1rRX2 
EX3 



Operation 

This instruction simulates the operation of the Memory Address 
Translator. The register specified by B1 contains a program 
address (not relocated). The second operand address points to a 
relocation/protection nodule parameter block/ in the format 
shown: 



BYTE 
OFFSET 



+ 



m 15 



31 



^><^ 


(PST ENTRIES) -1 


A(FROCESS SEGMENT TABLE)/128 


^x^ 


(SST ENTRIES) -1 


A(SHARED SEGMENT TABLE)/128 



PSTD 
SSTD 



The address contained in the register specified by R1 is 
relocated, using the appropriate parameters. The relocated 
address replaces the contents of the register specified by R1. 



Condition Code 



Segment not mapped 

Nonpresent segment 

Write-protected segment 

Read- or Execute-protected segment 

No restrictions 

The condition code is determined on a priority basis with segment 

table size exceeded checked first, nonpresent segment second, 

segment limit exceeded third, and all protect keys (as a group) 

last. ; 



c 


V 


G 


L 


1 














1 














1 


X 








X 


1 















Programming Notes 

Segment tables must conform tc the rules given in the section on 
Memory Management; otherwise, the results of the LRA instruction 
are undefined. 

If the address is not mapped or not present, the register 
specified by R1 is unchanged. 

Segment table size exceeded or segment limit exceeded results in 
condition code 1000 (unmapped). 

The second operand location must be on a fullword boundary. 
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Example: LRA 

This example performs an address translation in the same manner 
as the iMemory Address Translator (MAT). The steps shown are not 
optimal, and do not reflect the actual operation of the HAT, 
which is a high-speed device capable of performing several of the 
steps simultaneously. 

To set up for this example, register B1 contains X'OSSIU?', the 
program address to be translated. EELOCBLK is the address of a 
relocation/protection module parameter block. This block 
contains two fullwords. The first of these is the Process 
Segment Table Descriptor (PSTE), with the value X'000E06BF'. The 
second is the Shared Segment Table Descriptor (SSTD), with the 
value X'OOOCOecO'. Memory location X'035FA8' contains the 
Process Segment Table Entry (PSTE) to be used, with the value 
X'588A0028". Memory location X'036028' contains the Shared 
Segment Table Entry (SSTE) to be used, with the value 
X*58126880'. The instruction proceeds as follows: 

LRA E1,REL0CBLK TRANSLATE ADDRESS IN R1 

1. The PSTD is fetched from RELOCBLK, and ANDed with 
X'FFFEOOOO* to extract the segment table size field. 
The result, X'OOOEOOOO', is shifted right 17 bit 
positions, yielding X'00000007'. This value is the 
number of entries in the Process Segment Table (PST), 
minus one. Therefore, the PST has entries for segments 
through 7. 

2. The program address from register R1, X'053147*, is 
shifted right 16 tit positions to yield the specified 
segment number, X'00000005*. The segment number is 
compared with the EST size. If the PST size were less 
than the segment number, this would mean that no entry 
existed in the PST for the specified segment, and that 
the segment was unmapped (condition code =8). However, 
such is not the case, and the instruction proceeds. 

3. The PSTD is ANDed with X'OOOIFFFF' to extract the 
segment table address field. The result, X'000005BF', 
is shifted left seven bit positions, to multiply it by 
128. This yields the address of the PST, X'35F80'. 

H, The segment number specified by the program address in 
R1 (X'053ia7') is used as an index into the PST. 
Because each Segment Table Entry (STE) requires eight 
bytes, the segment number, X'00000005', is shifted left 
three bit positions, to multiply it by eight. The 
result, X'000Q0028', and the address of the PST, 
X'035F80', are added. The result is the address 
X'035FA8', and the PSTE at that address is fetched. 
This PSTE has the value X'588A0028'. 
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The PSTE Is ANDed with the value X'UOOOOOOO* to test the 
Presence bit in the STE. If the bit were zero, this 
would mean the segment was not present (condition code 
= a). But such is not the case, and the instruction 
proceeds. 

5. The PSTE is then ANDed with X'00800000', to test the 
Shared Segment bit. If the bit were zero, the LRA 
instruction would use the data in the PSTE as data in 
the SSTE also, and perform the operations in step 9 
below; but such is net the case. 

The Shared Segment bit in the PSTE is set, which means 
that an entry from the Shared Segment Table (SST) must 
also be used in translating the program address. The 
SSTD (X'OOOCOeCO* ) is ANDed with X'FFFEOOOO* to extract 
the segment table size field. The result, X'OOOCOOOO*, 
is shifted right lU bit positions to yield X'000O0O3O'. 
This value is the maximum SST offset, the offset in 
bytes from the start of the SST to the beginning of the 
last entry. 

6. The SSTD is ANDed with X'OOOIFFFF' to extract the 
segment table address field. The result, X'000006C0', 
is shifted left seven bit positions to yield the address 
of the Shared Segment Table (SST), X'036000'. 

7. The PSTE is now ANDed with X'OOOIFFFF* to extract the 
Segment Relocation Field (SSF). This field has the 
value X'00000028'. If this value exceeded the maximum 
SST offset, this would mean that no entry existed in the 
SST for the specified segment, and that the segment was 
unmapped (condition code = 8); but such is not the case, 
and the instruction proceeds. The SRF is added with the 
PST address, X'03600C'. The Shared Segment Table Entry 
(SSTE) pointed to by the PSTE is located at the 
resulting address, X'036028'. 

8. The SSTE is fetched, and its value found to be 
X*58126880'. This value is ANDed with X"40000000' to 
test the STE Presence bit. If the bit were zero, this 
would mean the segment was not present (condition code 
= 4); but such is not the case, and the instruction 
proceeds. 

9. The SSTE, with a value X*58126880', is ANDed with the 
value X'003E0000' to extract the Segment Limit Field 
(SLF). The resulting value, X'00120000', is shifted 
right six bit positions, yielding an SLF value of 
X'OOOOteOO'. The program address from R1, X*053147', is 
ANDed with X'O0OGF8OO'. The resulting value, 
X'00003000', is compared to the SLF value, X'000048OO* . 
If the SLF value were the lesser of the two values, this 
would indicate that the program address was in an 
unreachable part of the segment (segment limit 
violation), and thus unmapped (condition code = 8); but 
such is not the case, and the instruction proceeds. 

3-ia 29-7U7 ROO U/81 



10. At this point/ address translation can be performed. 
The SSTE, with value X'58126880', is ANDed with the 
value X'OOOIFFFF' to extract the SRF. This field has 
the value X'00006880'. The SRF is shifted left seven 
bit positions, giving the relocation value X '00344400'. 

The program address from R1, X'053147', is ANDed with 
the value X'OOOOFFFF', giving the value X'00003147'. To 
this value is added the relocation value, X'00344000'. 
The result is the translated program address, X'347ia7*, 
which replaces the contents of register R1. 



11. The PSTE, with value X'588 
value X'58126880', are 
X'58020000'. This value c 
access keys. If ANDing 
yielded a zero result, the 
condition code to indie 
If ANDing the keys with 
result, the L flag would b 
indicate a read-protecte 
case. ANDing the keys wit 
zero result, and the I fla 
to indicate that the segra 
LRA instruction terminates 
performed. (See Figure 3- 



A0028', and the SSTE, with 

ANDed, yielding the value 

ontains the combined segment 

the keys with X' 08000000' 

G flag would be set in the 
ate a write-protected segment. 

X'lOOOOOOO* yielded a zero 
e set in the condition code to 
d segment; but neither is the 
h X'04000000' does yield a 
g is set in the condition code 
ent is execute-protected. The 

once these tests have been 
5.) 



R1= I 00053147 I PROGRAM ADDRESS 



L 



-BYTE OFFSET 
-SEGMENT NUMBER 



35FA8 - 



36028 




SEGMENT NUMBER 



-*-0 
1 
2 
3 
4 

-♦5 



PST (AT X'35F80") 



BYTE OFFSET = 3147 



8-BYTES 



8-BYTES 



588A0028 



SEGMENT (AT X'344400') 



i:-:^::^^^:::^^-::^ 



SHARED BYTE 
OFFSET=28 



AT 347547 



Figure 3-5 LRA Example 
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3.5.7 Load Halfword Logical (LHL) 
Assembler Notation Op-Code 



LHL R1,D2(X2) 

LHL R1,A2(FX2,SX2) 



73 
73 



Format 

RX1,RX2 
RX3 



Operation 

The halfword second operand replaces bits 16:31 of the register 
specified by R1. Bits 0:15 of the register specified by R1 are 
replaced by 7ero. 



Condition Code 



C 


V 


G 


L 












1 







Value is zero 
Value is not zero 



Programming Note 

The second operand must be located on a halfword boundary. 
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3.5.8 Load Multiple (LM) 

Assembler Notation Op-Code Format 

LM E1,D2(X2) El EX1,BX2 

LM R1,A2(FX2,SX2) B1 SX3 



Operation 

Successive registers, starting with the register specified by R1, 
are loaded from successive memory locations, starting with the 
location specified as the effective address of the second 
operand. Each register is loaded with a fullword from memory. 
The process stops when register 15 has been loaded. 



Condition Code 
Unchanged 

Programming Notes 

The second operand must be located on a fullword boundary. 

The second operand address is formed before any registers are 
loaded; therefore, X2, FX2, and SX2 can be among the registers 
loaded. 

In the event of a machine malfunction due to a noncorrectable 
memory error, or due to a MAT fault, the effective address 
calculated at the beginning of the instruction is available, 
should a retry be desired. For details, refer to Chapter 10 and 
Chapter 12. 
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3.5.9 Load Byte (LB, LBR) 

Load Byte (LB) 

Load Byte Register (LBR) 



Assembler Notation 


Op-Code 


Format 


LB R1,B2(X2) 

LB E1,A2(FX2,SX2) 

LBR R1,R2 


D3 
D3 
93 


RX1,RX2 

RX3 

RR 



Operation 

The 8-bit second operand replaces the least significant bits 
(bits 24:31) of the register specified by R1. Bits 0:23 of the 
register are forced to zero. 

Condition Code 
Unchanged 



Programming Note 

In the Load Byte Register instruction, the second operand is 
taken from the least significant eight bits (bits 2t*:31) of the 
register specified by R2. 
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3.5.10 Exchange Halfword Register (EXHR) 
Assembler Notation Op-Code Format 
EXHR R1,R2 34 RR 



Operation 

Bits 0:15 of the register specified by R2 replace bits 16:31 of 

the register specified by R1. Bits 16:31 of the register 

specified by R2 replace bits 0:15 of the register specified by 

R1. 



Condition Code 
Unchanged 

Programming Note 

If R1 equals R2, the two halfwords contained within the register 
are exchanged. If R1 does not equal R2, the contents of R2 are 
unchanged. 

Example: EXHR 

Assembler Notation Machine Code Comments 



LI REG5,Y*0flBCDEF9' F850 OABC DEF9 (REGS) = 0ABCDEF9 
LI REG7ry 12345678' F870 1234 5678 (REG7) = 12345678 
EXHR REG5,REG7 3457 



Result of EXHR Instruction 



(REG5) = 56781234 
CREG7) = 12345678 
Condition Code unchanged 
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3.5.11 Exchange Byte Register (EXBR) 
Assembler Notation Op-Code Format 
EXBR R1,R2 9H BR 



Operation 

The two 8-blt bytes contained in bits 16:31 of the register 
specified by R2 are exchanged and loaded into bits 16:31 of the 
register specified by R1. Bits 0:15 of the register specified by 
R1 are unchanged. The register specified by R2 is unchanged. 



Condition Code 
Unchanged 

Programming Note 

R1 and R2 may specify the same register. In this case, the two 
bytes in bits 16:31 of the register specified by R2 are 
exchanged. 

Example: EXBR 

Assembler Notation Machine Code Comments 

LI REG7,X'5A6B3C4D' F870 5A6B 3C4D (REG7> = 5A6B3C4D 
LI REG3,Y'9876123«' F830 9876 1234 (REG3) = 9876123U 
EXBR REG7,REG3 9473 

Result of EXBR Instruction 

(REG7) = 5A633ai2 
(REG3) = 98761234 
Condition Code unchanged 
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3.5.12 Store (ST) 



Assembler Notation 


Op-Code 


Format 


ST R1,D2(X2) 


50 


EX1,RX2 


ST B1,A2(FX2,SX2) 


50 


RX3 


Operation 







The 32-bit contents of the register specified by K1 replace the 
contents of the fullword memory location specified by the 
effective address of the second operand. 



Condition Code 
Unchanged 

Programming Note 

The second operand location must be on a fullword boundary. 

3.5.13 Store Halfword (STH) 

Assembler Notation Op-Code Format 

STH P1,D2(X2) t»0 RX1,RX2 

STH R1,A2(FX2,SX2) 40 EX3 

Operation 

Bits 16:31 of the register specified by R1 replace the contents 
of the halfword memory location specified by the effective 
address of the second operand. 

Condition Code 
Unchanged 

Programming Note 

The second operand location must be on a halfword boundary. 
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3.5,^^ store Multiple (STH) 



Assembler Notation 


Op-Code 


Format 


STH R1,D2(X2) 


DO 


RX1,RX2 


STM R1,A2(FX2,SX2) 


DO 


RX3 


Operation 







The fullword contents of registers, starting with the register 
specified by R1, replace the contents of successive fullword 
memory locations, starting with the location specified by the 
effective address of the second operand. The process stops when 
register 15 has been stored. 



Condition Code 
Unchanged 

Prograinming Note 

The second operand location must be on a fullword boundary. 



3-22 29-747 ROD 4/81 



3.5.15 Store Byte (STB, STBR) 

Store Byte (STB) 

Store Byte Register (STBR) 



Assembler Notation Op-Code Format 

STB R1,D2(X2) D2 BX1,RX2 

STB R1,A2(FX2,SX2) D2 RX3 

STBR R1,R2 92 RR 



Operation 

The least significant eight bits (bits 24:31) of the register 
specified by R1 are stored in the byte second operand location. 



Condition Code 
Unchanged 

Programming Note 

In the Store Byte Register instruction, the 8-bit quantity is 
stored in bits 24:31 of the register specified by R2. Bits 0:23 
of the register are unchanged. 

Example: STBR 

Assembler Notation Machine Code Comments 



LI PEGH,Y'13577531' FSHO 1357 7531 (REG4) = 13577531 
LI PEG3,Y*2a688642' F830 2468 8642 (REG3) = 24688642 



STBR REG4,REG3 9243 



Result of STBR Instruction 

(REG4) = 13577531 
(REG3) = 24688631 
Condition Code unchanged 
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3.5.16 Compare Logical (CL, CLR, CLI) 

Compare Logical (CL) 

Compare Logical Register (CLR) 

Compare Logical Immediate (CLI) 



Assembler Notation Op-Code 

CL R1,D2(X2) 55 

CL R1,A2(FX2,SX2) 55 
CLR R1,R2 05 

CLI R1,I2(X2) F5 



Format 


RX1, 


RX2 


RX3 




RR 




RI2 





Operation 

The first operand, the contents of the register specified by R1, 
is compared logically to the second operand. The result is 
indicated by the condition code setting. Neither operand is 
changed. 



Condition Code 



C 


V 


G 


L 





X 








1 


X 





1 


1 


X 


1 








X 





1 





X 


1 






First operand equal to second 
First operand less than second 
First operand less than second 
First operand greater than second 
First operand greater than second 



Programming Notes 

In the RX formats, the second operand must be located on a 
fullword boundary. 

The state of the V flag is undefined. 

If the second operand is zero, the C flag cannot set. 

It is meaningful to check the following condition code mask (Ml) 
after a logical comparisons 



Mask 

3 
3 
8 

8 



True/False * 

False 

True 

False 

True 



*Pefer to Chapter 
instructions. 



Inference 

First operand equal to second 

First operand not equal to second 

First operand greater than or equal to 

second 

First operand less than second 



for True/False 



concept 



in 



branch 



3-2H 
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3.5.17 Compare Logical Halfword (CLH, CLHI) 

Compare Logical Halfword (CLH) 

Compare Logical Halfword Immediate (CLHI) 



Assembler Notation Op-Code 

CLH R1,D2(X2) UE 

CLH R1,A2(FX2,SX2) US 

CLHI R1,I2(X2) C5 



Format 

RX1,RX2 

RX3 

RI1 



Operation 

The halfword second operand is expanded to a fullword by 
propagating the most significant bit through bits 0;15. The 
first operand, the contents of the register specified by El, is 
compared to this fullword. The result is indicated by the 
condition code setting. Neither operand is changed. 

Condition Code 



First operand equal to second 

First operand less than second 

First operand less than second 

First operand greater than second 

First operand greater than second 

Programming Notes 

In the RX formats, the second operand must be located 
halfword boundary. 



c 


V 


G 


L 





X 








1 


X 





1 


1 


X 


1 








X 





1 





X 


1 






on a 



In the RI1 format, the 16-bit 12 field is extended to a fullword 
by propagating the sign bit through bits 0;15. The contents of 
the index register specified by X2 are then added to form the 
fullword second operand. 

The state of the V flag is undefined. 

If the second operand is zero, the C flag cannot set. 



It is meaningful to check the following condition code mask 
after a logical comparison: 



(Ml) 



Mask 

3 
3 
8 

8 



True/False * 

False 

True 

False 

True 



Inference 

First operand equal to second 
First operand not equal to second 
First operand greater than or 
equal to second 
First operand less than second 



♦Refer to Chapter 
instructions. 



for True/False concept 



in 



branch 
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3.5.18 Compare Logical Byte (CLB) 

Assembler Notation Op-Code Format 

CLB R1rD2(X2) D*l RX1,RX2 

CLB B1,A2(FX2,SX2) im RX3 



Operation 

The byte quantity, contained in bits 24:31 of the register 

specified by R1, is compared with the 8-bit second operand. The 

result is indicated by the condition code setting. Neither 
operand is changed. 



Condition Code 



c 


V 


G 


L 





X 








1 


X 





1 





X 


1 






First operand equal to second 
First operand less than second 
First operand greater than second 



Programming Notes 

Both operands are treated as unsigned quantities. 

If the second operand is zero, the C flag cannot set. 

It is meaningful to check the following condition code mask (M1) 
after a logical comparison: 



Mask 



8 



True/False* 



False 



2 


True 


3 


False 


3 


True 


8 


False 



True 



♦Refer to Chapter 
instructions. 



Inference 

First operand not greater than 

seccnd 

First operand greater than second 

First operand equal to second 

First operand not equal to second 

First operand greater than or 

equal to second 

First operand less than second 



for 



True/False 



concept 



in 



branch 
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3.5.19 AND (N, NR , NI) 

AND (N) 

AND Register (NR) 

AND Immediate (NI) 



Assembler Notation 



N 


R1 


,D2(X2) 




N 


R1 


,A2(FX2< 


rSX2) 


NR 


R1 


rR2 




NI 


El 


rI2(X2) 




Operati( 


an 





Op-Code 

5a 
5^ 



Format 


RX1, 


RX2 


BX3 




SR 




RI2 





The logical product of the 32-bit second operand and the contents 
of the register specified by R1 replace the contents of the 
register specified by R1, The 32-bit logical product is formed 
on a bit-by-bit basis. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 



In the RX formats^ the second operand must be 
fullword boundary. 



located on 



When operating on fixed-point data, the condition code indicates 
zero (no flags), negative (L flag), or positive (G flag) result. 
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3.5.20 AND Halfword (NH, NHI) 

AND Halfword (NH) 

AND Halfword Iinniediate (NHI) 



Assembler Notation 


Op-Code 


Format 


NH R1,D2(X2) 

NH E1,A2(FX2,SX2) 

NHI R1,I2(X2) 


Ct| 


RX1,RX2 

RX3 

RI1 


Operation 







The halfword second operand is expanded to a fullword by 
propagating the most significant bit through bits 0:15. The 
logical product of this 32-bit quantity and the contents of the 
register specified by R1 replace the contents of the register 
specified by R1. The 32-bit logical product is formed on a 
bit-by-bit basis. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 

In the RX formats, the second operand must be located on a 
halfword boundary. 

In the RI1 format, the 16-bit 12 field is extended to a fullword 
by propagating the sign bit through bits 0:15. The contents of 
the index register specified by X2 are then added to form the 
fullword second operand. 

When operating on fixed-point data, the condition code indicates 
zero (no flags), negative (L flag), or positive (G flag) result. 
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3.5.21 OR (0, OR, 01) 



OR (0) 

OR Register (OR) 

OR Immediate (01) 






Assembler Notation 


Op-Code 


Format 


R1,D2(X2) 

R1,A2(FX2,SX2) 

OR E1,R2 

01 R1,I2(X2) 


56 
56 
06 
F6 


RX1,RX2 
HX3 
RR 
RI2 


Operation 







The logical sum of the 32-bit second operand and the contents of 
the register specified by R1 replace the contents of the register 
specified by R1. The 32-bit logical sum is formed on a 
bit-by-bit basis. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 



In the EX formats, the second operand must be 
fullword boundary. 



located on a 



When operating on fixed-point data, the condition code indicates 
zero (no flags), negative (L flag), or positive (G flag) result. 
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3.5.22 OR Halfword (OH, OHI) 



OR Halfword 
OE Halfword 



(OH) 
Immediate 



(OHI) 



Assembler Notation Op"Code 

CH P1,D2(X2) 46 

OH R1,A2(FX2,SX2) 46 

OHI R1,I2(X2) C6 



Format 


BX1, 

BX3 

BI1 


BX2 



Operation 

The halfword second operand is expanded to a fullword by 
propagating the most significant bit through bits 0:15. The 
logical sum of this 32-bit quantity and the contents of the 
register specified by R1 replace the contents of the register 
specified by R1. The 32-bit logical sum is formed on a 
bit-by-bit basis. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 

In the RX formats, the 
halfword boundary. 



second operand must be located 



on 



In the RI1 format, the 16-bit 12 field is extended to a fullword 
by propagating the sign bit through bits 0:15. The contents of 
the index register specified by X2 are then added to form the 
fullword second operand. 



When operating on fixed-point data, the condition code indicates 
zero (no flags), negative (L flag), or positive (G flag) result. 
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3.5.23 Exclusive OR (X, XR, XI> 

Exclusive OR (X) 
Exclusive OR Register ( XR ) 
Exclusive OR Immediate (XI) 



Assembl 


er Notal 


tion 


Op-Code 
57 


Forn 
RX1, 


na t 


X 


R1 


,D2(X2) 




RX2 


X 


R1 


,A2(FX2, 


.SX2) 


57 


RX3 




XR 


R1 


,R2 




07 


RB 




XI 


R1 


,I2(X2) 




F7 


RI2 




Operati 


on 











The logical difference of the 32-bit second operand and the 
contents of the register specified by R1 replace the contents of 
the register specified by R1. The 32-bit logical difference is 
formed on a bit-by-bit basis. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 

In the RX formats, the second operand must be 
fullword boundary. 



located on a 



When operating on fixed-point data, the condition code indicates 
zero (no flags), negative (1 flag), or positive (G flag) result. 
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3.5.24 Exclusive OR Halfword (XH, XHI) 

Exclusive OR Halfword (XH) 

Exclusive OR Halfword Immediate (XHI) 



Assembler Notation 

XH R1,D2(X2) 

XH R1,A2(FX2,SX2) 

XHI R1,I2(X2) 



Op-Code 
47 

m 

C7 



Format 

HX1,RX2 

RX3 

RT1 



Operation 

The halfword second operand is expanded to a fullword by 
propagating the most significant bit through bits OslS. The 
logical difference of this 32-bit quantity and the contents of 
the register specified by R1 replace the contents of the register 
specified by R1. The 32-bit logical difference is formed on a 
bit-by-bit basis. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 

In the RX formats, 
halfword boundary. 



the second operand must be located ""on a 



In the RI1 format, the 16-bit 12 field is extended to a fullword 
by propagating the sign bit through bits 0:15. The contents of 
the index register specified ty X2 are then added to form the 
fullword second operand. 

When operating on fixed-point data, the condition code indicates 
zero (no flags), negative (L flag), or positive (G flag) result. 
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3.5.25 Test Immediate (TI) 
Assembler Notation Op-Code 
TI E1,I2(X2) F3 



Format 



RI2 



Operation 

Each bit of the second operand is logically ANDed with the 
corresponding bit in the register specified by R1. Neither 
operand is changed. 



Condition Code 



C 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 

When operating on fixed-point data, the condition code indicates 
zero (no flags), negative (L flag), or positive (G flag) result. 

This instruction works the same as the AND Immediate instruction 
(NI) except that the first operand is not changed. 



Example: TI 

This example tests if bit 16 of register 9 is set. 

(REG9) = 7EFBC230 



Assembler Notation 

TI REG9,Y'00008000* 

BNZ LABEL 



Comments 

Test bit 16 

Branch if bit is set 



Result of TI Instruction 

(REG9) Unchanged 

Condition Code = 0010 (G=1) 

The conditional branch is taken. 
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3.5.26 Test Halfword Immediate (THI) 
Assembler Notation Op-Code Format 



THI 



R1,I2(X2> 



C3 



RI1 



Operation 

The halfword second operand is expanded to a fullword by 

propagating the most significant bit through bits 0:15. Each bit 

in this quantity is logically ANDed with the corresponding bit 

contained in the register specified by R1. Neither operand is 
changed. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 

When operating on fixed-point data/ the condition code indicates 
zero (no flags), negative (1 flag), or positive (G flag) result. 

In the RI1 format, the 16-bit 12 field is extended to a fullword 
by propagating the sign bit through bits 0:15. The contents of 
the index register specified by X2 are then added to form the 
fullword second operand. 

This instruction works the same as the AND Halfword Immediate 
instruction (NHI) except that the first operand is not changed. 



Example: THI 

This example tests if any of bits 0:16 of register 9 is set, 

<REG9) = 80800000 



Assembler Notation 



THI 
BNZ 



REG9,X"8000' 
LABEL 



Comments 

Test bits 0:16 
Branch if any set 



Result of THI Instruction 

(BEG9) Unchanged 

Condition Code = 0001 (L=1) 

The conditional branch is taken. 
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3.5.27 Shift Left Logical (SLL, SLLS) 

Shift Left Logical (SLL) 

Shift Left Logical Short (SLLS) 



Assembler Notation 



SLL 
SLLS 



E1,I2(X2) 

R1,N 



Op-Code 

ED 
11 



Format 

RI1 

SF 



Operation 

The first operand, the contents of the register specified by Rl, 
is shifted left the number of places specified by the second 
operand. Bits shifted out of position are shifted through the 
carry flag of the condition code and then lost. The last bit 
shifted remains in the carry flag. Zeros are shifted into 
position 31. 



Condition Code 



c 


V 


G 


L 




X 
X 
X 

1 











1 

X 



1 

X 


Result is zero 
Result is not zero 
Result is not zero 
Carry 



Programming Notes 

In the RI1 format, the shift count is specified by the least 
significant five bits of the second operand. The maximum shift 
count is 31. 

In the SF format, the maximum shift count is 15. 

The state of the C flag indicates the state of the last bit 
shifted out of position 0. 

If the second operand specifies a shift of zero places, the 
condition code is set in accordance with the value contained in 
the register. The C flag is zero in this case. 

When the register specified by Rl contains fixed-point data, the 
L flag set indicates a negative result? the G flag set indicates 
a positive result. 



29-747 ROO 4/81 



3-35 



3.5.28 Shift Right Logical (SRL, SRLS) 

Shift Right Logical (SRL) 

Shift Right Logical Short (SRLS) 



Assembler Notation 



Op-Code 



Format 



SRL 
SRLS 



R1,I2(X2) 

R1,N 



EC 
10 



RI1 
SF 



Operation 

The first operand, the contents of the register specified by R1, 

is shifted right the number of places specified by the second 

operand. Bits shifted out of position 31 are shifted through the 

carry flag of the condition code and then lost. The last bit 

shifted remains in the carry flag. Zeros are shifted into 
position 0. 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 





1 





X 


X 



Result is zero 
Result is not zero 
Result is not zero 
Carry 



Programming Notes 

In the RI1 format, the shift count is specified by the least 
significant five bits of the second operand. The maximum shift 
count is 31. 

In the SF format, the maximum shift count is 15. 

The state of the C flag indicates the state of the last bit 
shifted out of position 31. 

When the register specified by El contains fixed-point data, the 
L flag set indicates a negative result; the G flag set indicates 
a positive result. 

If the second operand specifies a shift of zero places, the 
condition code is set in accordance with the value contained in 
the register. The C flag is zero in this case. 
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3.5.29 Shift Left Half word Logical (SLHL, SLHLS) 

Shift Left Halfword Logical (SLHL) 

Shift Left Halfword Logical Short (SLHLS) 



Assembler Notation 



SLHL 
SLHLS 



R1,I2(X2) 

RUN 



Op-Code 

CD 
91 



Format 

RI1 

SF 



Operation 

Bits 16:31 of the register specified by R1 are shifted left the 

number of places specified by the second operand. Bits shifted 

out of position 16 are shifted through the carry flag and lost. 

The last bit shifted remains in the carry flag. Zeros are 
shifted into position 31. Bits 0:15 of the first operand remain 
unchanged. 



Condition Code 



C 


V 


G 


L 


X 











X 








1 


X 





1 





1 





X 


X 



Result is zero 
Result is not zero 
Result is not zero 
Carry 



Programming Notes 

The condition code setting is based on the halfword (bits 16:31) 
result. 

In the RI1 format, the shift count is specified by the least 
significant four bits of the second operand. The maximum shi-^t 
count is 15. 

In the SF format, the maximum shift count is 15. 

The state of the C flag indicates the state of the last bit 
shifted out of position 16. 

When the register specified by R1 contains fixed-point data, the 
L flag set indicates a negative result; the G flag set indicates 
a positive result. 

If the second operand specifies a shift of zero places, the 
condition code is set in accordance with the value contained in 
bits 16:31 of the register. The C flag is zero in this case. 
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3.5.30 Shift Right Halfword logical (SRHL, SRHLS) 

Shift Right Halfword Logical (SRHL) 

Shift Bight Halfword Logical Short (SRHLS) 



Assembler Notation 



SRHL 
SRHLS 



R1,I2(X2) 
R1,N 



Op-Code 

CC 
90 



Format 

RI1 

SF 



Operation 

Bits 16:31 of the register specified by R1 
number of places specified by the second 
out of position 31 are shifted through the 
The last bit shifted remains in the 
shifted into position 16. Bits 0:15 of the 
unchanged. 



are shifted right the 
operand. Bits shifted 
carry flag and lost, 
carry flag. Zeros are 
first operand remain 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 





1 





X 


X 



Result is zero 
Result is not zero 
Result is not zero 
Carry 



Programming Notes 

The condition code setting is based on the halfword (bits 16:31) 
result. 

In the RI1 format, the shift count is specified by the least 
significant four bits of the second operand. The maximum shift 
count is 15. 

In the SF format, the maximum shift count is 15. 

The state of the C flag indicates the state of the last bit 
shifted out of position 31. 

When the register specified by R1 contains fixed-point data, the 
L flag set indicates a negative result; the G flag set indicates 
a positive result. 

If the second operand specifies a shift of zero places, the 

condition cede is set in accordance with the halfword value 

contained in bits 16:31 of the register. The C flag is zero in 
this case. 
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3.5.31 Rotate Left Logical (ELL) 
Assembler Notation Op-Code 



RLL 



R1,I2(X2) 



EB 



Format 



RI1 



Operation 

The 32-bit first operand, contained in the register specified by 
R1, is shifted left, end around, the number of positions 
specified by the second operand. Bits shifted out of position 
are shifted into position 31. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 

The shift count is specified by the least significant five bits 
of the second operand. The maximum shift count is 31. 

When the register specified by R1 contains fixed-point data, the 
L flag set indicates a negative result; the G flag set indicates 
a positive result. 

If the second operand specifies a shift of zero places, the 
condition code is set in accordance with the value contained in 
the register specified by R1. 



Example: RLL 

1 . Assembler Notation 

LI REG9,Y'56789ABC' 
RLL REG9,X'000t»' 

Result of RLL Instruction 



Machine Code 



Comments 



F890 56789ABC (REG9)=56789ABC 
EB90 0004 



(REG9) = 6789ABC5 
Condition Code = 0010 (G=1) 



2. Assembler Notation 

LI REG9,Y'88880000* 
RLL REG9,X'03' 

Result of RLL Instruction 



Machine Code 

F890 8888 0000 
EB90 0003 



Comments 



(REG9)=88880000 



(REG9) = uauooooa 

Condition Code = 0010 (G=1) 
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3.5.32 Rotate Right Logical (RED 
Assembler Notation Op-Code Format 

PEL E1,I2(X2) EA RI1 

Operation 

The 32-bit first operand, contained in the register specified by 
R1, is shifted right, end around, the number of positions 
specified by the second operand. Bits shifted out of position 31 
are shifted into position 0. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 
Result is not zero 
Result is not zero 



Programming Notes 

The shift count is specified by the least significant five bits 
of the second operand. The maximum shift count is 31. 

When the register specified by R1 contains fixed-point data, the 
L flag set indicates a negative result; the G flag set indicates 
a positive result. 

If the second operand specifies a shift of zero places, the 
condition code is set in accordance with the value contained in 
the register specified by R1. 



Example; RRL 

1 . Assembler Notation 

LI REGi»,Y*123a5678' 
RRL REG4,X'04* 

Result of RRL Instruction 



Machine Code 

FSaO 1234 5678 
EA40 0004 



Comments 
(REG4) = 12345678 



(REG4) = 81234567 
Condition Code = 0001 (L=1) 



2. 



Assembler Notation 

LI REG4,Y'00001111' 
RRL REG4,X'01' 



Machine Code 

F840 0000 1111 
EA40 0001 



Comments 



(REG4) = 00001111 



Result of RRL Operation 

(REG4) = •800000888* 
Condition Code = 0001 (L=1) 
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3.5.33 Test and Set (TS) 
Assembler Notation Op-Code 



TS D2(X2) 

TS A2(FX2,SX2) 



EO 
EO 



Format 

BX1,RX2 
BX3 



Operation 

The halfword operand Is read from memory and, on the same cycle, 
written back with the most significant bit set. The other bits 
in the halfword are unchanged. On the read cycle, the most 
significant bit of the operand is tested. The condition code 
reflects the state of this bit at the time of the memory read. 



Condition Code 



C V G L 

X X X 
X X X 1 



Most significant bit is zero 
Most significant bit is set 



Programming Notes 

The second operand must be located on a halfword boundary. 

The TS instruction provides a mechanism for software 
synchronization and can be used in a single processor environment 
as follows: Two or more user tasks running under an operating 
system share a halfword. This halfword is located in a memory 
area referred to as Task Common. Each task can access the 
halfword using the TS instruction. The synchronization sequence 
may be as follows: 



TASK 1 
TASK 2 



Sets the most significant bit using the TS instruction. 



Senses the most significant 
instruction, sees that it is set, 
software synchronization, and 
significant bit of the halfword. 



bit using the TS 
performs the necessary 
then zeros the most 



The TS instruction can be used in a multiprocessor system as 
follows: two or more processors share a halfword. This halfword 
is located in a memory area referred to as Shared Memory. Each 
processor can access the halfword using the TS instruction. The 
synchronization sequence can be as explained for user tasks with 
the following slight difference: whereas TASK 1 and TASK 2 
cannot access the halfword at the same (real) time, two 
processors can. The access is granted according to the relative 
priority of the two processors. 



The hardware ensures that no other accesses to the 
made during the execution of the TS instruction. 



halfword are 
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3.5.34 Test Bit (TBT) 

Assembler Notation Op-Code 

TBT E1,D2(X2) 74 

TBT R1,A2(FX2,SX2) 74 



Format 

RX1,RX2 
EX 3 



Operation 

The second operand address points to a bit array starting on a 
byte boundary. The value contained in the register specified by 
R1 is the bit displacement into the array. Bits in the array are 
counted from left to right starting with bit 0. The argument bit 
is located and tested. The test does not change the bit. 



Condition Code 



c 


V 


G 


L 











1 







Tested bit is zero 
Tested bit is one 



Programming Note 

For software compatibility with other processors, the bit array 
should start on a halfword boundary. 



Example: TBT 

Assembler Notation 

LIS REGS, 3 
TBT EEG8, LABEL 



Machine Code 

2483 
7480 0BC4 



Comments 

(REGS) = 3 

LABEL = halfword 

in memory at location 

X*0BC4'. It contains 

X*B34A*. 



Result of TBT Instruction 

Memory Location X'BC4' unchanged 

(REGS) unchanged 

Condition Code = 0010 (G=1)...Bit 3 of location X'BC4' is set. 
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3.5.35 Set Bit (SBT) 

Assembler Notation Op-Code 

SBT R1,D2(X2) 75 

SBT R1,A2(FX2,SX2) 75 



Format 

EX1rRX2 
RX3 



Operation 

The second operand address points to a bit array starting on a 
byte boundary. The value contained in the register specified by 
R1 is the bit displacement Into the array. Bits in the array are 
counted from left to right starting with bit 0. The argument bit 
is located and set to one. 



Condition Code 



C V G L 


10 



Previous state of bit was zero 
Previous state of bit was one 



Programming Note 

For software compatibility with other processors, the bit array 
should start on a halfword boundary. 



Example: SBT 

Assembler Notation 

LIS REGS, 8 
SBT REGS, LABEL 



Machine Code 

2458 
7550 1520 



Comments 

(REGS) = 8 
LABEL located at 
XM520' . It contains 
X'213t»' . 



Result of SBT Instruction 

Contents of LABEL = 2164 

(REGS) unchanged 

Condition Code = 0000 (G=0) 
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3.5.36 Reset Bit (RBT) 

Assembler Notation Op-Code 

RBT R1,D2(X2) 76 

EBT E1,A2(FX2,SX2) 76 



Format 

RX1,RX2 
RX3 



Operation 

The second operand address points to a bit array starting on a 
byte boundary. The value contained in the register specified by 
R 1 is the bit displacement into the array. Bits in the array are 
counted from left to right starting with bit zero. The argument 
bit is located and forced to zero (reset). 



Condition Code 



C V G L 


10 



Previous 
Previous 



state 
state 



of 
of 



bit was 
bit was 



zero 
one 



Programming Note 

For software compatibility with other processors, the bit array 
should start on a halfword boundary. 



Example: RBT 






Assembler Notation 


Machine Code 


Comments 


LIS REG2,3 


2U23 


(REG2) = 3 


RBT REG2, LABEL 


7620 1A42 


LABEL loca 



at XMA42' 
contains X'3143' 



Result of RBT Instruction 

Contents of LABEL = 21U3 

(REG2) unchanged 

Condition Code = 0010 (G=1) 
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3.5.37 Complement Bit (CBT) 
Assembler Notation Op-Gode 



CBT R1,D2(X2) 

CBT E1,A2(FX2,SX2) 



77 
77 



Format 

RX1,RX2 
RX3 



Operation 

The second operand address points to a bit array starting on a 
byte boundary. The value contained in the register specified by 
R1 is the bit displacement into the array. Bits in the array are 
counted from left to right starting with bit 0. The argument bit 
is located and complemented. 



Condition Code 



C V G L 


10 



Previous state of bit was zero 
Previous state of bit was one 



Programming Note 



For software compatibility with other processors, the bit array 
should start on a halfword boundary. 



Example; CBT 

Assembler Notation 

LIS REG9,3 
CBT REG9, LABEL 



Machine Code 

2493 
7790 0C4A 



Comments 

(REG9) = 3 
LABEL located at 
X'C4A' . It contains 
X'2813'. 



Result of CBT Instruction 

Contents of LABEL = 3813 

(REG9) unchanged 

Condition Code = 0000 (G=0) 
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3.5.38 Cyclic Bedundancy Check 

Cyclic Redundancy Check Modulo 12 (CRC12) 
Cyclic Redundancy Check Module 16 (CRC16) 



Assemble: 


c Notation 


Op-Code 


Format 


CRC12 


R1rD2(X2) 


5E 


RX1,RX2 


CRC12 


R1,A2(FX2,SX2) 


5E 


HX3 


CRC16 


R 1 , D 2 ( X 2 ) 


5F 


RX1,RX2 


CRC16 


R1»A2(FX2,SX2) 


51 


RX3 


Operation 







These instructions are used to generate either a 12-bit or a 
16-bit Cyclic Redundancy Check (CRC) residual halfword. The 
register specified by R1 contains, in bits 2U:31/ the data 
character to be included in the CRC residual. The second operand 
is the accumulated (old) CRC residual. The polynomial used for 
the 12-bit CRC generation iss 

X'2 +X" +X3+X2+X +1 

The polynomial used for the 16-bit CRC generation is: 

yrie +x'5 +x2 + 1 

The halfword second operand is replaced by the generated CRC 
residual. 

Condition Code 
Unchanged 

Programming Notes 

The register specified by R1 remains unchanged. 

The second operand must be located on a halfword boundary. 

Figure 3-6 illustrates a flowchart for CRC generation. 
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r START j 



STEP 



(TEMP).* «R1 26-31)© OLDCRC 

(COUNT) ■< — 6 



SHIFT RIGHT 

(TEMP) ^ (TEMP) 

BY1 



(COUNT) .* 



NO 



SECOND OPERAND 



(TEMP) 




(TEMP)0 X'OFOr ■* 



CRC12 ALGORITHM SHOWN 
FOR CRC 16 ALGORITHM, USE: 



R1 24:31 INSTEAD OF R 126:31 IN STEP 1 
8 INSTEAD OF 6 IN STEP 2 

X'AOOI' INSTEAD OF X'OFOr INSTEP4 



Figure 3-6 Flowchart for CRC Generation 
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3.5.39 Translate (TLATE) 

Assembler Notation Op-Code 

TLATE R1,D2(X2) E7 
TLATE R1,A2(FX2,SX2) E7 



Format 

RX1,RX2 
RX3 



Operation 

The least significant eight bits (bits 24:31) of the register 
specified by R1 contain the character to be translated. The 
fullword location specified by the second operand address 
contains the address of a translation table. The table is made 
up of 256 halfwords. The character contained in the register 
specified by R1 is used as an index into the table. 

If bit of the table entry corresponding to the index character 
is one, bits 8:15 of the table entry replace the index character, 
and the next sequential instruction is executed. 

If bit of the table entry is zero, bits 1:15 of the table entry 
contain the address, divided by two, of a special character 
handling routine. In this case, no translation takes place. The 
address contained in bits 1:15 is shifted left by one (multiplied 
by two). This address replaces the current location counter, 
thereby effecting an unconditional branch to the special 
character handling routine. Translation of character string data 
may also be performed using the MVTU instruction. (See Chapter 
7.) 



Condition Code 
Unchanged 

Programming Notes 

The second operand address must be located on a fullword 
boundary. 



7 


8 15 


1 


TRANSLATED 
CHARACTER 



(CHAR. HANDLING ROUTINE ADDRESS)/2 
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Example: TLATE 

This example illustrates the use of the TLATE instruction. The 
translation table must either be initialized or assembled to 
contain up to a total of 256 halfword entries. In this example, 
the table contains 2 entries: 



Label 



Assembler Notation 



Comments 



LHI REG5, X'8052' 

STH REGS, TABLE 

LA REG7,TRANLAB 

SRLS REG7,1 

STH REG7,TABLE+t» 



LOAD TABLE ENTRY INTO REG5 
PUT ENTRY INTO TABLE 
LOAD ANOTHER TABLE ENTRY 
DIVIDE BY 2 
PUT ENTRY INTO TABLE 



TABADR 



DC 



A(TABLE) 



Alternatively, this table may be assembled with the proper 
constant values. The T type constant may be used to assemble 
subroutine addresses in the proper format. For example: 





ALIGN 


2 


TABLE 


EQU 


* 




DO 


256 




DC 


H'O* 




ORG 


TABLE+U 




DC 


T(TRANLAB) 




ORG 


TABLE+512 



Since a program is normally assembled as a relocatable program, 
the address of TRANLAB is not known, but for illustrative 
purposes assume the address of TRANLAB is X'86a'. 

15 



TABLE+0 

TABLE+2 

TABLE+^ 

TABLE+6 

TABLE+8 

TABLE+10 

TABLE+12 

TABLE+508 



1 1 1 


' 1 1 

1 1 1 


8 1 ! 5 1 2 


1 ' ' 
1 1 1 


1 1 1 
1 1 


i t» i 3 I 2 




r ! ' ' ' 



At TABLE+10 is the address cf TRANLAB divided by 2 (X*864V2) 

1. Using this table, this example translates the character in 
register 2. 



Label 



Assembler Notation 



Comments 



LIS 
TLATE 



REG2,2 
REG2, TABADR 



(REG2) = 0000 0002 
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Result of TLATE Instruction 

(EEG2) = 0000 0052 
Condition Code unchanged 

The entry used = data at address of (2 times contents 

of REG2) + TABLE 
= data at address TABLE + 4 
= X'8052' 

Since the first bit of the entry is 1, direct translation is 
used and the contents of REG2 are replaced by X'OOOO 0052'. 

2. Using the table, the following example shows how the TLATE 
instruction can be used to branch to a special character 
handling routine: 



Label Assembler Notation Comments 

LIS REG£,5 (REGS) = 0000 0005 

TLATE REG5,TABADR 



TRANLAB LR R6,R5 THESE INSTRUCTIONS 

LB R3,0(R6) OPERATE ON THE 

SPECIAL CHARACTER. 



Result of TLATE Instruction (continued) 

(REGS) = 0000 0005 
Condition Code unchanged 

Control is transferred to the subroutine at address TRANLAB 
(X'86U'). 

The entry used = data at address of (2 times contents 

of REGS) + TABLE 
= data at address TABLE + A 
= X'0432' 

Since the first bit of the entry is 0, the entry is multiplied 
by 2, a transfer occurs to TRANLAB (at address X"864'), and 
the processor executes instructions from the new address. 
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3.5.40 Add To List (ATL, ABL ) 



Add 
Add 



to 
to 



Top of 
Bottom 



List (ATL) 
of List (ABL) 



Assembler Notation Op-Code 

ATL E1,D2(X2) 6U 

ATL E1rA2(FX2,SX2) 6*1 
ABL R1rD2(X2) 65 

ABL R1rA2(FX2,SX2) 65 



Format 

BX1,RX2 
BX3 

RX1,RX2 
RX3 



Operation 

The register specified by R1 contains the fullword element to be 
added to the list, which is located in memory at the address of 
the second operand. The number of slots used tally is compared 
with the number of slots in the list. If the number of slots 
used equals the number of slots in the list, an overflow 
condition exists. The element is not added to the list and the 
overflow flag in the condition code is set. 

If the number of slots used tally is less than the number of 
slots in the list, it is incremented by one, the appropriate 
pointer is changed, and the element is added to the list. (Refer 
to Figure 3-a.) 



Condition Code 



c 


V 


G 


L 








1 











Element added successfully 
List overflow 
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Programming Notes 

These instructions manipulate circular lists as described in the 
introduction to this chapter. 

The second operand location must be on a fullword boundary. 

The ATL instruction manipulates the current top pointer in the 
list. If no overflow occurs, the current top pointer, which 
points to the last element added to the top of the list, is 
decremented by one. The element is inserted in the slot pointed 
to by the new current top pointer. If the current top pointer 
was zero on entering this instruction, the current top pointer is 
set to the maximum slot number in the list. This condition is 
referred to as list wrap. 

The AEL instruction manipulates the next bottom pointer. If no 
overflow occurs, the element is inserted in the slot pointed to 
by the next bottom pointer, and the next bottom pointer is 
incremented by one. If the incremented next bottom pointer is 
greater than the maximum slot number in the list, the next bottom 
pointer is set to zero. This condition is referred to as list 
wrap. 

For the nonoverflow situation, pointer halfwords in the list 
header are not manipulated until after the element has been 
successfully added. This facilitates error recovery in the event 
of a memory fault. 

See examples in the next section. 
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3.5.U1 Remove From List (HTL, RBL) 

Remove from Top of List (RTI) 
Remove from Bottom of List (RED 



Assembler Notation Op~Code 

RTL R1,D2(X2) 66 

RTL R1,A2(FX2,SX2) 66 
RBL R1,D2(X2) 67 

RBL R1,A2(FX2,SX2) 67 



Format 

EX1,RX2 
RX3 

RXnRX2 
RX3 



Operation 

The element re 
register spec 
the second o 
execution, th 
is already emp 
flag set in th 
list underflow 
not occur, the 
extracted and 
number of slot 



moved from the list replaces the contents of the 
if led by R1. The list is located at the address of 
perand. If, at the start of the instruction 
e number of slots used tally is zero, then the list 
ty and the instruction terminates with the overflow 
e condition code. This condition is referred to as 
; in this case, R1 is undefined. If underflow does 
appropriate pointer is changed, the element is 
placed in the register specified by R1, and the 
s used tally is decremented by one. 



Condition Code 



C V G L 


10 
10 



List now empty 

List is not yet empty 

List was already empty 



Programming Notes 

These instructions manipulate circular lists as described in the 
introduction to this chapter. 

The second operand location must be on a fullword boundary. 

In the case of list underflow, the contents of the register 
specified by R1 are unchanged. 

The RTL instruction manipulates the current top pointer. If no 
underflow occurs, the current top pointer points to the element 
to be extracted. The element is extracted and placed in the 
register specified by R1. The current top pointer is incremented 
by one and compared to the maximum slot number. If the current 
top pointer is greater than the maximum slot number, the current 
top pointer is set to zero. This condition is referred to as 
list wrap. 
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The RBL instruction manipulates the next bottom pointer. If no 
underflow occurs, and the next bottom pointer is zero, it is set 
to the maximum slot number (list wrap); otherwise, it is 
decremented by one, and the element now pointed to is extracted 
and placed in the register specified by R1. 



For the nonunderflow situation, pointer halfwords in the list 
header are not manipulated until after the element has been 
successfully removed. The register specified by R1 is not 
modified until the header has been updated. This facilitates 
error recovery in the event of a memory fault. 



Examples: List Instructions (ATL, ABL, RTL, RBL) 

The following are examples of the use of the four list processing 
instructions. 

The original list is normally set up as shown in Figure 3-7. 



590 



LIST 


0005 


0000 




0000 


0000 


SLOTO 


UNDEFINED 


SL0T1 


UNDEFINED 


SLOT 2 


UNDEFINED 


SLOT 3 


UNDEFINED 


SLOT 4 


UNDEFINED 







WHERE HALFWORDS AT 

LIST = MAXIMUM # OF SLOTS 

5 (IN THIS EXAMPLE) 

LIST + 2 = # OF ENTRIES USED 





LIST +4 



LIST + 6 



CURRENT TOP OF LIST 

SLOTO 

NEXT BOTTOM OF LIST 

SLOTO 



Figure 3-7 List Processing Instructions 
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Assembler Notation 

LIS EEGO,0 

STH REG0,LIST+2 



ST 


SEGO,LIST+a 


LIS 


EEG1,1 


LIS 


EEG2,2 


LIS 


REG3,3 


LIS 


REG4,U 


LIS 


EEG5,5 


LIS 


REG6,6 


STH 


REG 5, LI ST 



Results and Comments 

INITIALIZE NUMBER OF ENTRIES 
USEE TO 

INITIALIZE POINTERS TO 

REGISTERS 1 THROUGH 6 CONTAIN 

1 THROUGH 6 RESPECTIVELY 



TOTAL NUMBER OF ENTRIES = 5 
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BEF1 ATL REG1,LIST 



SEF2 ATL REG2,LIST 



0005 


0001 


0004 


0000 


UNDEFINED 


UNDEFINED 


UNDEFINED 


UNDEFINED 


0000 


0001 



LIST 

SLOT 
SLOT 1 
SLOT 2 
SLOT 3 
SLOT 4 



Condition Code = 0000 
Current Top Pointer = Slot H 
Next Bottom Pointer = Slot 



LIST 

SLOT 
SLOT 1 
SLOT 2 
SLOT 3 
SLOT U 



Condition Code = 0000 
Current Top Pointer = Slot 3 
Next Eottom Pointer = Slot 



(List Wrap) 



0005 


0002 


0003 


0000 


UNDEFINED 


UNDEFINED 


UNDEFINED 


0000 


0002 


0000 


0001 
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REF3 ATL REG3,LIST 



REF4 ABL REGi»,LIST 



0005 


0003 


0002 


0000 


UNDEFINED 


UNDEFINED 


0000 


0003 


0000 


0002 


0000 


0001 



LIST 

SLOT 
SLOT 1 
SLOT 2 
SLOT 3 
SLOT <4 



Condition Code = 0000 
Current Top Pointer = Slot 2 
Next Bottom Pointer = Slot 



LIST 

SLOT 
SLOT 1 
SLOT 2 
SLOT 3 
SLOT H 



Condition Code = 0000 
Current Top Pointer = Slot 2 
Next Bottom Pointer = Slot 1 



0005 


0004 


0002 


0001 


0000 


0004 


UNDEFINED 


0000 


000 3 


0000 


0002 


0000 


0001 
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REF5 ABL REG5/LIST 



EEF6 ABL REG6,LIST 



0005 


0005 


0002 


0002 


0000 


0004 


0000 


0005 


0000 


0003 


0000 


0002 


0000 


0001 



LIST 

SLOT 
SLOT 1 
SLOT 2 
SLOT 3 
SLOT 4 



Condition Code = 0000 
Current Top Pointer = Slot 2 
Next Bottom Pointer = Slot 2 



LIST 

SLOT 
SLOT 1 
SLOT 2 
SLOT 3 
SLOT H 



Condition Code = 0100 (List overflow) 
Current Top Pointer = Slot 2 
Next Bottom Pointer = Slot 2 



0005 


0005 


0002 


0002 


0000 


0004 


0000 


0005 


0000 


0003 


0000 


0002 


0000 


0001 
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REF7 RTL REG7,LIST 



REF8 



RBL REGS, LIST 



0005 


0004 


0003 


0002 


0000 


0004 


0000 


0005 


0000 


0003 


0000 


0002 


0000 


0001 



LIST 

SLOT 
SLOT 1 
SLOT 2 X 
SLOT 3 
SLOT 4 



(REG7) = 0000 0003 
Condition Code = 0010 
Current Top Pointer = Slot 3 
Next Bottom Pointer = Slot 2 



LIST 

SLOT 
SLOT 1 X 
SLOT 2 X 
SLOT 3 
SLOT 4 



(REGS) = 0000 0005 
Condition Code = 0010 
Current Top Pointer = Slot 3 
Next Bottom Pointer = Slot 1 



NOTE 

X equals entry removed from list, and 
is not accessible through further 
manipulation by list instructions. 



0005 


0003 


0003 


0001 


0000 


0004 


0000 


0005 


0000 


0003 


0000 


0002 


0000 


0001 
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REF9 RTL REG9,LrST 



0005 


0002 


0004 


0001 


0000 


0004 


0000 


0005 


0000 


0003 


0000 


0002 


0000 


0001 



REF10 RBL REG10,LIST 



LIST 

SLOT 
SLOT 1 X 
SLOT 2 X 
SLOT 3 X 
SLOT 4 



(REG9) = 0000 0002 
Condition Code = 0010 
Current Top Pointer = Slot U 
Next Bottom Pointer = Slot 1 



LIST 

SLOT X 

SLOT 1 X 

SLOT 2 X 

SLOT 3 X 
SLOT a 



(REG10) = 0000 0004 
Condition Code = 0010 
Current Top Pointer = 4 
Next Bottom Pointer = 



NOTE 

X equals entry removed from list, and 
is not accessible through further 
manipulation by list instructions. 



0005 


0001 


0004 


0000 


0000 


0004 


0000 


0005 


0000 


0003 


0000 


0002 


0000 


0001 
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P.EF11 RTL REG11,LIST LIST 

SLOT X 
SLOT 1 X 
SLOT 2 X 
SLOT 3 X 
SLOT 4 X 



0005 


0000 


0000 


0000 


0000 


oooa 


0000 


0005 


0000 


0003 


0000 


0002 


0000 


0001 



(REG11) = 0000 0001 

Condition Code = 0000 (List is now empty) 

Current Top Pointer = 

Next Bottom Pointer = 



EEF12 RTL REG12,LIST LIST 

SLOT X 

SLOT 1 X 

SLOT 2 X 

SLOT 3 X 

SLOT ^ X 



0005 


0000 


0000 


0000 


0000 


0004 


0000 


0005 


0000 


0003 


0000 


0002 


0000 


0001 



(REG12) = UNDEFINED 
Condition Code = 0100 (List was 
Current Top Pointer = already empty) 
Next Bottom Pointer = 



NOTE 

X equals entry removed from list, and 
is not accessible through further 
manipulation by list instructions. 
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CHAPTER i» 
BBANCHING 



U.I INTRODUCTION 

In normal operations, the processor executes instructions in 
sequential order. The branch instructions allow this sequential 
mode of operation to be varied, so that programs can loop, 
transfer control to subroutines, or make decisions based on the 
results of previous operations. 



4,2 OPERATIONS 

The second operand of a branch instruction is the address of the 
memory location to which control is transferred. The address may 
be contained in a register or it may be specified in the 
instruction as the second operand address or as a displacement. 

4.2.1 Decision Making 

The conditional branch instructions permit the program to make 
decisions based on some result* In these instructions, the R1 
field contains a U-bit mask, HI, which is tested by ANDing it 
with the condition code. The result of the test determines 
whether the branch is taken, cr the next sequential instruction 
is executed. 

The following examples show previous condition code, mask 
specified in a branch instruction, and the result of the test on 
which the branch or no branch decision is made. 











Branch 


Branch 


Condition 




Result 


(True/ 


True 


False 


Code 


Ilask(MI) 


of Test 


False) 


Taken 


Taken 


0000 


0010 


0000 


(False) 


No 


Yes 


0001 


1010 


OOOC 


(False) 


No 


Yes 


1001 


1000 


1000 


(True) 


Yes 


No 


0100 


0100 


0100 


(True) 


Yes 


No 


1010 


0010 


0010 


(True) 


Yes 


No 


0010 


0011 


0010 


(True) 


Yes 


No 


0010 


0000 


0000 


(False) 


No 


Yes 



29-747 ROO 4/81 4-1 



4.2.2 Subroutine Linkage 

The branch and link instructions allow branching to subroutines 
in such a way that a return address Is passed to the subroutine. 
For these instructions, the address of the memory location 
immediately following the branch instruction is saved in the 
register specified by R1. 



a. 3 BRANCH INSTRUCTION FORMATS 

The branch instructions use the Register-to-Register (RR), the 
Short Form (SF), and the Register and Indexed Storage (RX) 
formats. 



a. 4 BRANCH INSTRUCTIONS 

The instructions described in this section are; 

BFC Branch on False Condition 

BFCR Branch on False Condition Register 

BFBS Branch on False Condition Backward Short 

BFFS Branch on False Condition Forward Short 

ETC Branch on True Condition 

BTCR Branch on True Condition Register 

BTBS Branch on True Condition Backward Short 

BTFS Branch on True Condition Forward Short 

BAL Branch and Link 

BALR Branch and Link Register 

BXLE Branch on Index Low or Equal 

BXH Branch on Index High 
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a. 4.1 Branch on True (BTC, BTCR, BTBS, BTFS) 

Branch on True Condition (BTC) 

Branch on True Condition Register (BTCB) 

Branch on True Condition Backward Short (BTBS) 

Branch on True Condition Forward Short (BTFS) 



Assem 


h: 


ler Notati( 


on 


Op-Go 


de 


Fbrmat 


BTC 




M1,D2(X2) 




t»2 




RX1,RX2 


BTC 




H1,A2(FX2 


,SX2) 


42 




RX3 


BTCR 




M1,R2 




02 




RR 


BTBS 




M1,N 




20 




SF 


BTFS 




M1,N 




21 




SF 


Opera 


tion 











The condition code of the Program Status Word (PSW) is tested for 
the conditions specified by the mask field. Ml. If any 
conditions tested are found to be true, a branch is taken to the 
second operand location. If none of the conditions tested is 
found to be true, the next sequential instruction is executed. 

Condition Code 
Unchanged 



Programming Notes 

In the RR format, the branch address is contained in the register 
specified by R2. 

In the SF format, the N field contains the number of halfwords to 
be added to or subtracted from the current location counter to 
obtain the branch address. 

In the RR and RX formats, the branch address must be located on 
a halfword boundary. 

Example: BTC 

Assembler Notation Machine Code Comments 

LH R1,X'100' 4810 0100 Load halfword (X'1234') 
BTC 3,L0C 4230 AECO located at X'lOO*. Condi- 

tion code is set to CVGL = 
0010. Mask is 3, i.e., 
M1=0011. Perform logical 
AND between CVGL and Ml, 
i.e., 0010 AND 0011. The 
result is 0010, i.e., true; 
therefore, a branch is 
taken to LOC. 
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4. a. 2 Branch on False (BFC, BFCR, BFBS, BFFS) 

Branch on False Condition (BFC) 

Branch on False Condition Register (BFCR) 

Branch on False Condition Backward Short (BFBS) 

Branch on False Condition Forward Short (BFFS) 



Assembler Notation Op-Code Format 

BFC M1,D2(X2) 43 RX1,RX2 

BFC M1,A2(FX2,SX2) 43 RX3 

BFCE M1,E2 03 RR 

BFBS M1,N 22 SF 

BFFS M1,N 23 SF 



Operation 

The condition code of the PSW is tested for the conditions 
specified in the mask field. Ml. If all conditions tested are 
found to be false, a branch is taken to the second operand 
location. If any of the conditions tested is found to be true, 
the next neguential instruction is executed. 



Condition Code 
Unchanged 

Programming Notes 

In the RR format, the branch address is contained in the register 
specified by R2. 

In the SF format, the M field contains the number of half words to 
be added to or subtracted from the current location counter to 
obtain the branch address. 

In the RR and EX formats, the branch address must be located on 
a halfword boundary. 

Example: BFC 

Assembler Notation Machine Code Comments 

LCS R1,2 2512 (R1) = FFFFFFFE. Condition 

BFC 9,L0C t»390 AECO code, CVGL = 0001 mask is 

1001. Perform logical AND 
between mask and CVGL, 
i.e., 1001 AND 0001. The 
result is 0001, i.e., true; 
therefore, a branch is not 
taken to LOC. 
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1.t».3 Branch and Link (BAL, BALR) 

Branch and Link (BAL) 

Branch and Link Register (BALE) 



Assembler Notation Op-Code Format 



Op-Code 


01 



BAL R1,D2(X2) m EX1,RX2 

BAL R1,A2(FX2,SX2) 41 RX3 

BALE R1,R2 01 RR 



Operation 

The address of the next sequential instruction is saved in the 
register specified by R1, and a branch is taken to the second 
operand address* 



Condition Code 
Unchanged 

Programming Notes 

The second operand location must be on a halfword boundary. 

The branch address is calculated before the register specified by 
R1 is changed. R1 may specify the same register as X2, FX2, SX2, 
or R2. 

Example: BAL 

The following example illustrates the use of the BAL instruction. 
This instruction causes control to be transferred to a subroutine 
called SUBROUT. After completion of the subroutine, the linking 
register is used to branch back to the next sequential 
instruction after the BAL; i.e., the instruction labeled RETURN. 
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MAIN 
PROG 



Label 



SUBROUTINE " 



SUBEOUT 



RTNEND 



Assembler Notation 



"begin 


BAL EEGa,SUBROUT 


RETURN 


XR R6,B6 




STH B6,LAB+a 



LHL F8,LCC 



AHI B8,10 



BR REG4 



Comnents 



TRANSFER TO SUBROUT 



THE RETURN ADDRESS 
OF THE SUBROUTINE 
IS IN REG4 



RETURN TO XR INST. 



NOTE 

The linking register (REGU in the 
example) should not be used within the 
subroutine. 



Result of BAL Instruction 

(REG4) = Address of instruction at SUBROUT 
Condition Code unchanged 



a-6 



29-747 ROO tt/81 



4, a. a Branch on Index Low or Equal (BXLE) 
Assembler Notation Op-Code Format 



BXLE R1,D2(X2) CI 

BXLE R1,A2(FX2,SX2) CI 



RX1,RX2 
RX3 






31 

1 


starting index value 


Increment value 


Limit or final value 



Set Up 



R1 

R1 + 1 
R1 + 2 



Before execution of this instruction, the register specified by 
R1 must contain a starting index value. The register specified 
by R1+1 must contain an increment value. The register specified 
by E1+2 must contain a comparand (limit or final value). All 
values may be signed. 

Operation 

Execution of this instruction causes the increment value to be 
added to the index value, creating a new index value. The result 
is compared logically to the limit or final value. If the new 
index value is less than or equal to the limit value, a branch is 
taken to the second operand location. If the new index value is 
greater than the limit value, the next sequential instruction is 
executed. 



Condition Code 
Unchanged 

Programming Notes 

The incremented index value replaces the contents of the register 
specified by R1. 

Any three consecutive registers of the same set may be used by 
this instruction as specified by R1. These registers may be 6, 
7, 8j or 14, 15, 0; or 15, 0, 1, etc. 

The second operand location must be on a halfword boundary. 

The branch address is calculated before incrementing the starting 
index value contained in the register specified by R1. 

El may specify the same register as X2, FX2 or SX2. 
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Example: BXLE 

Transfer 10 bytes In memory starting at the memory location 
labeled BUFO to the memory location labeled BUF1. 

Label Assembler Notation Comments 



LIS REG3,0 (REG3)=STARTING INDEX VALUE=0 

LIS EEGa,1 (REG4)=INCREMENT VALUE 

LIS R5,9 (REG5)=FINAL VAL0E=9 

AGAIN LB BEG0,BUF0(R3) (REG0)=1 BYTE FROM BUFO 

STB REGCBOFKRI) COPY 1 BYTE TO BUF1 

LABEL BXLE R3, AGAIN IF (REG3 )>(REG5) ,DONE 



BUFO DS 10 
BUF1 DS 10 



Result of BXLF Instruction 

Code between the instructions labeled AGAIN and LABEL is executed 
ten tiroes. 

Condition Code unchanged by BXLE instruction 
(REG3) = OOOOOOOA 
(REG4) = 00000001 
(REG5) = 00000009 
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4.U.5 Branch on Index High (EXH) 
Assembler Notation Op-Code 



BXH R1,E2(X2) 

BXH R1rA2(FX2,SX2) 



CO 
CO 



Format 

EX1,EX2 
RX3 



Set Up 



31 



Starting 


index 


value 


Increment 


value 




Limit or 


final 


value 



R1 
R1 + 1 

R1 + 2 , ^ , 

Before execution of this instructionr the register specified by 
El must contain a starting index value. The register specified 
by E1+1 must contain an increment value. The register specified 
by R1+2 must contain a comparand (limit or final value). All 
values may be signed. 



Operation 

Execution of this instruction causes the increment value to be 
added to the index value, creating a new index value. The result 
is logically compared to the limit or final value. If the new 
index value is greater than the limit value, a branch is taken to 
the second operand location. If the new index value is less than 
or equal to the limit value, the next sequential instruction is 
executed. 



Condition Code 
Unchanged 

Programming Notes 

The incremented index value replaces the contents of the register 
specified by R1. 

Any three consecutive registers of the same set may be used by 
this instruction as specified by El. These registers may be 6, 
7, 8; It, 15, 0> or 15, 0, 1, etc. 

The second operand location must be on a halfword boundary. 

The branch address is calculated before incrementing the starting 
index value contained in the register specified by R1. 

R1 may specify the same register as X2, FX2 or SX2. 
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LIS 


EEG1,1 


LIS 


REG2,1 


LIS 


REG3,9 


BXH 


BEG1, LABEL 


LH 


R6, COUNT 



Example: BXH 

The following example shows how to set up a counter (1-9) using 
the BXH instructions 

Label Assembler Notation Comment 

(REG1)=0000 0001 (INDEX) 
(REG2)=0000 0001 (INCREMENT) 
(REG3)=0000 0009 (COMPARAND) 
BEGIN BXH REG1, LABEL COMPARE INDEX WITH COMPARAND 



B BEGIN BRANCH TO BXH INSTRUCTION 

LABEL LA R8,RTN EXIT FROM BXH 

ST R8,MEM 



Result of BXH Instruction 

Code between the instructions labeled BEGIN and LABEL is executed 
nine times. 

Condition Code Unchanged by BXH instruction 
(REG1) = 0000 OGOA 
(REG2) = 0000 0001 
(REG3) = 0000 0009 
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4.5 EXTENDED BRANCH MNEMONICS 

The CAL assembler supports 47 extended branch mnemonics that 
generate the branch op-code (true or false conditional) and the 
condition code mask required. The programmer must supply the 
second operand address (symbolic or absolute). In the case of 
Short Format (SF) branch inistructions, the second operand branch 
address must be within 15 halfwords of the current location 
counter. The CAL assembler determines the backward or forward 
relationship of the second operand address and generates the 
appropriate operation code. 

The instructions described in this section are: 

BC Branch on Carry 

BCR Branch on Carry Eegister 

BCS Branch on Carry Short 

BNC Branch on No Carry 

BNCE Branch on No Carry Register 

BNCS Branch on No Carry Short 

BE Branch on Equal 

BER Branch on Equal Register 

BFS Branch on Equal Short 

BNE Branch on Not Equal 

BNER Branch on Not Equal Register 

BNES Branch on Not Equal Shcrt 

BL Branch on Low 

BLR Branch on Low Register 

BLS Branch en Low Short 

BNL Branch on Not Low 

BNLR Branch on Not Low Register 

BNLS Branch on Not Low Short 

BK Branch on Minus 

EMR Branch on Minus Register 

EMS Branch on Minus Short 

ENM Branch on Not Minus 

BNMR Branch on Not Minus Register 

BNHS Branch on Not Minus Short 

HP Branch on Plus 

BPR Branch en Plus Register 

BPS Branch on Plus Short 

BNP Branch on Not Plus 

BNPR Branch on Not Plus Register 

BNPS Branch on Not Plus Short 
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BO Branch on Overflow 

BCR Branch on Overflow Register 

BOS Branch on Overflow Short 

BNO Branch on No Overflow 

BNOR Branch on No Overflow Register 

BNOS Branch on No Overflow Short 

BZ Branch on Zero 

8ZR Branch on Zero Register 

BZS Branch on Zero Short 

BNZ Branch on Not Zero 

BNZR Branch on Not Zero Register 

BNZS Branch on Not Zero Short 

B Branch (Unconditional) 

BR Branch Register (Unconditional) 

BS Branch Short (Unconditional) 

NOP No Operation 

NOPR No Operation Register 
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4.5.1 Branch on Carry (BC, BCR, BCS) 

Branch on Carry (BC) 

Branch on Carry Register (BCR) 

Branch on Carry Short (BCS) 



Assem! 


bier Notation 


Op-Code+HI 


Format 


BC 


D2(X2) 


428 


RX1,RX2 


BC 


A2(FX2,SX2) 


428 


RX3 


BCR 


R2 


028 


RR 


BCS 


A 


208(Backward) 
218(Forward) 


SF 



Operation 

If the Carry (C) flag in the condition code is set, a branch is 
taken to the second operand location. If the C flag is zero, the 
next sequential instruction is executed. 



Condition Code 
Unchanged 

Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 



Example: BCS 
Assembler Notation 



SHIFT 



SLIS 
ECS 



R9,1 
SHIFT 



Machine Code 

1191 
2C8i 



Comments 

Register 9 is shifted 
left until the first 
zero bit is shifted 
out of position 0. 
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4.5.2 Branch on No Carry (BNC, BNCfi, BNCS) 

Branch on No Carry (BNC) 

Branch on No Carry Register (ENCR) 

Branch on No Carry Short (BNCS) 



Assembler Notation Op-Code-mi Format 

BNC D2(X2) t*38 RX1,RX2 

BNC A2(FX2,SX2) 438 RX3 

BNCR R2 038 RR 

BNCS A 228 (Backward) SF 

238 (Forward) 



Operation 

If the Carry (C) flag in the condition code is zero, a branch is 
taken to the second operand location. If the C flag is set, the 
next sequential instruction is executed. 

Condition Code 
Unchanged 



Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 
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a. 5.3 Branch on Equal (BE, BER, BES) 

Branch on Equal (BE) 

Branch on Equal Register (BER) 

Branch on Equal Short (BES) 



Assembler Notation 


Op-Code+MI 


Format 


BE D2(X2) 


433 


RX1,RX2 


BE A2(FX2,SX2) 


433 


RX3 


BER B2 


033 


RR 


BES A 


223 (Backward) 
233 (Forward) 


SF 



Operation 

If the G flag and the L flag are both zero in the condition code, 
a branch is taken to the second operand location. If either flag 
is set, the next sequential instruction is executed. 

Condition Code 
Unchanged 



Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 

Example: BE 

Assembler Notation Machine Code Comments 

CLHI R4,X'23' C540 0023 If Ri* contains X*23', 
BE CPTIN 4330 OAOO a branch is taken to 

location X'AOO*. 
Otherwise, the next 
sequential instruction 
is executed. 
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4.5.4 Branch on Not Equal (BNE, BNER, BNES) 

Branch on Not Equal (BNE) 

Branch on Not Equal Register (BNER) 

Branch on Not Equal Short (ENES) 

Assembler Notation Op-Code-Hil Format 

BNE D2(X2) 423 RX1,RX2 

BNE A2(FX2,SX2) 423 RX3 

BNER R2 023 RR 

BNES A 203 (Backward) SF 

213 (Forward) 

Operation 

If the G flag or the L flag is set in the condition code, a 
branch is taken to the second operand location. If both flags 
are zero, the next sequential instruction is executed. 

Condition Code 
Unchanged 



Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by 82. 
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4.5.5 Branch on Low (BL, BLR, BLS) 

Branch on Low (BL) 

Branch on Low Register (BLR) 

Branch on Low Short (BLS) 



Assem] 


bier Notation 


Op-Code+MI 


Format 


BL 


D2(X2) 


428 


RX1,RX2 


BL 


A2(FX2,SX2) 


428 


RX3 


BLR 


R2 


028 


RR 


BLS 


A 


208 (Backward) 
218 (Forward) 


SF 



Operation 

If the Carry (C) flag in the condition code is set, a branch is 
taken to the second operand address. If the C flag is zero, the 
next sequential instruction is executed. 



Condition Code 
Unchanged 

Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 

Example: BL 

Assembler Notation Machine Code Comments 

CLHI R1,X'FF' C510 OOFF (R1) is compared to 
BL RESTART 4280 OAOO X*OOFF'. If (R1) is less 

than X'OOFF', a branch 
is taken to memory 
location X'OAOO". 
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a. 5.6 Branch on Not Low (BNL, BNLR, BNLS) 

Branch on Not Low (BNL) 

Branch on Not Low Register (BNLR) 

Branch on Not Low Short (BNLS) 



Assembler Notation 


Op-Code+M1 


Format 


BNL D2(X2) 


438 


RX1, RX2 


BNL A2(FX2,SX2) 


U38 


RX3 


BNLR R2 


038 


RR 


BNLS A 


228 (Backward) 
238 (Forward) 


SF 



Operation 

If the Carry (C) flag in the condition code is zero, a branch is 
taken to the second operand address. If the C flag is set, the 
next sequential instruction is executed. 



Condition Code 
Unchanged 

Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 
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I*. 5.7 Branch on Minus (BM, BMR, EMS) 

Branch on Minus (BM) 

Branch on Minus Register (BMR) 

Branch on Minus Short (BHS) 



Assem: 


bier Notation 


Op-Code+M1 


Format 


BM 


D2(X2) 


421 


RXnRX2 


BM 


A2(FX2,SX2) 


421 


SX3 


BMR 


R2 


021 


RR 


BMS 


A 


201 CEackward) 
211 (forward) 


SF 



Operation 

If the Less Than (L) flag in the condition code is set, a branch 
is taken to the second operand location. If the L flag is zero, 
the next sequential instruction is executed. 

Condition Code 
Unchanged 



Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is containied in the register 
specified by R2. 

Example: 6H 

Assembler Notation Machine Code Comments 

SIS R3,1 2631 If (R3) is less than 

BM CONTINUE 4210 10AO after the subtraction, 

a branch is taken to 

X'lOAO*. 
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4.5.8 Branch on Not Minus (BNM, BNMB, BNMS) 

Branch on Not Minus (BNM) 

Branch on Not Minus Register (BNMR) 

Branch on Not Minus Short (BNHS) 



Assent] 


3ler Notation 


Op-Code+MI 


Fornat 


BNM 


D2(X2) 


431 


RX1,RX2 


BNM 


A2(FX2,SX2) 


431 


RX3 


BNME 


E2 


031 


RR 


BNMS 


A 


221 (Backward) 
231 (Forward) 


SF 



Operation 

If the Less Than (L) flag in the condition code is zero, a branch 
is taken to the second operand location. If the L flag is set, 
the next sequential instruction is executed. 

Condition Code 
Unchanged 

Programming Notes 

The branch address must be located on a halfword boundary. 

In the ER format, the branch address is contained in the register 
specified by R2. 
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ij.5.9 Branch en Plus (BP, BPR, EPS) 

Branch on Plus (HP) 

Branch on Plus Register (BPR) 

Branch on Plus Short (BPS) 



Assembler Notation 


Op-Code-fM1 


Format 


BP D2(X2) 


422 


RX1,RX2 


BP A2(FX2,SX2) 


422 


RX3 


6PB B2 


022 


RR 


BPS A 


202 (Backward) 
212 (Forward) 


SF 



Operation 

If the Greater Than (G) flag in the condition code is set, a 
branch is taken to the second operand location. If the G flag is 
zero, the next sequential instruction is executed. 



Condition Code 
Unchanged 

Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 
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4.5.10 Branch on Not Plus (BNP, BMPR, BNPS) 

Branch on Not Plus (BNP) 

Branch on Not Plus Register (ENPB) 

Branch on Not Plus Short (BNPS) 



Assembler Notation 



BNP D2(X2) 

BNP A2(FX2,SX2) 

BNPR R2 

BNPS A 



Op-C.ode+M1 


Format 


1*32 


BX1,RX2 


432 


RX3 


032 


RR 


222 (Backward) 


SF 


232 (Eorwatd) 





Operation 

If the Greater Than (G) flag in the condition code is zero, a 
branch is taken to the second operand location. If the G flag is 
set, the next sequential instruction is executed. 

Condition Code 
Unchanged 

Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 
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Op-Code+HI 


Format 


42t» 


RX1,RX2 


424 


RX3 


024 


RR 


204 (Backward) 


SF 


214 (lorward) 





4,5.11 Branch on Overflow (BO, BOR, BOS) 

Branch on Overflow (BO) 

Branch on Overflow Register (ECR) 

Branch on Overflow Short (BOS) 



Assembler Notation 

BO D2(X2) 

BO A2(FX2,SX2) 

BOR R2 

BOS K 



Operation 

If the Overflow (V) flag in the condition code is set, a branch 
is taken to the second operand location. If the V flag is zero, 
the next sequential instruction is executed. 

Condition Code 
Unchanged 



Progranming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 
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4.5.12 Branch on No Overflow (BNO, BNOR, BNOS) 

Branch on No Overflow (BNO) 

Branch on No Overflow Register (BNOR) 

Branch on No Overflow Short (BNOS) 



Assenb 


ler Notation 


Op-Code+MI 


Format 


BNO 


D2(X2) 


434 


RX1,RX2 


BNO 


A2(FX2,SX2) 


434 


RX3 


BNOR 


R2 


034 


RR 


BNOS 


A 


224 (Backward) 
234 (Forward) 


SF 



Operation 

If the Overflow (V) flag in the condition code is zero, a branch 
is taken to the second operand location. If the V flag is set, 
the next sequential instruction is executed. 

Condition Code 
Unchanged 



Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 
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Op-Code+MI 


Format 


433 


RX1,RX2 


433 


EX3 


033 


BR 


223 (Backward) 


SF 


233 (Forward) 





4.5.13 Branch on Zero (BZ, BZR, BZS) 

Branch on Zero (BZ) 

Branch on Zero Register (BZB) 

Branch on Zero Short (BZS) 



Assembler Notation 

BZ D2(X2) 

BZ A2(FX2,SX2) 

BZR R2 

BZS A 



Operation 

If the G and L flags are both zero in the condition code, a 
branch is taken to the second operand location. If the G or L 
flag is set, the next sequential instruction is executed. 

Condition Code 
Unchanged 



Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. * 
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U.S. in Branch on Not Zero (BNZ, BNZR, BNZS) 

Branch on Not Zero (BNZ) 

Branch on Not Zero Beglster (BNZR) 

Branch on Not Zero Short (BNZS) 



Assembler Notation 


Op-Cod 


e+MI 




Format 


BNZ D2(X2) 


423 






RX1,RX2 


BNZ A2(FX2,SX2) 


423 






RX3 


BNZR R2 


023 






RR 


BNZS A 


203 (E 


ackward) 


SF 




213 (F 


orwar 


d) 





Operation 

If the G or L flag in the condition code is set, a branch is 
taken to the second operand address. If the G and L flags are 
both zero, the next sequential instruction is executed. 

Condition Code 
Uncharged 



Programming Notes 

The branch address must be located on a halfword boundary. 

In the RR format, the branch address is contained in the register 
specified by R2. 
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'♦.5. IE Branch (Unconditional) (B, BR, BS ) 

Branch (Unconditional) (B) 

Branch Register (Unconditional) (BR) 

Branch Short (Unconditional) (BS) 



Assembler Notation 


Op-Code+MI 

a30 

430 

030 

220 (Backward) 

230 (Forward) 


Format 


B D2(X2) 

B A2(FX2,SX2) 

BR R2 
BS A 


RX1,RX2 

RX3 

RR 

SF 



Operation 

A branch is unconditionally taken to the second operand address. 

Condition Code 
Unchanged 

Programming Notes 

The branch address must be located on a halfword boundary. 

In the ER format, the branch address is contained in the register 
specified by R2. 

This instruction is assembled as a Branch on False Condition 
instruction, with no condition specified (M1=0). Therefore, the 
branch test is always false and the branch is always taken. 

Example: B 

Assembler Notation Machine Code Comments 

B CPTIN 4300 OAOO An unconditional branch 

is taken to location 
X'OAOO'. 
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U.S. 16 No Operation (NOP, NOPR) 

No Operation (NOP) 

No Operation Register (NOPS) 



Assembler Notation Op-Code^^M1 Format 

NOP D2(X2) 420 RX1,RX2 

NOP A2(FX2,SX2) 420 RX3 

NOPE R2 020 RR 



Operation 

The next sequential instruction is executed. 

Condition Code 
Unchanged 

Programming Notes 

C2(X2} or A2(FX2,SX2) and R2 are Ignored and usually equal zero 
(0). 

This instruction is assembled as a Branch on True Condition 
instruction with no condition specified (M1=0)j therefore, no 
branch is taken and the next instruction is fetched and executed. 

Example: NOP, NOPR 

Assembler Notation Machine Code Comments 

NOP 0(0,0) 4200 4000 0000 No operation 

NOP 4200 0000 No operation 

NOPE 0200 No operation 
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CHAPTER 5 
FIXED-POINT ARITHMETIC 



5.1 INTROEUCTICN 

Fixed-point arithmetic instructions provide a complete set of 
operations for calculating addresses and indices, for counting, 
and for general purpose fixed-point arithmetic. 

5.2 FIXED-POINT DATA FORMATS 

There are three formats for fixed-point data: the half word, the 
fullword, and the doubleword. In each of these formats, the most 
significant bit (bit 0) is the sign bit. The remaining 15, 31 or 
63 bits represent the magnitude. (See Figure 5-1.) 



599 1 



HALFWORD 



15 

I] 



1 



FULLWORD 



31 



1 



DOUBLEWORD 



63 



-•-^ 



Figure 5-1 Fixed-Point Data Formats 

Positive values are represented in true binary form with a sign 
bit of zero. Negative values are represented in two's complement 
form with a sign bit of one. To change the sign of a number, the 
two's complement of the number may be produced by subtracting the 
number from zero. Another way would be to: 

1. Change all zeros to ones, and all ones to zeros. 

2. Add one. 
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5.3 FIXED-POINT NUMBER RANGE 

Fixed-point numbers represent integers. Table 5-1 shows 
relations between different formats, along with decimal values. 



TABLE 5-1 FIXED-POINT FORMAT RELATIONS 



600 



DOUBLE WORD 


FULLWORD 


HALFWORD 


DECIMAL 


8000000000000000 
(MOST NEGATIVE) 






-9 223 372 036 854 775 808 




80000000 

(MOST NEGATIVE) 




-2 147 483 648 






8000 (MOST NEGATIVE) 


-32 768 


FFFFFFFFFFFFFFFF 

0000000000000000 

0000000000000001 


FFFFFFFF 

00000000 

00000001 


FFFF (LEAST NEGATIVE) 

0000 

0001 (LEAST POSITIVE) 


-1 


1 






7FFF (MOST POSITIVE) 


32 767 




7FFFFFFF 

(MOST POSITIVE) 




2 147 483 647 


7FFFFFFFFFFFFFFF 
(MOST POSITIVE) 






9 223 372 036854 775807 



5.4 OPERATIONS 

Fixed-point instructions include both fullword and halfword 
operations. Fullword operations take place (a) between the 
contents of two general registers; (b) between the contents of a 
general register and a fullword stored in memory; or (c) between 
the contents of a general register and a fullword obtained from 
the instruction stream. Fullword multiply produces a doubleword 
result which is contained in two adjacent registers. Fullword 
divide operates on doubleword data contained in two adjacent 
registers. 

Halfword operations take place between a fullword contained in 
one of the general registers and a halfword contained in memory. 
Before the operation is started, the halfword in memory is 
expanded to a fullword by propagating the most significant bit 
(sign bit) into the high order bits of the fullword. The 
halfword multiply and divide instructions are exceptions to this 
rule. 



5-2 
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5.5 CONDITION CODE 

All fixed-point arithmetic instructions, except multiply and 
divide, affect the condition code to indicate the outcome of the 
operation on the 32-bit result. 

In fixed-point add and subtract operations, the arguments are 
represented in two's complement form; therefore, all bits, 
including sign, participate in forming the result. Consequently, 
the occurrence of a carry or borrow has no real arithmetic 
significance. 

For example, an add operation between a minus one (FFFF FFFF) and 
a plus two (0000 0002) produces the correct result of plus one 
(0000 0001) and a carry. The condition code is set to 1010 (C = 
1 and G = 1). Carry means that the complete result, which in 
this case would have been 1 0000 0001, would not fit in 32 bits. 

An overflow occurs when the result does not fit in 31 bits. Note 

that bit zero must be reserved for the sign of the result. For 

example, adding one to the largest positive fixed-point value 
produces an overflow: 

7FFF FFFF 
•fOOOO 0001 
=8000 0000 

The resulting condition code is 0101 (V=1 and L=1). 

The result, 8000 0000, is logically correct, but because the sign 
bit is negative when the result should be positive, the overflow 
condition exists. 

The columns of the condition code table given for each 
instruction description show the state of the C, V, G and L flags 
for the possible results. 

An 'X* in a condition code column means that the particular flag 
is not defined, and may be either or 1 . Hence, no inference 
should be drawn by testing that particular flag. 

5.6 FIXED-POINT INSTRUCTION EOBMATS 

The fixed-point instructions use the Register to Register (RR), 
the Short Form (SF), the Register and Indexed Storage (RX), and 
the Register and Immediate (RI) instruction formats. 
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5.7 FIXED-PCINT INSTRUCTICNS 

The fixed-point instructions described in this section are: 

A Add 

AR Add Register 

AI Add Immediate 

AIS Add Immediate Short 

AH Add Halfword 

AHI Add Halfword Immediate 

AM Add to Memory 

AHM Add Halfword to Memory 

S Subtract 

SE Subtract Register 

SI Subtract Immediate 

SIS Subtract Immediate Short 

SH Subtract Halfword 

SHI Subtract Halfword Immediate 

C Compare 

CR Compare Register 

CI Compare Immediate 

CH Compare Halfword 

CHI Compare Halfword Immediate 

M Multiply 

MR Multiply Register 

MH Multiply Halfword 

MHR Multiply Halfword Register 

D Divide 

DR Divide Register 

DH Divide Halfword 

DHR Divide Halfword Register 

SLA Shift Left Arithmetic 

SLHA Shift Left Halfword Arithmetic 

SRA Shift Bight Arithmetic 

SRHA Shift Right Halfword Arithmetic 

CHVR Convert to Halfword Value Register 
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5.7.1 Add (A, AR, AI, AIS) 

Add (A) 

Add Register (AR) 

Add Iffmediate (AI) 

Add Immediate Short (AIS) 



Assembler Notation 


Op-Code 


Format 


A E1,D2(X2) 


5A 


RX1,RX2 


A R1,A2(FX2,SX2) 


5A 


BX3 


AR R1,R2 


OA 


BR 


AI R1,I2(X2) 


FA 


RI2 


AIS R1,N 


26 


SF 


Operation 







The second operand Is added algebraically to the contents of the 
register specified by R1. The result of this 32-bit addition 
replaces the contents of the register specified by R1. 



Condition Code 



C 


V 


G 


L 


X 











X 








1 


X 





1 





X 


1 


X 


X 


1 


X 


X 


X 



Result is zero 

Result is less than zero 

Result is greater than zero 

Arithmetic overflow 

Carry 



Programming Notes 

The second operand for the AIS instruction is obtained by 
expanding the a-bit data field* N, to a 32-bit fullword by 
forcing the high order bits to zero. 

In the RI2 format, the contents of the index register specified 
by X2 are added to the 32-bit 12 field to form the fullword 
second operand. 

In the RX formats the second operand must be located on a 
fullword boundary. 
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Example: A 

Add contents of memory location labeled LAB to the contents of 
PEG4. 



1. KEG4 contains X'7F3m23i|' 

Fullword in memory at LAB contains X"7F12a321' 



Assembler Notation Comments 



REG(»,LAB ADD (LAB) TO (EECa) 



Result of A Instruction 

(REGU) = X*FE465555' 

(LAB) unchanged by this instruction 

Condition Code = 0101 (V=l, L=1) 

2. REG5 contains X'8000 0001* 

Fullword in memory at LAB contains X'80000002* 



Assembler Notation Comments 

A REG5,LAB ADD (LAE) TO (REGS) 



Result of A Instruction 

(REGS) = X'00000003' 

(LAB) unchanged by this instruction 

Condition Code = 1110 (C=1, V=1, G=1) 
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5.7.2 Add Halfword (AH, AHI) 

Add Half word (AH) 

Add Halfword Immediate (AHI) 



Assembler Notation Op-Code 

AH R1,D2(X2) UK 

AH S1,A2(FX2,SX2) UK 

AHI R1,I2(X2) CA 



Format 

BX1,RX2 
SX3 

RI1 



Operation 

The 16-blt second operand is expanded to a 32-bit fullword by 
propagating the most significant bit through bits 0:15 of the 
fullword. The fullword operand is added to the fullword contents 
of the register specified by R1. The result replaces the 
contents of the register specified by R1. 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 





X 


1 


X 


X 


1 


X 


X 


X 



Result is zero 

Result is less than zero 

Result is greater than zero 

Arithmetic overflow 

Carry 



Programming Notes 

In the RX formats, the second operand must be 
halfword boundary. 



located on 



In the RI1 format, the 16-bit 12 field is extended to a fullword 
by propagating the sign bit through bits 0:15. The contents of 
the index register specified by X2 are then added to form the 
fullword second operand. 
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Example: AH 

This example adds the haXfword at memory location labeled LAB to 
the contents of register 4. 

1. REG4 contains X'00230002' 

Halfword at memory location LAB contains X'FFFF* 



Assembler Notation Comments 

AH BEGU,LAB ADD (LAE) TO (REGU) 



Result of AH Instruction 

(REG4) = X'00230001' 

(LAB) unchanged by this instruction 

Condition Code = 1010 (C=1, G=1) 



2. REGS contains X'FFFF FFF5' 
LAB contains X'FFF2' 



Assembler Notation Comments 

AH REGS, LAB ADD (LAB) TO (REGS) 



Result of AH Instruction 

(REGS) = 'FFFF FFE7' 

(LAB) unchanged by this instruction 

Condition Code = 1001 (C=1, L=1) 
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5.7.3 Add to Memory (AM) 



Assembler Notation 

AK B1,D2(X2) 

AM R1,A2(FX2,SX2) 



Op-Code 

51 
51 



Format 

EX1,BX2 
RX3 



Operation 

The first operand contained in the register specified by R1 is 
added algebraically to the fullword second operand. The result 
replaces the fullword second operand in memory. The contents of 
the register specified by HI are not changed. 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 





X 


1 


X 


X 


1 


X 


X 


X 



Result is zero 

Result is less than zero 

Result is greater than zero 

Arithmetic overflow 

Carry 



Programming Note 

The second operand must be located on a fullword boundary. 

Example: AH 

1. Add contents of register 8 to memory location labeled LOG; 

REG8 contains X'00000008' 

Fullword in memory at LCC contains X*03a289AB' 



Assembler Notation 
AM REG8,L0C 



Comments 



ADD (BEGS) TO (LOC) 
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Result of AM Instruction 

(REGS) unchanged by this instruction 
(ICC) = X'03i»289B3* 
Condition Code = 0010 (G=1) 

2. Add contents of register 7 to memory location labeled LOG! 

REG7 contains X* 7F3»»123t»' 

Fullword in memory at LOG contains X'7F12a321' 



Assembler Notation Comments 

AM REG7,LCC ADD (REG7) TO (LOG) 



Result of AM Instruction 

(REG7) unchanged by this instruction 

(LOG) = X'FEi»65555' 

Condition Code = 0101 (V=1, L=1) 
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5.7.4 Add Halfword to Memory (AHH) 



Assembler Notation Op-Code 

AHM R1,D2(X2) 61 

AHH R1,A2(FX2,SX2) 61 



Format 

RX1,RX2 
HX3 



Operation 



The halfword second operand is added algebraically to the least 
significant 16 bits (bits 16:31) of the register specified by R1. 
The 16-bit result replaces the contents of the memory location 
specified by the effective address of the second operand. The 
contents of the register specified by R1 are not changed. 



Condition Code 



C 


V 


G 


L 


X 











X 








1 


X 





1 





X 


1 


X 


X 


1 


X 


X 


X 



Result is zero 

Result is less than zero 

Result is greater than zero 

Arithmetic overflow 

Carry 



Programming Notes 

The second operand must be located on a halfword boundary. 

The condition code settings are based on the halfword result. 

Example: AHM 

This example adds the contents of register 5 to the contents of 
memory location LAB. 

1. REGS contains X'00230002' 

Halfword in memory at LAB contains X'FFFF' 



Assembler Notation 
AHM REG5,LAB 



Comments 

ADD (REG5) TO (LAB) 
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Result of AHM Instruction 

(EEG5) unchanged by this instruction 

(LAB) = 0001 

Condition Code = 1010 (C=1, G=1) 



2. REG6 contains X'FFFF FFF5* 
LAB contains X*FFF2' 



Assembler Notation Comments 



AHM REG6,LAB ADD (REG6) TO (LAB) 



Result of AHM Instruction 

(REG6) unchanged by this instruction 

(LAB) = FFE7 

Condition Code = 1001 (C=1, L=1 ) 
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5.7.5 Subtract (S, SR, SI, SIS) 

Subtract (S) 
Subtract Register (SR) 
Subtract Immediate (SI) 
Subtract Iinmediate Short (SIS) 



Assembler Notation 


Op-Code 


Format 


S R1,D2(X2) 


5E 


RX1,RX2 


S R1,A2(FX2,SX2) 


5E 


RX3 


SR R1,R2 


OE 


ER 


SI R1,I2(X2) 


FE 


BI2 


SIS R1,N 


27 


SF 


Operation 







The fullword second operand is subtracted algebraically from the 
contents of the register specified by R1. The result replaces 
the contents of the register specified by R1. 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 





X 


1 


X 


X 


1 


X 


X 


X 



Result is zero 

Result is less than zero 

Result is greater than zero 

Arithmetic overflow 

Borrow 



Programming Notes 

The second operand for the SIS instruction is obtained by 
expanding the ^-bit data field, N, to a 32-bit fullword by 
forcing the high order bits to zero. 

In the RI2 format, the contents of the index register specified 
by X2 are added to the 32-bit 12 field to form the fullword 
second operand. 

In the RX formats, the second operand must be located on a 
fullword boundary. 
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Examples: 

This example subtracts the fullword at memory location LOG from 
the contents of register 9. 



1. EEG9 contains X'Ua44444H* 

LCC contains x' ^^^t^|*nnn• 



Assembler Notation Comments 

S REG9,L0C SUBTRACT (LOC) FBCM (REG9) 



Result of S Instruction 

(REG9) = 

(ICC) unchanged by this instruction 

Condition Code = 0000 



2. HEG9 contains X'23456789' 
LCC contains X'FFFFi»321' 



Assembler Notation Comments 

S REG9,L0C SUBTRACT (LOC) FROM (REG9) 



Result of S Instruction 

(REG9) = 23'462368 

(LCC) unchanged by this instruction 

Condition Code = 1010 (C=1, G=1) 
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5.7.6 Subtract Halfword (SH, SHI) 

Subtract Halfword (SH) 

Subtract Halfword Immediate (SHI) 



Assembler Notation Op-Code 

SH R1,D2(X2) HB 

SH R1,A2(FX2,SX2) 4E 

SHI R1,I2(X2) CB 



Format 

RX1,RX2 

RX3 
RI1 



Operation 

The 16-bit second operand is expanded to a 32-blt fullword by 
propagating the most significant bit through bits 0:15. This 
fullwcrd is subtracted from the contents of the register 
specified by R1. The result replaces the contents of the 
register specified by R1. 



Condition Code 



C 


V 


G 


L 


X 











X 








1 


X 





1 





X 


1 


X 


X 


1 


X 


X 


X 



Result is zero 

Result is less than zero 

Result is greater than zero 

Arithmetic overflow 

Borrow 



Programming Notes 

In the RX formats, the second operand must be located on a 
halfword boundary. 

In the RI1 format, the 16-bit 12 field is extended to a fullword 
by propagating the sign bit through bits 0:15. The contents of 
the index register specified by X2 are then added to form the 
fullword second operand. 
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Example: SH 

This example subtracts the halfword at memory location LOC from 
the contents of register 9. 

1. BEG9 contains X'00123456' 
LOC contains X'FFF4' 



Assembler Notation Coromentg 

SH REG9,LCC SUBTRACT (LOC) FROM (REG9) 



Result of SH Instruction 

(REG9) = 00123462 

(IOC) unchanged by this instruction 

Condition Cede = 1010 

2. REG9 contains X'FFFF4567' 
LCC contains X'2345' 



Assembler Notation Comments 



SH REG9,LCC SUBTRACT (LOC) FROM (REG9) 



Result of SH Instruction 



(REG9) = FFFF2222 

(IOC) unchanged by this instruction 

Condition Code = 0001 
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5.7.7 Compare (C, CR, CI) 

Compare (C) 

Compare Register (CR) 

Compare Immediate (CI) 



Assembl 


er Notal 


bion 


Op- Code 
59 


Forn 
RX1, 


lat 


C 


R1 


rD2(X2) 




RX2 


C 


E1 


,A2(FX2< 


rSX2) 


59 


EX3 




CR 


El 


,E2 




09 


RR 




CI 


R1 


rI2(X2) 




F9 


RI2 




Opera ti 


en 











The first operand contained in the register specified by R1 is 

compared algebraically to the 32-bit second operand. The result 

is indicated by the condition code setting. Neither operand is 
changed. 



Condition Code 



c 


V 


G 


L 





X 








1 


X 





1 





X 


1 






First operand is equal to second operand 
First operand is less than second operand 
First operand is greater than second operand 



Programming Notes 

In the RX formats, the second operand must be located on a 
fullword boundary. 

The state of the V flag is undefined. 

Example: C 

This example compares the contents of register 3 to the contents 
of the fullword in memory location LAB. 

REG3 contains XMt»56789a' 

Fullword at LAB contains X'0U321243' 



Assembler Notation 
C REG3,LAB 



Comments 



COMPARE (REG3) TO (LAB) 



Result of C Instruction 

(REG3) unchanged by this instruction 
(LAB) unchanged by this instruction 
Condition Code = 0010 (G=1) 
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5.7.8 Compare Halfword (CH, CHI) 

Compare Halfword (CH) 

Compare Halfword Immediate (CHI) 



Assembler Notation Qp-Code 

CH R1,D2(X2> as 

CH R1,A2(FX2,SX2) 49 

CHI E1,I2(X2) C9 



Format 

EX1,RX2 

RX3 

RI1 



Operation 



The halfword second operand is expanded to a fullword by 

propagating the most significant bit through bits 0:15. The 

first operand, the contents of the register specified by R1, is 

compared algebraically to the effective second operand. The 



result is indicated 
operand is changed. 



by the condition code setting. 



Neither 



Condition Code 



C 


V 


G 


L 





X 








1 


X 





1 





X 


1 






First operand is equal to second operand 
First operand is less than second operand 
First operand is greater than second operand 



Programming Notes 



In the RX formats, the 
halfword boundary. 



second operand must be located 



on 



In the RI1 format, the 16-blt 12 field is extended to a fullword 
by propagating the sign bit through bits 0:15. The contents of 
the index register specified ty X2 are then added to form the 
fullword second operand. 



Condition code settings are based on 
The state of the V flag is undefined. 



the fullword comparison. 



'j-ie 
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Example: CH 

This example compares the contents of register 8 to the halfword 
at LAE. 

FEG8 contains X'Fi»567891' 
Halfword at lAB contains X*3123' 



Assembler Notation Comments 



CH REG8,LAB CCMPARE (REGS) TO (LAB) 



Result of CH Instruction 

(REG8) unchanged by this instruction 
(LAB) unchanged by this Instruction 
Condition Code = 1001 (C=1, V=1) 



29-7'»7 ROO H/6^ 5-19 



5.7.9 Multiply (M, MR) 

Multiply (M) 

Multiply Register (MR) 



Assembler Notation Op-Code Format 

M R1,D2(X2) 5C RX1,RX2 

M R1,A2(FX2,SX2) 5C RX3 

MR R1,R2 1C RR 



Operation 

The fullword first operand contained in the register specified by 
R1+1 is multiplied by the fullword second operand. The 6a-bit 
result is stored in the registers specified by R1 and R1 + 1, 
The sign of the result is determined by the rules of algebra. 

Condition Code 
Unchanged 



Programming Notes 

The R1 field of these instructions must specify an even numbered 
register. If the R1 field of these instructions is odd, the 
result is undefined. 

In the RX formats, the second operand must be located on a 
fullword boundary. 

The most significant bits of the result are placed in the 
register specified by R1; the least significant bits are placed 
in the register by R1+1. 



Example: H 

This example multiplies the contents of register 9 by the 
contents of meirory location LOG and places the result in 
registers 8 and 9 (6U bits). 

REG8 contains unknown data 

EEG9 contains X'00002431' 

Fullword at location LOG contains X'U3120000* 
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Assembler Notation Comments 



K REG8,L0C MULTIPLY (REG9) BY (LOG) 



Result of M Instruction 

REG8 and REG9 together contain the result 
(REGS, REG9) = 0000 097B, 5E72 0000 
(LOC) unchanged by this instruction 
Condition Code unchanged by this instruction 



Example: MR 

This example multiplies the contents of register 9 by the 
contents of register 8 and places the result in registers 8 and 
9 i6^ bits). 

REG8 contains X'00010000" 
REG9 contains X* 12345678' 



Assembler Notation Comments 

MR REG8,REG8 MULTIPLY (REG9) BY (REG8) 



Result of MR Instruction 

REGS and REG9 together contain the result 
(REGS, REG9) = 0000 1234, 5678 0000 
Condition Code unchanged by this instruction 
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5.7.10 Multiply Halfword (MH, NHR) 

Multiply Halfword (HH) 

Multiply Halfword Register (MHR) 

Assembler Notation Op-Code Format 

HH RnD2(X2) ac BX1,RX2 

MH R1,A2(FX2,SX2) ^C RX3 

MHR R1,R2 OC RR 

Operaticn 

The first operand, contained in bits 16:31 of the register 
specified by R1, is multiplied by the 16-bit second operand, 
taken from memory or from bits 16:31 of the register specified by 
R2. Both operands are 16-bit signed two's complement values. 
The 32-bit result replaces the contents of the register specified 
by R1, The sign of the result is determined by the rules of 
algebra. 



Condition Code 
Unchanged 

Programming Note 

In the RX formats, the second operand must be located on a 
halfwcrd boundary. 

Example: HH 

This example multiplies the halfword contents of register 8 by 
the halfword in memory location LAB. 

REGS contains X'ABCD OOUS* 

Halfword at memory location LAB contains X'8674' 
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Assembler Notation Comments 

MH FiG8,LAB MULTIPLY LEAST SIGNIFICANT HALF 

OF (FEG8) BY (LAB) 

Besult of MH Instruction 

(EEG8) = FFDF3Daa 

(LAB) unchanged by this instruction 

Condition Code unchanged by this instruction 

Example; MHR 

This example multiplies the half word contents Of register 11 by 
the halfNord contents of register 4. 

REG11 contains X'3721000a* 
EEGtj contains X«FFFF0307' 

Assembler Notation Comments 

MHR REG11,SEG4 MULTIPLY LS HALF OF (REG11) 

BY LS HALF OF (REG4) 

Result of MHR Instruction 

(REG11) = 00000C1C 

(REGi») unchanged by this instruction 

Condition Code unchanged by this instruction 
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5.7.11 Divide (D, DE) 

Divide (D) 

Divide Register (DE) 



Assembler Notation Op-Code Format 

D R1,D2(X2) 5D KX1,RX2 

C R1,A2<FX2,SX2) 5C EX3 

DF R1,E2 IE ER 



Operation 

The 6<i-bit signed dividend contained in the two registers 
specified by R1 and R1+1 is divided by the signed fullword second 
operand. The 32-bit signed remainder replaces the contents of 
the register specified by B1. The signed 32-bit quotient 
replaces the contents of the register specified by R1+1. 

The sign of the quotient is determined by the rules of algebra. 
The sign of the remainder is the same as the sign of the 
dividend. 



Condition Code 
Unchanged 

Programming Notes 

The F1 field of these instructions must specify an even numbered 
register. If the El field of these instructions is odd, the 
result is undefined. 

The most significant bits of the dividend must be contained in 
the register specified by R1. The least significant bits of the 
dividend must be contained in the register specified by R1-H. 

In the EX formats, the second operand must be located on a 
fullword boundary. 

If the divisor is equal to zero, the instruction is not executed, 
the operand registers remain unchanged, and the arithmetic fault 
interrupt is taken. 

If the value of the quotient is more positive than X'7FFFFFFF' or 
more negative than X'80000000*, quotient overflow is said to 
occur. If quotient overflow occurs, the operand registers remain 
unchanged, and the arithmetic fault interrupt is taken. 



5-24 29-7«7 ROO 4/81 



Example: D 

This example divides the contents of registers 8 and 9 by the 
fullwcrd contents of memory location IOC. 

1. REGS contains X*123a5678' = Most significant half of dividend 
BEG9 contains X'98765432' = Least significant half 

of dividend 
LOG contains X'3t(3a343a' = Divisor 



Assembler Notation Comments 



D REGS, LOG DIVIDE (REG8,9) BY (LOC) 

Result of D Instruction 

(FEG8) = 1E1E1E1E = Remainder 

(REG9) = 59H55U59 = Quotient 

(LOC) unchanged by this instruction 

Condition Code unchanged by this instruction 

2. REGS contains X'FFFFl23t»* = Most significant half of dividend 
REG9 contains X'OOOOOOOO' = Least significant half 

of dividend 
ICC contains X'123a5678* = Divisor 



Assembler Notation Comments 

C REGS, LOC DIVIDE (REGS, 9) BY (LOC) 



Result of D Instruction 

(REGS) = F250D9E0 = Remainder 

(EEG9) = FFF2EFFC = Quotient 

LCC unchanged by this instruction 

Condition Code unchanged by this instruction 
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3. REG8 contains X*a3657898* = Most significant half of dividend 
REG9 contains X' 12123456' = Least significant half 

of dividend 
LOG contains X'OOOOOOOO' = Divisor 



Assembler Notation Comments 

D REGS, LOG DIVIDE (REGS, 9) BY (LOG) 

Result of D Instruction 

Division by zero causes arithmetic fault to be taken. Operands 
and condition code remain unchanged by this instruction. 

4. PEGS contains X'80000000' = Most significant half of dividend 
REG9 contains X'OOOOOOOV = Least significant half 

of dividend 
LCC contains X'00000001' = Divisor 

Assembler Notation Comments 

D REGS, LOG DIVIDE (REG8,9) BY (LOG) 

Result of D Instruction 

Quotient overflow causes arithmetic fault to be taken. Operands 
and condition code remain unchanged by this instruction. 

Example: DR 

This example divides the contents of registers 8 and 9 by the 
contents of register 2. 

REGS contains X'FFFFFFFF' = Most significant half of dividend 
REG9 contains X'FFFFFFFD* = Least significant half of dividend 
REG2 contains X'FFFFFFFE* = Divisor 

Assembler Notation Comments 

DR REG8,REG2 DIVIDE (REGS, 9) BY (REG2) 

Result of DR instruction 

(REGS) = FFFFFFFF = Remainder 

(REG9) = 00000001 = Quotient 

(REG2) unchanged by this instruction 

Condition Cede unchanged by this instruction 
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5.7.12 Divide Halfword (DH, DHR) 

Divide Halfword (DH) 

Divide Halfword Register (DHR) 



Assent 


bier Notation 


Op-Code 


DH 
DH 
DHR 


R1,D2(X2) 

R1,A2(FX2,SX2) 

R1,R2 


HI 

OD 


Opera 


tion 





Format 

RX1,RX2 

RX3 

RR 



The 32-bit signed dividend contained in the register specified by 
R1 is divided by the 16-bit signed second operand. The 16-bit 
signed remainder is copied to R1 (bits 16:31) and the halfword 
value is converted to a fullword value. The 16-bit signed 
quotient is copied to the register specified by R1 + 1 after 
conversion to a fullword value. 

The sign of the quotient is determined by the rules of algebra. 
The sign of the remainder is the same as the sign of the 
dividend. 



Condition Code 
Unchanged 

Programming Notes 

In the RX formats, the second operand must be located on a 
halfword boundary. In the RR format, the second operand is taken 
from bits 16:31 of the register specified by R2. 

If the divisor is equal to zero, the instruction is not executed, 
the operand registers remain unchanged, and the arithmetic fault 
interrupt is taken. 

If the value of the quotient is more positive than X'7FFF* or 
more negative than X'8000', quotient overflow is said to occur. 
If quotient overflow occurs, the operand registers remain 
unchanged, and the arithmetic fault interrupt is taken. 
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Example; CH 

This example divides the contents of register 7 by the halfword 
contents of memory location LCC. 



1. REG7 contains X'OOOO 0054' = Dividend 
LOG contains X'0008' = Divisor 



Assembler Notation Comments 

DH REG7,L0C DIVIDE (REG7) BY (LOO 



Result of DH Instruction 

(REG7) = 0000 OOOa = Remainder 

(REGS) = 0000 OOOA = Quotient 

(IOC) unchanged by this instruction 

Condition Code unchanged by this instruction 



2. REG7 contains X'123a 5678' = Dividend 
LOG contains X'OOOO* = Divisor 



Assembler Notation Comments 

DH REG7,L0C DIVIDE (REG7) BY (LOG) 

Result of DH Instruction 

Division by zero causes arithmetic fault to be taken. Operands 
and condition code remain unchanged by this instruction. 

3. PEG7 contains X'8000 0002' = Dividend 
LOG contains X'OOOI* 



Assembler Notation Comments 

DH REG7,1CC DIVIDE (REG7) BY (LOG) 

Result of DH Instruction 

Quotient overflow causes arithmetic fault to be taken. Operands 
and condition code remain unchanged by this instruction. 
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5.7.13 Shift Left Arithmetic (SLA) 



Assembler Notation 
SLA E1,I2(X2) 



Op- Code 
EE 



Format 



PI1 



Operation 

Bits 1:31 of the first operand, contained in the register 
specified by R1, are shifted left the number of places specified 
by the second operand. The sign bit (bit 0) remains unchanged. 
Bits shifted out of position 1 are shifted through the carry flag 
and then lost. The last bit shifted remains in the carry flag. 
Zeros are shifted into position 31. 



Condition Code 



C V G L 

X 
X 1 
X 1 



Besult is zero 

Result is less than zero 

Result is greater than zero 



Programming Notes 

The state of the C flag indicates the state of the last bit 
shifted. 

The shift count is specified by the least significant five bits 
of the second operand. The maximum shift count is 31. 

A shift of zero places causes the condition code to be set in 
accordance vith the value contained in the register specified by 
R1. The C flag is zero in this case. 



Example: SLA 

This example shifts the bits in register 5 left by the number 
specified by the second operand. 



REG5 contains X* 80005647* 
Assembler Notation 
SLA REGS, 4 



Comments 



SHIFT (SEG5) LEFT H PLACES 



Result of SLA Instruction 

(EEG5) = 80056U70 
Condition Code = 0001 (L=1) 
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5.7.14 Shift Left Halfword Arithmetic (SLHA) 



Assembler Notation 



SLHA E1,I2(X2) 



Op-Code 
CF 



format 



RI1 



Operation 

Bits 17:31 of the register specified by R1 are shifted left the 
number of places specified by the second operand. Bit 16 of the 
register, the halfword sign bit, remains unchanged. Bits shifted 
out of position 17 are shifted through the C flag and then lost. 
The last bit shifted remains in the C flag. Zeros are shifted 
into position 31. Bits 0:15 of the first operand register remain 
unchanged. 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 






Result is zero 

Result is less than zero 

Result is greater than zero 



Programming Notes 

The condition code settings are based on the halfword (bits 
16:31) result. 

The state of the C flag indicates the state of the last bit 
shifted. 

The shift count is specified by the least significant four bits 
of the second operand. The maximum shift count is 15. 

A shift of zero places causes the condition code to be set in 
accordance with the halfword value contained in bits 16:31 of the 
register specified by R1. The C flag is zero in this case. 



5-30 
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5.7. IE. Shift Bight Arithmetic (SEA) 
Assembler Notation Op-Code Format 



SEA R1,I2(X2) 



E£ 



BI1 



Operation 

Bits 1:31 of the first operand, contained in the register 
specified by R1, are shifted right the number of places specified 
by the second operand. The sign bit (bit 0) remains unchanged 
and is propagated right as many positions as specified by the 
second operand. Bits shifted out of position 31 are shifted 
through the C flag and lost. The last bit shifted remains in the 
C flag. 



Condition Code 



C 


V 


G 


L 


X 











X 








1 


X 





1 






Result is zero 

Result is less than zero 

Result is greater than zero 



Programming Notes 

The state of the C flag indicates the state of the last bit 
shifted. 

The shift count is specified by the least significant five bits 
of the second operand. The maximum shift count is 31. 

A shift of zero places causes the condition code to be set in 
accordance with the value contained in the register specified by 
R1. The C flag is zero in this case. 



Example: SRA 

This example shifts the contents of register 9 right the number 
of places specified by the second operand. 



REG9 contains X* 80000M256' 
Assembler Notation 
SRA REG9,8 



Comments 



SHIFT (REG9) RIGHT 8 PLACES 



Result of SRA Instruction 

(REG9) = X'FF800042* 
Condition Code = 0001 (L=1) 
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5.7.16 Shift Right Halfword Arithmetic (SRHA) 
Assembler Notation Op-Code Format 



SRHA R1,I2 (X2) 



CE 



HI1 



Operation 

Bits 17:31 of the register specified by R1 are shifted right the 
number of places specified by the second operand. Bit 16 of the 
register, the halfword sign bit, remains unchanged and is 
propagated right the number of positions specified by the second 
operand. Bits shifted out cf position 31 are shifted through the 
C flag and lost. The last bit shifted remains in the C flag. 
Bits 0:15 of the first operand register remain unchanged. 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 






Result is zero 

Result is less than zero 

Result is greater than zero 



Programming Notes 

The condition code settings are based on the halfword (bits 
16:31) result. 

The state of the C flag indicates the state of the last bit 
shifted. 

The shift count is specified by the least significant four bits 
of the second operand. The maximum shift count is 15. 

A shift of zero places causes the condition code to be set in 
accordance with the halfword value contained in bits 16:31 of the 
register specified by R1. The C flag is zero in this case. 



32 
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5.7.17 Convert to Halfword Value Register (CHVR) 



Assembler Notation 
CHVR R1,R2 



Op-Code 
12 



Format 



RR 



Operation 

The halfword second operand, bits 16:31 of the register specified 

by R2, is expanded to a fullword by propagating the most 

significant bit (bit 16) through bits 0:15. This fullword 

replaces the contents of the register specified by R1. 



Condition Code 



C 


V 


G 


L 


X 


X 








X 


X 





1 


X 


X 


1 





X 


1 


X 


X 


1 


X 


X 


X 





X 


X 


X 



Result is zero 

Result is less than zero 

Result is greater than zero 

Source operand cannot be represented by a 

16-bit signed number 

Carry flag was set in previous condition 

code 

Carry flag was zero in previous condition 
code 



Programming Notes 

The V flag is set when bit 15 of the second operand is not the 
same as bit 16 of the second operand. The G and L flags reflect 
the algebraic value of bits 16:31 of the second operand. 

Execution of this instruction following halfword operations 
guarantees the same results as those obtained if the program were 
run en a 16-bit machine. For example, if location A in memory 
contains the halfword value of X*7FFF' (decimal 32767) then. 



LH 
AIS 



R1,A 
R1,1 



R1 contains X'00007FFF' 
R1 contains X'00008000* 
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Following the add operation, the condition code is: 



c 


V 


G 


L 








1 






indicating a result greater than zero, which is correct for 
fullword operations. If the same sequence were executed on a 
16-bit processor, as: 



IH 
AIS 



R1,A 
B1,1 



El contains X'7FFF' 
El contains X'8000' 



Following this, the condition code in the halfword processor is: 



c 


V 


G 


L 





1 





1 



indicating overflow and a negative result. Going back to the 
original sequence and adding the Convert to Halfword Value 
Register instruction produces the following: 

LH El, A E1 contains X'00007FFF' 
AIS B1,1 B1 contains X'00008000' 
CHVR R1,R1 El contains X'FFFFSOOO' 

Following this sequence, the condition code is; 



c 


V 


G 


L 





1 





1 



which is identical to that of the 16-bit processor, and can be 
tested in the same manner. 



5-3^ 
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CHAPTER 6 
FLOATING-POINT ARITHMETIC (OPTIONAL) 



6.1 INTRODUCTION 

Floating-point arithmetic instructi 
handling of scientific data expres 
Single-precision and double 
instructions, as well as mixed mod 
are described in this chapter, 
instructions includes load and stor 
subtract, multiply, divide and 
numbers; convert fixed-point to flo 
and mixed mode operations that 
double-precision and vice versa. 



ons provide 
sed as floa 
-precision 
e floating- 
The comp 
e floating- 
compare 
ating-point 
translate 



a means for rapid 
ting-point numbers, 
floating-point 
point instructions, 
rehensive set of 
point numbers; add, 
two floating-point 
and vice versa; 
single-precision to 



Floating-point is a means of representing a quantity 
numbering system. For example, the decimal number 123 
10), can be represented in the following forms: 



in any 
(base = 



123.0 


X 


IqO 


1.23 


X 


102 


0.123 


X 


103 


0.0123 


X 


10^ 



In this example, the decimal point moved; this is called a 
floating-point. In actual floating-point representation, the 
significant digits are always fractional and are collectively 
referred to as fractions. The power to which the base number is 
raised is called the exponent. For example, in the number .^5678 
X 10^, 1*5678 is the fraction and 2 is the exponent. Both the 
fraction and the exponent can be signed. If we have a 
floating-point representation such as, 

(sign of fraction) (exponent) (fraction) 

the following representation applies: 



Number 

+32.94 
-23760000.0 
+0.000059 
-0.0000000092073 



Floating-point 

+.329U X 102 
-.2376 X 10^ 
+ .59 X 10"* 
-.92073 X 10"8 



+ 


+2 


3294 


- 


+ 8 


2376 


+ 


'H 


59 


- 


-8 


92073 
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Large or small numbers can be easily expressed in floating-point, 
making it ideally suitable for scientific computation. Note the 
compactness of floating-point notation in the above examples. 

Floating-point representation in the processor is similar to the 
above representation. The differences are: 

1, Hexadecimal, instead of decimal, numbering system is 
used. 

2. Physical size of the number is limited, therefore the 
magnitude and precision are limited. 



6.2 FICATING-PCINT DATA FCEMATS 

Floating-point numbers occur in one of two formats: 

single-precision and double-precision. The single-precision 
format requires a fullword (32 bits). When such a value is 

contained in memory, it must exist on a fullword address 

boundary. The sign (S), exponent (X), and fraction (consisting 

of the digits F1, F2, F3, F^, F5, and F6) fields are designated 
as follows: 



602 



7 8 



11 12 



15 16 



19 20 



23 24 



27 28 



31 



s 


X 


F1 


F2 


F3 


F4 


F5 


F6 



The dcuble-precision format requires a doubleword (64 bits). 
When two general registers hold a double-precision value, an 
even/odd pair of general registers must be used. The 
even-numbered register contains the most significant 32 bits, and 
the next sequential odd register contains the least significant 
32 bits. The sign (S), exponent (X), and fraction (consisting of 
digits F1 through FlU) fields are designated as follows: 



603 1 



7 8 



11 12 



15 16 



19 20 



23 24 



27 28 



31 



s 


X 


F1 F2 F3 


F4 


F5 


F6 



32 



35 36 



39 40 



43 44 



47 48 



51 52 



55 56 



59 60 



63 



F7 


F8 


F9 


F10 


F11 


F12 


F13 


F14 
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6.3 FLCATING-JCINT NUMBER 

In the processor, a f loating-coint number is represented in the 
following forros 



Sign 


Exponent 


Fraction 



Sign 



The roost significant bit of a floating-point number 
is the sign bit. The sign bit is zero for positive 
numbers and one for negative numbers. The 
floating-point value of zero always has a positive 
sign. 



Exponent The 7-bit field, bits 1:7, is designated as the 
exponent field. The exponent is expressed in 
excess-6U notation. The number in this field 
contains the true value of the exponent plus X'UO' 
(decimal 64). This helps to represent very small 
magnitudes between and 1. Some of the exponent 
values are as fellows: 



:xponent in 


True 


True 




Excess-6U 


exponent in 


exponent in 


Multiply 


notation 


hexadecimal 


decimal 


fraction by 


00 


-ao 


-6a 


16 


3F 


-1 


-1 


16 


t»0 








16 


^^ 


1 


1 


16 


7F 


3F 


63 


16 



The exponent field for true zero is always 00. 

Fraction The fraction field is 6 hexadecimal digits for 
single-precision floating-point numbers (thus 
limiting the precision), and 14 hexadecimal digits 
for double-precision floating-point numbers. As in 
any other fraction, the floating-point fraction is 
expressed with most precision when the most 
significant hexadecimal digit (not necessarily the 
most significant bit) is nonzero. The floating-point 
number with such a fraction is called a normalized 
floating-point number. In the 3200 processors, 
normalized numbers are always used to obtain the 
maximum possible precision. For hexadecimal fraction 
conversion, refer to Appendix D. 



29-747 ROO 4/81 



6-3 



Examples: The following exancles Illustrate the sign/ exponent, 
and fraction concept of a floating-point number: 



Numbers in Hexa- 
decimal integer- 
fraction notation 



Sign-exponent- 
fracticn shown 
for clarity 





S 


E 


F 




+1.3A25678 





41 


13A25678 


-6.89F2C 


1 


41 


689F2C 


■HA.C39D21 





42 


1AC39021 


-3C1DF.82A3 


1 


45 


3C1EF82A3 


+ABCDEF12.9AC 





48 


ABCCEF129AC 


+0.0032A9CF2 





3E 


32A9CF2 


-0.000002C7E5 


1 


3B 


2C7B5 





Single- precision 
floating-point numbers 



4113A256 
C1689F2C 
421AC39D 
C53C1DF8 
48ABCDEF 
3E32A9CF 
BB2C7B50 



6.3.1 Floating-Point Number Range 



The range of magnitude (M) of a normalized floating-point number 
is as fellows; 



Single precision: 
Double precision: 
Approximately for both: 



16 



■65 



< M < (1 - 16"^) 



16 



63 



16-65 < M < (1 - 16""*) * 16" 
5.4 * 10"^3 < M < 7.2 * 10^^ 



Table 6-1 shows the floating-point range in relation to 
fixed-point range along with the decimal values. 



the 



TABLE 6-1 FLOATING/FIXEE-POINT RANGES 



606-1 






FLOATING-POINT 
NUMBEBS 


FIXED-POINT 
INTEGER 


DECIMAL 
NUMBERS 


(most negative) FFFF FFFF 

C880 0000 
Clio 0000 

(least negative) 8010 0000 
(true zero) 0000 0000 

(least positive) 0010 0000 

4110 0000 
487F FFFF 

(most positive) 7FFF FFFF 


8000 0000 (most negative) 
FFFF FFFF (least negative) 

0000 0000 

0000 0001 (least positive) 
7FFF FFFF (most positive) 


-7.2* 10^^ 

-2 147 483 648 
-1 

-5.4*10"^^ 


+5.4*10-^9 
+ 1 
+2 147 483 647 
+7.2*10^5 
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6.3.2 Normalization 



Normalization is a process of 
digit (F1) of the fraction of 
normalization process, the 
left hexadecimally (i.e., four 



making nonzero the most significant 
a floating-point number. In the 
floating-point fraction is shifted 
bits at a time), and its exponent 



is decremented by one for each hexadecimal shift until the most 
significant digit (not necessarily the most significant bit) of 
the fraction is nonzero. 



607 






FRACTION 






, ^ 


S 


EXPONENT 


F1 


F2 


F3 


F4 


F5 


F6 



SHIFT LEFT FRACTION HEXADECIMALLY UNTIL F1>0 
DECREMENT EXPONENT BY ONE FOR EACH SHIFT 



Except for the load instructions, all floating-point operations 
assume and require normalized operands for consistent results. 
The load instructions normalize an unnormalized operand. 



After normalization 



Examples 






Operands 


1. 


42012345 


2. 


21000ABC 


3. 


C900FE12 


K. 


6C000000 


5. 


82000A67 



41123450 
1EAEC000 
C7FE1200 
OCOOOOOO 
OCOCOOOO 



(true zero) 
(exponent underflow) 



In Example 4, the fraction of the operand is zero. During the 
normalization process, such a fraction is detected, and the 
floating-point number is set to true zero. 

In Example 5, the exponent of the operand is very small. During 
the normalization process, the exponent is decremented from 00 to 
7F. Such a transition results in exponent underflow, and the 
floating-point number is set to true zero. 

Normalized results are always produced in floating-point 
operations, assuming the operands are normalized. Results of 
operations between unnormalized numbers are undefined. 

6.3.3 Equalization 

Equalization is a process of equalizing exponents of two 
floating-point numbers. The fraction of the floating-point 
number with the smaller exponent is shifted right hexadecimally, 
i.e., four bits at a tine, and its exponent is incremented by one 
for each hexadecimal shift until the two exponents are equal. 
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6oe 



INCREMENT EXPONENT BY ONE FOR EACH SHIFT 

SHIFT FRACTION RIGHT HEXADECIMALLY UNTIL EXPONENTS EQUAL 



s 


EXPONENT 


F1 


F2 


F3 


F4 


F5 


F6 



-y 



FRACTION 



During floating-point addition and 
floating-point operands are equalized. 



subtraction. 



the 



two 



Example: 



Floating-point 
operands 



After equalization 



1. 



43123456 
3F789ABC 



43123456 
43000078 



2. 



C7FE1234 
4956789A 



C900FE12 
4956789A 



In this example/ normalized floating-point numbers are shown 
because addition and subtraction require normalization. If the 
exponents differ by more than 6 for single-precision or more than 
14 for double-precision, the representable significance of the 
lower exponent floating-point number is lost in the process of 
equalization. Digits shifted out are shifted through the guard 
digits and may still have an effect on the result, sum, or 
difference. 



6.3.4 True Zero 

A floating-point number is true zero when the exponent and the 
fraction fields are all zeros; therefore, all data bits must be 
zero. A zero value always has a positive sign. In general, zero 
values participate as normal operands in all floating-point 
operations. 

A true zero may be used as an operand. It may also result from 
an arithmetic operation that caused an exponent underflow, in 
which case the entire number may be forced to true zero. If an 
arithmetic operation produces a result whose fraction digits are 
all zeros (sometimes referred to as loss of significance), the 
entire number is forced to true zero. 
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Examples: 

Numbers 



Operation 



Result 



Reason 



030000AB 



/»1ABCDEF 
41ABCDEF 



lormallze 



Subtract 



0000 0000 



0000 0000 



exponent 
underflow 



loss of 
significance 



6.3.5 Exponent Overflow 

In floating-point operations, exponent overflow occurs when a 
resulting exponent is greater than +63. If overflow occurs, the 
result register is unchanged. The condition code is set to 
reflect the overflow situation and the resulting sign. Figure 
6-1 illustrates exponent overflow using a line representation of 
numbers. 



Most negative 
number 



True 
Zero 



Host positive 
number 



FFFFFFFF 
(exponent = 7F) 
= 63,0 



7FFFFFFF 
(exponent = 7F) 



overflow 



overflow 
Figure 6-1 Exponent Overflow 



If overflow occurs, the V flag in the condition code is set, and 
an arithmetic fault interrupt is taken. Exponent overflow 
interrupts cannot be disabled. 



6.3.6 Exponent Underflow 

The normalization process, during a floating-point operation, may 
produce an exponent underflow. This underflow occurs when a 
result exponent is less than -61. Figure 6-2 illustrates 
exponent underflow using a line representation of numbers. 



Least negative 
number 

fi • 



True 
Zero 



80100000 
exponent = 00 

= -6t||o 



Least positive 
number 

-i^ 



>] 



00100000 

"exponent = 00 ' 

= -64,0 



underflow underflow 

Figure 6-2 Exponent Underflow 
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If underflow occurs, an arithnetic fault interrupt is taken, if 
enabled by the current PSW. Beth operands remain unchanged. If 
underflow is disabled by the current FSW, the result is forced to 
zero (the closest possible answer), the V flag in the condition 
code is set, and the next sequential instruction is executed. 

6.3.7 Guard Digits and R*-Pounding 

When an intermediate floating-point result has been formed, it 
consists of a sign, an exponent, and a fraction field. The 
fraction field is extended by a number of guard digits containing 
the least significant fraction digits of the intermediate result. 
Before the result is copied to a destination, it is rounded to 
compensate for the loss in the final result of the guard digits. 

The rules for the E*-Rounding scheme are: 

• If the most significant guard digit is hexadecimal 7 or less, 
no rounding is performed. (See Example 1.) 

• If the most significant guard digit is hexadecimal 8, and all 
other guard digits are 0, the least significant bit of the 
final result is forced to 1. (See Example 2.) 



If the m 
another 
guard di 
fraction 
this add 
(i.e., 
incremen 
set to h 
tc 0. 
occur as 



ost 
gua 

git 
fi 

itio 

f rac 

ted 

exad 
(Se 
the 



sign 
rd 

is h 
eld 
n pr 
tion 
by 1 
ecim 

G E 
res 



ificant 
digit i 
exadecim 
of the 
oduces a 

field 
, the mc 
al 1, an 
xample H 
ult of r 



guard digit is hexadecimal 8, and 

s nonzero, or if the most significant 

al 9 or greater, 1 is added to the 

final result. (See Example 3.) If 

carry out of the fraction field 

was all Is), the result exponent is 

St significant fraction digit (FI) is 

d all other fraction digits are set 

. ) Note that exponent overflow could 

ounding. 



Examples of R*-Rounding 



INTERMEDIATE RESULT 



FINAL SINGLE-PRECISION RESULT 



Data 



Guard 
Digits 



1. 

2. 
3. 
4. 



42ABCD12 
C1183756 
3E265739 
U1FFFFFF 



3268000C 
80000000 
8C100C0C 
FOOOOOOO 



42ABCD12 
C1183757 
3E26573A 
a2100000 
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6.3.8 Conversion from Decimal 

To convert a decimal number into the excess-64 notation used 
internally by the processor, the following steps must be taken: 

1. Separate the decimal integer from the decimal fraction; 

182.375,0 =(182 + .375),o 

2. Convert each part to hexadecimal by referring to the 
integer conversion table and the fraction conversion 
table in Appendix D. 

182|o = B6|6 .375|o=.6,6 

3. Combine the hexadecimal integer and fraction: 

B6.6,6 = (B6.6X16°)|6 
U, Shift the radix point: 

(E6.6X16°)|6 =(.B66X162)|g 

5. Add 64 (X'40*) to the exponent: 

40,6 +2|6 =42,6 

6. Convert the exponent field and fractions to binary 
allowing 1 bit for the sign, 7 bits for exponent field, 
and 24 or 56 bits for the fraction. 

42B66 = 0100 0010 1011 0110 0110 0000 0000 0000 
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6.4 CONDITION CODE 

Most floating-point operations affect the condition code. For 
each instruction description, the possible condition code 
settings are shown. 



6.5 FLOATING-POINT INSTRUCTIONS 

All floating-point instructions are illegal when PSW bit 13 (FLM) 
is set. Floating-point instructions cannot be executed when the 
processor is in the Floating-Point Masked (FLM) mode. 

Floating-point instructions use the Register to Register (RR), 
and the Register and Indexed Storage (RX) instruction formats. 
In all of the RR formats, except for fix and float, the R1 and R2 
fields specify one of the floating-point registers. There are 
eight single-precision floating-point registers and eight 
double-precision floating-point registers numbered 0, 2, 4, 6, 8, 
10, 12, and 1U. Floating-point instructions must specify 
even-numbered floating-point registers, or the results of the 
instructions are undefined. Except for the FXR, FXDR, LGER, and 
LGDE instructions, the R1 field always specifies a floating-point 
register. 

Floating-point arithmetic operations, excluding loads and stores, 
require normalized operands to ensure correct results. If the 
operands are not normalized, the results of these operations are 
undefined. Floating-point results are normalized. The 
floating-point load instructions normalize the floating-point 
data presented as the second operand. 

The single-precision floating-point instructions described in 
this section are: 

LE Load Floating-Point 

lER Load Floating-Point Register 

LEGE Load Floating-Point from General Register 

LPER Load Positive Floating-Point Register 

LCER Load Complement Floating-Point Register 

LME Load Floating-Point Multiple 

LGER Load General Register from Floating-Point Register 

STE Store Floating-Point 

STME Store Floating-Point Multiple 

AE Add Floating-Point 

AER Add Floating-Point Register 

SE Subtract Floating-Point 

SER Subtract Floating-Point Register 

CE Compare Floating-Point 

CER Compare Floating-Point Register 

ME Multiply Floating-Point 

MER Multiply Floating-Point Register 

DE Divide Floating-Point 

DER Divide Floating-Point Register 

FXR Fix Register 

FLR Float Register 
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The double-precision 
this section are: 



floating-point instructions described in 



LD 


Load 


LDR 


Load 


LDGR 


Load 


LPDE 


Load 


LCDE 


Load 


LMD 


Load 


LGDR 


Load 


STD 


Store 


STMD 


Store 


AD 


Add D 


ADR 


Add E 


SD 


Subtr 


SDR 


Subtr 


CD 


Compa 


CDR 


Compa 


MD 


Multi 


MDR 


Haiti 


DD 


Divid 


DDR 


Divid 


FXDR 


Fix R 


FLDR 


Float 



DFFP 

Register DPFP 

DPFP from General Registers 

Positive Register DPFP 

Complement Register DPFP 

DPFP Multiple 

General Register from DPFP register 

DPFP 

Multiple DPFP 
PFP 

egister DPFP 
act DPFP 

act Register DFFP 
re DPFP 

re Register DPFP 
ply DPFP 

ply Register DPFP 
e DPFP 

e Register DPFP 
egister DPFP 

Register DPFP 



The mixed node 
section are: 



floating-point instructions described in this 



LED Load SPFP from DPFP 

LEDR Load Register SPFP from DPFP 

LDE Load DFFP from SPFP 

LDER Load Register DPFP from SPFP 

STDE Store DPFP in SPFP 
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6.5.1 Load Floating-Point (LE, LER, LEGR) 



Load Floating-Point 
Load Floating-Point 
Load Floating-Point 



(LE) 

Register (LER) 

from General Register 



(LEGR) 



Assembler Notation 


Op-Code 


Format 


LE R1,D2(X2) 


68 


RXnRX2 


LE R1,A2(FX2,SX2) 


68 


RX3 


LEE RnE2 


28 


RR 


LEGR R1,E2 


A5 


RR 


Operation 







The floating-point second operand is normalized, if necessary, 
and placed in the single-precision floating-point register 
specified by E1. 



Condition Code 



c 


V 


G 


L 























1 








1 








1 









Floating-point result is zero 

Floating-point result is less than zero 

Floating-point result is greater than zero 
Exponent underflow 



Programming Notes 

If the argument fraction is zero, the entire result is forced 
zero, X'OOOO 0000*. 



to 



Normalization can produce exponent underflow. If PSW bit 19 is 
set, an arithmetic fault interrupt is taken, and the register 
specified by El is unchanged. If an exponent underflow occurs, 
and bit 19 of the current PSW is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
R1. 



In the EX formats, the 
fullword boundary. 



second operand must be located 



on 
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Example: LE 

This example normalizes the fullword at memory location LOG and 
places it in floating-point register 8. 

Floating-point REGS contains unknown data 
LOG contains X*U200 1000' 

Assembler Notation Comments 



LE EEG8,L0C LOAD FBOM LOG AND NORMALIZE 

Result of LE Instruction; 

(REGS) = X'UOIO 0000' 

(LOG) unchanged by this instruction 

Condition Code = 0010 
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6.5.2 Load Positive Floating-Point Register (LPER) 
Assembler Notation Op-code Format 



LPER R1,R2 



13 



BR 



Operation 

The floating-point second operand specified by R2 is forced 
positive, normalized if necessary* and placed in the 
single-precision floating-point register specified by R1. 



Condition Code 



c 


V 


G 


L 




















1 








1 









Floating-point result is zero 
Floating-point result is greater than zero 
Exponent underflow 



Programming Notes 

If the argument fraction is zero, the entire result is forced to 
zero, X'OOOO 0000'. 

Normalization can produce exponent underflow. If PSW bit 19 is 
set, an arithmetic fault interrupt is taken, and the register 
specified by R1 is unchanged. If an exponent underflow occurs, 
and bit 19 of the current PSW is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
R1. 

Example: 

Floating-point BEG6 contains unknown data 
Floating-point REG8 contains X'C11921EB' 



Assembler Notation 



LPER REG6,REG8 



Comments 

LCAD REG6 WITH 
POSITIVE OF (REG8) 



Result of LPER Instruction: 

(EEG6) = X*1H1921FB' 

(REGS) unchanged by this instruction 

Condition Code = 0010 



6-ia 
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6.5.3 Load Complement Floating-Point Register (LCER) 
Assembler Notation Op-Code Format 



LCEE R1,R2 



17 



RR 



Operation 

The sign of the floating-point second operand specified by R2 is 
complemented. The resulting floating-point number is normalized, 
if necessary, and placed in the single-precision floating-point 
register specified by R1. 



Condition Code 



c 


V 


G 


1 























1 








1 








1 









Floating-point result is zero 

Floating-point result is less than zero 

Floating-point result is greater than zero 
Exponent underflow 



Programming Notes 

If the argument fraction is zero, the entire result is forced 
zero, X'OOOO 0000*. 



to 



Normalization can produce exponent underflow. If PSW bit 19 is 
set, an arithmetic fault interrupt is taken, and the register 
specified by R1 is unchanged. If an exponent underflow occurs, 
and bit 19 of the current PSW is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
R1. 
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6.5.4 Load Multiple Floating-Point (LME) 
Assembler Notation Op-Code Format 



LME E1,D2(X2) 

LME R1,A2(FX2,SX2) 



72 
72 



RX2,RX2 
RX3 



Operation 

Successive single-precision floating-point registers, starting 
with the register specified by S1, are loaded from successive 
fullword memory locations starting with the address of the second 
operand. The process stops when floating-point register 14 has 
been loaded. 



Condition Code 
Unchanged 

Programming Notes 

Values loaded into the floating-point registers are assumed to be 
normalized, and no test or adjustment is performed* 

The second operand must be located on a fullword boundary. 



6.5.5 Load General Register from Floating-Point Register (LGER) 
Assembler Notation Op-Code Format 
LGEE R1,R2 15 RR 



Operation 

The floating-point second operand, contained in the 
single-precision floating-point register specified by R2, is 
placed in the general register specified by R1. The second 
operand is unchanged. 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 

Result is less than zero 

Result is greater than zero 
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6.5.6 Store Floating-Point (STE) 

Assembler Notation Op-Code Format 

STE E1,D2(X2) 60 BX1,RX2 

STE E1,A2(FX2,SX2) 60 EX3 

Operation 

The floating-point first operand, contained in the 

single-precision floating-point register specified by R1, is 

placed in the fullword memory location specified by the second 
operand address. The first operand is unchanged. 

Condition Code 
Unchanged 

Programming Note 

The second operand must be located on a fullword boundary. 

6.5.7 Store Multiple Floating-Point (STME) 

Assembler Notation Op-Code Format 

STME R1,D2<X2) 71 RX1,RX2 

STME S1,A2(FX2,SX2) 71 RX3 

Operation 

The contents of successive single-precision floating-point 
registers, starting with the even numbered register specified by 
R1, are stored in successive fullword memory locations, starting 
with the address of the second operand. The operation stops when 
the contents of floating-point register ^H have been stored. 

Condition Code 
Unchanged 

Programming Note 

The second operand must be located on a fullword boundary. 



29-7«7 ROD a/81 6-17 



6.5.8 Add Floating-Point (AE, AER) 

Add Floating-Point (AE) 

Add Floating-Point Register (AER) 



Assembler Notation 



Op-Code 



Format 



AE P1,D2(X2) 

AE R1,A2(FX2,SX2) 

AER fi1,R2 



6A 
6A 
2A 



RXnRX2 
RX3 

RB 



Operation 

The two operand exponents are compared. If the exponents differr 
the fraction with the smaller exponent is shifted right 
hexadecirrally (four bits at a time), and its exponent is 
incremented by one for each hexadecimal shift# until the two 
exponents are equal. The hexadecimal digits (of four bits each) 
are shifted through the guard digits for additional precision. 
If no equalizing shifts are required, the guard digits remain 
zero. The fractions are then algebraically added. The guard 
digits participate in this addition. 

If the addition of fractions produces a carry, the exponent of 
the result is incremented by one, and the fraction of the result 
is shifted right one hexadecimal digit. The carry bit is shifted 
back into the most significant hexadecimal digit of the fraction, 
producing a normalized result. This result is then R*-rounded 
and replaces the contents of the single-precision floating-point 
register specified by R1. 

If the addition of fractions does not produce a carry, the result 
is normalized, if necessary, and R*-rounded. This result 
replaces the contents of the single-precision floating-point 
register specified by R1. 



Condition Code 



c 


V 


G 


L 























1 








1 








1 





1 





1 


1 








1 









Floating-point result is zero 

Floating-point result is less than zero 

Floating-point result is greater than zero 

Exponent overflow, result is less than zero 

Exponent overflow, result is greater than 

zero 

Exponent underflow 
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Programming Notes 

When the addition of the fractions produces a carry, incrementing 
the exponent of the result by one can produce exponent overflow. 
In this case, the arithmetic fault interrupt is taken and the 
contents of the register specified by R 1 remain unchanged. 

Normalization of the result can produce exponent underflow. If 
PSW bit 19 is set, an arithmetic fault interrupt is taken, and 
the register specified by R1 is unchanged. If exponent underflow 
occurs and bit 1 9 of the current PSW is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
R1. 

In the RX formats, the second operand must be located on a 
fullword boundary. 

Fastest results occur when the first operand is larger than the 
second operand. 

Example; AE 

This example adds the contents of LOG to the contents of 
floating-point register 8 and places the result in floating-point 
register 8. 

Floating-point REGS contains X'7EFF FFFF'. 
LOG contains X"7EFF FFFF* 

Assembler Notation Gomirents 

AE PEGS, LOG ADD (LOG) TO (REGS) 

Result of AE Instruction 

(Floating-point REGS) = 7F1F FFFF 
(LOG) unchanged by this instruction 
Condition Code = 0010 
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6.5.9 Subtract Floating-Point (SE, SER) 

Subtract Floating-Point (SE) 

Subtract Floating-Point Register (SER) 



Assembler Notation Op-Code 

SE R1,D2(X2) 6B 

SE R1,A2(FX2,SX2) 6E 

SER R1,R2 2B 



Format 

RX1,RX2 

RX3 

BR 



Operation 

The two operand exponents are compared, 
the fraction with the smaller expo 
hexadeciraally (four bits at a time 
incremented by one for each hexadecima 
exponents are equal. The hexadecimal 
are shifted through the guard digits f 
If no equalizing shifts are require 
zero. The second operand fractio 
algebraically from the first operand f 
participate in this subtraction. 



If the exponents differ, 
nent is shifted right 
), and its exponent is 
1 shift, until the two 
digits (of four bits each) 
or additional precision, 
d, the guard digits remain 
n is then subtracted 
raction. The guard digits 



If the subtraction of fractions produces a carry, the exponent of 
the result is incremented by one, and the fraction of the result 
is shifted right one hexadecimal digit. The carry bit is shifted 
back into the most significant hexadecimal digit of the fraction, 
producing a normalized result. This result is then R*-rounded 
and replaces the contents of the single-precision floating-point 
register specified by R1. 

If the subtraction of fractions does not produce a carry, the 
result is normalized, if necessary, then R*-rounded. This result 
replaces the contents of the single-precision floating-point 
register specified by R1. 



Condition Code 



c 


V 


G 


L 























1 








1 








1 





1 





1 


1 





c 


1 









Floating-point result is zero 

Floating-point result is less than zero 

Floating-point result is greater than zero 

Exponent overflow, result is less than zero 

Exponent overflow, result is greater than 

zero 

Exponent underflow 
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Programming Notes 

When the subtraction of the fractions produces a carry, 
incrementing the exponent cf the result by one can produce 
exponent overflow. In this case, the arithmetic fault interrupt 
is taken, and the contents cf R1 remain unchanged. 

Normalization of the result can produce exponent underflow. If 
PSW bit 19 is set, an arithmetic fault interrupt is taken, and 
the register specified by HI is unchanged. If exponent underflow 
occurs and bit 19 of the current PSW is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
R 1 . 

In the EX formats, the second operand must be located on a 
fullword boundary. 

Fastest results occur when the first operand is larger than the 
second operand. 

Example: SE 

This example subtracts the contents of LOC from the contents of 
floating-point register 8 and places the result in floating-point 
register 8. 

Floating-point REGS contains X'7EFF FFFF' 
LOC contains X'7A10 0000" 



Assembler Notation Comments 

SE REGS, LOC SUBTRACT (LOC) FROM (BEG8) 

Result of SE Instruction 

(Floating-point REGS) = 7EFF FFEF 
(LOC) unchanged by this instruction 
Condition Code = 0010 
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6.5.10 Compare Floating-Point (CE, CER) 

Compare Floating-Point (CE) 

Compare Floating-Point Register (CEB) 



Assembler Notation 

CE R1,D2(X2) 

CE P1,D2(FX2,SX2) 

CER R1,R2 



Op-Code 

69 

69 
2S 



Format 

RX1,RX2 

RX3 

RR 



Operation 

The first and second operands are compared. Comparison is 
algebraic/ and the sign, fraction, and exponent of each number 
must be considered. The result is indicated by the condition 
code setting. Neither operand is changed. 



Condition Code 



c 


V 


G 


L 





X 








1 


X 





1 





X 


1 






First operand is equal to second operand 
First operand is less than second operand 
First operand is greater than second operand 



Programming Notes 

The state of the V flag is undefined. 

In the RX formats, the second operand must be 
fullword boundary. 



located on 
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6.5.11 Multiply Floating-Point (ME, MEB) 

Multiply Floating-Point (ME) 

Multiply Floating-Point Register (MER) 



Assembler Notation 


Op-Code 

6C 
6C 
2C 


Format 


ME R1,D2(X2) 

ME R1,A2(FX2,SX2) 

MER R1,R2 


RX1,RX2 

RX3 

RR 


Operation 







The exponents of each operand, as derived from the excess-eu 
notation used in floating-point representation, are added to 
produce the exponent of the result. This exponent is converted 
back to excess-6U notation, and the fractions are then 
multiplied. 

If the product is zero, the entire floating-point value is forced 
to zero, X'OOOO 0000*. If the product is not zero, the result is 
normalized. The sign of the result is determined by the rules of 
algebra. The R*-rounded result replaces the contents of the 
single-precision floating-point register specified by R1. 



Condition Code 



c 


V 


G 


L 























1 








1 








1 





1 





1 


1 








1 









Floating-point result is zero 

Floating-point result is less than zero 

Floating-point result is greater than zero 

Exponent overflow, result is less than zero 

Exponent overflow, result is greater than 

zero 

Exponent underflow 



Programming Notes 

Multiplication of two 6-hexadecimal-digit fractions effectively 
produces a result of six hexadecimal digits and a number of guard 
digits. The guard digits participate in the R*-rounding of the 
final result. 

The addition of exponents can produce exponent overflow. In this 
case, an arithmetic fault interrupt is taken, and both operands 
remain unchanged. 
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The addition of exponents or the normalization process can 
produce exponent underflow. If PSW bit 19 is set, an arithmetic 
fault interrupt is taken and the register specified by R1 is 
unchanged. If exponent underflow occurs and bit 19 of the 
current PSW is zero, no arithmetic fault occurs. Zeros replace 
the contents of the register specified by B1. 

In the EX formats, the second operand must be located on a 
fullword boundary. 

Fastest results occur when the second operand multiplier contains 
sets of four or more contiguous ones cr zeros. 

Example: HE 

This example multiplies the contents of floating-point register 
8 by the contents of memory location LOG and places the result in 
floating-point register 8. 

Floating-point REG8 contains X'SFFF FFFF' 
LOG contains X'60FF FFFF' 

Assembler Notation Comments 

ME REGS, LOG MULTIPLY (REGS) BY (LOG) 

Result of HE Instruction 

(Floating-point REGS) = 7FFF FFFE 
(LOG) unchanged by this instruction 
Condition Code = 0010 
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6.5.12 Divide Floating- 


-Point 


(DE, DER 


Divide Floating-Point 


(DE) 




Divide Floating-Point 


Register 


(DER) 


Assembler Notation 






Op-Code 


DE E1,D2 (X2) 






6D 


DE E1,A2 {FX2,SX2) 






6D 


DER R1,P2 






2D 


Operation 









Format 

RX1,RX2 

RX3 

RB 



The exponents of each operand, as derived from the excess-64 
notation used in floating-point representation, are subtracted to 
produce the exponent of the result. This exponent is converted 
back to excess-6i» notation. 

The first operand fraction is then divided by the second operand 
fraction. Division continues until the quotient is normalized, 
adjusting the exponent for each additional division required. 

No remainder is returned. The sign of the quotient is determined 
by the rules of algebra. The R*-rounded quotient replaces the 
contents of the single-precision floating-point register 
specified by R1. 



Condition Code 



C 


V 


G 


L 























1 








1 








1 





1 





1 


1 








1 








1 


1 









Floating-point result is zero 
Floating-point result is less than zero 
Floating-point result is greater than zero 
Exponent overflow, result is less than zero 
Exponent overflow, result is greater than 
zero 

Exponent underflow 
Divisor equal to zero 



Programming Notes 

Before starting the divide operation, the divisor is checked. If 
it is equal to zero, the operation is aborted, and the arithmetic 
fault interrupt is taken. Neither operand is changed. 

Subtraction of exponents may produce exponent overflow. In this 
case, an arithmetic fault interrupt is taken, and both operands 
remain unchanged. 
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The subtraction of exponents or the division process can produce 

exponent underflow; normalization of the result can produce 
exponent underflow. If PSH bit 19 is set, an arithmetic fault 

Interrupt is taken, and the register specified by R1 is 

unchanged. If exponent underflow occurs and bit 19 of the 

current PSH is zero, no arithmetic fault occurs. Zeros replace 
the contents of the register specified by R1. 

The 6-hexadecinial digit first operand fraction is divided by the 
e-hexadecimal digit second operand, effectively producing the 
6-hexadecimal digit quotient along with a number of guard digits. 
The guard digits participate in the R*-rounding of the final 
result. 

In the RX formats, the second operand must be located on a 
fullword boundary. 

Example: DE 

This example divides the contents of floating-point register 4 by 
the contents of memory location LOG and places the result in 
f loating-^point register 4. 

Floating-point REGa contains X'at»FF FFFF' = dividend 
LOG contains X'0611 1111* = divisor 



Assembler Notation Ccmments 

DE REGa,LCC DIVIDE (REGU) BY (LOG) 

Result of DE Instruction: 

(Floating-point REGH) = 7FF0 0000 
(LOG) unchanged by this instruction 
Condition Code = 0010 
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6.5.13 Fix Register (FXR) 
Assembler Notation Op-Code 



FXfi R1,R2 



2E 



Format 



RS 



Operation 

R1 and R2 specify a general-purpose register and a floating-point 
register respectively. The normalized floating-point number 
contained in the floating-point register is converted to a two's 
complement notation integer value by shifting and truncating. 
The result is stored in the general register specified by R1. 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 





X 


1 





1 


X 


1 


1 






Result is zero or underflow 
Result is less than zero 
Result is greater than zero 
Overflow, result is less than zero 
Overflow, result is greater than zero 



Programming Notes 

The range of floating-point magnitudes (M) that produces a 
nonzero integral result is: 

+X"4880 0000'> M > +X'4110 0000* 

Floating-point magnitudes greater than +X'U87F FFFF' or 
-X'4880 0000' cause overflow. The result is forced to 
X'7FFF FFFF* if positive, or to X'8000 0000' if negative. 
The V flag is set in the condition code along with either the G 
or L flag, depending on the sign of the result. 

Floating-point magnitudes less than +X'41100000' cause underflow, 
and the result is forced to zero. 

In the event of overflow or underflow, no arithmetic fault 
interrupt is taken, even if enabled in the current PSW. 

Example: FXR 

This example converts the contents of floating-point register 8 
to a fixed-point number and places it in register 3. 
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Floating-point REGS contains X*46FF FFOO* 
BE63 contains unknown data 

Assembler Notation Comments 

FXR REG3,REG8 CONVERT (REGS) TO FIXED-POINT 

Result of FXR Instruction 

(REG3) = OOFFFFOO 

(Floating-point REGS) unchanged by this instruction 

Condition Code = 0010 
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e.S.m Float Register (FLR) 
Assembler Notation Op-Code 



FLR E1,R2 



2F 



Format 



RH 



Operation 

R1 and E2 specify a floating-point register and a general-purpose 
register, respectively. The integer value contained in the 
general register specified by R2 is converted to a floating-point 
number and stored in the single-precision floating-point register 
specified by R1. 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 






Floating-point result is zero 
Floating-point result is less than zero 
Floating-point result is greater than zero 



Programming Note 

The full range of fixed-point integer values can be converted to 
floating-point. The fixed-point value X'7FFF FFFF', the largest 
positive integer, converts to the floating-point value X'487F 
FFFF*. The fixed-point value X'8000 0000', the most negative 
integer, converts to the floating-point value X'C880 0000*. The 
result in R1 is normalized and truncated, if necessary, to fit in 
the six fraction digits. 

Example: FLP 

This example converts the fixed-point contents of Register H to 
a floating-point number and places it in floating-point register 
8. 

REGH contains X'7FFF FFFQ* 
Floating-point EEG8 contains unknown data 



Assembler Notation 

FLR BEG8,REG4 

Result of FLR Instruction: 



Comments 



CONVERT (REG4) TO FLOATING-POINT 



(Floating-point REG8) = 487FFFFF 
(REG4) unchanged by this instruction 
Condition Code = 0010 
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6. 5. IE Load Double-Precision Floating-Point (LD, LDH, LDGR) 

Load Double-Precision Floating-Point (LD) 

Load Register Double-Precision Floating-Point (LDR) 

Load Double-Precision Floating-Point Registers from General 

Registers (LDGR) 



AsseiPbler Notation 


Op-Code 


Format 


LD R1rD2(X2) 


78 


RX1,RX2 


LD R1,A2(FX2,SX2) 


78 


RX3 


LDR R1,R2 


38 


RR 


LDGR R1,R2 


A6 


RR 


Operation 







The floating-point second operand is normalized, if necessary, 
and placed in the double-precision floating-point register 
specified by R1. 



Condition Code 



c 


V 


G 


L 























1 








1 








1 









Double-precision result is zero 

Double-precision result is less than zero 

Double-precision result is greater than zero 
Exponent underflow 



Programming Notes 

If the argument fraction is zero, the entire result is forced to 
zero, X'OOOO 0000 0000 0000'. 

Normalization can produce exponent underflow. If PSW bit 19 is 
set, the arithmetic fault interrupt is taken, and the register 
specified by R1 remains unchanged. If exponent underflow occurs, 
and bit 19 of the current PSW is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
R1. 



In the RX formats, the 
fullword boundary. 



second operand must be located 



on 



The R2 field for LDGR must specify the even member of an even/odd 
pair of general registers. The register specified by R2 contains 
the most significant 32 bits, and R2+1 contains the least 
significant 32 bits. If R2 is not an even numbered register, 
unpredictable results occur. 



e-30 
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6.5.16 Load Positive Double-Frecision Register (LPDR) 
flssembler Notation Op-Code Format 



LPDR R1,R2 



33 



RR 



Operation 

The double-precision floating-point second operand contained in 
the double-precision floating-point register specified by R2 is 
forced positive. The result is normalized if necessary and 
Placed in the double-precision floating-point register specified 
by R1 . 



Condition Code 



C 


V 


G 


L 




















1 








1 









Double-precision result is zero 
Double-precision result is greater than zero 
Exponent underflow 



Programming Notes 

If the argument fraction is zero, the entire result is forced 
zero, X'OOOO 0000 0000 0000'. 



to 



Normalization of the result can produce exponent underflow. If 
PSW bit 19 is set, the arithmetic fault interrupt is taken, and 
the register specified by R1 remains unchanged. If exponent 
underflow occurs, and bit 19 of the current PSW is zero, no 
arithmetic fault occurs. Zeros replace the contents of the 
register specified by R1. 
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6.5.17 Load Complement Double-Precision Register (LCDR) 



Assembler Notation 



Op-Code 



Format 



LCDR R1,R2 



37 



RR 



Operation 

The sign of the double-precision floating-point second operand 
contained in the double-precision floating-point register 
specified by R2 is complemented. The result is normalized if 
necessary and placed in the double-precision floating-point 
register specified by R1. 



Condition Code 



C 


V 


G 


L 























1 








1 








1 









Double-precision result is zero 

Double-precision result is less than zero 

Double-precision result is greater than zero 
Exponent underflow 



Programming Notes 



If the argument fraction is zero, the entire result is forced 
zero, X'OOOO 0000 0000 0000*. 



to 



Normalization may produce exponent underflow. If PSM bit 19 is 
set, the arithmetic fault interrupt is taken and the register 
specified by R1 remains unchanged. If an exponent underflow 
occurs and bit 19 of the current PSH is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
R1 in this case. 
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6.5.18 Load Multiple Double^Precision Floating-Point (LMD) 
Assembler Notation Op-Code Format 

LMD P1,D2(X2) 7F RX1,RX2 

LMD R1,A2(FX2,SX2) 7F RX3 

Operation 

Successive double-precision floating-point registers, starting 
with the register specified by R1, are loaded from successive 
fullword memory location pairs, starting with the address of the 
second operand. The process stops when double-precision 
floating-point register 14 has been loaded. 

Condition Code 
Unchanged 

Programming Notes 

Values loaded into the double-precision floating-point registers 
are assumed to be normalized, and no test or adjustment is 
performed. 

The second operand must be located on a fullword boundary. 



29-747 ROO 4/81 6-33 



6.5.19 Load General Registers from Double-Precision 
Floating-Point Register (LGDR) 



Assembler Notation 



Op-Code 



Format 



LGDR R1,R2 



16 



RR 



Operation 

The double-precision floating-point second operand, contained in 

the double-precision register specified by R2r is placed in the 

general register pair specified by R1. The second operand is 
unchanged. 



Condition Code 



C 


V 


G 


L 























1 








1 






Result Is zero 

Result is less than zero 

Result is greater than zero 



Programming Notes 



The R1 field must specify the even member of the even/odd pair of 
general registers receiving the result. The even numbered 
register receives the most significant 32 bits while the next 
sequential odd numbered register receives the least significant 
32 bits. 



If PI and R2 do not 
unpredictable results occur. 



specify even numbered registers. 



6-3^ 
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6.5.20 Store Double-Precision Floating-Point (STD) 



Assembler Notation Op-Code Format 

STD E1,D2(X2) 70 RX1,RX2 

STD F1,A2(FX2,SX2) 70 RX3 



Operation 

The floating-point first operand* contained in the 

double-precision floating-point register specified by R1, is 

placed in the double word memory location specified by the second 
operand address. The first operand is unchanged. 

Condition Code 
Unchanged 



Programming Note 

The second operand must be located on a fullword boundary. 

6.5.21 Store Multiple Double-Precision Floating-Point (STUD) 

Assembler Notation Op-Code Format 

STMD R1,D2(X2) 7E RX1,RX2 

STMD R1,A2(FX2,SX2) 7E RX3 

Operation 

The contents of successive double-precision floating-point 
registers, starting with the even numbered register specified by 
R1, are stored in successive fullword memory location pairs, 
starting with the address of the second operand. The operation 
stops when the contents of double-precision floating-point 
register 1U have been stored. 

Condition Code 
Unchanged 

Programming Note 

The second operand must be located on a fullword boundary. 
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6.5.22 Add Double-Precision Floating-Point (AD, ADR) 

Add Double-Precision Floating-Point (AD) 

Add Register Double-Precisicn Floating-Point (ADR) 



Assembler Rotation Op-Code 

AD R1,D2(X2) 7A 

AD B1,A2(FX2,SX2) 7A 

ADR R1,R2 3A 



Format 

RX1,RX2 

RX3 

RB 



Operation 

The two operand exponents are compared. If the exponents differ, 
the fraction with the smaller exponent is shifted right 
hexadecimally (four bits at a time), and its exponent is 
incremented by one for each hexadecimal shift until the two 
exponents are equal. Hexadecimal digits are shifted through the 
guard digits to retain precision. The fractions are then added 
algebraically. 

If the addition of fractions produces a carry, the exponent of 
the result is incremented by one and the fraction of the result 
is shifted right one hexadecimal position. The carry bit is 
shifted back into the most significant hexadecimal digit of the 
fraction, producing a normalized result. This result is 
R*-rounded and replaces the contents of the double-precision 
floating-point register specified by R1. 

If the addition of fractions does not produce a carry, the result 
is normalized, if necessary, and placed in the double-precision 
floating-point register specified by R1. 



Condition Code 



c 


V 


G 


L 


c 




















1 








1 








1 





1 





1 


1 








1 









Double-precision result is zero 

Double-precision result is less than zero 

Double-precision result is greater than zero 

Exponent overflow, result is less than zero 

Exponent overflow, result is greater than 

zero 

Exponent underflow 
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Prograimning Notes 

When the addition of fractions produces a carry, incrementing the 
exponent of the result by one may produce exponent overflow. In 
this case, the arithmetic fault interrupt is taken and both 
operands remain unchanged. 

Normalization of the result can produce exponent underflow. If 
PSW bit 19 is set, an arithmetic fault interrupt is taken, and 
the register specified by R1 is unchanged. If exponent underflow 
occurs and bit 19 of the current PSW is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
El. 

Fastest results occur when the first operand is larger than the 
second operand. 

In the RX formats, the second operand must be located on a 
fullword boundary. 
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6.5.23 Subtract Double-Precision Floating-Point (SD, SDR) 

Subtract Double-Precision Floating-Point (SD) 

Subtract Register Double-Precision Floating-Point (SDR) 



Assembler Notation 


Op-Code 


Format 


SD R1,D2(X2) 


7B 


RX1,RX2 


SD R1,A2(FX2rSX2) 


7B 


RX3 


SDR B1,R2 


3E 


RH 


Operation 







The two operand exponents are compared. If the exponents differ, 
the fraction with the smaller exponent is shifted right 
hexadecimally (four bits at a time), and its exponent is 
incremented by one for each hexadecimal shift, until the two 
exponents are equal. Hexadecimal digits are shifted through the 
guard digits to retain precision. The second operand fraction is 
then subtracted algebraically from the first operand fraction. 

If the subtraction of fractions produces a carry, the exponent of 
the result is incremented by one and the fraction of the result 
is shifted right one hexadecimal position. The carry bit is 
shifted back into the most significant hexadecimal digit of the 
fraction producing a normalized result. This result is 
R*-rounded and replaces the contents of the double-precision 
floating-point register specified by SI. 

If the subtraction of fractions does not produce a carry, the 
result is normalized, if necessary, then R*-rounded and placed in 
the double-precision floating-point register specified by R1. 



Condition Code 



c 


V 


G 


L 























1 








1 








1 





1 





1 


1 








1 









Double-precision result is zero 

Double-precision result is less than zero 

Double-precision result is greater than zero 

Exponent overflow, result is less than zero 

Exponent overflow, result is greater than 

zero 

Exponent underflow 
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Prograinniing Notes 

When the subtraction of fractions produces a carry, incrementing 
the exponent of the result by one may produce exponent overflow. 
In this case, the arithmetic fault interrupt is taken and the 
contents of R1 remain uncharged. 

Normalization of the result can produce exponent underflow. If 
PSW bit 19 is set, an arithmetic fault interrupt is taken, and 
the register specified by R1 is unchanged. If exponent underflow 
occurs and bit 19 of the current PSW is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
R1. 

Fastest results occur when the first operand is larger than the 
second operand. 

In the BX formats, the second operand must be located on a 
fullword boundary. 
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6.5.2a Compare Double-Precision Floating-Point (CD, CDR) 

Compare Double-Precision Flea ting-Point (CD) 

Compare Register Double-Precision Floating-Point (CDP) 



Assembler Notation Op-Code 

CD R1,D2(X2) 79 

CD R1rA2(FX2,SX2) 79 

CDR R1,R2 39 



Format 

RX1,RX2 

RX3 

RR 



Operation 

The first and second operands are compared. Comparison is 
algebraic, taking into account the sign, exponent and fraction of 
each number. The result is indicated by the condition code 
setting. Neither operand is changed. 



Condition Code 



C 


V 


n 


L 





X 








1 


X 





1 





X 


1 






First operand is equal to second operand 
First operand is less than second operand 
First operand is greater than second operand 



Programming Notes 

The state of the overflow flag is undefined. 

In the RX formats, the second operand must be located on a 
fullwcrd boundary. 
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6.5.25 Multiply Double-Precision Floating-Point (MD, MDR) 



Multiply Double-Precision Floating-Point (MD) 
Multiply Register Double-Precision Floating-Point 



(MDR) 



Assembler Notation 


Op-Code 


Format 


MD R1,D2(X2) 


7C 


RX1,RX2 


MD R1,A2(FX2,SX2) 


7C 


RX3 


MDR R1,R2 


3C 


RR 


Operation 







The exponents of the two operands, as derived from the excess-64 
notation used in floating-point representation, are added to 
produce the exponent of the result. This exponent is converted 
back to excess-et* notation. The fractions are then multiplied. 

If the product is zero, the entire double-precision value is 
forced to zero, X'OOOO 0000 0000 0000'. If the product is not 
zero, the result is normalized, if necessary. The sign of the 
result is determined by the rules of algebra. The R*-rounded 
result replaces the contents of the double-precision floating- 
point register specified by R1. 



Condition Code 



c 


V 


G 


L 























1 








1 








1 





1 





1 


1 








1 









Double-precision result is zero 

Double-precision result is less than zero 

Double-precision result is greater than zero 

Exponent overflow, result is less than zero 

Exponent overflow, result is greater than 

zero 

Exponent underflow 



Programming Notes 

Multiplication of two 1 4-hexadecimal-digit fractions effectively 
produces a result of 1 U hexadecimal digits and a number of guard 
digits. The guard digits participate in the R*-rounding of the 
final result. 

The addition of exponents may produce exponent overflow. In this 
case, an arithmetic fault interrupt is taken and both operands 
remain unchanged. 
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Normalization of the result can produce exponent underflow. If 
PSM bit 19 is set, an arithmetic fault interrupt is taken, and 
the register specified by R1 is unchanged. If exponent underflow 
occurs and bit 19 of the current PSH is zero, no arithmetic fault 
occurs. Zeros replace the contents of the register specified by 
R1. 

In the EX formats, the second operand must be located on a 
fullword boundary. 

Fastest results occur when the second operand multiplier contains 
sets of 4 or more contiguous ones or zeros. 
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6.5.26 Divide Double-Precisicn Floating-Point (DD, DDR) 

Divide Double-Precision Floating-Point (DD) 

Divide Register Double-Precision Floating-Point (DDR) 



Assembler Notation 


Op-Code 


DD R1,D2(X2) 

DD R1,A2(FX2,SX2) 

DDR R1,R2 


7C 
7D 

3D 


Operation 





Format 

RX1,RX2 

RX3 

RR 



The exponents of the two operands, as derived from the excess-64 
notation used in floating-point representation, are subtracted to 
produce the exponent of the result. This exponent is converted 
back to excess-6U notation. 

The first operand fraction is then divided by the second operand 
fraction. Division continues until the quotient is normalized, 
adjusting the exponent for each additional division required. 

No remainder is returned. The sign of the result is determined 
by the rules of algebra. The R*-rounded quotient replaces the 
contents of the double-precision floating-point register 
specified by R1. 



Condition Code 



c 


V 


G 


L 























1 








1 








1 





1 





1 


1 








1 








1 


1 









Double-precision result is zero 
Double-precision result is less than zero 
Double-precision result is greater than zero 
Exponent overflow, result is less than zero 
Exponent overflow, result is greater than 
zero 

Exponent underflow 
Divisor equal to zero 
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Programming Notes 

Before starting the divide operation, the divisor is checked. If 
it is equal to zero, the operation is aborted, and the arithmetic 
fault interrupt is taken. Neither operand is changed. 

The subtraction of exponents may produce exponent overflow. In 
this case, an arithmetic fault interrupt is taken and both 
operands remain unchanged. 

Subtraction of exponents or the division process can produce 
exponent underflow. Normalization of the result can produce 
exponent underflow. If PSW bit 19 is set, an arithmetic fault 
Interrupt is taken, and the register specified by R1 is 
unchanged. If exponent underflow occurs and bit 19 of the 
current PSW is zero, no arithmetic fault occurs. Zeros replace 
the contents of the register specified by R1. 

The 14-hexadecimal-digit first operand fraction is divided by the 
14-hexadecimal-digit second operand fraction, effectively 
producing the l^t-hexadecinal-digit quotient along with a number 
of guard digits. The guard digits participate in the R*-rounding 
of the final result. 

In the EX formats, the second operand must be located on a 
fullword boundary. 
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6.5.27 Fix Register Double-Precision (FXDR) 



Assembler Notation 



Op-Code 



Format 



FXDR R1,R2 



3E 



RR 



Operation 

El and R2 specify a general purpose register and a 
double-precision floating-point register, respectively. The 
normalized floating-point number contained in the floating-point 
register is converted to an integer value by shifting and 
truncating. The result is placed in the general register 
specified by R 1 . 



Condition Code 



c 


V 


G 


L 


X 











X 








1 


X 





1 





X 


1 





1 


X 


1 


1 






Result is zero or underflow 
Result is less than zero 
Result is greater than zero 
Overflow, result is less than zero 
Overflow, result is greater than zero 



Programming Notes 

The range of the floating-point magnitude (M) that produces a 
nonzero integral result is: 

+ X*4880 0000 0000 0000' > M > + X'4110 0000 0000 0000* 

Double-precision floating-point magnitudes greater than +X'a87F 
FFFF FFFF FFFF' or -X*t»880 COCO 0000 0000* cause overflow. The 
result is forced to X'7FFE FFFF* if positive or to X'8000 0000* 
if negative. The V flag is set in the condition code along with 
either the G or L flag, depending on the sign of the result. 

Double-precision floating-point magnitudes less than +X'4110 0000 
0000* cause underflow, and the result is forced to zero. 

In the event of overflow or underflow, no arithmetic fault 
interrupt is taken even if enabled in the current PSH. 
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6.5.28 Float Eegister Double-Precision (FLDH) 



Assembler Notation 



Op-Code 



Format 



FLDR R1,R2 



3F 



RR 



Operation 

R1 and R2 specify a double-precision floating-point register and 
a general purpose register, respectively. The integer value 
contained in the general register specified by R2 is converted to 
a floating-point number and placed in the double-precision 
floating-point register specified by R1. 



Condition Code 



C 


V 


G 


L 


X 











X 








1 


X 





1 






Double-precision result is zero 
Double-precision result is less than zero 
Double-precision result is greater than zero 



Programming Notes 

The full range of fixed-point integer values may be converted to 
double-precision floating-point. The fixed-point value X'7FFF 
FFFF', the largest positive integer, converts to a 
double-precision floating-point value of X*487F FFFF FFOO 0000'. 
The fixed-point value X'8000 0000', the most negative integer, 
converts to a double-precision floating-point value of X'CSSO 
0000 0000 0000'. 

The result in R1 is normalized. 
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6.5.29 Load Single-Precision Floating-Point Register Froiti Double 
(LED, LEDR) 

Load Single-Precision Floating-Point Register from Double- 
Precision Memory (LED) 

Load Single-Precision Floating-Point Register from Double- 
Precision Register (LEDR) 



Assembler Notation Op-Code 

LED R1,D2(X2) 81 

LED R1,A2(FX2,SX2) 8^ 

LEDR R1,R2 A4 



Format 

RX1,RX2 

RX3 

R8 



Operation 

Double-precision floating-point data from the second operand 
location is R*-rounded to single-precision accuracy, and placed 
in the single-precision floating-point register specified by R1. 



Condition Code 



C 


V 


G 


L 























1 








1 








1 











1 





1 





1 


1 






Floating-point result is zero 

Floating-point result is less than zero 

Floating-point result is greater than zero 

Exponent underflow 

Exponent overflow, result is less than zero 

Exponent overflow, result is greater than 

zero 



Programming Notes 



R1 and R2 must specify even-numbered registers. 



Rounding of the result may cause exponent 
case, the register specified by R1 is 
arithmetic fault interrupt is taken. 



overflow. In this 
unchanged, and the 



Normalization of the result may produce exponent underflow. If 
enabled by PSW bit 19, the arithmetic fault interrupt is taken, 
and the register specified by R1 remains unchanged. If bit 19 of 
the current PSW is zero, zeros replace the contents of the 
register specified by R1. 



In the RX formats, the 
fullword boundary. 



second operand must be located 



on 
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6.5.30 Load Double-Precision Floating-Point Register From Single 
(LDE, LDER) 

Load Double-Precision Floating-Point Register from Single- 
Precision Memory (LDE) 

Load Double-Precision Floating-Point Register from Single- 
Precision Register (LDER) 



Assembler Notation Op-Code 

LDE R1,D2(X2) 87 

LDE E1,A2(FX2,SX2) 87 

LDER B1,R2 A7 



Format 

RX1,RX2 

RX3 

RR 



Operation 

Single-precision floating-point data from the second operand 
location is converted to double-precision data by appending 
trailing zeros. The result replaces the contents of the 
double-precision floating-point register specified by R1. 



Condition Code 



c 


V 


G 


L 























1 








1 








1 









Double-precision result is zero 

Double-precision result is less than zero 

Double-precision result is greater than zero 
Exponent underflow 



Programming Notes 



The registers specified 
registers. 



by R1 and R2 must be even-numbered 



Normalization of the result may produce exponent underflow. If 
enabled by PSW bit 19, the arithmetic fault interrupt is taken, 
and the register specified by El remains unchanged. If bit 19 of 
the current PSW is zero, no arithmetic fault occurs. Zeros 
replace the contents of the register specified by R1. 



In the RX formats, the 
fullword boundary. 



second operand must be located 



on 



6-t*8 
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6.5.31 Store Eouble-Precision Floating-Point Register in Single- 
Precision Memory (STDE) 



Assembler Notation Op-Code Format 

STDE E1,D2(X2) 82 RX1,BX2 

STDE R1,A2(FX2,SX2) 82 RX3 



Operation 

Data from the double-precision floating-point register specified 
by R1 is R*-rounded to single-precision accuracy, and stored in 
the fullword second operand location. 



Condition Code 
Unchanged 

Programming Notes 

The register specified by B1 must be an even-numbered register. 

Normalization of the rounded result may produce exponent 
underflow. In this case, zero, X'OOOO 0000*, replaces the 
contents of the second operand location. 

Rounding of the result may cause exponent overflow. In this 
case, the contents of the second operand location remain 
unchanged, and the arithmetic fault interrupt is taken. 

The second operand must be located on a fullword boundary. 
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CHAPTER 7 
STRING OPERATIONS 



7.1 INTRODUCTION 

String operations deal with operands that are strings of 
consecutive bytes in memory beginning and ending on byte 
boundaries. Information contained in such a string may represent 
packed decimal data or ASCII character information including 
unpacked decimal data. 

7.2 DECIMAL DATA FORMAT DEFINITIONS 

Decimal operands can be in either packed or unpacked (zoned) 
format. The decimal operands are considered as right-aligned 
integers. The address of a decimal operand specifies the address 
of the left-most or most significant byte of the operand. 



7.2.1 Packed Decimal 

A number represented in packed decimal format is a fixed-point, 
signed Integer, and consists of from 1 to 16 consecutive bytes. 
(See Figure 7-1.) Each byte is divided into two digit fields; 
thus each byte, except for the right-roost in the string, contains 
two decimal digits represented in binary code. The only values 
allowed in a decimal digit field are through 9. The right-most 
byte in the string contains the least significant decimal digit 
and the sign digit. 



611 



BYTE 1 


BYTE 2 


BYTE 3 


fA 


°1 


D2 


D3 


D4 


D5 


D6 
















7> 



BYTE 14 


BYTE 1 5 


BYTE 16 1 


D27 


D28 


D29 


D30 


t>B1 


S 



D^, Dj, D3 D30, D3, = DECIMAL DIGITS 

S = SIGN DIG IT 



Figure 7-1 Packed Decimal Format 
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There are two standard values for the sign S: hexadecimal C for 
Plus and hexadecimal D for minus. However, the hexadecimal 
values 3, A, E, and F are also recognized for plus, and 
hexadecimal B is recognized for minus. Other values, through 
2 and ^ through 9, are illegal in the S position. 

A packed decimal number contains an odd number of decimal digits. 
The most significant digit (zero or nonzero) of the number is in 
bit positions 0-3 of the left-most byte. The least significant 
digit occupies bit positions 0-3 of the right-most byte of the 
string, immediately preceding the sign digit, S. Any unused 
digit at the beginning of the string is filled with a leading 
zero. 



7.2.2 Unpacked (Zoned) Decimal 

A number represented in unpacked decimal format is a fixed-point 
signed integer, and consists of from 1 to 31 consecutive bytes. 
(See Figure 7-2.) Each byte, with the exception of the 
right-most byte, is assumed tc contain the 7-bit ASCII equivalent 
of a decimal digit. Thus, the top four bits contain zone 
information and the bottom four bits in each byte contain the 
binary equivalent of a decimal digit from through 9. 

When the processor generates an unpacked decimal byte string, the 
zone digit is always '3'. However, any zone value is accepted in 
an unpacked decimal operand, since the zone has no effect on the 
operation of the instructions and is not examined. In the 
right-most byte of the string, S is the sign digit. Acceptable 
values for the sign digit are the same as those defined for 
packed decimal data. 
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BYTE1 


BYTE 2 


BYTE 3 


^< 


\ BYTE 29 


BYTE 30 


BYTE 31 1 


ZONE 


Dl 


ZONE 


D2 


ZONE 


^ 




ZONE 


^29 


ZONE 


D30 


S 


D3I 






I 
5 


?ONE 
)l,D2.D 


3 °3C 


)'°31 


^> 


ZOM 
DEC 
SIGf 


E DIGIT 
IMALDI 
1 DIGIT 


GITS 









Figure 7-2 Unpacked Decimal Format 



The most significant digit of an unpacked decimal number occupies 
the left-most byte of the string. The least significant digit 
occupies the. right-most byte cf the string. 



7-2 
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7.3 DECIMAL ANE ALPHANUMERIC STRING INSTRUCTION FORMATS 

The two binary/decimal conversion instructions use the standard 
RX format. The remaining string operations use the fiXRX format. 

In the instruction descriptions, the RXRX format is diagrammed as 
follows: 



OP 



(R1 1 |D2 (X2) \ JRI I fE2 (X2) 1 
1=L1|,|a2 (FX2,SX2)) ,1=L2|,|a2 <FX2,SX2)) 



where any field may have either one of the options shown in the 
braces. R1/=L1 refers to the first operand length and fi2/=L2 
refers to the second operand length. Length of operand strings 
is always expressed as a number of bytes. These can vary from 
to 15 for immediate length formats, and from to maximum memory 
for register length. See Section 1.8.11 for further details of 
the RXRX instruction format. 



7.4 STRING INSTRUCTIONS 

The string instructions are interruptible, and use the scratchpad 
registers. If an interrupt occurs during the execution of a 
string instruction, bit 14 (IIP) is set by the processor in the 
old PSW to indicate that the scratchpad registers contain 
information pertinent to the interrupted instruction. See 
Section 10.3.4 for further information. 

The instructions described in this section are: 

LPB Load Packed Decimal String as Binary 

(convert from decimal to binary) 
STEP Store Binary as Packed Decimal String 

(convert from binary to decimal) 
MVTU Move Translated Until 
MOVE Move and Pad 

MOVEP Move and Pad with Default Pad 
CPAN Compare Alphanumeric 

CPANP Compare Alphanumeric with Default Pad 
PMV Pack and Move 

(convert unpacked decimal string to packed decimal string) 
PMVA Pack and Move Absolute (force positive result) 
UMV Unpack and Move 

(convert packed decimal string to unpacked decimal string) 
UMVA Unpack and Move Absolute (force positive result) 
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7.a.1 Load Packed Decimal String as Binary (LPB) 



Assembler Rotation Op-Code 

LPB R1,D2(X2) 6F 

LPB R1,A2(FX2,SX2) 6F 



Format 

RX1,BX2 
RX3 



Operation 

The second operand address points to the left-most byte of a 
packed decimal string of length sixteen bytes (31 packed decimal 
digits plus sign). Digits of the operand are checked for 
validity as the operand is converted to a 6U-bit, two's 
complement binary number. The result replaces the contents of 
the even/odd general register pair specified by R1 and R1+1. 



Condition Code 



C V__G 1 


1 
10 
10 



Result is zero 

Result is less than zero 

Result is greater than zero 

Overflow 



Programming Notes 

This instruction is interruptible. 

R1 must specify an even-numbered register. If not, unpredictable 
results occur. 

If an illegal decimal digit or sign digit is detected during 
conversion, the registers specified by R1 and R1+1 remain 
unchanged, and a data format fault interrupt is taken. 

The largest positive number that can be processed without 
overflow is 9,223,372,036,85^,775,807. 



7-a 
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7. a. 2 store Binary As Packed Eecimal String (STEP) 



Assembler Notation Op-Code 

STEP R1,D2(X2) eE 

STEP P1,A2(FX2, SX2) 6E 



Format 

EX'J,RX2 
RX3 



Operation 

The contents of the even/odd general register pair specified by 
R1 and R1+1 are converted and stored in memory as a packed 
decimal string of length 16 bytes (31 packed decimal digits plus 
sign). The left-most byte is stored at the address specified by 
the second operand* 



Condition Code 



c 


V 


G 


L 























1 








1 






Result is zero 

Result is less than zero 

Result is greater than zero 



Programming Notes 

This instruction is interruptible. 

R1 must specify an even-numbered register. If not, unpredictable 
results occur. 
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7,t».3 Move Translated Until (MVTU) 



Op- Function 
Assembler notation Code Code 



Format 



j Bll |D2(X2) 1 I B2| /D2(X2) 1 8C 00 RXRX 
MVTU l=lli,|A2(FX2,SX2)M=L2MA2(FX2,SX2)| 

Operation 

General register contains the escape character whose occurrence 
causes the Instruction to terminate. General register 2 contains 
the address of a translation table. This translation table is a 
simple list of 256 single byte entries, not to be confused with 
the table used by the translate instruction. The first operand 
string begins at the address specified by the first operand 
address. The length of this string is equal to either the 
contents of the register specified by R1, or the value of LI. 
The second operand string begins at the address specified by the 
second operand address. The length of this string is equal to 
either the contents of the register specified by R1, or the value 
of L2. 

Successive bytes from the second operand string are moved to the 
first operand string, as follows! 

1. A byte is fetched from the second operand string (this 
is the argument byte). The contents of general register 
2 are tested. If general register 2 contains zero, no 
translation occurs. If general register 2 does not 
contain zero, it contains the address of a translation 
table of maximum size 256 bytes. In this case, the 
argument byte fetched from the second operand string is 
used as an index into the translation table, and the 
byte at the resulting address is fetched and used as the 
argument byte. 

2. The argument byte is compared with the escape character 
contained in bits 2i|:31 of general register 0. If the 
bytes are the same, the C flag is set in the condition 
code, and the instruction terminates. Otherwise, the 
argument byte is stored in the first operand string, and 
the next successive byte is processed. This operation 
is repeated until either the escape character is 
encountered, the first operand string has been filled, 
or the second operand string has been exhausted. 

3. When the instruction terminates, the address of the next 
byte to be moved from the second operand string is 
returned in general register 1. 
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Condition Code 



c 


V 


G 


L 

















1 








1 












Entire string moved 

First operand filled before entire string 

moved 

Escape character encountered 



Programming Notes 

This instruction is interruptible. 

The contents of general register 1 may change during instruction 
execution, but are not valid until instruction termination. 

Bytes are moved from the second operand string to the first 
operand string in a left-to-right sequence. If the strings 
overlap, such that the source is to the left of the destination, 
unpredictable results occur. 
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7. 4, a Move (MOVE, MOVEP) 



Move and Pad (MOVE) 

Move and Pad with Default Pad (MOVEP) 



Assembler Notation 



MOVE 



MOVEP 



( Rll fD2(X2) I I R2l |D2(X2) 
1=11J,|A2(FX2,SX2)J,1=L2Ma2(FX2,SX2) 

( B1) |D2(X2) I I R21 |D2(X2) 1 
l=ll),U2(FX2,SX2)l,l=L2MA2(FX2,SX2)i 



Op- 
Code 

8C 



8C 



Function 
Code 

01 



21 



Format 



BXRX 



RXEX 



Operation 

The first operand string begins at the address specified by the 

first operand address and has a length equal either to the 

contents of the register specified by R1, or to the value of L1. 

The second operand string begins at the address specified by the 

second operand address and has a length equal either to the 
contents of the register specified by R2, or to the value of L2. 



Successive bytes from the second o 
first operand string. If the secon 
before the first operand string is 
the first operand string are fille 
MOVE is specified, the pad characte 
of general register 0. If MOVEP 
the first operand is filled with AS 
If the first operand string is fi 
string is exhausted, overflow res 
terminated. 



perand string are moved to the 
d operand string is exhausted 
filled, the remaining bytes in 
d using the pad character. If 
r is contained in bits 24:31 
is specified, the remainder of 
CII space characters (X'20'). 
lied before the second operand 
ults, and the operation is 



When the instruction terminates, the address of the next byte to 
be moved from the second operand string is returned in general 
register 1. 



Condition Code 



C 


V 


G 


1 








1 











Entire string moved 

First operand filled before entire string 

moved 
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Programming Notes 

These instructions are intetroptible. 

The contents of general register 1 may change during instruction 
execution, but are not valid until instruction termination. 

If MCVEP is specified, the contents of general register are 
ignored. 

Bytes are moved from the seccnd operand string to the first 
operand string in a left-to-right sequence. If the strings 
overlap such that the source is to the left of the destination, 
unpredictable results occur. 
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7. a. 5 Compare (CPAN, CPANP) 

Compare Alphanumeric (CPAN) 

Compare Alphanumeric with Default Pad (CPANP) 



Assembler Notation 

CPAN I R11 |D2(X2) \ | R2l|D2(X2) 1 8C 
I=L1MA2(FX2,SX2)1 ,|=L2Ua2(FX2,SX2)) 

( R11 /D2(X2) I I B2) |D2(X2) 1 
1=L1MA2(FX2,SX2)) ,| = L2MA2(FX2,SX2)t 



CPANP 



Op- 


Function 




Code 


Code 


Format 


8C 


02 


RXRX 


8C 


22 


RXRX 



Operation 

The first operand string begins at the address specified by the 
first operand address and has a length equal either to the 
contents of the register specified by R1, or to the value of LI. 
The second operand string begins at the address specified by the 
second operand address and has a length equal either to the 
contents of the register specified by R2, or to the value of L2. 

The two strings are compared a byte at a time until the first 
unequal byte pair is found, or until the length of both strings 
is exhausted. 

If the strings are of unequal length, the shorter string is 
logically extended to the length of the longer string. If CPAN 
is specified, this is done ty using the pad character contained 
in bits 24:31 of general register 0. If CPANP is specified, the 
ASCII space character (X'20') is used as the default pad 
character. 

Upon termination, general register 1 is set equal to one less 
than the number of second operand bytes that successfully matched 
corresponding bytes in the first operand string. This count (or 
offset) includes pad characters if the second operand string was 
longer than the first. 

For example, a first operand string of length three bytes 
contains the characters ABC. A second operand string of length 
six bytes contains the characters ABCDDD. 
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A CPANP instruction returns a condition code of 0001 (first 
operand string less than second operand string) and general 
register 1 is set equal to 2. The first nonmatching character 
was the character 'D* in the second operand string. Given the 
same operand strings, a CPAN instruction with general register 
set equal to a pad character of 'D* returns a condition code of 
0000 (strings are equal including pad characters) and general 
register 1 is set equal to 5. 



Condition Code 



c 


V 


G 


L 




















1 





1 








1 



strings are equal 

First operand string greater than second 

operand string 

First operand string less than second operand 

string 



Programming Notes 

If CPANP is specified, the contents of general register are 
ignored. If CPAN is specified, bits 0:23 of general register 
are ignored. 

These instructions are interruptible. 
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7. a. 6 Pack and Move (PMV, PMVA) 



Pack 
Pack 



and 
and 



Move 
Move 



(PMV) 
Absolute 



(PMVA) 



Assembler Notation 



Op- Function 
Code Code 



PMV 



PMVA 



rSX2) 



I Rll (D2(X2) I I R2l |D2(X2) 
1=L1),U2(FX2,SX2)j,1=L2),1a2(FX2, 

B11 (D2(X2> 1 I B2l |D2(X2) 1 
=L1J,1a2(FX2,SX2)J,|=L2Ma2(FX2,SX2)J 



8C 



8C 



03 



23 



Format 



RXRX 



RXRX 



Operation 

The first operand string begins at the address specified by the 
first operand address. The length of this string in bytes is one 
greater than either the contents of the register specified by R1, 
or the value of LI. The second operand string begins at the 
address specified by the second operand address. The length of 
this string in bytes is one greater than either the contents of 
the register specified by R1, or the value of L2. 

The second operand string consists of unpacked decimal data 
digits Hith a sign digit. Data in this string is packed and 
replaces the first operand string. Leading zeros are supplied as 
required to fill the higher-order positions of the first operand 
string. 



Condition Code 



c 


V 


G 


L 

















X 





1 





X 


1 








1 


X 


X 


1 


X 


X 


X 



Result is zero 

Result is less than zero 

Result is greater than zero 

Overflow 

Invalid digit in second operand string 
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Programming Notes 

PMVA causes the sign digit of the first operand string to be 
forced positive. 

Overflow occurs if the length of the first operand string is not 
sufficient to contain the packed representation of the second 
operand string. The V flag is set in the condition code, and the 
specified number of digits in the first operand string receive 
packed data from the second operand string. Higher-order digits 
of packed data are lost in this case. 

Leading zero digits do not cause overflow. They are truncated if 
necessary. 

These instructions are interruptible instructions. 

Since packing is done conceptually from right to left with any 
overlapping allowed, the instruction PMV can be used to check the 
validity of decimal data. 

If the destination string is to the left of the source string, 
such that the signed byte of the destination string is taken as 
data from the source string, the sign digit is found to be an 
illegal data digit, and the C flag is set at completion of the 
instruction. 
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7.4.7 Unpack and Move (UMV, UMVA) 



Unpack 
Unpack 



and 
and 



Move 
Move 



(UMV) 
Absolute 



(UMVA) 



UMV 



UMVA 



Assembler Notation 



Op- Function Format 
Code 



Bll lD2(X2) 1 I R2] |D2(X2) 1 
=Ll|,lA2(FX2,SX2)| ,1 =L2 L 1 A2(FX2 ,SX2>| 

R11 |D2(X2) 1 f R2| |D2(X2) | 
= I1Ma2(FX2,SX2)| ,1=L2Ma2(FX2,SX2)) 



8C 



8C 



Code 



OU 



24 



RXBX 



RXRX 



Operation 

The first operand string begins at the address specified by the 
first operand address. The length of this string in bytes is one 
greater than either the contents of the register specified by R1, 
or the value of L1. The second operand string begins at the 
address specified by the second operand address. The length of 
this string in bytes is one greater than either the contents of 
the register specified by R2r or the value of L2. 

The second operand string consists of packed decimal data digits 
with a sign digit. Data in this string is unpacked and replaces 
the first operand string. Leading zeros are supplied as required 
to fill the higher-order positions of the first operand string. 



Condition Code 



c 


V 


G 


L 

















X 





1 





X 


1 








1 


X 


X 


1 


X 


X 


X 



Result is zero 

Result is less than zero 

Result is greater than zero 

Overflow 

Invalid digit in second operand string 



Programming Notes 

UMVA causes the sign digit of the first operand string to be 
forced positive. 
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Overflow occurs if the length of the first operand string is not 
sufficient to contain the unpacked representation of the second 
operand string. The V flag is set In the condition code, and the 
specified number of digits in the first operand string receive 
unpacked data from the second operand string. Higher-order 
digits of unpacked data are lest in this case. 

Leading zero digits do not cause overflow. They are truncated if 
necessary. 

These instructions are interruptible instructions. 

Since unpacking is done conceptually from right to left with any 
overlapping allowed, the instruction UMV can be used to check the 
validity of decimal data. 

If the destination string is to the left of the source string, 
such that the signed byte of the destination string is taken as 
data from the source string, the sign digit is found to be an 
illegal data digit, and the C flag is set at the completion of 
the instruction. 
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CHAPTER 8 
HIGH SPEED DATA HANDLING INSTBUCTIONS (OPTIONAL) 



8.1 INTRODUCTION 

The data handling instructions are used to compute polynomial 
error check redundancy characters, as used by most data 
communications protocols. Conirounications protocols supported by 
this option include, but are not limited to, the following: 

1. Binary Synchronous Communications (BISYNC or BSC) 
IBM's widely accepted half-duplex protocol uses the CRC 
BISYNC error check polynomial (x'6 + x'5 + x2 +1). 

2. Synchronous Data Link Control (SDLC) - IBM's new 
full-duplex protocol uses the CRC SDLC error check 
polynomial (x'^ + x'2 X^ +1). 

3. Advanced Data Communications Control Procedure (ADCCP) 
- ANSI's proposed Rational Standard full-duplex protocol 
uses CRC SDLC. 

a. High Level Data Link Control (HDLC) - The International 
Standard Organizations full-duplex protocol uses CRC 

SBLC. 



8.2 DATA HANDLING INSTRUCTION FORMATS 

The optional data handling instructions use the Register to 
Register (RR), and the Register and Indexed Storage (RX) formats. 



8.3 DATA HANDLING INSTRUCTIONS 

PB Process Byte 

PBR Process Byte Register 



29-7U7 ROD 4/81 ^'^ 



8.3.1 Process Byte (PB) 

Assembler Notation 

PB E1,D2(X2) 

PB R1,A2(FX2,SX2) 



Op-Code 

62 
62 



Format 

HX1, RX2 

RX3 



Set-Up 



615 



X 



7 8 



15 16 



CHECK CODE 



23 24 



31 



DATA BYTE 



d 



Bits 24:31 of the register specified by R1 contain the data byte 

to be processed. Bits 8:15 of the register specified by R1 

contain a check code to indicate the type of processing. This 
byte is interpreted as follows: 

X'OO* Cumulative check zero (CRC BISYNC) 
X'01' Cumulative check one (CRC SDLC) 
X*02* Cumulative check t«o (LRC) 

The second operand address points to a halfword residual checksum 
to be included in the cumulative check. 

Operation 

If CRC BISYNC is specified, the data byte and the old residual 
checksum participate in the generation of a new residual checksum 
based on the evaluation of the polynomial (x'6 + x'^ + x^ +1). 

If CRC SDLC is specified, a similar operation is performed, using 
the pclynomial (x'6 + xi2 + x5 +1), 

In both of these cases, the new residual checksum replaces the 
old residual checksum at the second operand location. 

If LRC is specified, the Exclusive-OR of the data byte with the 
old residual checksum replaces the old residual checksum at the 
second operand location. 

Condition Code 

Unchanged 
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Programming Notes 

Bits 0:7 and 16:23 of the register specified by R1 are ignored. 

The register specified by R1 remains unchanged. 

The second operand roust be located on a halfword boundary. 

Undefined check codes should not be used. If they are, the 
results are undefined. 

Example: PB 

This example performs a Process Byte instruction and stores the 
residue in RESIDUE. 

Register 1 contains X'C001007A' 
where: 01 = CRC SDIC 
7A = DATA BYTE 

RESIDUE contains X'C053' = old residue 

Assembler Notation Comments 

PB RlrRESIDUE RESIDUE on halfword boundary 

Result of PB Instruction 

(R1) unchanged by this instruction 
(RESIDUE) = X'BCia* = new residue 
Condition Code unchanged by this instruction 
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8.3.2 Process Byte Register (PBR) 
Assembler Notation Og-Code 

PBR R1,R2 32 

Set-Up 



Format 



HR 



616 





7 


8 15 


16 23 


24 31 


R1 


X 


CHECK CODE 


X 


DATA BYTE 


R2 





RESIDUAL CHECKSUM 



Bits 24:31 of the register specified by R1 contain the data byte 

to be processed. Bits 8:15 of the register specified by R1 

contain a check code indicating the type of processing. This 
byte is interpreted as follows: 



X'OO* 
X'OT 
X'02' 



Cumulative check zero (CRC BISYNC) 
Cumulative check one (CRC SDLC) 
Cumulative check two (LRC) 



The second operand is a fullword contained in the register 
specified by R2. Bits 16:31 of the second operand contain the 
residual checksum to be included in the processing. 

Operation 

If CRC BISYNC is specified, the data byte and the old residual 

checksum participate in the generation of a new residual 

checksum, based on the evaluation of the polynomial (x'^ + x'^ + 
x2 + 1 ) , 

If CRC SDLC is specified, a similar operation is performed, using 
the polynomial (x'6 + x'2 + x^ + 1). 

In both these cases, the new residual checksum replaces the 
contents of bits 16:31 of register specified by R2. 

If LRC is specified, the Exclusive-OR of the data byte with the 
old residual checksum replaces the old residual checksum in the 
second operand. 



Condition Code 



Unchanged 
Programming Notes 



Bits 0:7 and 16:23 of the register specified by R1 are ignored. 
The register specified by R1 remains unchanged. Bits 0:15 of the 
register specified by R2 are net used and must be zero. 



Undefined check codes should not be used, 
results are undefined. 



If they are. 



the 
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CHAPTER 9 
INPUT/OUTPUT OPERATIONS 



9.1 INTRODUCTION AND CONFIGUEATION OF I/O SYSTEM 

Input/Output (I/O) operations, as defined for the processor, 
provide a versatile means for the exchange of information between 
the processor, memory, and external devices. Communication 
between the processor and external devices is accomplished over 
the I/O bus. Data transfers over the I/O bus require processor 
intervention, either programmed or automatic, for each item 
transferred. 

Direct data transfers between external devices and memory are 
accomplished over the DMA Bus, and proceed independently of the 
processor so other program processing can proceed simultaneously. 

9.2 DEVICE CONTROLLERS 



9.2.1 Function 

The basic function of a device controller is: 

1. To provide synchroni2ation with the processor 

2. To provide device address recognition 

3. To transmit operational commands from the processor to 
the device 

t». To translate device status into meaningful information 
for the processor 

5. To request processor attention when required 

In addition, a controller may generate parity; convert serial 
data to parallel; buffer incoming or outgoing data; or perform 
other device-dependent functions. 
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9.2.2 Device Addressing 

The system design allows as many as 1,023 external devices. Each 
device must have its own address or device number, ranging from 
X'OOr through X'3FF'. (Eevice number X'OOO' is not assigned.) 
The minimum system provides for 255 device numbers. Larger 
systems may have either 511 or 1,023. 

9.2.3 Processor/Controller Communication 

Device controllers may communicate with the processor either 
directly, using the I/O bus, or indirectly through a selector 
Channel. Communication between the processor and controller is 
a bidirectional, reguest/respcnse operation. 

The processor can initiate communication by sending the device 
number out onto the I/O bus. When a controller recognizes that 
number as its address, it returns a synchronization signal to the 
processor and remains ready to accept commands from the 
processor. The processor waits up to HO microseconds for the 
synchronization signal. If no signal is received within this 
period, the processor aborts the operation and notifies the 
contrclling program. In this case, the status returned is X'04' 
known as False Sync. The condition cede in the PSM is also set 
to X't*' (V flag = 1). Controller malfunction and software failure 
(Incorrect device address) are the most common causes of this 
type of time-out. 

A controller can initiate communication with the processor by 
generating an attention signal. If the processor is in an 
mterruptible state as defined by bits 17 and 20 of the PSW, this 
signal causes the processor to temporarily suspend the normal 
fetch instruction/execute/fetch next instruction" operation at 
the end of the execute phase, and to transmit an acknowledge 
signal over the I/O bus. Ihe controller requesting attention 
responds with a synchronization signal and transmits its device 
number to the processor. 

9.2.4 Device Priorities - External Interrupt levels; 
Interrupt Queuing 

External Inie££jj£t Igygls 

The system architecture provides four external interrupt levels. 
PSH bits 17 and 20 define the external interrupt enable status of 
the processor. 

When interrupt requests occur on more than one interrupt level, 
the request on the highest priority interrupt level is 
acknowledged first. Level is the highest; level 3 is the 
lowest in priority. 
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Int er ruEt fliie^liJa 

Any device controller attempting to interrupt the processor 
activates one of the four attention lines sensed by the processor 
and holds that line active until the processor acknowledges the 
interrupt. Bequests for attention are asynchronous; therefore 
more than one request may be pending at any time on any interrupt 
level. The system resolves these conflicts according to device 
priority, determined by the physical placement of the device 
controller on the I/O bus. When two or more device controllers 
on the same interrupt level request attention at the same time, 
the controller nearest tc the processor in the RACKO/TACKO 
priority wiring pattern captures the acknowledge signal from the 
processor and is serviced first. All other interrupting 
controllers of lower priority must wait for the next acknowledge 
signal from the processor. 

9.3 INTERRUPT SERVICE POINTER TABLE 

Device requests for service may result in either an immediate 
interrupt or an auto driver channel operation. The processor 
chooses one of these options according to information contained 
in the interrupt service pointer table. 

The interrupt service pointer table is an ordered list containing 
one entry for each possible device number in the system. The 
table starts at memory location X'OOOODO* and contains a halfword 
entry for each device number in the system. For a minimum system 
(255 device numbers), the table extends through memory location 
X'0002CF'; for a maximum system (1023 device numbers), the table 
extends through memory location X'OOOSCF'. The software 
controlling I/C operations must set up the table. 

When the processor receives the device address after 
acknowledging a request for service, it adds twice the device 
address to X'OOOODO*. The result is the address, within the 
table, of the entry reserved for the device requesting attention. 

If the entry in the table is even (bit 15 equals 0), the 
processor takes an immediate interrupt and transfers control to 
the software interrupt service routine at the address contained 
in the table. If the entry in the table is odd (bit 15 equals 
1), the processor transfers control to the auto driver channel, 
without interrupting the currently running program. 

At the time the processor transfers control to the software 
interrupt service routine, the old FSW (current at the time of 
the device request) has been saved in registers and 1 of the 
new register set. The device number is saved in register 2 and 
the status in register 3. The status portion of the current PSW 
has been replaced by the value X'000028nX', where n is the new 
register set number equal tc the device interrupt level, and X is 
the least significant 4 bits of the device status. Machine 
malfunction interrupts and higher level I/O interrupts are 
enabled and all other interrupts are disabled. The entry in the 
interrupt service pointer table is now the new location counter. 

29-747 ROO H/81 9-3 



9. a CONTROL OF I/O OPERATIONS 

The 32-blt I/O structure allows several data transfers depending 
on the particular application and on the characteristics of the 
external devices. Primary methods of data transfer between the 
processor and external devices are: 

• One byte or one halfword to or from any of the general 
registers 

• One byte or one halfword tc or from memory 

• A block of data to or from memory under control of a selector 
channel or DMA universal interface 

• Multiplexed blocks of data to or from memory under control of 
the auto driver channel 

Standard device controllers require a predetermined sequence of 
commands to effect data transfers. These commands address the 
device, put it in the correct mode, and cause data to be 
transferred. Because all I/O instructions are privileged 
operations, I/O control programs must run in the supervisor mode, 
i.e., with bit 23 of the current PSW zero. I/O control programs 
should disable immediate interrupts or enable only higher level 
interrupts, as controlled by FSW bits 17 and 20. 

9.5 STATUS MONITORING I/O 

The simplest form of I/O programming is status monitoring I/O. 
In this mode of operation, only one device is handled at a time, 
and the processor cannot overlap other operations with the data 
transfer. The sequence of operations in this type of programming 
is : 

1. Address the device and set the proper mode (output 
command instruction). 

2. Test the device status (sense status instruction). 

3. Loop back to the sense status instruction until the 
status byte indicates that the device is ready 
(conditional branch instruction). 

H, When the device is ready, transfer the data (read or 
write instruction). 

5. If the transfer is not complete, branch back to the 
sense status Instruction. If it is complete, terminate. 
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9.6 INTERRUPT DRIVEN I/O 

Interrupt driven I/O allows the processor to take advantage of 
the disparity in speed between itself and the external devices 
being controlled. With status monitoring, the processor spends 
time waiting for the device. With interrupt driven programming, 
the processor can use this time performing other functions. This 
kind of programming establishes at least two levels of operation. 
On one level are the interrupt service programs. On the other 
level are interruptible programs that run with the immediate 
interrupt enabled. 

Before starting interrupt driven operations, the interrupt 
service pointer table must be set up. This table starts at 
memory location X'OOOODO* and must contain a halfword address 
entry for every possible device. The table is ordered according 
to device addresses in such a way that X'OOOODO* plus two times 
the device address equals the memory address of the table entry 
reserved for that device. The value placed in the location 
reserved for a device is the address of the interrupt service 
routine for the device. 

For example, if a terminal is connected at an address of X'02' 
and the interrupt routine resides in memory at address X'3000', 
the setup involves writing X'300O* at memory location X'D4'. 
Note that X*D4'=X'D0*+ 2 tines the terminal address. 

Although there may be gaps in device address assignments, the 
interrupt service pointer table should be completely filled. 
Entries for nonexistent devices should point to an error 
recovery routine. This precaution prevents system failure in the 
event of spurious interrupts caused by hardware malfunction or by 
improper use of the simulate interrupt instruction. 

The next step is to prepare the device for the transfer, 
preferably with the immediate interrupts disabled. Once the 
table pointer has been set up and the device prepared, the 
processor can move on to an interruptible program. 

The sequence of operation in this type of program is; 

1. Set up the interrupt service pointer table to vector to 
error addresses for undefined devices. 

2. Store the address of the software interrupt service 
routine at two times the device number plus X'DO' (X'DO' 
is starting address cf service pointer table). 

3. Set up the software interrupt service routine, 
a. Set up the device and enable device interrupts. 
5. Enable I/O interrupts in the PSW. 



29-747 ROO 4/81 9-5 



When the device signals a need for service, the processor saves 
its current state and transfers control to the interrupt service 
routine at the location specified in the interrupt service 
pointer table. At this time, the current PSH has a status that 
iiaipr ?™? ?yn^*?*:' machine malfunction interrupt enabled, 
higher level I/O interrupts enabled, and all other interrupts 
disabled. The condition code contains bits H-.l of the device 
status. Registers and 1 of the new set contain the old PSW, 
indicating the status and location of the interrupted program. 
Register 2 of that set contains the device address. Register 3 
contains the device status. eyj.6.T;et j 

The interrupt service routine should: 

1. check the device status in Register 3, and if 
satisfactory, 

2. make the transfer, and 

^* It^'^l^ *° ^^^ Interrupted program by reloading the old 
PSW from registers and 1 (LPSWR RO). 

The interrupt service routine should not enable Immediate 
interrupts on its own interrupt level. This would allow other 
interrupt requests to be acknowledged, and the contents of 
\IIJ.TV °:\^°"1^^^ lo^t. If It is necessary to enab?f 
immediate Interrupts on the same level, the routine should save 
the register set, switch to a different register set, save it if 
necessary, and then enable Immediate interrupts. 

9.7 SELECTOR CHANNEL I/O 

9.7.1 Introduction 

The selector channel controls the transfer of data directly 
between high speed devices and memory. As many as 16 devices may 
be attached to the selector channel, only one of which may be 
operating at any one time. The advantage in using the selector 
channel is that other program processing may proceed 
simultaneously with the transfer of data between the external 
device and memory. This is possible because the selector channel 
accesses memory on a cycle stealing basis, permitting the 
processor and the channel tc share memory. In some cases 
execution time of the prograi in progress may be affected, while 
at .f^VA' 11^ ^"?<=V^ negligible. This depends upon th; rate 
at Which the selector channel and processor compete for memory 

rl^/^^ff^^'' channel is linked to the processor over the I/O bus. 
^HHn!L !^ k"" ^k'-'^''^ AeyLc^ number which it recognizes when 
addressed by the processor. Like other device controllers, it 
can request processor attention through the Immediate interrupt. 
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9.7.2 Selector Channel Devices 

The selector channel has a private bus similar to the processor's 
I/O bus. Controllers for the devices associated with the 
selector channel are attached to this bus. When the selector 
channel is idle, its private bus is connected directly to the I/O 
bus. If this condition exists, the processor can address, 
command, and accept interrupt requests from the devices attached 
to the selector channel. Hhen the selector channel is busy, this 
connection is broken. All communication between the processor 
and devices on the selector channel is cut off. Any attempt by 
the processor to address a device on the channel when the channel 
is busy results in instruction time-out. 

9.7.3 Selector Channel Operation 

Two registers in the selector channel hold the current memory 
address and the final memory address. With the use of write 
instructions, the control software places the address of the 
first byte of the data buffer into the current address register 
and the address of the last byte into the final address register. 
This is done before starting a selector channel operation. 
During the data transfer, the channel increments the current 
address register by one for each byte transferred. When the 
current address equals the final address, the last byte has been 
transferred, and the channel terminates. 

The selector channel accesses memory a minimum of one halfword at 
a time; therefore, the transfer must always involve an integral 
number of halfwords. The starting address of the data buffer 
must always be on an even byte (halfword) boundary. The final 
address must always be on an odd byte boundary. The starting 
address must be less than the final address. 

Upon termination, the software should read back from the selector 
channel the address contained in the current address register. 
If this address is not eqwal to the final address specified for 
the transfer, and if the buffer limits were properly checked 
before the transfer, this condition indicates a device 
malfunction or an unusual condition within the device. For 
example, crossing a cylinder boundary on a disc is an abnormal 
termination. The reason for the termination is indicated in the 
selector channel status or the device status. 
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9.7.4 Selector Channel Programming 

The usual method of programming with the selector channel uses 
the immediate interrupt. The first step in the operation is to 
check the status of the selector channel. If the selector 
channel is not busy, the address of the termination interrupt 
service routine is placed in the location within the interrupt 
service pointer table reserved for the selector channel. The 
program should then proceed as follows: 

1. Give the selector channel a command to stop. This 
command initializes the selector channel registers and 
assures the idle condition with the private bus 
connected to the I/C bus, So that the device may be set 
up for data transfer. 

2. Give the selector channel the starting and final 
addresses. 

3. Prepare the device for the transfer with the required 
commands and information. 

4. Give the selector channel the command to start. 

With the start command, the selector channel breaks the 
connection between its private bus and the processor's I/O bus, 
and provides a direct path between memory and the last device 
addressed over its bus. When the device becomes ready, the 
channel starts the transfer, which proceeds to completion without 
further processor intervention. Once the start command has been 
given, the processor can be directed to the execution of 
concurrent programs. 

Upon termination, the channel signals the processor that it 
f!?oi"^* service. The processor subsequently takes an immediate 
interrupt, transferring control to tlie selector channel interrupt 
service routine. At this time, registers 0:3 of the new set are 
set up as for any other immediate interrupt. 

If a power fail/restore sequence occurs while using the selector 
channel, the contents of the selector channel's internal 
registers are undefined. 
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9.8 I/O INSTRUCTION FORMATS 

I/O instructions use the Eegister to Register (RP) and the 
Register and Indexed Storage (RX) instruction formats. 



9.9 I/O INSTRUCTIONS 

Following most I/O instructions, the V flag in the condition code 

indicates instruction time-out. This means that the operation 

was not completed/ either because the device did not respond at 
all, or because it responded incorrectly. 

In the Sense Status and Autoload instructions, the V flag can 
also mean examine status. To distinguish between these two 
conditions, the program should test bits 0:3 of the device status 
byte. If all of these bits are zero, device time-out has 
occurred. 

The instructions described in this section are; 

SS Sense Status 

SSR Sense Status Register 

OC Output Command 

OCR Output Command Register 

RD Read Data 

RDR Read Data Register 

PH Read Halfword 

RHR Read Halfword Register 

WD Write Data 

WDR Write Data Register 

WH Write Halfword 

WHR Write Halfword Register 

AL Autoload 

SCP Simulate Channel Program 
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9.9.1 Output Command (OC, OCR> 

Output Command (OC) 

Output Command Register (OCR) 



Assembler Notation 

OC E1,D2(X2) 

OC E1,A2(FX2,SX2) 

OCR R1,R2 



Op-Code 

CE 

DE 

9E 



Format 

RX1,RX2 

RX3 

RR 



Operation 

Bits 22:31 of the register specified by R1 contain the 10-bit 
device address. The processor addresses the device and transfers 
an 8-bit command byte from the second operand location to the 
device. Neither operand is changed. 



Condition Code 



C V G L 

C 
10 



Operation successful 

Instruction time-out (FALSE SYNC) 



Programming Notes 

In the RR format, bits 24:31 of the register specified by R2 
contain the device command. 

These instructions are privileged operations. 
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9.9.2 Sense Status (SS, SSE) 

Sense Status (SS) 

Sense Status Register (SSR) 

Assembler dotation Op-Code Format 

SS E1,D2(X2) CD RX1,RX2 

SS R1,A2(FX2,SX2) DD RX3 

SSE R1,R2 9D RR 

Operation 

Bits 22:31 of the register specified by R1 contain the 10-bit 
device address. The device is addressed and the 8-bit device 
status is transferred to the second operand location. The 
condition code is set equal to the least significant four bits of 
the device status byte. The first operand is unchanged. 

Condition Code 

Bits tt:7 of the device status byte are copied into the condition 
code. See the appropriate device manual for a description of 
this status. 

If the device is not in the system, the condition code is set to 
0100 (false sync). In this case, the status byte returned is 
X'OU*. 



Programming Notes 

In the RR format, the device status byte replaces bits 24:31 of 
the register specified by R2. Bits 0:23 are forced to zero. 

These instructions are privileged operations. 
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9.9.3 Read Data (RD, RDR) 

Read Data (RD) 

Read Data Register (RDR) 



Assembler Notation 

RD R1,D2(X2) 

RD R1,A2(FX2,SX2) 

RDR R1,R2 



Og-Code 

EB 
DB 
9B 



Format 

RX1,RX2 

RX3 

RR 



Operation 

Bits 22;31 of the register specified by R1 contain the 10-bit 

device address. The processor addresses the device and transfers 

an 8-bit data byte from the device to the second operand 
location. 



Condition Code 



c 


V 


G 


L 


c 






1 











Operation successful 

Instruction time-out (FALSE SYNC) 



Programming Notes 

In the RR format, the 8-bit data byte replaces bits 24:31 of the 
register specified by R2. Eits 0:23 of the register are forced 
to zero. 

These instructions are privileged operations. 

Instruction time-out does not prevent the second operand location 
from being modified. 
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9. 9. a Read Halfword (RH, RHR) 

Read Halfword (RH) 

Read Halfword Register (RHR) 



Assembler Notation 

RH R1,D2(X2) 

RH R1,A2(FX2,SX2) 

RHR R1,R2 



Oc-Code 

D9 
D9 
99 



Format 

RX1,RX2 

RX3 

RR 



Operation 

Bits 22:31 of the register specified by R1 contain the 10-bit 
device address. The processor addresses the device. If the 
device is half word-oriented, the processor transfers 16 bits of 
data from the device to the second operand location. If the 
device is byte-oriented* the processor transfers two 8-bit bytes 
in successive operations. 



Condition Code 



c 


V 


G 


L 








1 











Operation successful 

Instruction time-out (FALSE SYNC) 



Programming Notes 

If the device is byte-oriented, it must be capable of supplying 
both bytes without intervening status checks. This instruction 
does not perform status checking between the two byte transfers. 

In the RR format, the data transferred from a halfword device 
replaces bits 16:31 of the register specified by R2. Bits 0:15 
are forced to zero. The first byte of data from a byte device 
replaces bits 16:23 of the register specified by R2 and the 
second byte replaces bits 24:31. Bits 0:15 of the register 
specified by R2 are forced to zero^ 

In the RX format, the second operand must be located on a 
halfword boundary. The first byte of data from a byte device 
replaces bits 0:7 of the halfword operand in memory and the 
second byte replaces bits 8:1£. 

These instructions are privileged operations. 

Instruction time-out does not prevent the second operand location 
from being modified. 
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9.9.5 Write Data (WD, WD8 ) 

Write Data (WD) 

Write Data Register (WDE) 



Assembler Notation 


Op-Code 


WD R1,D2(X2) 


DA 


WD R1,A2(FX2,SX2) 


DA 


WDE R1,R2 


9A 


Operation 





Format 

EX1,RX2 

RX3 

RE 



Bits 22:31 of the register specified by R1 contain the 10-bit 

device address. The processor addresses the device and transfers 

an 8-bit data byte from the second operand location to the 
device. Neither operand is changed. 



Condition Code 



C V G L 


10 



Operaticn successful 

Instruction time-out (FALSE SYNC) 



Programming Notes 

In the RE format, the 8-bit data byte is transferred from bits 
24:31 of the register specified by R2. 

These instructions are privileged operations. 
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9.9.6 Write Halfword (WH, WHH) 

Write Halfword (WH) 

Write Halfword Register (WHB) 



Assembler Notation 

WH R1,D2(X2) 

WH E1,A2(FX2,SX2) 

WHR R1,R2 



Op-Code 

D8 
E8 
98 



Format 

RX1,RX2 

RX3 

RB 



Operation 

Bits 22:31 of the register specified by R1 contain the 10-bit 
device address. The processor addresses the device. If the 
device is half word-oriented, the processor transfers 16 bits of 
data from the second operand location to the device. If the 
device is byte-oriented, the processor transfers two 8-bit data 
bytes in successive operations. 



Condition Code 



c 


V 


G 


L 









1 











Operation successful 

Instruction time-out (FALSE SYNC) 



Programming Notes 

If the device is byte-oriented, it must be capable of accepting 
both bytes without intervening status checks. This instruction 
does not perform status checking between the two byte transfers. 

In the RR format, data is transferred to a halfword device from 
bits 16:31 of the register specified by R2. The first byte of 
data is transferred to a byte device from bits 16:23 of the 
register specified by R2; the second byte comes from bits 24:31. 

In the RX format, the second operand must be located on a 
halfword boundary. The first byte of data is transferred to a 
byte device from bits 0:7 of the halfword operand in memory and 
the second byte is transferred fi;om bits 8:15. 

These instructions are privileged operations. 
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9.9.7 Autoload (AL) 




Assembler Notation 


Op-Code 


AL D2(X2) 


D5 


AL R1,D2(X2) 


E5 


AL A2(FX2,SX2) 


D5 


AL R1,A2(FX2,SX2) 


D5 


Operation 





Format 

RX1,RX2 
RX1,RX2 
RX3 
RX3 



The AL instruction loads memory with a block of data from an 
input device. The 8-bit input device address is specified by 
memory location X* 000078'. The device command byte is specified 
by memory location X'000079*. 

If the R1 field of this instruction is not specified/ or contains 
zero, the default value X'OCOOSO* is used for the start address 
of the data block in memory and the second operand address is 
used for the end of the data block. If the R1 field of this 
instruction contains a value ether than zero, then the contents 
of the general registers specified by R1 and R1+1 are used for 
the start and end of the data block, respectively. If the start 
address is greater than the end address, the instruction is 
aborted. 



The address of a selector channel 1 
X*00007D'. If the byte at this 
selector channel is not used by th 
data is transferred a byte at a tim 
successive memory locations, begi 
start address. If any blank or zer 
first nonzero byte, these bytes a 
are ignored. All other zero bytes 
data byte has been stored at the sp 
instruction terminates. 



s specified by memo 
location contains 
is instruction. In 
e from the input 
nning with the spec 
o bytes are input 
re considered to be 
are stored as data 
ecified block end a 



ry loca^ 


tion 


zero. 


the 


this case. 


device 


to 


ified block 


before 


the 


leader 


and 


. Hhen a 


ddress. 


the 



If the selector channel address specified by memory location 
X*00007D' is not zero, the selector channel is used to transfer 
data from the input device to successive memory locations, 
beginning with the specified block start address. All data bytes 
are transferred; no checking for leading zero bytes can be made. 
The instruction terminates when data has been stored at the 
specified block end address. 



Condition Code 



C 


V 


G 


L 














X 


1 


X 


X 


X 


X 


1 


X 


X 


X 


X 


1 



Operation successful or aborted 
Examine status or time out 
End of medium 
Device unavailable 
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Programming Notes 

This instruction may be used only with devices whose addresses 
are less than* or equal to, X'FF'. 

This instruction is a privileged operation. 

Bad status termination results if any of the least significant 
three bits of the device status are set. 

If the selector channel is not used, the starting and ending 
addresses for this instruction are relocatable. Address 
translation should be disabled before attempting to use this 
instruction in this case. 

If the selector channel is used, the data block must begin on a 
halfword boundary and end on an odd byte boundary. The block may 
be loaded anywhere in memory. Software must issue a stop command 
to the selector channel following this instruction. A selector 
channel interrupt may be queued by this instruction. 

If the R1 field of this instruction is used, it must specify the 
even member of an even/odd register pair. 
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9.9.8 Simulate Channel Progran (SCP) 



Assembler Notation 

SCP E1,D2(X2) 

SCP R1,A2(FX2rSX2) 



OE-Code 

E3 
E3 



Format 

RX1,RX2 
RX3 



Operation 

The second operand address is the address of a Channel Command 
Block (CCB). The buffer switch bit of the Channel Command Word 
(CCW) specifies the buffer to be used for the data transfer. If 
this bit is set, buffer 1 is used. If it is zero, buffer is 
used. If the byte count field of the current buffer is greater 
than zero, the V flag in the condition code is set, and the next 
sequential instruction is executed. If the byte count field is 
not greater than zero, the following data transfer operation is 
performed. 

If the CCW specifies read, a byte of data is moved from bits 
2t:31 of the register specified by R1 to the appropriate buffer 
location. If the CCW specifies write, a byte of data is moved 
from the appropriate buffer location to bits 2U:31 of the 
register specified by R1. Bits 0:23 are forced to zero. 

After a byte has been transferred, the count field of the 

appropriate buffer is incremented by one. If the count field is 

now greater than zero, and if the fast bit of the CCW is zero, 
the buffer switch bit of the CCW is complemented. 



Condition Code 



C 


V 


G 


L 























1 








1 








1 









Count field is now zero 
Count field is now less than zero 
Count field is now greater than zero 
Count field was greater than zero 



Programming Notes 

If the CCW specifies fast mode, buffer 1 may be used, but the 
buffer bit is not switched when the count field becomes greater 
than zero. 

The second operand must be located on a fullword boundary. 

This instruction is a privileged operation. 
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9.10 AUTO DRIVER CHANNEL 

The auto driver channel provides a means for multiplexing block 
data transfers between roemcry and low or medium speed I/O 
devices. The channel operation is similarr in some respects, to 
interrupt driven I/O. The channel is activated as a result of a 
service request from a device on the I/O bus. Upon receipt of 
such a request, the processor uses the device number to index 
into the interrupt service pointer table. If the value contained 
in the table is even, the processor transfers control to the 
interrupt service routine. If . the value is odd, it transfers 
control to the auto driver channel. 

To the auto driver channel, the address in the interrupt service 
pointer table is the address plus one (making it odd) of a 
Channel Command Block (CCB). The. channel command block is a 
channel program consisting of a description of the operation to 
be performed, and a list of parameters associated with the 
operation. In addition tc the functions of read and write, the 
channel can also: 

1. translate characters 

2. test device status 

3. chain buffers 

t». calculate longitudinal and cyclic redundancy check 
values 

5. transfer control to software routines to take care of 
unusual situations 



9.11 CHANNEL COMMAND BLOCK 



9.11.1 Introduction 

The Channel Command Block (CCE), as shown in Figure 9-1, consists 
of a channel command word (16 bits) that describes the function; 
count fields (16 bits each) for two buffers; final addresses (32 
bits each) for two buffers; a check word (16 bits) for the 
longitudinal or cyclic redundancy check; the address (32 bits) of 
a translation table; and the address (16 bits) of a software 
routine. The CCB requires 22 bytes of memory. 

Many interrupt service routines may be available at any time to 
service device requests. There may also be many channel command 
blocks in the system ready to handle data transfers as required. 
Each channel command block must be aligned on a fullword 
boundary. The channel command block address, plus one, must be 
Placed in the interrupt service pointer table location for the 
device involved in the transfer. 
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617 



8 
10 

12 

16 

20 



CHANNEL COMMAND WORD 



BUFFER BYTE COUNT 



BUFFER END ADDRESS 



CHECK WORD 



BUFFER 1 BYTE COUNT 



BUFFER 1 END ADDRESS 



15 



(HALFWORD) 



(HALFWORD) 



(FULLWORD) 



(HALFWORD) 



(HALFWORDT 



(FULLWORD) 



TRANSLATION TABLE ADDRESS (FULLWORD) 



SUBROUTINE ADDRESS 



(HALFWORD) 



Figure 9-1 Channel Command Block 



9.11.2 Subroutine Address 

To handle special situations, channel control is transferred to 
the software subroutine, whose address is contained in the 
channel command block. When this occurs, registers 0:4 of the 
appropriate set have already been set up by the processor to 
contain the old PSW, the device number, the device status, and 
the address of the channel coimiand block. The current PSW status 
specifies run state, machine malfunction interrupt enabled, 
higher level I/O interrupts enabled, and all other interrupts 
disabled. 

The channel transfers control to the subroutine either 
unconditionally (controlled by a bit in the channel command 
word), because of bad device status, because of special character 
translation, or because it has reached the limit of a buffer. It 
indicates its reason for transferring control by adjusting the 
condition code as follows; 



c 


V 


G 


L 














c 








1 








1 






Unconditional transfer or special character 
Bad status 
Buffer linit 



The subroutine address in the CCB is a 16-bit physical address. 
For this reason, the subroutine at that address, or at least the 
first instruction of the subroutine, must reside in 
6H kb of memory. 



the 
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9.11.3 Buffers 

There is a space in the CCB tc describe two data buffer areas. 
The data areas may be located anywhere in memory. The limits of 
each data area are described by an address field and a count 
field. The address field contains the physical address of the 
last byte in the data area. This address is right justified in 
the fullword provided. If the device being controlled is a 
halfword-oriented device/ the final address must be odd. If the 
device is a byte-oriented device, the address may be either odd 
or even. The active buffer is selected by a bit in the channel 
command word. When one buffer has been exhausted, the channel 
may reverse the state of this bit and thus switch to the 
alternate buffer. Automatic buffer switching is available only 
for byte-oriented devices and if the Fast bit of the CCW is zero. 
If the Fast bit is set, buffer is always used. 

The count field, in most operations, contains a negative number 
whose absolute value is equal to one less than the number of 
bytes to be transferred. The one exception is the case of a 
single data transfer, for which the count field contains zero. 

During data transfers, the channel adds the value contained in 
the count field to the final address in order to obtain the 
current address. It makes the transfer, using the current 
address, then increments the value in the count field by one for 
a byte device or by two for a halfword device. When the count 
field becomes greater than zero, the channel sets the G flag in 
the condition code and transfers control to the specified 
software subroutine. If the count field is greater than zero 
upon channel activation, the channel makes no transfer and 
relinquishes control of the processor. 



9. 11.it Translation 

The translation feature is available only for byte-oriented 
devices and if the Fast (F) bit in the CCW is zero. If 
translation is specified, the fullword provided in the channel 
command block must contain the address, right justified, of a 
translation table. This table, which must be aligned to a 
halfword boundary, can contain up to 256 halfword entries. The 
format of this table is identical to that used by the Translate 
(TLATE) instruction (see Section 3.3.2). During data transfers, 
the channel multiplies the data byte by two and adds this value 
to the translation table address. The result is the address 
within the translation table cf the halfword entry corresponding 
to the data byte. 
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The channel tests this entry, and, if bit of the halfword is 
set, it substitutes bits 8:15 of the halfword for the data byte 
and proceeds with the operation. If bit of the halfword is a 
zero, the channel: 

• does not increment the byte count for the appropriate buffer. 

• puts the data byte, untranslated, in bits 24:31 of register 3, 
of the appropriate set, and forces bits 0:23 of register 3 to 
zero. 

• multiplies the value contained in the translation table by 
two, and transfers control to the software special character 
translation routine located at the resulting address. 

Upon transfer to the translation subroutine, registers and 
1 contain the old PSW; register 2 contains the device number; 
register 3 contains the untranslated character; and register 
4 contains the address of the channel command block. The 
current PSW indicates run state, machine malfunction interrupt 
enabled, higher level I/O interrupts enabled and all other 
interrupts disabled. The condition code is zero. 

9.11.E Check Word 

The check word in the channel command block contains the 
accumulated residual for longitudinal or cyclic redundancy 
checking. The initial value for the check word is usually zero. 
(There are data dependent exceptions, e.g., where initial 
characters are not to be included in the check.) 

The longitudinal check is an exclusive OR of the character with 
the check word. 

The cyclic check uses the fcraula for CBC 16: 

If the data communication option is equipped, the cyclic check 
may optionally use the formula for CRC SDLC: 

X'^ +X'2 +x5 + 1 

On input, if both redundancy checking and translation are 
required, the character is translated first; then the cyclic 
redundancy check is done using the original character input 
rather than the translated character. On output, the translated 
character participates in the redundancy check. Redundancy 
checking may be used only with byte devices, and is only 
performed if the Fast bit (F) of the CCW is zero. 
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9.11.6 Channel Command Worcl 

The Channel Command Word (CCW), as shown in Figure 9-2, consists 
of two parts. Bits 0:7 contain a status mask. Bits 8:15 
describe the channel operation. 



6ie 



7 8 9 10 11 12 



STATUS MASK 



M 



RC B 



f 

EXECUTE 



|r/w| 



15 



T F 



L 



FAST 

TRANSLATE 
READ/WRITE (0/1) 
BUFFER SWITCH 

REDUNDANCY CHECK TYPE 



Figure 9-2 Channel Command Word 



Statjjs Hasji 

On every channel operation, if the Execute (E) bit is set, the 
status mask is ANDed with the device status. This operation does 
not change the status mask. If the result is zero, the channel 
proceeds with the operation. If the result is nonzero, the 
channel sets the L flag in the condition code, and transfers 
control to the specified software subroutine. 

£2££y±£ £i£ (£) 

If this bit is zero, the channel unconditionally transfers 
control to the specified subroutine, without taking any other 
action. The condition code is zero. If this bit is set, the 
channel continues with the operation as specified in the channel 
command word. 

ISi&i £1± (£) 

If this bit is set, the channel performs the I/O transfer in the 
fast mode. In this mode, buffer switching, redundancy checking, 
and translation are not allowed. This bit must be set for 
halfword devices. If this bit is set, buffer is always used. 

fisad/liiAie Eii (£/h) 

This bit indicates the type of operation. If this bit is zero, 
a byte or a halfword is input from the device. If this bit is 
set, a byte or a halfword is output to the device. 
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Tiansilie Bit (I) 

If this bit is set, and the Fast bit is zero, the channel 
translates the data byte, using the translation table defined in 
the CCB. 

Redunj^ailSi C^jesji T^^e £ii^ (RC) 

These two encoded bits specify the type of redundancy check 
required. No check is performed if the Fast bit is set. CBC 
SDLC Bay be performed only if the data communication option is 
Installed. If the option is not installed, CRC BISYNC (CRC 16) 
is performed when SDLC is specified. The following table 
contains the valid types of checks: 



Bit 
10 






1 
1 



Bit 

11 




1 


1 



Redundancy Check Type 



LRC 

CRC BISYNC 

Reserved - must not be specified 

CRC SDLC - Should only be specified if 

the data communication option is installed, 



^aii&L ^mzh m (!) 

When zero, this bit specifies that buffer 
transfer. If it is set, buffer 1 is used, 
buffers, when the count field becomes 
complementing the buffer switch bit before 
to the specified software routine, 
the Fast bit in the CCW is set. 



is to be used for the 

The channel chains 

greater than zepo, by 

transferring control 

Buffer is always used if 
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9.11.7 Valid Channel Command Codes 

The following is a list of valid codes for the channel command 
word. Note that only the first three may be used with halfword 
devices. 



CHANNEL COMMAND HCRD 8:15 



HEXADECIMAL 


BINARY 


00 


00000000 


81 


10000001 


85 


10000101 


80 


10000000 


82 


10000010 


84 


10000100 


86 


10000110 


88 


10001000 


8A 


10001010 


8C 


10001100 


8E 


10001110 


90 


10010000 


92 


10010010 


9H 


10010100 


96 


10010110 


98 


10011000 


9A 


10011010 


9C 


10011100 


9E 


10011110 


BO 


10110000 


B2 


10110010 


B4 


10110100 


B6 


10110110 


B8 


10111000 


BA 


10111010 


BC 


10111100 


BE 


10111110 



MEANING 



Transfer to 
Bead fast m 
Write fast 
LBC, Buffer 
LBC, Buffer 
LEG, Buffer 
LPC, Buffer 
LBCr Buffer 
LEC, Buffer 
LEC, Buffer 
LEC, Buffer 
CBC BISINC, 
CSC BISYNC, 
translate 
CEC BISYNC, 
CEC BISYNC, 
translate 
CEC BISYNC, 
CEC BISYNC, 
translate 
CEC BISYNC, 
CEC BISYNC, 
translate 
CEC SDLC, B 
CBC SDLC, B 
translate 
CEC SDLC, B 
CEC SDLC, B 
translate 
CBC SDLC, B 
CBC SDLC, B 
translate 
CEC SDLC, B 
CBC SDLC, B 
translate 



subrouti 

ode 

mode 
0, read 
0, read, 
0, write 

0, write 

1, read 
1, read, 
1, write 
1, write 
Buffer 
Buffer 

Buffer 
Buffer 

Buffer 1 
Buffer 1 

Buffer 1 
Buffer 1 

uffer 0, 
uffer 0, 

uffer 0, 
uffer 0, 

uffer 1, 
uffer 1, 

uffer 1, 
uffer 1, 



ne 

translate 

, translate 

translate 

, translate 
, read 
, read, 

, write 
, write, 

, read 
, read, 

, write 
, write, 

read 
read, 

write 
write, 

read 
read, 

write 
write. 
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9.11.8 General Auto Driver Channel Programming Procedure 
(See Figure 9-3) 



1. Set up interrupt service pointer table to vector to 
error routines for undefined devices. 

2. Set up address of channel command word + 1 (odd) in 
table at 2 times device number plus X'DO* (start of 
interrupt service pointer table). 

3. Set up complete channel command block. 

t». Set up device and enable device interrupt. 

E. Enable I/C interrupts in PSW (auto driver channel 
performs I/O operation). 

6. Check for good termination of auto driver channel 
operation when the subroutine defined in the CCB is 
entered. 
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Figure 9-3 Auto Driver Channel Flowchart 
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Figure 9-3 Auto Driver Channel Flowchart (Continued) 
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CHAPTER 10 
STATUS SWITCHING AND INTERRUPTS 



10.1 INTRCDUCTION 

The processor's interrupt system provides a mechanism for escape 
from the normal processing sequence to handle external and 
internal events. The software routine that is executed in 
response to an interrupt is called an interrupt service routine. 
Before transferring control tc a service routine, the current 
state of the processor is preserved so that, upon completion of 
the service routine, the execution of an interrupted program may 
be resumed. 

Interrupts may be classified as being synchronous or 
asynchronous, depending on whether they occur in fixed 
relationship to the execution of instructions, or whether they 
occur at random times due tc events external to the processor. 
Examples of asynchronous interrupts include power fail, console 
attention, and peripheral device interrupts. 

Synchronous interrupts occur due to fault conditions, or in the 
case of software interrupts, may be programmed to occur. 
Examples of fault conditions which cause synchronous interrupts 
include noncorrectable memory errors, illegal instructions, and 
arithmetic faults. 

Software interrupts occur when the Supervisor Call (SVC) or 
Simulate Interrupt (SINT) instructions are executed, or as a 
result of adding an entry tc the system queue. The Breakpoint 
(BRK) instruction causes program execution to be suspended so 
that the system console terminal may be activated. See the 
chapter on the System Console Terminal. 

Each interrupt condition is reset when the corresponding 
interrupt is serviced by the processor. 
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10.2 PROGRAM STATUS WORD (FSH) AND RESIRVED MEMORY LOCATIONS 

The Program Status Word (PSH), shown in Flgare 10-1, is a 6U-bit 
quantity that controls the cperation of the processor. The PSH 
provides information about various states and conditions 
affecting the operation of the processor. The PSW is composed of 
two fullwords! bits 0;31 are the status word, and bits 32:63 are 
the location counter. The various PSW fields are described 
below : 



1321 
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Figure 10-1 Program Status Word (PSW) 
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H 
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19 






FLU 
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20 






I 
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21 






R/P 
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22 
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23 






P 


Bits 


2a 


- 


27 
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28 


- 


31 


C,V,G,L 


Bits 


32 


- 


39 
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- 
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Unused, must be zero 

Memcry access level 
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Floating-point masked mode 

Interruptible instruction in progress 
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Wait state 

I/O interrupt mask 

Machine malfunction interrupt mask 

Floating-point underflow mask 

I/O interrupt mask 

Relocation/protection mask 

System queue service interrupt mask 

Protect mode 

Register set select field 

Condition code 

Unused, must be zero 

Location counter 
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10.2.1 Program Status Word (PSW) 

Bits 0:31 of the PSW are called the status word. This word 

controls interrupts, defines the status of the processor, and 

contains the condition code. The following sections provide 
detailed definitions of various states of the processor and how 

the status word controls them. Unused bits of the status word 
must always be zero. 



10.2.1.1 Memory Access Level Field (LVL) 

When PSW bit 21 (R/P) is set, PSW bits 10 and 11 participate in 
an access level check for any memory access attempted by the 
current program. The LVL field of PSW is compared numerically to 
the access level field of the appropriate segment table entry. 
If the LVL field contains a lesser value than the access level 
field, a Memory Address Translator (MAT) fault interrrupt occurs. 

When PSW bit 21 is zero, PSW tits 10 and 11 are ignored, and no 
access level check is performed. 

10.2.1.2 Floating-Point Masked Mode (FLM) 

On processors with the floating-point option, when bit 13 of the 
current PSW is zero, a program may execute any legal 
floating-point instruction. 

When bit 13 of the current PSW is set, the processor is in the 
Floating-Point Masked (FLM) mode. A program running in this mode 
is not allowed to execute floating-point arithmetic instructions. 
If execution of any floating-point arithmetic instruction is 
attempted in FLM mode, an illegal instruction interrupt occurs. 
If the processor is in FLM mode when a context switch is made by 
the system program and the processor state must be saved, the 
contents of the floating-point registers need not be saved. This 
results in a faster context switch. 



10.2.1.3 Interruptible Instruction in Progress (IIP) 

PSW bit 14 is set by the processor while an interruptible 
instruction is in progress, and is zero when the interruptible 
instruction terminates. This bit is set by the processor to 
indicate that the scratchpad registers contain valid parameters 
for the interruptible instruction and that these parameters need 
not be recalculated before resuming the interrupted instruction. 

If bit 14 of the current PSW is set when the processor transfers 
control to a software interrupt service routine, that routine 
must not allow the contents of the scratchpad registers to be 
modified before the interruptible instruction is resumed. The 
STPS, LDPS, ISSV, and ISEST instructions provide the means for 
saving and restoring these registers if they must be used by the 
interrupt service routine. 
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10.2. 1.t» Wait State (W) 

When PSH bit 16 is set, the processor is in the wait state. In 
the wait state, the normal fetch instruction/execute 
instruction/fetch next instruction sequence is suspended. While 
in the wait state, the processor is responsive to console 
attention interrupts and primary power fail, as well as any 
interrupts specifically enabled by the current PSW. 

PSW bit 16 is zero when the processor is executing instructions. 
This bit is forced to zero whenever the single-step, run switch, 
or system console terminal is used to initiate instruction 
execution. This bit is not forced set by entry to the console 

mode. 

If an interrupt occurs, PSW bit 16 is set according to the new 
PSW defined for servicing the interrupt. Bit 16 of the new PSW 
for any I/O interrupt is zero. 

Except for an I/O interrupt, the state of bit 16 of the new PSW 
is tested as the PSW is loaded. If bit 16 of the newly loaded 
PSW is set, the processor enters the wait state, provided that no 
interrupt is still pending. All pending interrupts are serviced 
before the processor enters the wait state. 



10.2.1.5 I/O Interrupt Mask (I) 

PSW bits 17 and 20 are used together to enable or disable 
recognition of interrupt requests generated by peripheral devices 
on any of the four interrupt levels, as detailed below: 

BIT 17 BIT 20 MEANING 

All levels disabled 

1 Higher levels enabled 

1 All levels enabled 

1 1 Current and higher levels enabled 

The interrupt levels are numbered from to 3, with level being 
the highest priority interrupt level and level 3 being the lowest 
priority interrupt level. 

An I/C interrupt request is queued until the processor 
acknowledges the interrupt unless the request is programmed 
reset, or power fail occurs. The state of PSW bits 17 and 20 is 
ignored by the Simulate Interrupt (SINT) instruction. 
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10.2.1.6 Machine Malfunction Interrupt Enable (M) 

PSW bit 18 is used to enable and disable detection of various 
malfunction conditions within the processor and the resulting 
machine malfunction interruct. When this bit is set, any of the 
following conditions results in a machine malfunction interrupt. 

early power failure 

power restore 

noncorrectable memory data error 

nonconf igured memory address 

shared memory power failure 

The processor is designed with the concept that all software must 
enable the machine malfunction interrupt for maximum data 
integrity. Unlike other processors, this does not require that 
this interrupt ever be disabled. The processor resets each 
detected interrupt condition as it occurs. 

While performing a machine malfunction interrupt PSW swap, the 
processor sets PSW bit 18 to allow error detection for the new 
PSW data fetched from memory. If the new PSW cannot be fetched 
correctly, the processor effectively stops by entering the 
console mode. This prevents a runaway situation in the event of 
a double fault. 

If PSW bit 18 is zero, any noncorrectable memory data error is 
logged by the optional error logger. Cache accesses to memory 
using a nonconf igured memory address result in undefined data 
being loaded into the optional high-speed cache, with no error 
indication. (Subsequent access to the same area of cache results 
in another memory fetch, as cache data is invalidated.) No 
machine malfunction interrupt occurs for any of the reasons given 
above. A machine malfunction due to early power failure or 
shared memory power failure is queued until PSW bit 18 is set by 
software, or until automatic shutdown occurs. The interrupt is 
not queued for any other reason. 

10.2.1.7 Floating-Point Underflow Interrupt Enable (FLU) 

PSW bit 19 controls response of the processor to an arithmetic 
underflow resulting from a single- or double-precision 
floating-point arithmetic operation. 

If this bit is set when the underflow occurs, an arithmetic fault 
interrupt occurs, and the participating floating-point registers 
remain unchanged. 

If this bit is zero when the underflow occurs, the result of the 
operation is replaced by zero, and the condition code is set to 
0100 (V-flag only), as defined in the description of the specific 
floating-point instruction. 
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10.2.1.8 Relocation/Protecticn Enable (R/P) 

PSW bit 21 is used to enable and disable the relocation and 
protection programmed into the Wemqry Address Translator (MAT). 
When this bit is set, relocation, protection, and the MAT fault 
interrupt are enabled. When this bit is zero, relocation, 
protection, and the MAT fault interrupt are disabled. 

10.2.1.9 System Queue Service Interrupt Enable (Q) 

If bit 22 of the new PSW loaded by any of the instructions listed 
below is set, the state of the system queue is tested. If the 
system queue is not empty, a System Queue Service (SQS) interrupt 
occurs. If the system queue is empty, the next instruction is 
fetched and executed, according to the newly-loaded PSW. 

If bit 22 of the newly-loaded PSW is zero, the SQS interrupt is 
disabled. 

The following instructions test the state of the system queue: 

MEANING 

Exchange Program Status Register 

Load Process State 

Load Program Status Word 

Load Program Status Word Register 

Protect Mode Enable (P) 

When PSW bit 23 is set, the processor is in the protect mode. 
Any attempt by a program running in this mode to execute a 
privileged instruction causes an illegal instruction interrupt to 
occur. The processor does not attempt to execute the offending 
instruction. The Breakpoint (BRK) instruction is a privileged 
instruction. 

When PSW bit 23 is zero, the processor is in privileged mode. A 
program running in privileged mode may execute any legal 
instruction, within the constraints imposed by the system 
configuration and the state of PSW bit 13 (FLM). 
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10.2.1.11 Register Set Select Field (R ) 

Bits 2ti, 25r 26, and 27 of the current PSW select the active 
general register set. Although 16 different sets may be 
specified by using the four bits of this field, only eight sets 
of general registers are implemented in this processor. The 
implemented sets are numbered 0, 1, 2, 3, U, 5, 6, and 15. 

Set 0, 1, 2, or 3 is automatically selected by the processor in 
handling an I/O interrupt on the corresponding interrupt level. 
Registers through a of that set are used to maintain 
information pertaining to an I/O interrupt request which is 
acknowledged on the I/O interrupt level corresponding to the 
selected register set. Therefore^ sets 0, 1, 2, and 3 should not 
be used for general purpose processing. These sets may, however, 
be used for processing internal interrupts, which use registers 
11 through 15 of the selected set to maintain information 
pertaining to the interrupt. 

Sets t», 5, 6, and 15 may be allocated according to processing 
needs, without special consideration. Sets 7 through 14 are not 
implemented. An attempt to select a set which is not implemented 
may result in the selection of any set, without any special 
indication of the error. 



When a new PSW is loaded, the specified register set becomes 
active set for the next instruction executed. 
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10.2.1,12 Condition Code (C, V, G, L) 

PSW bits 28;31 contain the condition code. As part of the 
execution of certain instructions, the state of the condition 
code may be updated to reflect the nature of the result. Mot all 
instructions affect the condition code. 

For most interrupts, bits 28:31 of the new PSW are simply copied 
to the condition code. For immediate interrupts, the least 
significant four bits of the status byte for the interrupting 
device are copied to the condition code after the new PSW has 
been loaded. No restrictions are imposed on the condition code 
field of a new PSW contained in a memory location or register. 
Any condition code value may be specified. 

The condition code of the current PSW may be tested by the 
conditional branch instructions described in Chapter ^, 

10.2.2 FSW location Counter (LOO 

PSW bits 32:63 comprise the Iccation counter, which contains the 
address of the instruction currently being executed by the 
processor. When the current instruction is successfully 
completed, the value contained in the location counter is 
incremented by the length of the instruction in bytes, and the 
instruction at the resulting address is fetched. 

An instruction which results in a branch being taken causes the 
contents of the location counter to be replaced with the 
effective branch address; i.e., with the address of the 
instruction to which control is to be transferred. The 
instruction at the new address is the next instruction to be 
fetched and executed. 



When an interrupt occurs, the entire FSW, bits 0:63, is replaced. 
If bit 16 of the new PSW (the wait bit) is set, the instruction 
indicated by the new contents of the location counter is not 




If an instruction has not been successfully completed when an 
interrupt PSW swap occurs, the 6a-bit PSW, in effect for the 
instruction being executed at the time of the interrupt, is saved 
before the interrupt handler is entered. The location counter in 
the saved PSW points to the instruction being executed at the 
time the interrupt occurred. If the interrupt occurs after the 
successful completion of one instruction and before beginning 
another, the location counter in the saved PSW points to the next 
instruction to be executed. 

See Section 10.5, Status Switching, for an explanation of old, 
current, and new PSW, and of the use of these PSWs by the 
processor in scheduling interrupt service routines. 
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10.2.3 Reserved Memory Locations 

Physical memory locations X*COOOOO' - X'0002Cf* are reserved 
memory locations. For systems with expanded I/O interrupt 
service pointer tables, physical memory locations X'OOO2D0' 
X'OOOICF* or X'0002D0' - X'OOOSCF* are also reserved memory 
locations. These locations contain assorted information used in 
servicing interrupts, as shown in Figure 10-2. Use of data in 
these locations as the result of an interrupt is detailed in the 
section describing the interrupt. 



X'OOOOCO* 
X'000020' 
X'000028' 
X'00002C' 
X'000030' 
X'000038' 
X'000040' 
X'OOCOittt' 

x'ooocne* 

X'000050' 

x'ooooeo* 

X'000C84' 

x'ooooaa* 

X'000C90' 

X'000C98* 
X'00009C* 

X'COOCBC* 
X'OOO0C8' 
X'OGOCEO' 
X'0002D0' 



X'OOOOIF' 
X'000027* 
X'00002B' 
X'00002F» 
X*000037' 
X*00003F' 
X'000043* 
X'OOOOit?' 

X'OOOOIF* 
X'00007F' 

X'000083' 
X'000087' 
X'OOOOSF' 
X*000097' 

X'00009B' 
X'OOOOBB* 

X'O0OOC7* 
X'OOOOCF* 
X'0G02CF* 

x'oooacF" 



X'OCOUDO* - X'0008CF' 



Reserved, must be zero 

Machine malfunction interrupt old PSW 

Used by console service microcode 

LM effective address word 

Illegal instruction interrupt new PSW 

Machine malfunction interrupt new PSW 

Machine malfunction status word 

Machine malfunction virtual (program) 

address word 
Arithmetic fault interrupt new PSW 
Bootstrap loader and device definition 

table 
System gueue pointer 
Power fail save area pointer 
System queue service interrupt new PSW 
Relocation/Protection (MAT fault) 

new PSW 
Supervisor call new PSW status word 
Supervisor call new PSW location 

counter values 
Reserved, must be zero 
Data format fault new PSW 
Interrupt service pointer table 
Expanded interrupt service pointer 

table 
Expanded interrupt service pointer 

table 



Figure 10-2 Reserved Memory Locations 
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10.3 INTERRUPT TIMING AND ERICSITY 

10.3.1 Maskable and Nonmaskable Interrupts 

Maskable interrupt conditions are controlled by bits in the PSW. 
When a request to interrupt due to a maskable condition occurs, 
the corresponding control bit in the PSW is examined. If the 
control bit indicates that the interrupt is enabled, an interrupt 
is taken and control is transferred to the appropriate service 
routine. The paragraph describing each interrupt provides 
details about the control bit(s), how the interrupt is enabled or 
disabled, and the effects of enabling or disabling an interrupt. 

Nonmaskable interrupts are those which have no corresponding 
control bits in the PSW. Examples of nonmaskable interrupts are 
SVC, SINT, Illegal Instruction, and Console Attention. Sections 
describing each interrupt provide further details. 

Figure 10-3 shows the various maskable and nonmaskable 
interrupts. 
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NUMBERS IN CIRCLES INDICATE THE PRIORITY OF 
INTERRUPTS. 1 REPRESENTS THE HIGHEST PRIORITY. 

FAULTS ABORT THE CURRENT INSTRUCTION. THE 
OLD PSW POINTS TO THE FAULTING INSTRUCTION, (d) 
OTHER INTERRUPTS ARE RECOGNIZED AT THE END 
OF THE CURRENT INSTRUCTION AND OLD PSW 
POINTS TO THE FOLLOWING INSTRUCTION. 



SYNCHRONOUS INTERRUPTS ARE RECOGNIZED AS 
THEY OCCUR. ASYNCHRONOUS INTERRUPTS ARE 
RECOGNIZED BETWEEN THE COMPLETION OF 
CURRENT INSTRUCTION AND THE INITIATION OF 
THE NEXT INSTRUCTION. 

SOS MAY OCCUR ONLY AS PART OF THE LPSW. 
LPSWR, EPSR, AND LDPS INSTRUCTIONS. 
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Figure 10-3 Schematic Eiagram of Interrupt System 
Architecture 



10.3.2 Interrupt Timing 

Asynchronous interrupts are normally permitted to occur only 
after execution of an instruction has been completed, and before 
execution of the next instruction begins. However, asynchronous 
interrupts are permitted to occur at the end of any iteration, 
while an interruptible instruction is being executed. 

A synchronous interrupt is permitted to occur at the time the 
condition causing the interrupt is detected. The SQS interrupt, 
which occurs at some indefinite time following addition of an 
entry to the system queue, is called a deferred synchronous 
interrupt. A synchronous interrupt due to a fault causes the 
offending instruction to be aborted with no modification of the 
contents of registers or memory locations generally resulting 
from execution of that instruction. Fixed- and floating-point 
Load/Store Multiple, and Store Double-Precision are exceptions to 
this rule. In the case of an interruptible instruction, the 
current iteration of the instruction is aborted by such an 
interrupt without modification of the contents of registers or 
memory as a result of the faulted iteration. 

For all interrupts, the old PSW location counter presented to the 
interrupt handler points to the next logically-executed 
instruction in the interrupted program. If the interrupt is 
caused by a fault, the instruction causing the fault was not 
completed and is logically the next instruction to be executed. 
The old PSW location counter presented to the fault interrupt 
service routine, therefore, always points to the instruction 
which caused the fault. 

Multiple memory accesses are required for the manipulation of a 
circular list structure using the ATI, ABL, RTL, or RBL 
instruction. For each of these instructions, the list header is 
not updated until the body of the list has been successfully 
accessed. For the ETL and FBI instructions, no registers are 
modified unless the list element has been successfully accessed, 
and the list header has been successfully updated. 
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10.3.3 Interrupt Precedence 

Considering the instant of instruction fetch request as the time 
of reference, interrupts have the following precedence (highest 
to lowest): 



Synchronous 
Interrupts 



INTEPEUPI PBECEDENCE TABLE 

Fault interrupts 
System queue service 



Asynchronous 
Interrupts 



Primary power fail/restore 

Console attention 

Early power fail 

Shared ueBory power fail 

I/O interrupts 



Fault interrupts are caused by various conditions that have the 
following logical precedence in descending priority order. 

Relocation/protection fault on an instruction fetch 

Machine malfunction fault due to memory malfunction on an 
instruction fetch 

Illegal instruction fault 

Illegal subfunction fault 

Data format fault due to alignment error on a data read/write 
operation 

Relocation/protection fault on a data read/write operation 

Machine malfunction fault due to memory malfunction on a data 
read/write operation 

Data format fault for other than boundary alignment error 

Arithmetic fault 

or a memory malfunction, a nonconf igured memory address fault 
akes precedence over a noncorrectable memory data fault. 

Since any fault interrupt causes execution of an instruction to 
be aborted at the point of the fault interrupt condition, no more 
than one fault interrupt condition can occur at a time. However, 
other interrupts in the synchronous and asynchronous interrupt 
classes given in the preceding Interrupt Precedence Table can 
occur simultaneously. In such a case, the order given in the 
table above governs the servicing sequence for the interrupts. 
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10.3.4 Interruptible Instructions 

For any Interruptible instruction, execution consists of the 
following Phases: instruction fetch, instruction decode, an 
iterative loop, and terminaticn. An interrupt during any phase 
of an interruptible instruction does not affect the operation of 
the Instruction. It may simply be reexecuted once the interrupt 
has been serviced. An interrupt during the iterative phase of 
the instruction causes the processor to resume the iterative 
phase when the instruction is reexecuted, as though the interrupt 
never occurred. If the interrupt vas caused by a fault, the 
iteration which resulted in the interrupt is repeated when the 
instruction is reexecuted. 

To abort an interruptible instruction when it is interrupted, PSW 
bit lit must be forced to zero before any subsequent interruptible 
instruction (excep6t RDCS or WCCS) is attempted. 

CAUTION 

SOFTWARE MUST NEVER SET PSW BIT 14 UNLESS 
RESUMING EXECUIICN OF THE INTERRUPTIBLE 
INSTRUCTION THAT CAUSED BIT 14 OF THE PSW TO 
BE SET. RESUMPTION OF ANY INTERRUPTIBLE 
INSTRUCTION MUST NEVER BE ATTEMPTED IF THE 
CONTENTS OF THE SCRATCHPAD REGISTERS ARE NOT 
KNOWN TO HAVE BEEN PRESERVED BETWEEN 
INSTRUCTION INTERRUPTION AND RESUMPTION. 
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10. U PROCESSOR MODES 

At any given time, the processor may be in the console mode or 
run mode. The single-step mode provides a means for alternating 
between the console and run modes. Wait and run states only have 
meaning for the run mode. 

10. U.I Console Mode 

While the processor is dedicated to communicating with the system 
console terminal, it is said to be in the console mode. In this 
mode, program execution is suspended so that the user may examine 
and modify the data contained in certain registers and memory 
locations. 

Appendix F provides a flowchart for the console service routine. 
The console mode may be entered in any of the following ways; 

1. The Breakpoint (BRK) instruction is executed by a 
running program when PSM bit 23 is zero. 

2. Execution of an instruction is completed while in the 
single-step mode. 

3. The HAIT/RUN switch cr the SINGLE switch is depressed 
momentarily while the processor is in the run mode. 

£». Following a system initialization sequence, backup power 
to memory is found not to have been maintained within 
regulation, and the ISU is not enabled when the sequence 
is complete. 

5. Following a system initialization sequence, if backup 
power to memory was maintained within regulation, but 
the LSU is not enabled and the contents of physical 
memory location X* 000028* indicate that the processor 
was in the console mode when system initialization 
occurred. 

6. An attempt to fetch a machine malfunction interrupt new 
PSM results in a non-correctable memory error. In this 
case, the error code for the initial malfunction is 
stored in the machine malfunction status word at 
X'OOOOUO', and LOG is loaded with the address of the 
status word before the console mode is entered. 

7. If control has been passed to uninitialized Writable 
Control Store or an errant WCS microprogram, control can 
be regained at the system console by enabling the 
single-step mode via the SINGLE switch, and depressing 
the HALT/RUN switch. 
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Note that system initializaticn occurs when the power supply 
detects that AC line voltage is failing; when the Initialize 
(INIT) switch on the consolette is momentarily depressed; or when 
the key-operated LOCK/ON/STANEBY switch is moved to the STANDBY 
position. The initializaticn sequence completes when power is 
restored to the processor. System initialization resets all 
pending interrupts for the system console and other I/O devices 
in the system. DMA operations are also terminated. 

While the processor is in the console mode, interrupt conditions 
are not handled in the same manner as they are if detected during 
execution of a program. 

Interrupt requests for the system console terminal and all other 
I/O devices remain queued until the run mode is entered. DMA 
operations are not affected by changing processor modes. 

PSW bit 16 is always forced to zero before the run mode is 
entered from the console mode. 

Fault conditions caused by memory accesses while in the console 
mode are reset when they occur, and do not cause interrupts when 
the run mode is entered. If a fault condition occurs while 
attempting to modify a memcry location, that location may not be 
changed. If a fault occurs while attempting to examine a memory 
location, the console service routine is aborted and restarted. 

System initialization, while in the console mode, results in 
automatic shutdown, with no machine malfunction interrupt due to 
power failure. 



10.4.2 Run Mode 

When the processor is not dedicated to communicating with the 
system console terminal, it is in the run mode. In this mode, 
program execution is controlled by the contents of the 64-bit 
Program Status Word (PSW). While the processor is in the run 
mode, it may be in either the wait state (PSW bit 16 is set), or 
the run state (PSW bit 16 is zero). In the run state, the 
processor performs a repetitive fetch instruction/execute 
instruction/fetch next instruction sequence. In the wait state, 
this sequence is suspended. 

The run mode may be entered in any of the following ways: 

1. The 'less than* prompt character (<) is entered from the 
system console terminal when the processor is in the 
console mode. 

2. The HAIT/RUN switch is depressed momentarily while the 
processor is in the console mode. 
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3. The LSU is installed and enabled when a system 
initialization sequence is completed. In this case, the 
program loaded from the LSU is given control of the 
processor. 

U, The 'greater than* single-step character (>) is entered 
from the system console terminal when the processor is 
in the console mode. This causes the instruction to be 
executed in single-step mode, regardless of the position 
of the SINGLE switch. 

Interrupt conditions cannot cause the processor to enter the run 
mode from the console mode, with the following two exceptions: 

1. An initialization sequence performed while the processor 
is in the console mode causes a program to be loaded 
from the enabled LSU. Control of the processor is given 
to that program. 

2. The HALT/RUN switch is depressed momentarily while the 
processor is in the console mode. 



10. U. 3 Single-Step Mode 

When the SINGLE switch is in the SINGLE position, the processor 
is in the single-step mode. In this mode, whenever execution of 
an instruction is completed, the processor leaves the run mode 
and enters the console mode. Manual intervention is normally 
required to execute the next instruction. 

Interrupts are handled according to the methods detailed in the 
previous paragraphs. If the processor is in the single-step mode 
and the run state when an interrupt request occurs, the processor 
completes the current instruction (or iteration) and then 
performs the interrupt PSW swap. The first instruction of the 
interrupt service routine is not executed. 

If system initialization occurs while in the single-step mode, 
any instruction in progress (or the current iteration of an 
interruptible instruction) completes. When the initialization 
sequence is complete, a maximum of one instruction is executed 
before the processor again enters the console mode. 

If the processor is in the run state when the SINGLE switch is 
placed in the SINGLE position, the console mode is entered. 
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Note that in the single-step node, PSH bit 16 is always forced to 
zero before entering the run mode to fetch a user instruction. 

NOTE 

If interrupts are enabled at the system 
control terminal interface by software, 
entering the console mode causes 
interrupts tc be queued from device 
X'OIV (the write side). Depression of 
any key at the console may cause an 
interrupt tc be queued from device 
X'010' (the read side). 

10.5 STATUS SHITCHING 

The PSW that is loaded in the processor, at any given time, is 
called the current PSW. The register set selected by this PSM, 
the data contained in the general, floating-point, or scratchpad 
registers accessible by the user program, and the machine status 
defined by the PSW collectively constitute the "process state". 
If the status word or both the location counter and status word 
are changed, a status switch has occurred. A status switch can 
be caused explicitly by executing a status switching instruction 
or may be forced to occur by an interrupt. When the value of the 
PSW that was current at the time of a status switch is saved, 
that value is called the old PSW. 

The scheduling of interrupt service routines is based upon the 
concepts of old PSW, current PSW, and new PSW, When an interrupt 
occurs, the following status switch takes place: the current PSW 
becomes the old PSW; the new PSW defined for the interrupt is 
loaded, and becomes the current PSW. 

For a status switch resulting from an interrupt, the old PSW is 
stored in dedicated registers of the set specified by the new PSW 
defined for the interrupt. The machine malfunction interrupt is 
the exception to this rule; for this interrupt, the old PSW is 
stored in dedicated memory locations. 

For meaningful processor response to multiple interrupts, it is 
important that the new PSH defined for a particular interrupt 
class does not enable interrupts of the same class. 

The various interrupts which may occur, and the response of the 
processor to each interrupt, are described in the following 
sections. 
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10.5.1 Illegal Instruction Interrupt 

The illegal instruction interrupt occurs if an attempt is made to 

execute an instruction whose cperation code is not one of those 

permitted by the system. This interrupt may occur for any of the 
following reasons; 

1. The operation code is undefined for the system, or 
optional equipment necessary to execute the instruction 
is not present in the system. 

2. The operation code has several possible subfunction 
specifications, and the subfunction specified is 
undefined. 

3. The instruction is a privileged instruction, and PSW bit 
23 is set. 

1. The instruction is a floating-point instruction, and PSW 
bit 13 is set. 

The illegal instruction interrupt cannot be disabled. The 
floating-point instructions, high speed data handling 
instructions, and writable control store instructions require 
optional equipment, and are therefore optionally illegal. No 
attempt is made by the processor to execute an illegal 
instruction. 

When an illegal instruction interrupt occurs, the following 
actions are taken: 

1. The current PSW is stored in registers ia and 15 of the 
set selected by the illegal instruction interrupt new 
PSW found in memory at physical address X'000030'. 

2. The illegal instruction interrupt new PSW becomes the 
current PSW. 

The old PSW location counter presented to the interrupt service 
routine in register 15 points to the illegal instruction. 



Data Format Fault Interrupt 

The data format fault interrupt occurs if the required halfword 
or fullword alignments are violated for memory accesses, or if it 
is otherwise determined that data is not properly aligned to the 
specified fields. Halfword alignment violations are not detected 
by the processor on memory read. The data format fault interrupt 
cannot be disabled. 
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When a data format fault interrupt occurs, the following actions 
are taken: 

1. The current PSW is stored in registers m and 15 of the 
set selected by the data format fault new PSW found in 
memory at physical address X'OOOOCS'. 

2. Register 13 of the selected set is loaded with a code to 
indicate the reason for the interrupt, as shown in the 
following list; 



CODE BEASCN FCR INTERRUPT 

Reserved code 

1 Reserved code 

2 Invalid sign digit, packed data 

3 Invalid data digit, packed data 
M Reserved code 

5 Reserved code 

6 Fullword or Halfword alignment fault 

3. If the interrupt was caused by a halfword or fullword 
alignment fault, register 12 of the selected set is 
loaded with the nonaligned virtual address causing the 
fault. 

H, The data format fault interrupt new PSW becomes the 
current PSW. 

The old PSW location counter presented to the interrupt service 
routine in register 15 points to the instruction being executed 
when the fault occurred. A data format fault causes the current 
instruction, or the current iteration of an interruptible 
instruction, to be aborted immediately. 

10.5.2.1 Alignment Faults 

An attempt to fetch a fullword of data from memory, or to write 
a fullword of data to memory, using a program address which does 
not have zeros as its two least significant bits, causes a 
fullword alignment fault. 

An attempt to write a halfword of data to memory, using a program 
address which does not have zero as its least significant bit, 
causes a halfword alignment fault. The processor does not 
distinguish between fullword and halfword alignment faults. An 
alignment fault cannot occur during an instruction fetch on this 
processor. 

If an alignment fault occurs while attempting to write to memory, 
the fullword or halfword at the next lower aligned address may be 
modified. 
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10.E.2.2 Invalid Digit Faults 

If an invalid sign or data digit is encountered while processing 
numeric string data^ it is presumed that the data is not aligned 
to the specified fields. Additional information may be found in 
the description of the instruction used to process the numeric 
string. 



10.5.3 Relocation/Protection (MAT) Fault Interrupt 

This fault interrupt occurs if an executing program violates any 
of the relocation and protection conditions programmed into the 
Memory Address Translator (HAD. MAT error checking and the HAT 
fault interrupt are enabled when PSH bit 21 is set. MAT faults 
are not queued. 

When a MAT fault interrupt occurs^ the following actions are 
taken; 

1. The current PSW is stored in registers ^^ and 15 of the 
set selected by the RAT fault interrupt new PSW found in 
memory at physical address X'000090'. 

2. Register 13 of the selected set is loaded with a code to 
indicate the reason for the interrupt. This code is 
copied from the MAT status register while simultaneously 
resetting the fault. 



CODE REASON FOR INTERRUPT 



Reserved code 

1 Execute protect violation 

2 Write protect violation 

3 Bead protect violation 
H Access level fault 

5 Segment limit fault 

6 Nonpresent segment 

7 SST size exceeded 

8 PST size exceeded 



3. Register 12 of the selected set is loaded with the 
program address which caused the fault. 

a. If the fault occurred on a data fetch while attempting 
to load the general registers using the Load Multiple 
(LM) instruction, register 11 of the selected set is 
loaded with the effective second operand address 
calculated at the start of the LM instruction. 

5. The MAT fault interrupt new PSW becomes the current PSW. 
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The old PSW location counter presented to the interrupt service 

routine in register 15 points to the instruction being executed 

when the fault occurred. Further information on memory 
management may be found in Chapter 12. 



10.5.1 Machine Malfunction Interrupt 

The machine malfunction interrupt occurs when any of the 
following conditions are detected: 

Early power fail 

Power restore 

Noncorrectable memory data error 

Nonconf igured memory address 

Shared memory power fail 

Detection of the listed conditions and the machine malfunction 
interrupt are enabled when PSH bit 18 is set. Early power fail 
and shared memory power fail detects are queued until primary 
power fail occurs if PSW hit 18 is zero. All other malfunction 
conditions are ignored, and the interrupts are lost. 

When a machine malfunction interrupt occurs, the following 
actions are takens 

1. The current PSW is stored in memory beginning at 
Physical address X'000O2O'. 

2. The Machine Malfunction Status Word (MMSW) at physical 
address X'000040* is loaded with a code to indicate the 
reason for the interrupt. Only one bit is set in this 
code : 



BIT 
NUMBEB REASON FOB INTERRUPT 

PF - Power failure 

1 PR - Power restoration 

2 NCD - Noncorrectable memory error 

during data fetch 

3 NCI - Noncorrectable memory error 

during instruction fetch 
1 NCA - Noncorrectable memory error 

during auto driver channel 
operation 

5 NVD - Nonconf igured memory address 

during data fetch 

6 NVI - Nonconf igured memory address 

during instruction fetch 

7 NVA - Nonconf igured memory address 

during auto driver channel 
operation 
30 SMP - Shared memory power failure 
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If the interrupt was caused hy a noncorrectable memory 
error, or nonconf igured memory address, the virtual 
address used for the memory access is stored in the 
machine malfunction virtual address word at physical 
address X'OOOO^a*. Otherwise, the contents of this word 
are undefined. 

If the interrupt was caused by a noncorrectable memory 
error, or nonconf igured memory address, and the fault 
occurred on a data fetch while attempting to load the 
general registers using the LM instruction, the 
effective second operand address calculated at the start 
of that instruction is stored in the LM effective 
address word at physical address X'00002C'. Otherwise, 
the contents of this word are undefined. 



The machine malfunction interrupt new PSW found 
physical address X'O00O38' becomes the new PSW. 



at 



If the interrupt was caused by executing an instruction, the old 
PSW location counter presented to the interrupt service routine 
points to the offending instruction. Otherwise, the old PSW 
location counter presented to the interrupt service routine 
points to the instruction to be executed once the interrupt has 
been serviced. 

If the interrupt was caused by executing the LM instruction, bits 
2 and 5 of the Machine Malfunction Status Word (MMSW), may be 
used to determine if any registers were modified before the 
interrupt occurred. If the old PSW location counter points to an 
LM instruction, and if bits 2 and 5 of the MMSW are both zero, no 
registers were modified. If tit 2 or bit 5 of the MMSW is set, 
then: 

1. If the data stored at physical addresses X'OOOOaa' and 
X*00002C» are equal to one another, no registers were 
modified by the instruction before the fault occurred. 

2. If the data stored at physical addresses X'000044' and 
X'00002C' are not equal to one another, at least one 
register was modified by the instruction before the 
fault occurred. The number of registers modified may be 
determined by taking the difference of the data stored 
at physical addresses X»00004U' and X'00002C', and 
dividing the result by four. 
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Figure 10-4 Machine Malfunction Status Word (MMSW) 
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lO.S.a.l Early Power Fall Detect and Automatic Shutdown 

Early power fail detect occurs when the primary power failure 
sensor detects a low voltage; when the power switch is turned 
from the ON to STANDBY position; or when the INIT switch is 
depressed. 

At the end of execution of the current instruction or the current 
iteration of the current interruptible instruction, a machine 
malfunction interrupt is taken if PSH bit 18 is set. 

Following early power fail detect, software has one millisecond 
before the automatic shutdown procedure of the processor takes 
control as a result of Primary Power Fail. During this 
procedure, the following actions occur: 

1. The fullword power fail save area pointer is fetched 
from location X'OOOOeU'. 

2. The following information is saved by firmware in the 
power fail save area: 

OFFSET IN SAVE 
DATA AREA (IN BYTES) 

Current PSW 0-7 

The eight general register 

sets (in order, through F) 8-519 

Interruptible instruction 

state (scratchpad registers) 520-583 

Optional floating-point 

registers, single and double 58a-679 

3. The processor waits for power restore. 

NOTES 

1. If the processor is not equipped 
with the optional floating-point 
registers, the area between offsets 
584 and €79 is not used. 

2. If the pointer found in location 
X'OOOOSU' does not specify a save 
area aligned to a fullword 
boundary, the processor forces 
correct alignment by replacing the 
two least significant bits of the 
pointer with zeros. 

3. The floating-point masked mode bit 
in the PSH has no effect on the 
saving of the floating-point 
registers. 

4. The IIP bit in the PSW has no 
effect on the saving of the 
scratchpad registers. 
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10. 5. '♦•2 Power Restore 

When power restore occurs, a simple go/no-go self-test of various 
internal buses and registers is performed. If the back-up supply 
voltages to memory were not maintained within margins between 
shutdown and power restore, the first 256 kbytes of memory are 
filled with a data pattern to prevent spurious noncorrectable 
memory error indications, and the general registers, scratchpad 
registers, and floating-point registers are loaded with 
predetermined data. 

The first 256 kbytes of memory are then tested to see if data can 
be held. This test does not modify the data contained in memory. 
Failure of self-test or the memory test causes that test to loop, 
as long as the failure persists. During the test, the processor 
is responsive only to a primary power fail which results in an 
automatic shutdown, and the FAULT lamp on the consolette switch 
panel is on. 

When memory testing is complete, the FAULT lamp is turned off, 
and the state of the optional Loader Storage Unit (LSU) is 
tested. If the LSU is not equipped, it is presumed to be 
disabled. In all cases, bit 1 of the machine malfunction status 
word at physical address X'000040' is set to indicate power 
restore. 



10. 5. «. 2.1 If the LSU is Disabled 

If the back-up voltages to memory were not maintained within 
margins between shutdown and power restore, then memory is 
assumed not to contain valid data. In this case, a PSW status of 
•00008000' (wait bit only) and location counter of 'OOFFFFFE* are 
loaded and displayed on the system console terminal. Manual 
intervention is required tc restart the processor. The Memory 
Voltage Failure (MVF) indication is reset in this case. MVF is 
discussed under the section "If the LSU is Enabled." 

If the back-up voltages to memory were maintained, the data saved 
in the power fail save area by the automatic shutdown procedure 
is reloaded. 

If the data in memory at physical address X'000028' indicates 
that the processor was in console mode when power failed, the 
reloaded PSW is displayed, and communication with the system 
console terminal resumes. 
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If the processor was not in console mode when power failed, bit 
18 of the reloaded PSW is tested. If the bit is set, a machine 
malfunction interrupt occurs. 

If bit 18 of the reloaded FSK is zero, program execution is 
resumed using the reloaded PSW. Note that the state of the wait 
bit (bit 16) of the PSW is tested before executing any 
instruction. 



NOTE 

Data in the Memory Address Translator 
and Selector Channel control registers 
and Writable Control Store is volatile, 
and must te considered invalid 
following any power fail/restore 
sequence. 



10.5.t»,2.2 If the LSU is Enabled 

After the FAULT lamp is turned off, the program in the LSU is 
loaded, and control is transferred to it, using the PSW specified 
in the program. If the memory start address is greater than the 
memory end address specified for the LSU program, the program is 
not loaded, and the console mode is entered. 

A Memory Voltage Failure (MVF) indication is available to the 
processor if memory voltages are not maintained within margins 
between shutdown and power restore. MVF is reset when the 
console mode is entered, or is reset when the Reset Memory 
Voltage Failure (RMVF) Instruction is executed. 

If KVF is indicated following power restore, it is assumed that 
memory does not contain an executable program. The MVF 
indication is retained until reset as described above, even if 
multiple shutdown/power restore sequences occur. Software loaded 
via the optional LSU should execute the RMVF instruction once the 
load is complete and all interrupt new PSWs have been 
established. Proper use of the RMVF instruction prevents a 
potential runaway condition in the event of multiple power 
failures. 



10.5.^.3 Noncorrectable Memory Error 

During write operations to memory, an Error Correcting Code (ECO 
is generated. This code enables the memory system to correct any 
single bit error detected on a subsequent read operation in each 
fullwcrd of memory. If the operation is only a byte or halfword 
write to memory, the memory system reads and updates the error 
correcting code for the fullwcrd of memory that contains the byte 
or halfword that is being written. 
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Each time data is read from memory, the error correcting code is 
re-created and compared to the code generated when data was last 
written to any part of the fullword memory location. If a data 
error is detected, and the error is a single bit error, it is 
corrected transparent to the processor. If, however, a multiple 
bit error is detected, a ueuory malfunction fault is generated, 
since multiple bit errors cannot be corrected. 

Note that data with three or more bits in error may not result in 

a fault. Detection of any error causes a bit to be set in the 

optional error logger for subsequent readout using the REL 
instruction. 

If PSW bit 18 is zero when the error occurs, the error is 
ignored, but is logged in the optional error logger. 

If PSW bit 18 is set, occurrence of a noncorrectable memory error 
causes the current instruction (or the current iteration of an 
interruptible instruction) tc be aborted immediately, and a 
machine malfunction interrupt occurs. Bit 2, 3, or U of the 
machine malfunction status word at physical address X' 000040* is 
set to indicate the reason for the interrupt. The program 
address used for the memory access is stored in the machine 
malfunction address word at physical address X'OOOO'tU'. 

If the error occurs on a data fetch while attempting to load the 
general registers using the LM instruction, the effective second 
operand address calculated at the start of the LM instruction is 
stored in the LM effective address word at physical address 
X'00002C*. This data allows the instruction to be simulated in 
the event specified index registers were modified. 

If the error occurs while fetching an instruction, the old PSW 
location counter, presented to the interrupt service routine, 
points to the first halfword of the instruction being fetched. 

If the error occurs during an auto driver channel operation, 
registers and 1 of the set indicated by the old PSW presented 
to the interrupt service routine contain the PSW for the 
instruction interrupted by the I/O interrupt that activated the 
channel. Register t» of the set indicated contains the address of 
the CCB that was being executed when the error occurred. 

Since the error correcting cede is maintained on a fullword 
basis, if a multiple bit error is detected when a halfword or 
byte of a fullword is read, it is not possible to determine which 
bits are in error. Therefore, a reference to any portion of a 
fullword that contains multiple bit errors may cause a memory 
malfunction, even though the Incorrect bits might not be in the 
portion of the fullword being accessed. (References to memory 
made by look-ahead buffers or caches do not cause memory 
malfunction interrupts until the fullword that is in error is 
actually used by the currently executing instruction.) 
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10.5.i|,i» Nonconfigured Memcry Address 

The processor tests the physical address used for each memory 
access, if PSH bit 18 is set. When access to memory assigned to 
a memory controller physically not in the system is attempted, a 
machine malfunction interrupt occurs. The current instruction 
(or the current iteration of an interruptible instruction) is 
immediately aborted. Bit 5, 6, or 7 of the machine malfunction 
status word at physical address X'00O04O' is set to indicate the 
reason for the interrupt. The program address used for the 
memory access is stored in the machine malfunction address word 
at physical address X'0000i«H'. 

If the error occurs on a data fetch while attempting to load the 
general registers using the LM instruction, the effective second 
operand address calculated at the start of the LM instruction is 

?^00005r" *''%K? ^5*r*^T^ address word at physical address 
X 00002C . This data allows the instruction to be simulated in 
the event specified index registers were modified. 

If the error occurs while fetching an instruction, the old PSW 
location counter, presented to the interrupt service routine, 
points to the first halfword cf the instruction being fetched. 




!!!^"n^l' Register H of the indicated set contains the address of 
the CCB that was being executed when the error occurred. 
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10.5.tl.5 Shared Memory Power Fail Detect (Optional) 

This interrupt can occur only if the processor is equipped with 
the MOS shared memory option. Shared memory power fail detect 
occurs when the early power failure sensor in the shared memory 
power supply detects a low voltage. Each processor attached to 
the shared memory system is interrupted. 

At the end of execution of the current instruction or the current 
Iteration of the current interruptible instruction, a machine 
malfunction interrupt is taken if PSW bit 18 is set. 

Following shared memory power fail detect, software has one 
millisecond before the MOS shared memory system enters a 
power-down or stand-by mode. During this time, any necessary 
housekeeping functions may be performed by system software. 

There is no mechanism to indicate to the processor that shared 
memory power has been restored; however, the following sequence 
may be performed to test for shared memory power: 

1. Store a fullword data pattern in a fullword location in 
shared memory. This pattern may be any data other than 
all zeros or all ones. 

2. Store a different data pattern in the 
next-higher-addressed fullword location in shared 
memory. 

3. Compare the contents of the first fullword location with 
the data pattern stored by step 1. If no error is 
indicated and the patterns are equal, power is applied 
to the shared memory system. 

Note that if the MOS shared memory back-up supply voltages are 
maintained within margins between power fail and power restore, 
data in the shared memory is retained during the power 
fail/restore sequence. This can be determined by software means. 
There is no mechanism, however, to indicate this fact to the 
processor. If the stand-by voltages were not maintained within 
margins, the data is lost. In this case, software in the master 
processor must store a fullword data pattern in each fullword of 
shared memory, initializing the ECC bits to prevent subsequent 
spurious noncorrectable memory error indications. 

An attempt to fetch an instruction or data from shared memory, 
while the memory is in a power-down or stand-by state, results in 
a noncorrectable memory error or nonconfigured memory address 
fault. 
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10.5.5 Input/Output Device (I/O) Interrupts 

10.5.5.1 Priority Levels 

Interrupt requests from I/O devices may occur on any of four 
priority levels. Level is the highest priority level; level 3 
is the lowest priority level. Acknowledgement of interrupt 
requests on the various pricrity levels is enabled by PSW bits 17 
and 20, as shown in the following table: 

PSW BIT 17 PSW BIT 20 MEANING 

All levels disabled 

1 Higher priority levels enabled 

'' All priority levels enabled 

'' 1 Current and higher priority 

levels enabled 

A unique register set is selected for I/O interrupt requests 
acknowledged on each priority level. For example, when an 
interrupt request is acknowledged at priority level 3, register 
set 3 is selected by the processor for handling the interrupt 
request. If the request results in entry to a software interrupt 
service routine, register set 3 is selected by the PSW in effect 
at the time the routine is entered, and information pertaining to 
the interrupt is contained in registers to 3 or to U of that 
set. 

The current priority level is determined by bits 24:27 (the 
register select field) of the current PSW. For example, if set 
3 is currently selected, levels 2, 1, and are higher priority 
levels, and level 3 is the current priority level. If PSW bit 17 
xs zero and PSW bit 20 is set, an I/O interrupt request occurring 
on level 2, 1, or is acknowledged, but a request occurring on 
level 3 is not acknowledged. 

In this example, if PSW bits 17 and 20 are both set (the PSW 
status is X'a830'), the interrupt request on level 3 is also 
acknowledged. 

If a register set other than 0, 1, 2, or 3 is selected by the 
current PSW, all I/O interrupt requests are considered to be 
higher-priority requests, and will be acknowledged if either PSW 
bit 17 or bit 20 is set. 

If the current PSW selects register set 4, 5, 6, or 15, all 
interrupt levels are considered to be higher priority levels. 
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Enabling of interrupts on the various levels is shown in detail 

in Table 10-1. When an interrupt request occurs, but is not 

acknowledged by the processor, the request remains queued until 
one of the following occurs: 

1. The interrupt request is acknowledged by the processor 
when enabled by the current ESW. 

when enabled by the current FSW, 

2. The interrupt request is programmed reset by the 
software. 

3. System initialization occurs. 

When the processor acknowledges an I/O interrupt request, the 
result may be either an auto driver channel operation, or an 
immediate interrupt. In either case, the register set associated 
with the priority level, on which the interrupt is acknowledged, 
is used in processing the interrupt. 

For further information on programming a device interrupt request 
reset, refer to the programming manual for the specific device. 
This feature is not available for all I/O devices. 

10.5.5.2 Immediate Interrupt - Auto Driver Channel Operation 

An interrupt request by an I/O device at one of the four 
interrupt priority levels is acknowledged only when interrupts 
are enabled for that level, as defined by the status of PSW bits 
17 and 20, and the selected register set. 
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TABLE 10-1 INTERRUPT PEICRITY LEVEL/REGISTER SET SUMMARY 
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The processor recognizes I/C interrupts between the execution of 
instructions, or at the end of an iteration of an interruptible 
instruction. When an I/O interrupt is recognized, the following 
actions occur; 

1. The current PSW is saved in registers and 1 of the new 
set selected by the interrupt level. (PSW bits 0:31 are 
saved in register and bits 32:63 in register 1.) 

2. The PSW status word is loaded with the value 
Y'0OO028N0', where N specifies the new register set. 
This status enables higher level I/O interrupts and 
machine malfunction interrupts. Also note that memory 
address translation is disabled. 

3. The I/O interrupt request is acknowledged and reset. 
The address of the interrupting device is placed in 
register 2 of the selected set. The status byte from 
the interrupting device replaces the contents of 
register 3. The device number and status are placed in 
the least significant bit positions in the register; the 
most significant bits are forced to zero. The four 
least significant bits of the status of the interrupting 
device are placed in the condition code. 

4. The device number is added twice to X'OOOODO* (the start 
of the interrupt service pointer table) to obtain the 
address within the table that corresponds to the 
interrupting device. The contents of this halfword of 
memory are fetched and examined to see if the interrupt 
is to be treated as an immediate interrupt or as an auto 
driver channel operation. If bit 15 of the halfword is 
zero, an immediate interrupt is required. If bit 15 of 
the halfword is one (the halfword is odd), an auto 
driver channel operation is required. If the interrupt 
is an immediate interrupt, the value in the table 
becomes the location counter portion of the current PSW. 
If the interrupt is an auto driver channel operation, 
then the least significant bit of the halfword is 
replaced by zero and the resulting value is placed in 
register 4 of the selected set. The auto driver channel 
is then activated. 
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10.5.6 Simulated Interrupt 

The simulated interrupt results from executing a Simulate 
Interrupt (SINT) instruction when PSH bit 23 is zero. SINT is a 
privileged instruction, and may not be executed when PSW bit 23 
is set. 

Execution of the SINT instruction causes the processor to 
simulate acknowledgement of an enabled I/O interrupt request from 
an external device. The device address and interrupt level for 
the simulated interrupt are specified by the operands of the SINT 
instruction. 

The states of PSH bits 17 and 20, normally used to enable and 
disable the various I/O interrupt levels, are ignored by the SINT 
instruction. For purposes of the simulated interrupt, I/O 
interrupts at all priority levels are assumed to be enabled. No 
pending device interrupt request is actually acknowledged by the 
processor as a result of executing the SINT instruction. With 
the exception of the differences described here, the simulated 
interrupt request is handled as detailed in Section 10.5.5. 

CAUTION 

DUE TO THE FACT THAT THE SINT INSTRUCTION 
IGNORES THE STATES OF PSH BITS 17 AND 20, IT 
SHOULD BE USED CAREFULLY BY PROGRAMS WHICH 
RUN IN REGISTER SETS 0, 1, 2, OR 3. FOR 
EXAMPLE, IF A PROGRAM EXECUTING IN REGISTER 
SET 2 ENABLES ONLY HIGHER-LEVEL INTERRUPTS, 
DATA IN THE REGISTERS OF SET 2 ARE NOT 
NORMALLY SUBJECT TO CHANGE AS A RESULT OF AN 
I/O INTERRUPT. HOWEVER, IF THE PROGRAM 
EXECUTING IN REGISTER SET 2 DOES A SINT 
CAUSING INTERRUPT LEVEL 3 (AND REGISTER SET 
3) TO BE SELECTED, THE NEW PSH LOADED BY THE 
PROCESSOR CAUSES INTERRUPTS AT LEVELS 2, 1, 
AND TO BE ENABLED. IF AN I/O INTERRUPT 
REQUEST AT LEVEL 2 OCCURRED, IT HOULD BE 
HONORED, CAUSING REGISTERS 0, 1, 2, AND 3 
(AND PERHAPS 4) OF SET 2 TO BE OVERWRITTEN. 

IF THESE REGISTERS ARE NOT STORED BEFORE THE 
SINT INSTRUCTION IS EXECUTED, DATA IN THE 
REGISTERS IS LOST, AND SYSTEM SOFTWARE COULD 
BE LEFT IN AN INDETERMINATE STATE. 

The simulated interrupt is a software interrupt. 
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10.5.7 System Queue Service (SQS) Interrupt 

When any of the instructions listed below is executed, as the 
instruction completes, bit 22 of the new PSW loaded by the 
instruction is tested. If the bit is zero, the SQS interrupt is 
disabled, and program execution continues according to the new 
PSW leaded. 

MNEMONIC MEANING 

EPSR Exchange Program Status Register 

LDPS Load Process State 

LpSW Load Program Status Word 

LPSWR Load Program Status Word Register 

If bit 22 of the new PSW loaded by any of these instructions is 
set, the state of the system queue (whose physical address is 
found at physical location X'OOOOSO') is tested. The system 
queue is assumed to be maintained according to the circular list 
format. The number used field is fetched from the list header. 
If this field contains zero, the system queue is assumed to be 
empty, and program execution continues according to the new PSW 
loaded. 

If the number used field for the system queue is not zero when it 
is tested, the following actions are taken to cause an SQS 
interrupt: 

1. The current PSW, which was loaded by execution of one of 
the listed instructions, is stored in registers 14 and 
15 of the set selected by the SQS intierrupt new PSW 
found in memory at physical address X'000088'. 

2. Register 13 of the selected set is loaded with the 
address of the systerti queue. 

3. The SQS interrupt new PSW becomes the current PSW, 

If the SQS interrupt occurs as a result of executing an EPSR 
instruction, the old PSW location counter presented to the 
interrupt service routine in register 15 points to the 
instruction following the EPSR instruction. If the interrupt 
occurs as a result of executing any of the other listed 
instructions, the old PSW location counter contains the value 
loaded by the instruction causing the interrupt. 

Items may be added to the system queue while the SQS interrupt is 
enabled or disabled. The Add to Top of List (ATL) and Add to 
Bottom of List (ABL) instructions are normally used for this 
purpose. The fact that the items have been added to the system 
queue is recorded in the list header. Only when a new PSW is 
loaded which enables the SQS interrupt, is the state of the queue 
tested, and an interrupt allowed. 
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The system queue has a niaxiniuin size, as determined by the list 
header established by system software. If an attempt is made to 



add an item to the queue when it is already full, the data may 
lost. This could result in system software being left in 
indeterminate state. 



be 
an 



Note that the address of the system queue contained in the system 
queue pointer must be aligned to a fullword boundary. 

See Section 10.6 on Status Switching Instructions for a 
description of the EPSE, LDPS, LPSW, and LPSWR instructions. 

The SCS interrupt is a deferred synchronous software interrupt. 
10.5.8 Supervisor Call (SVC) Interrupt 

In^tr-^"?^''^^?'' ^^^^ ^^^^^ interrupt occurs when the SVC 
instruction is executed. This instruction and the resulting 

^v^f »''''^;''°''^'^^ ^ "^^"^ ^°^ ^'^^ program to communicate wit? 
system software. 

fclloAll ,ctlcns?''"""°" '' «-"«^' th- processor takes the 

1. The current PSW is saved in registers U and 15 of the 
set selected by the SVC interrupt new PSW found in 
memory at physical address X'000098'. 

2. Hegister 13 of the selected set is loaded with the 
ettectlve second operand address calculated for the SVC 
instruction executed. This is normally the address of 
an SVC parameter block, aligned to a fullword boundary. 

3. The SVC interrupt new PSW becomes the current PSW, with 
a new location counter value chosen from the ordered 
list of halfwords at physical location X'9C'. 

The old PSW location counter presented to the interrupt service 

SV?inL '","''"'"" 15 Points to the instruction fonowfno th^ 
a ¥ c instruction . — 

The SVC interrupt is a software interrupt and cannot be disabled. 
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10.5.9 System Breakpoint Interrupt 

A system breakpoint results if a Breakpoint (BRK) instruction is 
executed when PSW bit 23 is zero. BRK is a privileged 
instruction, and may not be executed when PSH bit 23 is set. 

Execution of the BRK instruction causes the processor to enter 
the console mode. In this mode, the processor is dedicated to 
communication with the system console terminal. Various 
registers and memory locations may be examined or modified by the 
user from the system console terminal while in this mode. 

When the BRK instruction is executed, no registers or memory 
locations are modified. The ESH status and location counter are 
not modified by the BRK instruction. The location counter, at 
entry to the console mode, points to the BRK instruction. 

When the run mode is entered from the console mode, PSW bit 16 is 
forced to zero, so that an instruction is fetched and executed. 
If the run mode is entered immediately after a BRK instruction is 
executed, the same BRK instruction results in another system 
breakpoint. 

The system breakpoint interrupt is a software interrupt. 

10.5.10 Arithmetic Fault Interrupt 

The arithmetic fault interrupt results from either a fixed-point 
or a floating-point arithmetic operation, when the magnitude of 
the result is too large to be represented within the required 
number of bits. Division by zero is a special case and always 
results in an arithmetic fault interrupt. Interrupts for any of 
these reasons cannot be disabled. 

Floating-point underflow occurs when the normalized result of a 
floating-point load, conversion, or other arithmetic operation is 
not zero, but is so small that it cannot be represented within 
the floating-point number system defined for the processor. 

If PSW bit 19 is zero when floating-point underflow occurs, no 
arithmetic fault interrupt results. In this case, the result of 
the operation is set to "true zero". This means that every bit 
of the result is forced to zero as the result is copied to its 
destination. If PSW bit 19 is set when floating-point underflow 
occurs, an arithmetic fault interrupt does occur. 
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When an arithmetic fault interrupt occurs, the following actions 
are taken: 

1. The instruction causing the interrupt is aborted before 
the data in any register or memory location is modified. 

2. The current PSW is stored in registers 14 and 15 of the 
set selected by the arithmetic fault interrupt new PSW 
found in memory at physical address X'000048'. 

3. Register 13 of the selected set is loaded with a code to 
indicate the reason for the interrupt; 

CODE PEASON FOR INTEBROPT 

Fixed-point division by zero 

1 Fixed-point quotient overflow 

2 Floating-point division by zero 

3 Floating-point exponent underflow 

4 Floating-point exponent overflow 

^, Register 12 of the selected set is loaded with the 
address of the instruction following the instruction 
causing the interrupt. 

5. The arithmetic fault interrupt new PSW becomes the 
current PSW. 

The old PSW location counter presented to the interrupt service 
routine in register 15 points to the instruction that caused the 
interrupt. 

10.6 STATUS SWITCHING INSTRUCTIONS 

Status switching instructions provide for software control of the 
system's interrupt structure. They also allow user-level 
programs to communicate efficiently with control software. All 
status switching instructions, except the supervisor call 
instruction, are privileged operations; therefore, all interrupt 
handling routines must run in the supervisor mode. 

The status switching instructions described in this section are: 

10.6.1 LPSW Load Program Status Word 

10.6.2 LPSHR Load Program Status Word Register 

10.6.3 EFSR Exchange Program Status Register 
10. 6. a SINT Simulate Interrupt 

10.6.5 SVC Supervisor Call 

10.6.6 BRK System Breakpoint 

10.6.7 PSF Privileged System Function 
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10.6.1 Load Program Status, Word (LPSW) 

Assembler Notation Oc-Code Format 

LPSW D2(X2) C2 RX1,RX2 

LPSW A2(FX2,SX2) C2 RX3 

Operation 

The 6t«-bit second operand replaces the current PSW. 

Condition Code 

Determined by the new PSW (bits 28:31). 

Programming Notes 

The R1 field of this instruction must be zero. 

The second operand must be aligned to a fullword boundary. 

This instruction is a privileged operation. 

This instruction may be used to change register sets. The new 
set becomes active for execution of the next instruction. 

If bit 22 of the new PSW is set, the state of the system queue is 
tested. If the queue is nonempty, a System Queue Service (SQS) 
interrupt occurs. In this case, the newly loaded PSW is saved as 
the old PSW when the SQS interrupt occurs. 
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10,6,2 Load Program Status Word Register (LPSHB) 

Assembler Notation Op-Code Format 

LPSWR R2R2 18 RR 



Operation 

The contents of the register specified by R2 replace bits 0:31 of 
the current PSW. The contents' of the register specified by R2+1 
replace bits 32:63 of the current PSM. 



Condition Code 

Determined by the new PSW (bits 28:31). 

Programming Notes 

The R1 field of this instruction must be zero. 

The R2 field of this instruction must specify an even-numbered 
register. 

This instruction may be used to change register sets. The new 
set becomes active for execution of the next instruction. 

This instruction is a privileged operation. 

If bit 22 of the new PSW is set, the state of the system queue is 

tested. If the queue is nonempty, a System Queue Service (SQS) 

interrupt occurs. In this case, the newly loaded PSW is saved as 
the old PSW when the SQS interrupt occurs. 
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10.6.3 Exchange Program Status Register (EPSR) 

Assembler Notation Op-Code Format 

EPSR R1,R2 95 RR 



Cpetation 

Bits 0:31 of the current PSW replace the contents of the register 
specified by R1. The contents of the register specified by R2 
then replace bits 0:31 of the current PSW. 



Condition Code 

Determined by the new PSW (bits 28:31). 

Programming Notes 

R1 and R2 may specify any general-purpose registers. 

If R1 and R2 specify the saire register, bits 0:31 of the current 
PSW are copied into the register specified by R2/ but otherwise 
remain unchanged. 

This instruction may be used to change register sets. The new 
set becomes active for execution of the next instruction. 

This instruction is a privileged operation. 

If bit 22 of the new PSW is set, the state of the system queue is 
tested. If the queue is nonempty, a System Queue Service (SQS) 
interrupt occurs. In this case, the newly loaded PSW is saved as 
the old PSW when the SQS Interrupt occurs. 
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10.6, i* Simulate Interrupt (SINT) 

Assembler Notation Og-Code Format 

SINT I2(X2) E2 RI1 

SINT R1,I2(X2) E2 RI1 

Operation 

The least significant 10 bits of the second operand are presented 
to the interrupt handler as a device number. The device number 
is used to index into the interrupt service pointer table, 
simulating an interrupt request from an external device. The 
result is either an immediate interrupt or an auto driver channel 
operation. 

Condition Code 

Determined by the status of the addressed device, in the case of 
the immediate interrupt, or set by the auto driver channel at 
termination. 

Programming Notes 

If the El field of this instruction is not specified or contains 
zero, it is assumed that an interrupt from level is required, 
and register set is selected. 

If the R1 field of the instruction is nonzero, the least 
significant a bits of the register specified by R1 designate the 
new register set, and consequently the new interrrupt level. 

This instruction is a privileged operation. 

This instruction causes the processor to load registers through 
3, or through 4, of the new set as for a real interrupt 
request. 

During the execution of this instruction, the device is addressed 
and the status byte is returned in register 3 of the new set. 

If the specified device does not respond to the status request, 
register 3 of the new set contains X'00000004' due to time-out. 
If an immediate interrupt Is being simulated, the V flag is also 
set in the condition code as a result of the time-out. 

The SINT instruction does net cause any pending interrupt to be 
acknowledged. 
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10. 6. E Supervisor Call (SVC) 

Assembler Notation Oc-Code Format 

SVC N,D2(X2) F,1 RX1, RX2 

SVC N,A2(FX2,SX2) El RX3 



Operation 

The second operand (normally the program address of an SVC 
parameter block) replaces bits 8:31 of register 13 of the set 
designated by the supervisor call new PSW status. Bits 0:7 of 
this register are forced to zero. The current PSW replaces the 
contents of registers 14 and 15 of that set. The fullword 
quantity located at X'000098' in memory replaces bits 0:31 of the 
current PSW. The a-bit N field is doubled and added with 
X'00009C'. The half word quantity located at the resultant 
address becomes the current location counter. 



Condition Code 

Determined by the new PSW (tits 28:31). 

Programming Note 

This instruction provides a means to switch from the protect mode 
to the supervisor mode. It is used by a program running under an 
operating system to initiate certain functions in the supervisor 
program. The second operand address is normally a pointer to the 
memory location of parameters needed by the supervisor program to 
perform the specified function. Such a pointer must indicate a 
parameter block aligned to a fullword boundary. The type of 
supervisor call is specified in the N field of the instruction. 
Sixteen different calls are provided for. Return from the 
supervisor is made by executing an IPSWR instruction specifying 
the stored old PSW in registers ^^ and 15 of the set selected by 
the Supervisor Call interrupt new PSH (LPSWR R14). 



29-747 EOO 4/81 10-43 



10.6.6 System Breakpoint (ERK) 

Assembler Notation Op-Code Format 

Operation 

The BEK instruction causes the processor to enter the console 
mode. 

Programming Notes 

The location counter is not incremented. 

This instruction is a privileged Instruction. 
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10.6.7 Privileged System Function (PSF) 

Assembler Notation Op-Code Format 

PSF N,D2(X2) DF RX1,RX2 

PSF N,A2(FX2,SX2) DF RX3 

Operation 

The PSF instruction may perform any one of 16 functions, as 
specified by the value contained in the N field. The assembler 
recognizes extended mnemonics which cause the proper value to be 
specified in the N field of this instruction. The nature of the 
specified function may vary from processor to processor. The 
following paragraphs detail PSF operations performed by this 
processor. 



VALUE OF N MNEMONIC MEANING 

REL Read Error Logger 

1 LPSTD Load Process Segment Table Descriptor 

2 LSSTD Lead Shared Segment Table Descriptor 

3 STPS Store Process State 
i| ICPS Lead Process State 

c ISSV Save Interr uptible State 

6 ISRST Restore Interruptible State 

7 XSTB Store Byte, no ECC 

8 RMVF Reset Memory Voltage Failure 



Programming Notes 

This instruction Is a privileged Instruction. 

PSF functions selected by values of N other than those listed 
above are undefined for this processor and result in an illegal 
instruction interrupt. 
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10.6.7.1 Bead Error Logger (BEL) 
Assembler Notation Op-Code 

EEL B2 DFO 

Operation 



Format 



BX1 



(see programming notes) 



The register specified by R2 contains an error logger address as 
shown below. If bit 19 of the specified error logger address Is 
zero, the 16 error logger bits at this address are read. These 
bits correspond to memory data errors detected since the error 
logger bits at that address were last read. 

If bit 19 of the error logger address is set, the error logger 
status register is read. Eit 16 of this data is one if errors 
were detected since the status was last read; otherwise, bit 16 
of this data is zero. 

Data read from the error logger replaces the contents of the 
register specified by E2+1. Bit 16 of the data is copied to the 
L flag in the condition code. Once the data has been read from 
the error logger location, data at that location is set to zero. 



7 8 9 10 



RESERVED 



13 14 1516 18 19 20 



M 



31 



RESERVED 



BITS MNEMONIC 

00:07 Beserved 
08:13 H 
14:15 C 

16:18 S 
19 X 

20:31 Reserved 



USE 

Must be zero. 

Selects one 256 kb memory array. 

Selects one of the four columns within the 
memory array. 

A syndrome code, modulo 8. The 16 error 
logger bits at a corresponding syndrome 
address are read if the X bit is zero. 

If this tit is set in the error logger 
address, error logger status is read. The C 
and S fields are ignored in this case. 

Must be zero. 
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The format of the data read from the error logger is shown below. 
S(n) is the bit in the error logger at the address corresponding 
to the specified syndrome cede plus n« 



62S 



15 16 



31 



Sp Si Sq 



There may be multiple error loggers in the system, each uniquely 
accessible via the M field of the REl error logger address. The 
following paragraphs describe the relationship between an area of 
memory and the associated errcr logger. 

There is an error logger for each memory bank. The bank also 
consists of a bank controller and at least one main memory 
storage module (STM). For this processor, there is only one bank 
within a given memory block. The memory block is noninterleaved. 

The lowest-addressed byte within a memory block is located on a 
1-megabyte boundary. There may be more than one memory block 
within the system. The primary (lowest-addressed) memory block 
is labeled Block 0. Memory within the block is configurable in 
minimum increments of 256 kt. In a system with both local and 
shared memory, local memory occupies low address space. Local 
memory cannot occupy the same memory block as shared memory. 

Condition Code (after reading error logger status) 



C V G L 

X X X 
XXXI 



No new error bits in selected bank 

At least one new error bit in selected bank 



29-747 ROO 4/81 



10-47 



Programming Notes 

This Instruction is a privileged instruction. 

The R2 field of this instruction must specify an even-numbered 
register* 

Reading error logger status sets the error bit to zero, but does 
^hLoc!"^^^''^^'' ^^^"^ ^^^ ^^'^"'^ ^°^'^'^ ^i^= ^t any syndrome 

a. Q Q E€ SS • 

REL is assembled as an RX1 format instruction, in which the 
displacement field is always 2ero. 

REL is an extended PSF mnemonic. 

If the error logger is not equipped, undefined data is returned 
by this instruction. 

Refer to the Processor Maintenance Manual for further details of 
error logger operation. 

PROGRAMMING EXAMPLE: REL 




requires that location MEMTOP contain the address of the last 
byte in memory. For the example, MEMTOP contains Y»003FFFFF' for 
a 4 Mb memory configuration. 



Location Contains 



1000 


C820 


0010 


1004 


C800 


1000 


1008 


DFOO 


0000 


100C 


0A02 




100E 


DFOO 


0000 


1012 


0A02 




1014 


DFOO 


0000 


1018 


0A02 




101A 


DFOO 


0000 


101E 


FAOO 


OOOF 


102U 


5500 


1090 


1028 


a280 


1008 



Asscnbler Notation 

LHI E2,X'10' 

LHI R0,X'1000' 

LAE1 REL BO 

AR R0,R2 

REL PO 

AR R0,R2 

BEL RO 

AB R0,R2 

8EL ED 

AI RO,Y'FFFDO* 

CL RO, MEMTOP 

BL LABI 



Comments 

BANK INCREM 
X BIT, LOGG 
READ BANK 
ADVANCE TO 
READ BANK 1 
ADVANCE TO 
READ BANK 2 
ADVANCE TO 
READ BANK 3 
ADVANCE TO 
BOUNDARY, S 
PAST TOP OF 
BRANCH: NO 



ENT 

ER BANK 

STATUS REG 
BANK 1 

STATUS REG 
BANK 2 

STATUS REG 
BANK 3 

STATUS REG 
NEXT 1 MB 

BANK 

PHYS MEMORY 



At this time, the error logger error status bits are zero for all 
loggers associated with memory from address X'OOOOOO' throuah the 
address value contained in MEMTOP. 



lo-ae 
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The following example shows how to create a new error indication 
in an error logger. On entry, R6 contains the running PSM, with 
bit 18 forced to zero. This ESW is used to allow errors to be 
logged without causing a machine malfunction interrupt. 



Location Contains 



Afisemblet Notation 



1200 


5821 


0000 


i2oa 


0802 




1206 


C700 


0001 


120A 


DF71 


000 3 


120E 


9556 




1210 


5831 


0000 


12ia 


9565 




1216 


5020 


0000 



L 

LE 

XHI 

XSTE 

EFSB 
L 

EFSB 
ST 



E2,0(B1) 
R0,B2 
R0,1 
3(R1) 

B5,B6 
R3,0{E1) 
R6,R5 
R2,0(R1) 



Comments 

GET MEMORY DATA FULLWORD 
COPY FOR XSTB 
CHANGE LS BIT 
STORE LS BYTE OF FULLWORD 
WITH SINGLE-BIT ERROR 
ZERO PSW BIT 18 (MMF) 
READ, CREATE ERROR 
RESTORE ENTRY PSW 
RESTORE MEMORY DATA 



If the preceding sequence is used with a program address 
corresponding to Bank of the memory block under test, and if 
the error is shown also in Bank 3, the block is not interleaved. 
If the error is not shown in Bank 3, but is shown in Bank 1, then 
the block is 2-way interleaved; otherwise, the block is t^-way 
interleaved. Note that once the error logger status is read and 
the error is shown to have been detected, the status bit is set 
to zero. This requires that the error be re-created before 
continuing the sequence. A similar technique may be used to 
determine the amount of memcry in each bank of an error logger. 
The error is created at the lowest 1 Mb boundary in the bank. 
The next 1 Mb boundary of the bank is tested for the error. If 
the error bit is set, that address space belongs to the error 
logger being interrogated. When the error disappears, a new 
memory block may have been entered. Note that "address wrap" may 
occur if an address larger than the configured memory size is 
used. This may be detected by interrogating the logger at the 
same hank of Block 0. 
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10.6.7.2 Load Process Seginent Table Descriptor (LPSTD) 

Assembler Notation Og-Code Format 

LPSTD D2(X2) CFI BX1,RX2 

LPSTD A2(FX2,SX2) DF1 RX3 

Operation 

The second operand address points to a fullword Process Segment 

Table Descriptor (PSTD), which has the following format: 



2231 
1 



M 



14 



SEGMENT TABLE SIZE 



15 31 



SEGMENT TABLE ADDRESS 



Bits 0:1 Are reserved, and must be zero. 

Bits 2•.^^ contain the number of doubleword entries in the 

Process Segment Table, minus one. This number 
defines the Maxinum Valid Program Address (MVPA) for 
the executing program (process). 

Bits 15:31 Contain the absolute address of the Process Segment 
Table in main neuory, divided by 128. 

The data in the Process Segment Table is used in translation of 
program addresses from program to physical address space when PSM 
bit 21 is set. 



Condition Code 
Unchanged 

Programming Notes 

The operand address must be aligned to a fullword boundary. 

The LPSTD instruction may be executed regardless of the state of 

iroW DxT ^1« 

The new Process Segment Table is available for execution of the 
next instruction which is executed with PSM bit 21 set. 

This instruction is a privileged instruction. 

LPSTD is an extended PSF mnemonic. 
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10.6.7.3 Load Shared Segment Table Descriptor (LSSTD) 



Assembler Notation 



LSSTD 
LSSTD 



D2(X2) 
A2(FX2,SX2) 



Op-Code 

CF2 
CF2 



Format 

BX1,RX2 
RX3 



Operation 

The second operand address points to a fullword Shared Segment 
Table Descriptor (SSTD), which has the following format; 



2231 

1 2 



14 15 



31 



m 



SEGMENT TABLE SIZE 



SEGMENT TABLE ADDRESS 



Bits 0;1 Are reserved, and must be zero. 

Bits 2:11 Contain the number of doubleword entries in the 
Shared Segment Table, minus one. 

Bits 15:31 Contain the absolute address of the Shared Segment 
Table in main memory, divided by 128. 

The data in the Shared Segment Table is used in translation of 
program addresses from program to physical address space when PSW 
bit 21 is set, if the Process Segment Table entry specifies that 
the segment is shared. 



Condition Code 
Unchanged 

Programming Notes 

The operand address must be aligned to a fullword boundary. 

The LSSTD instruction may be executed regardless of the state of 
PSW bit 21. 

The new Shared Segment Table is available for execution of the 
next instruction which is executed with PSW bit 21 set. 

Following an LSSTD instruction, the Process Segment Table 
Descriptor must be loaded, using the LPSTD or LDPS instruction, 
before attempting MAT translation with the newly defined shared 
segment table. 

This instruction is a privileged instruction. 

LSSTD is an extended PSF mnemonic. 
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10. 6. 7. a Store Process State (STPS) 

JLgsembler Notation Oc>Code Format 

STPS D2{X2) CF3 pyi BX9 

STPS A2(FX2,SX2) EF3 RX3 

Operation 

The process state, defined by the old PSW in registers 14 and 15 
Of the current set, is saved in the area of neniory ^hose startina 
for™:*: '' ^^-=i^i«<i ^y the operand. The area has thrfolloJing 

lORWA L OFFSET (BYTES) STOfiED DATA 

^""^ Process PSW 

^""^"^ Reserved - not used 

^^"^^ Process general registers 

^^"''^^ Process interruptible state 

'^^^^'^^^ Single- and double-precision 

floating-point registers 

Condition Code 
Unchanged 

Programming Notes 

The operand address must be aligned to a fullword boundary. 

This instruction is a privileged instruction. 

STPS is an extended PSF mnemonic. 

The process general register set is specified by the old PSW in 
register 14 when this instruction is executed. 

interruDj?b?f !t^!T^^^^^" ^" register m is zero, the process 
xnterruptible state is not saved, and the save area is comDact«.rt 
accordingly. In this case, the process- floating-point registers 
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10.6.7.5 Load Process State (LDPS) 

Assembler Notation Oc-Code Format 

LDPS D2(X2) DFU RX1,RX2 

LDPS A2(FX2,SX2) DFU RX3 



Operation 

Data from the area of memory specified by the operand replaces 
the current process state. The area has the following format: 

NORMAL OFFSET (BYTES) STORED DATA 

0-7 Process PSW 

8-11 Process segment table descriptor 

12-75 Process general registers 

76-139 Process interruptible state (if 

bit ia in saved PSW is set) 

140-235 Process single-precision and 

double-precision floating-point 
registers (if bit 13 in saved 
PSW is zero) 

The new PSW at the operand address specifies the general register 
set which is loaded from the save area. If bit 14 of the new PSW 
is set, the interruptible state is loaded from the save area. If 
bit 1 3 of the new PSW is zero, and the processor is equipped with 
floating-point registers, then the single- and double-precision 
floating-point registers are loaded from the save area. If bit 
21 of the new PSW is set, the Process Segment Table Descriptor is 
loaded. Finally, the new PSW at the operand address becomes the 
current PSW. 



Programming Notes 

The operand address must be aligned to a fullword boundary. 

This instruction is a privileged instruction. 

LDPS is an extended PSF mnemonic. 



29-747 ROO 4/81 10-53 



If bit 14 of the new PSW is zero, the process interruptible state 
is not loaded, and the save area is assuned to be compacted 
accordingly. In this case, the process' floating-point registers 
are loaded from memory beginning at an offset of 76 bytes from 
the specified operand address. 

If bit 13 of the new PSH is set, or if the processor is not 
equipped with floating-point registers, the process* 
floating-point registers are not loaded, and the save area is 
assumed to be compacted accordingly. 

If bit 22 of the new PSW is set, the state of the system queue is 

tested before testing the wait bit (bit 16). If the queue is 

nonempty, a System Queue Service (SQS) interrupt occurs. In this 

case, the newlyloaded PSW is saved as the old PSW when the SQS 
interrupt occurs. 

The state of the wait bit (PSW bit 16) is tested before the next 
instruction is executed. 

The process register set is selected in order to load the process 
general registers. All data is fetched from the save area before 
the process PSW is loaded. If a fault occurs during the 
execution of this instruction, one or more of the specified 
registers may have been modified. The old PSW presented to the 
fault interrupt service routine in register 14 may select the 
general register set specified by the process PSW in the save 
area, but is otherwise the same as the PSW in effect when this 
instruction is fetched and executed. The old PSW location 
counter presented to the interrupt service routine in register 15 
points to the LDPS instruction. 
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10.6.7.6 Save Interruptible State (ISSV) 



Assembler Notation Op-Code Format 

ISSV B2(X2) DF5 RX1,RX2 

ISSV A2(FX2,SX2) DF5 HX3 



Operation 

The contents of the interruptible instruction scratchpad 
registers are stored in the 16 fullwords of memory starting at 
the address specified by the operand. 



Condition Code 
Unchanged 

Programming Notes 

The operand address must be aligned to a fullword boundary. 

This instruction is a privileged instruction. 

ISSV is an extended PSF mneironic. 
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10.6.7.7 Restore Interruptible State (ISRST) 

Assembler Notation Og-Code Format 

ISRST D2(X2) EF6 RX1,RX2 

ISBST A2(FX2,SX2) DF6 RX3 

Operation 

The Interruptible Instruction scratchpad registers are loaded 
from the 16 fullwords in meaory starting at the address specified 
by the operand. 

Condition Code 
Unchanged 

Programming Notes 

The operand address must be aligned to a fullword boundary. 

This instruction is a privileged instruction. 

ISRST is an extended PSF mnemcnic. 
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10.6.7.8 Store Byte, No ECC (XSTB) 

Assembler Notation OcCode Format 

XSTB D2(X2) DF7 RX1,fiX2 

XSTB A2(FX2,SX2) EF7 RX3 

Operation 

The contents of bits 2a:31 of general register are stored in 
memory at the address specified by the operand, without changing 
the error correction code bits for the specified memory location. 

Condition Code 
Unchanged 

Programming Notes 

This Instruction is a privileged instruction. 

XSTB is an extended PSF mnemonic. 

This instruction may be used in conjunction with the read error 
logger instruction to test the operation of the Error Correction 
Codes (ECC). 
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10.6.7.9 Reset Memory Voltage Failure (RMVF) 

Assembler Notation Op-Code Format 



KKVF DF8 RX1 

(See programming notes) 



Operation 

The processor's internal Menory Voltage Failure (MVF) indication 
is reset. The MVF indication is set only as a result of the 
voltages to main memory not being maintained within acceptable 
margins during a power fail/restore sequence. 



Condition Code 
Unchanged 

Programming Notes 

This instruction should be executed by software loaded via the 
optional LSU, after all interrupt new PSWs have been established. 
Proper use of this instruction prevents a potential runaway 
condition in the event of multiple power fail/restore sequences. 

MVF is reset by the processcr when the console mode is entered. 

This instruction is a privileged instruction. 

RMVF is an extended PSF mneaonic. 

RMVF generates an RX1 fcrnat instruction, in which the 
displacement field is always zero. 
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CHAPTER 11 
MEMCRX MANAGEMENT 



11.1 INTRODUCTION 

The Memory Address Translator (MAT) supports; 

2^^ byte (16 Mbyte) physical address space 

2^^* byte (16 Mbyte) program address space 

Segmentation 

Shared segments 

Read, write, and execute protection 

H levels of hardware controlled access to segments 

Figure 11-1 provides a block diagram of the data structures 
required for various types of translation from program to 
physical address space. 

Program address space consists of all memory addresses which may 
be specified by the executing program. Physical address space 
consists of all addresses resulting from translation of program 
addresses to addresses corresponding to actual memory locations. 
The Memory Address Translator (MAT) performs the translation as 
detailed in Figure 11-1 and in the following paragraphs. 

The segment number field of the program address is used as an 
index into the process segment table to select a segment table 
entry. The segment table entry points either to a segment or the 
shared segment table. (See Figure 11-1.) 

If the segment table entry points to the segment, then the offset 
selects the desired address relative to the beginning of the 
segment. 

If the segment table entry points to a shared segment table, the 
value is used as an index relative to the beginning of the shared 
segment table where a segment table entry for the segment can be 
found. The segment table entry in the shared segment table 
cannot point to a shared segment table. 
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Figure 11-1 Memory Address Translation 
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11.2 ADDRESS SPACE 

This processor supports management of a 2^^ byte physical or 
program address space. When physical or program addresses are 
manipulated, they are treated, as 24-bit quantities. In general, 
32-bit quantities are available to the processor for address 
calculation. When intermediate calculations are complete, bits 
through 7 of the 32-bit effective result are forced to zero or 
discarded, giving a calculated address 2U bits in length, which 
occupies bits 8 through 31 of the 32-bit effective result. 

In some instances, an address consisting of less than 2U bits may 
be used by the processor. Such an address is extended to 24 bits 
in length by forcing the higher-order bits to zero. 

11.2.1 Physical Address Space 

The Hemory Address Translator (MAT) is disabled when PSW bit 21 
is zero. When the MAT is disabled, any of the 2^^ byte maximum 
available memory may be directly accessed. In those cases where 
less than 2^^ bytes of memory are configured, a machine 
malfunction fault condition is likely to occur as a result of 
attempting to access memory outside the available limits. 

11.2.2 Program Address Space 

The Memory Address Translator (MAT) is disabled when PSW bit 21 
is zero. When enabled or disabled, the MAT may be programmed so 
that when translation is enabled, it is possible for a program to 
run in a maximum program address space of 2^^ bytes. Program 
addresses generated during the execution of such a program are 
translated to physical addresses used in accessing memory by the 
MAT. 

If a program address space of less than 2^^ bytes has been 
created, and a program address is generated which is outside the 
limits of the program address space, a Memory Address Translator 
fault occurs. 

The MAT, when properly programmed, allows simultaneous execution 
of concurrent processes while protecting each process from 
interference by the other processes in the system. Violation of 
any of the enabled protection mechanisms causes a Memory Address 
Translator fault to occur. A description of such faults may be 
found in the section on Memory Address Translator Faults in this 
chapter . 

If a physical address space of less than 2^^ bytes exists, and 
program address translation by the MAT results in a physical 
address which is outside the limits of physical address space, a 
machine malfunction fault condition is likely to occur. Proper 
programming of the MAT causes a program address which would 
result in such a physical address to be intercepted before 
reaching the memory system. 
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Figure 11-2 shows a 24-bit program address as it would be 
contained in a 32-bit general register or memory location. The 
program address is comprised cf two fields: SEGMENT and OFFSET 
The significance of each field is described in the following 
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Figure 11-2 Program Address 



11.2.2.1 Segment Field 

The maximum program address sp 
2^ (256) segments of 2'^ ( 
kbyte segment is selected by t 
program address (this is shewn 
through 7 of the program a 
fullword containing the addres 
in the range Y'OOOOOO' - Y'OOF 
significant 8 bits of each a 
in the range Y'^FOOOO* - Y'tiFF 
the most significant 8 bits of 



ace of 2^4 bytes is divided into 
65536) bytes each. A particular 64 
he most significant 8 bits of the 

graphically in Figure 11-2 as bits 
ddress, or: bits 8 through 15 of the 
s). For example, program addresses 
FFF* select segment 0, as the most 
ddress are zero. Program addresses 
FFF* select segment UFig (79, o ), as 

the address are i|F|6 . 



11.2.2.2 Offset Field 

The offset field is comprised cf the least significant 16 bits of 
the program address (this is shown graphically in Figure 11-2 as 
;*fu ®^ through 23 of the program address, or bits 16 through 31 
"Jk. ^^5"^^"°^* containing the address). The value contained in 
this field is used as a byte offset into the selected segment. 
For example, program address Y'09F001' specifies byte F001 of 

lllTJ J* 1.-'^ °'f^^\ '^^'^ °* *^^ P^^^"-" ^^^^^^^ has no 
H!ft K w^^''^^"''^ *° ^^^ "*^' ^'^"P* «i*h respect to segment 
limit checking (see Section 11.3.3.2). eyu^uT. 
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11,2.3 Selection of Program cr Physical Addressing 

PSW bit 21, the relocation/protection bit, controls selection of 
program or physical addressing. When bit 21 is zero, the Memory 
Address Translator (MAT) is disabled. In this mode, all 
addresses generated are physical addresses. No segment table is 
used; hence, no level checking, access mode checking, etc., is 
performed. Bits 10 and 11 of the PSH (the access level bits) are 
ignored in the physical mode. 

The user of the physical mode must take care when modifying 
memory. The fact that a data area has been modified is not 
recorded by hardware. If it is desired to reflect the 
modification information in the segment tables, this must be done 
explicitly by the program running in the physical mode. 

When PSW bit 21 is set, the MAT is enabled. All addresses 
generated are program addresses which are translated to physical 
addresses using the segment tables. System software must ensure 
that segment table addresses have been specified via the LPSTD 
and LSSTD instructions (as in the section on Setting of the 
Program Address Space Si2e in this chapter) before the MAT is 
enabled. 

When the MAT is enabled, bits 10 and 11 of the PSW indicate the 
level at which the program Is running. When a program address is 
generated, the access level specified in the STE is compared 
against the contents of bits 10 and 11 of the PSW. If the 
contents of bits 10 and 11 are greater than or equal to the 
access level specified in the STE, then access to the segment is 
permitted; otherwise, a MAT fault occurs. System software should 
set bits 10 and 11 of the PSW according to the level at which the 
process is running to insure protection of segments. 

11.3 TRANSLATION FROM PROGRAM TO PHYSICAL ADDRESS SPACE 

The mapping of program address space to physical address space is 
accomplished using information supplied in a segment table. A 
segment table contains one doubleword entry, called a Segment 
Table Entry (STE), per segment in the program address space 
created. The segment number field of the program address is used 
as an index into the segment table for selection of an STE. A 
segment table must be aligned to a 2^ (128) byte boundary in 
physical memory. The table may contain from 1 to 256 doubleword 
entries. 
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11.3.1 Shared and Private Segments 

afven "JL^ %""f ^^ °5 Processes resident in the systen, at any 
given time. Each of these processes has its own program address 

associat^d'iltrJh'; ^«"--*-«* i" ^he process 'segment tablJ 
associated with that process. Consequently, there may be several 
Process Segment Tables (FSTs) in memory concurren^Lralthouah 

?o thrMA^T*.': ''""^r '^'^^ *" ^^^^ ^^^^^^ PrcceIsrmay'b:''J:own 
how the Jr.?v/S^ given time. Section 11.3.2 contains details on 
how the active Process Segment Table is specified. 

Segments of the program address space of a process which are used 
only by that process are called private segLnts. Other segments 

proceLes^'^Ih^^e"''" ^^'""t "^^ "''^* ''"* ^" ^*^^-^ with'other 
processes, these segments are consequently called ^har«H 

r:pl?cat;d ll^^'T ''" ''' <i--cribing a sLred 'seg^ei?' maj be 
replicated in the segment tables associated with each process 

SelSLt^Table^CSsi)'' ',1''''^''^^'° '^'^'^'^ ^ seprr^L^^^^^e^^ 

contiguous 

Allocation. 

ligned to a 2 



11.3.2 Segment Table Descriptors and Their Use 

III "^"S^y *^^^^^^ Translator is enabled only when PSW bit 21 is 
set. Prior to enabling the HAT, the locations and sizes of the 

Id^ntlfifrr"!/'^^^ ""' ^•'^"^ ^^^"^"^ T^^l- to ^e useJmuJt be 
registers These 'rfan.'" ''"''!!" '""^ appropriate descriptor 
To soecifC thi !^H "^^^^^t^" ^^" ^^ changed while MAT is enabled. 
sv.,tfr the address of the Process Segment Table to the 
f«f;^ 4.4 * . '^ Process Segment Table Descriptor (LPSTD) 

table "^ih^ 'Loa"d''^h'° H^'f ''" ^'^'^'^ °' *^- ^^^^-^ ^^'-ni 
inst^ictio^ is usedf '' '^'"^'^' '^^'^ Descriptor (LSSTD) 

lf\ coSer !ft/°J;;tile quantities. This means that in the event 
destroyed tL n^ ''^^''^^ ^*=^'^^'* """^ ^^ assumed to have been 
PS^Tbe^^c^e enablirg'':^ 5at!"^ ""^'"^ ™"^^ "^^^^^ '^^ '^'^ -^ 
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11.3.2.1 Format of a Segment Table Descriptor 

K Segment Table Descriptor (SIC) is a fullword quantity, as shown 
in Figure 11-3. 

Bits and 1 of the STD are reserved and must always be zero. 
Bits 2 through ^H specify the segment table size, minus 1. For 
example, if the segment table size were 4, this field would have 
a value of 3. For a process STD (PSTE), this field has a maximum 
value of 255 (Y'FF*), For a shared STD (SSTD), this field has a 
maximum value of 8191 (Y'lFFF'). 

Bits 15 through 31 of the STD specify the segment table physical 
address, divided by 2^ (128). A segment table must be aligned to 
a 2^ byte boundary in physical memory. For example, if a segment 
table starts at location Y»035F80', then bits 15:31 of the STD 
contain Y'06BF* (Y'035F80'; divided by 2^). The value of for 
this field is a reserved value and, therefore, no segment table 
can start at physical address 0. 
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Figure 11-3 Segment Table Descriptor 



11.3.2.2 Setting the Program Address Space Size 

When a PSTD is loaded, its segment table size field determines 
the maximum valid program address. The maximum valid program 
address (MVPA) is defined by the following formula: 

HVPA = (number of segment table entries)*(Y' 10000 ' ) + X'FFFF* 

The MVPA includes address space for the zeroth Segment Table 
Entry (STE). 

For example, if the specified segment table size in the STD is 5, 
(requiring 6 segment table entries) then program addresses in the 
range Y ' 000000 ' -Y' 05FFFF* are considered valid. If a program 
address Is generated which is greater than the HVPA, a HAT fault 
occurs. (See Section 11. U en MAT Faults.) 
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Within the valid program address space, there may be segments 
which are not used. For example/ a program address space of a 
process uses segments 0, 1, 2, and 5 while segments 3 and U are 
unused in that process. In this case, the segment table must 
contain entries for segments 3 and U. To indicate that each of 
these segments is unused, its STE indicates that it is nonpresent 
and unused. (See Section 11.3.3.3 on Software Segment Table 
Entry). 

11.3.3 Segment Table Entries 

Figure 11-4 represents a segment table entry. Entries in the 

shared segment table and process segment table have the same 

format, with minor differences which are detailed in the 
following text. 



11.3.3.1 Segment Table Entry Size 

An STE is a 6a-bit quantity. Bits 0:31 are the hardware STE and 

bits 32:63 are the software STE. The hardware STE contains the 

necessary information to enable hardware to perform program to 
Physical address translation. 

The software STE contains information used by system software to 
manage the process address space and keep track of segment 
history. 



11.3.3.2 Hardware Segment Table Entry 

The hardware portion of the STE (HSTE) is contained in bits 0:31 

of the STE. The HSTE is comprised of several fields as shown in 

Figure 11-4. Reserved fields of the HSTE must always contain 
zero. 
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Figure 11-4 Segment Table Entry 



R - Reference Bit - Bit of the HSTE is called the reference (R) 
bit. This bit of the HSTE is set by the hardware when the 
segment is referenced by software. A segment is said to be 
referenced when an attempt is made to read, write, or execute 
the contents of the segment. DMA I/O does not set the 
reference bit for the participating segment. 

P - Presence Bit - Bit 1 of the HSTE is the presence (P) bit. 
The presence bit is set when the segment described by the STE 
is in memory; it is zero when the segment is not present in 
memory. A segment is said to be present when any portion of 
the segment is in memory. When P=0, hardware ignores the 
contents of the rest of the HSTE (Bits 2 through 31), but the 
R bit is set as a result of the attempted access. 
Referencing a segment that is not present {P=0) causes a 
fault. (See Section 11.4.1.2 on Nonpresence Fault.) 

D - Dirty Bit - Bit 2 of the HSTE is called the dirty (D) bit. 
This bit of the HSTE is set by the hardware when a program 
modifies (writes into) a segment. This bit is not set by DMA 
I/O operations that modify the segment. If P=0, attempts to 
modify the segment do net affect the dirty bit. If the PST 
STE indicates that the segment is shared, the D bit is set in 
both the SST STE, and in the PST STE, for a write. 
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A - Access Mode Bits - Bits 3 throu 
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TABLE 11-1 SEGMENT ACCESS FIELD SETTINGS 



SETTING 


REAL ENABLE! 


WRITE ENABLED 


EXECUTE ENABLED 


occ 


No 


No 


No 


001 


No 


No 


Yes 


010 


No 


Yes 


No 


011 


No 


Yes 


Yes 


100 


Yes 


No 


No 


101 


Yes 


No 


Yes 


110 


Yes 


Yes 


No 


111 


Yes 


Yes 


Yes 





L - Access Level Bits - Bits 6-7 of the HSTE are called the 

^ff^!, ^^"'^^ ^^^ ^^*^- "^^^ ^ ^^^^^ ^^ "sed in conjunction 
with bits 10 and 11 of the Program Status Word (PSW) to 
determine if a program can access a segment. If the 
contents of PSW bits 10 and 11 are greater than or equal to 
the L bits, then access to the selected segment is allowed; 
if the value of PSW bits 10 and 11 is less than L, then a 
fault occurs. The L bits are checked before the A bits. 
See Section 11. U for a detailed description of MAT faults. 
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S - Shared Segment Bit - Bit 8 of the HSTE is called the Shared 
Segment (S) bit. If this bit is zero, the MAT performs 
protection and relocation functions as defined for a 
private segment. The S bit must be zero for all STEs in 
the SST. 

If the S bit is set in a Process Segment Table entry, the 
selected segment is a shared segment. In this case, the 
SEF field of the PST STE is used as a byte offset into the 
SST. The SST STE found at the resulting address is used by 
the MAT in performing protection and relocation functions, 
as follows; 

The values of the A fields in the PST STE and the SST STE 
are ANDed to determine the allowed access modes. All other 
HAT protection and relocation functions are performed using 
data from the SST STE. 

SLF - Segment Limit Field - Bits 10 through 14 of the HSTE are 
called the Segment limit Field (SLF). The SLF is used to 
indicate the size of a segment. The SLF contents are 
determined according to the following formula: 

SLF = (size of segment) divided by (2" ) -1 

For example, for a segment of size 2" bytes, the SLF would 
contain 0. When a program address is generated, the 
contents of bits 8:12 of the program address is compared to 
the SLF. If the SLF is less than this number, a MAT fault 
occurs (see Section 11.4). 

The granularity of memory allocation is 2" (2,048) bytes. 
This means that memory must be allocated in 2" byte units. 
For example, if a segment requires y'3542* bytes, 14 kbytes 
of memory must be allocated, though only part of the last 
2,048 bytes is used. 

SRF - Segment Relocation Field - Bits 15 through 31 of the HSTE 

are called the Segment Relocation Field (SRF). The 

interpretation of the SEF depends upon the setting of the 
S bit. 
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If S is set in the PST, the PST SRF field contains a byte 
offset into the SST at which the STE for the segment can be 
found. If the value contained in the PST SRF field is 
greater than the size in bytes of the SST, a MAT fault 
occurs. See Section 11.1 for a detailed description of MAT 
faults. 

If S is zero in the PST, the SRF contains the Physical 
address of the segment in memory, divided by 2^. For 
example, if the segment starts at physical address 
y 146800', the SRF field of the HSTE should contain 
X'28C0". 

Note that for a shared segment, the least significant 3 
bits of the SRF field in a PST HSTE must be zero, as the 
indicated SST HSTE is aligned to a doubleword boundary. 
The least significant U bits must be zero for the SRF field 
in all other cases, as the SRF is the address of a segment 
aligned to a 2" byte boundary, divided by 2''. If the MAT 
attempts to use an SRF field which has a one in any of 
these trailing bits, the results are undefined. 

11.3.3.3 Software Segment Table Entry 

Bits 32-63 of the segment table entry are called the Software 

Segment Table Entry (SSTE). These bits are used by software in 

managing the program address space, and have no hardware 
significance to the processor. 

The information presented in this section details one possible 
scheme for software management of memory. The fullword SSTE is 
available for any software memory management scheme. The OS/32 
MT operating system software does not manage memory as suggested 
in this section. 

a. Usage Mode Bits - Bits and 1 of the SSTE (bits 32 and 33 
of the STE) are called the usage mode (U) bits. In 
conjunction with the P bit in the HSTE, these bits 
indicate the state of each segment. Possible states of a 
segment are: 

State P U 

00 
01 
10 
11 
00 
01 
10 



Unused 





Used 





Loading 





Unloading 





Active 


1 


I/O Ongoing 


1 


Unload Pending 


1 
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1. Unused State - If a segment is logically an invalid 
portion of the program address space of a process, 
then it is said tc be in the unused state. For 
example, if a process has data in segments 0, 1, 2, 
and 5, but has no data in segments 3 and <4, references 
to segments 3 and 4 are Invalid. Since segments 3 and 
4 must each have an STE, the fact that these segments 
represent an invalid portion of the program address 
space of the process is indicated by setting P=0 and 
U=0 for the unused state. Since P=0 in the HSTE, any 
references to such a segment cause a MAT fault. The 
fault handler, using the U field, may determine that 
the fault was caused by a reference to an invalid 
portion of the process program address space and can 
take appropriate action. 

2. Used State - If a segment is logically a valid part of 
the process program address space, but is not 
physically present in memory, that segment is said to 
be in the used state. When a reference is made to 
such a segment, a MAT fault occurs since P=0 in the 
HSTE. The fault handler, using the U field, may 
determine that the fault uas caused by a reference to 
a used segment, and then take action to load the 
segment. 

When a used segment is to be loaded, the segment state 
is changed by software from used to loading as 
explained in the next paragraph. 

3. Loading State - If a segment that is logically part of 
the program address space of the process is being 
moved from backing store into physical memory, it is 
said to be in the loading state. If a reference is 
made to a segment that is in the loading state, a 
fault occurs since P=0 in the HSTE. The fault handler 
normally places the process that made the reference 
into a wait state, pending completion of the loading 
operation. 

When a segment has successfully been loaded, software 
normally changes its state from loading to active. At 
this point, any process that faulted because it 
referenced the segment in the loading state, and was 
consequently put into a wait state, may resume 
execution. 

4. Unloading State - When a segment that is logically 
part of the program address space of the process is 
being temporarily removed from physical memory and 
copied to back-up store, it is said to be in the 
unloading state. Any references to such a segment 
cause a HAT fault, because P=0 in the HSTE. 
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When a MAT fault occurs and the field indicates that 
it was caused by a segment in an unloading state, the 
fault handler has a choice of actions it can take. 
For example, if the segment was being unloaded to make 
physical memory space available, the process that made 
the reference can be put into a wait state. When the 
unload completes, the physical memory that the segment 
occupies may be retained and the segment put into an 
active state. If it is desired to give the physical 
memory that the segment occupied to another segment, 
then the unloaded segment should be put into the used 
state and the fault should be treated in the same 
manner as faults that occur in a used state. 

In some systems, a segment may be unloaded because it 
is being removed not only from physical memory but is 
also being removed logically from the program address 
space of the process. A dynamically attached and 
detached buffer segment is an example of such a 
segment. If a segment in an unloading state is being 
logically removed from the program address of the 
process, the segment goes into an unused state at the 
completion of the unloading operation. Faults 
generated by references to such segments are normally 
errors. 

5. Active State - When a segment is logically in the 
program address space of a process, physically 
resident in memory, and free to be used by the process 
within the restrictions placed by the A and L fields, 
it is said to be in the active state. The active 
state is the normal state for a segment that is being 
used by a process. 

6. I/O Ongoing State - When I/O operations are being 
performed upon the contents of an active segment, the 
segment is put into the I/O ongoing state. The 
physical memory being occupied by the segment may not 
be deallocated and reassigned to another segment. The 
segment should net be unloaded until all I/O 
operations terminate. 

A segment should be in I/O ongoing state until all I/O 

operations being performed upon the contents of the 

segment have been completed. At this point, the 
segment may be returned to the active state. 
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7. Unload Pending State - If it is determined that a 
segment is to be unloaded and the segment is in the 
I/O ongoing state, the segment must be placed in an 
unload pending state which indicates that it is to be 
unloaded when all I/O operations terminate. When the 
last I/O operation completes, the segment may be 
placed in an unloading state and may then be unloaded. 
If the decision to unload the segment is changed while 
the segment is in an unload pending state, the state 
should be changed back to either I/O ongoing, if there 
are still outstanding I/O operations, or active, if 
all I/O operations have completed. 

b. Reference History Bits - Bits 3H and 35 of the STE (bits 
2 and 3 of the SSTE) are called the reference history (R) 
bits. The H field is used to manage replacement 
algorithms. At given intervals, the state of the R and D 
bits in the HSTE are recorded in the H field and are reset 
in the HSTE. 

The state of the R bit is retained only between intervals. 
For example, if the R bit is reset at the time it is 
examined, the H field will indicate that the last state of 
the R bit was reset (0). In contrast to this, once D has 
been set in the HSTE, that fact is retained in the H field 
until the segment is either unloaded or a copy of the 
modified state of the segment is made. 

The H field is composed of 2 bits. The most significant 
bit of the H field will always be set equal to the value 
of R at the time the HSTE was last scanned and reset. 

The least significant bit of the H field will be an OR of 

its previous contents and the setting of D in the HSTE the 

last time D was scanned. This results in four possible 
values for the H field: 

1. segment unreferenced in last interval, unmodified 

<"=00) , ^... . 

2. segment referenced in last interval, unmodified 

3. segment referenced in last interval, modified 

( H = 1 1 ) 

4. segment unreferenced in last interval, modified (at 

some previous time) (H=01) 

c. Reserved Field - Bits 36 and 37 of the STE (bits 4 and 5 
of the SSTE) are reserved. These bits must be set to 0. 

d. Disk Address - Bits 38 through 63 of the STE (bits 6 
through 31 of the SSTE) contain the Disk Address (DA) 
field. This field contains two subfields: the Paging 
Unit Number (PUN) which is contained in bits 38 through 43 
of the STE (bits 6 through 11 of the SSTE) and the 
Relative Sector Number (RSN) which is contained in bits 44 
through 63 of the STE (bits 12 through 31 of the SSTE). 
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A paging unit is a randomly accessible device which may be 
read from or written tc. This u-nit is used to load and 
unload segments. The PUN is used as an index into a Page 
Device Table (PDT) which is used to translate the PUN into 
a physical device. The PDT entry contains a physical 
device address and a device starting sector. The RSN xn 
the SSTE is added to the starting sector specified in the 
PDT entry to compute the actual sector number at which 
segment can be found. 

There may be up to 32 paging units used in a system at any 
given time. The PDT allows independence of the logical 
paging unit from the physical paging unit. For example, 
a given physical device could be divided into multiple 
paging units or several physical devices could be combined 
to be a single paging unit. 

11.4 KEMOPY ADDPESS TRANSLATOR FAULTS 

Previous sections of this manual have stated that certain 

conditions result in MAT faults. A fault is an indication that 

some exception condition has occurred and that system software 

should take some action in response. Some faults (such as access 

violation) are indicative of error, while other faults (such as 
presence fault) may be used for management of the software 
system. 

11. a. 1 Conditions that Cause MAT Faults 

The conditions that cause MAT faults to occur are described in 
the following sections. 

11.4.1.1 PST or SST Size Exceeded Fault 

The LPSTC or LDPS instruction defines the MVPA (as in Section 
11.3.2.2). If an address is generated that is greater than the 
MVPA, a PST size exceeded fault occurs. 

The LSSTD instruction defines a size for the SST. If an STE in 
the PST specifies an SST offset greater than the size of the SST, 
an SST size exceeded fault occurs. 

If the WVFA is exceeded for the PST, then no reference to memory 
is made. If the fault is caused by exceeding the valid size of 
the SST, then only the Process Segment Table will have been 
referenced . 
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11. 4. 1.2 Nonpresence Fault 

The nonpresence fault occurs when an STE which has its P^^esence 
bit reset (0) is referenced. The program address that caused the 
fault is returned to systems software. The R bit of the 
referenced STE is setj but the contents of the segment and the D 
bit in the STE are not modified as a result of a reference to a 
nonpresent segment. 

If the nonpresent segment can be loaded, the instruction that 
caused the fault may be reexecuted after the segment is loaded. 
For certain instructions, software intervention may be Required 
to allow correct reexecution. Section 11.4.1. contains a detailed 
description of how to recover from a nonpresence fault. 

11.4.1.3 Access Level Fault 

An access level fault occurs when the access level specified by 
bits 10 and 11 of the PSW is less than the access level specified 
in an STE that is referenced. The R bit of ^^e referenced STE is 
set: the contents of the segment and the D bit in the STE are 
not modified as a result of a reference for the segment which 
causes an access level fault. 

If system software can correct the fault, the faulting 
instruction may be reexecuted with certain restrictions. See 
Section 11.4.4 for details. 

11.4.1.4 Access Mode Faults 

There are three access mode faults: read access fault, write 
access fault, and execute access fault. Each fault occurs when 
a mode of access is attempted for a segment that does not allow 
that mode of access. 



The R bit of the referenced STE is set; but the contents of the 
segment and the B bit in the STE are not modified as the result 
of an attempted access resulting in the access mode fault. 

If system software can correct the fault, the instruction may be 
reexecuted with certain restrictions. See Section 11.4.4 for 



details. 

11.4.1.5 Segment Limit Fault 




segment limit fault. 



If the system software can correct the fault, . ^J®''^^^*'?^ 
instruction that caused the fault may be reexecuted with certain 
restrictions. See Section 11.4,4 for details. 
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11.4.2 Fault Precedence 

While some faults may physically be checked for in parallel by 
the hardware, there is a logical priority in which faults are 
checked! 

1. Segment table size exceeded 

2. Nonpresent segment 

3. Segment limit violation 
H. Access level violation 
5. Access mode violation 

Detection of any of the listed MAT faults causes the user 
instruction to be aborted immediately. The reason for the abort 
is reported to system software as detailed in Section 11.4.3. 
Only one HAT fault can occur for a single memory operation. 



11. U. 3 MAT Fault Handling Routine 

When a MAT fault occurs, the MAT fault handling routine pointed 
to by the MAT fault handler new PSW is entered. The MAT fault 
interrupt new PSW is contained in physical location X'000090'. 

The PSW in effect at the time the fault occurs is placed in 
registers 14 and 15 of the set selected by the MAT fault handler 
new PSH. The location counter of the old PSW (register 15) 
contains the address of the instruction that caused the fault. 

Register 13 of the selected set is loaded with a value to 
indicate the reason for the fault. The possible values are: 



VALUE 

1 
2 

3 

a 

5 

6 
7 
8 



MEANING 
Reserved code 

Access mode fault - execute protected 
Access mode fault - write protected 
Access mode fault - read protected 
Access level fault 
Segment limit fault 
Nonpresent segment fault 
SST size exceeded 
PST size exceeded 
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Register 12 of the selected set is loaded with the program 
address that caused the fault. 

If the fault occurred during execution of the LM instruction, the 
calculated address of the start of the data block is placed in 
register 11 of the selected set. 

11. 4. a Reexecution of Faulting Instructions 

In general, an instruction that caused a correctable MAT fault 
can simply be reexecuted after the fault is corrected. 

The Load Multiple (LM) instruction in some cases cannot simply be 
reexecuted, but must be simulated. When a Load Multiple 
instruction faults, register 11 of the set specified by the MAT 
interrupt new PSW is loaded with the program address calculated 
by the hardware as the effective second operand address of the 
instruction. If that address is the same as the program address 
which caused the fault (contained in register 12), then the 
instruction may be reexecuted once the fault has been corrected; 
no registers were modified by the LM instruction. 

If the addresses in register 11 and register 12 are not equal, at 
least one register was modified by the LM instruction. Once the 
fault has been corrected, system software should build and 
execute an instruction sequence to load the required registers, 
using the calculated program address in register 11. 

If the addresses are not equal, then the difference in the 
addresses, D, should be computed. The last register modified, 
M = (D/'»)-1+R1, should be calculated. If M is less than the X2 
field in an RX1 or RX2, or is less than both the FX2 and SX2 
fields in an RX3, the instruction may be reexecuted. If this is 
not the case, then system software must build an instruction 
sequence to load the remaining registers from the appropriate 
memory locations. The location portion of the old PSW should 
then be incremented by the length of the faulted instruction. At 
this point, normal execution can be resumed by loading the old 
PSW. 

11.t»,5 Effect of System Initialization on the MAT 

When the Initialize switch (INIT) on the display panel is 
depressed, or the processor is powered up, all segmentation, 
relocation, protection, and HAT interrupts are disabled 
regardless of the state of bit 21 in the current PSW. The 
contents of the Shared Segment Table and Process Segment Table 
descriptor registers must be restored by software after power 
fail. 

The MAT remains disabled until an LPSTD instruction is issued. 
At this time, the MAT is enabled or remains disabled, according 
to the state of bit 21 of the current PSW. 
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11.5 MEHOEY MANAGEMENT INSTRUCTIONS 

Instructions are provided to control the MAT. These instructions 
are: 

IPSTD Load Process Segment Table Descriptor 
LSSTD Load Shared Segment Table Descriptor 

11.5.1 Load Process Segment Table Descriptor (LPSTD) 



Assembler Notation 



LPSTD 

LPSTD 



D2(X2) 
A2(FX2,SX2) 



Op-Code 

DF1 
DPI 



Format 

RX3 

RX3 



Operation 

The operand specifies the address of the fullword Process Segment 
Table Descriptor. This descriptor is loaded and its contents 
define the Process Segment Table to be used in program to 
physical address translation when bit 21 of the PSW is set. 

Condition Code 
Unchanged 

Programming Notes 

This instruction is a privileged instruction. 

The address specified by the operand must be on a fullword 
boundary. 

A Process Segment Table Descriptor may be loaded while PSW bit 21 
is set or zero. 

LPSTD is an extended PSF mnemonic. 
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11.5.2 Load Shared Segment Table Descciptor (LSSTD) 

Rssemtler Notation Op-Code ^'3'^'"^^ 

LSSTD D2(X2) CF2 EX1,RX2 

LSSTD A2(FX2,SX2) DF2 5X3 

Operation 

The operand specifies the address of the fullword Shared Segment 

Table Descriptor. This descriptor is loaded and its contents 

define the Shared Segment Table to be used in program to physical 
address translation when bit 21 of the PSW is set. 

Condition Code 
Unchanged 

Programming Notes 

This instruction is a privileged instruction. 

The address specified by the operand must be on a fullword 
boundary. 

A Process Segment Table Descriptor may be loaded while PSW bit 21 
is set or zero. 

LSSTD is an extended PSF mnemonic. 

Following an LSSTD instruction, the Process Segment Table 
Descriptor must be loaded, using the LPSTD or LDPS instruction, 
before attempting MAT translation with the newly defined shared 
segment table. 



29-747 EOO 4/81 11-21/11-22 



APEENDIX h 
CP-CCDE MAE 



635-1 

MSD- 








1 . 


2 


3 


4 


5 1 


6 1 


7 


8 


3 1 


A 


B 


C 


D 


^-\- 


F 


LSD 



s 


RLS 


3TBS 




4 3 3 
STH ST STE 

1 


3 
3TD 
1 


SRHLS 






4 
3XH 


3 4 
STM TS 




1 


4 
BALB 5 


.LLS 


BTFS 




4 3 
BAL AM 


4 
AHM 


3 

STME 

\ 


SLHLS 






4 
BXLE 


3 3 
LM SVC 




2 


4 
BTCB 


CHVR 


BFBS 


2 
PBR 


4 
BTC 




2 
PB 

4 


3 
LME 

1 


3 

STDE STBB 
1 






3 
LPSW 


STB SINT 

• 




3 


4 

BFCR 


1 
LPER 


BFFS 


1 
LPDR 


4 
BFC 




3 
LRA 


4 
LHL 




LBR 






THI 


3 
LB SCP 


Tl 


4 


NR 




LIS 


EXHR 


4 
NH 


3 

N 


3 
ATL 


TBT 


3 
LED 

1 


EXBR 


LEDR 

1 




IMHI 


CLB 




Nl 


6 


CLB 


LGER 
1 


LCS 




4 
CLH 


3 
CL 


3 
ABL 


SBT 




EPSR 


LEGR 
1 




CLHI 


AL 




CLI 


6 


OR 


LGDR 
1 


AIS 




4 
OH 


3 



3 
RTL 


RBT 






LDGR 

1 




OHI 




LA 


01 


7 


XR 


LCER 
1 


SIS 


LCDR 
1 


4 
XH 


3 
X 


3 
RBL 


CBT 


3 
LDE 
1 




LDER 
1 




XHI 




3 
TLATE 


XI 


8 


LR 


LPSWR 


LER 
1 


LDR 

1 


4 

LH 


3 

L 


3 

LE 

1 


3 
LD 

1 


BRK 

» 


WHR 






LHI 


4 
WH 




LI 


9 


CR 




CER 

1 


CDR 
1 


4 
CH 


3 
C 


3 

CE 

1 


3 

CD 

1 




RHR 






CHI 


4 

RH 




CI 


A 


AR 




AER 
1 


ADR 

1 


4 
AH 


3 
A 


3 
AE 

1 


3 
AD 

1 




WDR 






AHI 


WD 


RBL 


Al 


B 


SB 




SER 

1 


SDR 

1 


4 
SH 


3 
S 


3 

SE 

1 


3 

SD 

1 




RDR 






SHI 


RD 


RLL 


SI 


C 


MHB 


MB 


MER 
1 


MDR 
1 


4 
MH 


3 
M 


3 

ME 
1 


3 
MD 

1 


B 
HXRX 








SRHL 




SRL 




C 


) DHR 


DR 


DER 

1 


DDR 
1 


4 
DH 


3 
D 


3 
DE 

1 


3 

DD 

1 




SSR 






SLHL 


SS 


SLL 




f 






FXR 


FXDR 
1 1 




4 
CBC12 


S 
STBP 


3 

STMD 

1 




OCR 






SRHA 


oc 


SBA 










FLB 


FLDR 

1 1 




4 
CRCie 


5 
i LPS 


3 
LMD 

1 










SLHA 


PSF 


SLA 





1 OPTIONAL FLOATING-POINT INSTRUCTION 

2 OPTIONAL HIGH-SPEED DATA HANDLING INSTRUCTION 

3' SECOND OPERAND ADDRESS MUST BE FULLWORD ALIGNED. 

4. SECOND OPERAND ADDRESS MUST BE HALFWORD ALIGNED. 

5. USE SCRATCHPAD REGISTERS. 
• PRIVILEGED INSTRUCTION 
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> USE SCRATCHPAD REGISTERS 



PRIVILEGED SYSTEM FUNCTIONS (PSF) 



OP-CODE 


MNEMONIC 


DFO 


REL 


DF1 


LPSTD 


DF2 


LSSTD 


DF3 


STPS 


DF4 


LDPS 


DF5 


ISSV 


DF6 


ISRST 


DF7 


XSTB 


DF8 


RMVF 



MEANING 

READ ERROR LOGGER 

LOAD PROCESS SEGMENT TABLE DESCRIPTOR 

LOAD SHARED SEGMENT TABLE DESCRIPTOR 

SAVE PROCESS STATE 

LOAD PROCESS STATE 

SAVE INTERRUPTIBLE STATE 

RESTORE INTERRUPTIBLE STATE 

STORE BYTE WITHOUT ECC 

RESET MEMORY VOLTAGE FAILURE 
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APPENDIX B 
INSTRUCTION SUMMARY - ALPHABETICAL BY MNEMONIC 



KNEMCNIC 
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INSTRUCTIOM 

Add 

Add to Bottom of List 

Add EPFP 

Add IPFP. Register 

Add SPFP 

Add SPFP Register 

Add Halfword 

Add Halfword Immediate 

Add Halfword to Memory 

Add Immediate 

Add Immediate Short 

Autoload 

Add to Memory 

Add Register 

Add to Top of List 

Branch Unconditional 

Branch and Link 

Branch and Link Register 

Branch on Carry 

Branch on Carry Register 

Branch on Carry Short (Backward) 

Branch on Carry Short (Forward) 

Branch on Equal 

Branch on Equal Register 

Branch on Equal Short (Backward) 

Branch on Equal Short (Forward) 

Branch on False Condition Backward Short 

Branch on False Condition 

Branch on False Condition Register 

Branch on False Condition Forward Short 

Branch on Low 

Branch on Low Register 

Branch on Low Short (Backward) 

Branch on Low Short (Forward) 

Branch on Minus 

Branch on Minus Register 

Branch on Minus Short (Backward) 

Branch on Minus Short (Forward) 

Branch on No Carry 
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MNEMONIC OP-CODE INSTRUCTION 
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MNEMONIC 


OP-CODE 


C 


59 


CBT 


77 


CD 


79 


CDR 


39 


CE 


69 


CEP 


29 


CH 


t»9 


CHI 


C9 


CHVE 


12 


CI 


F9 


CL 


55 


CLE 


0^4 


CLH 


^5 


CLHI 


C5 


CLI 


F5 


CLE 


05 


CPAN 


8C/02 


CPANP 


8C/22 


CR 


09 


CPC12 


EE 


CBC16 


5F 


D 


5D 


DD 


7D 


DDR 


3D 


DE 


6D 


DER 


2D 


DH 


«D 


DHR 


OD 


DR 


1D 


EPSE 


95 


EXBR 


94 


EXHR 


34 


FLR 


2F 


FLDR 


3F 


FXDE 


3E 



FXR 



2E 



INSTRUCTION 

CcniEare 

Complement Bit 

Ccmpare Double Floating-Point 

Compare Double Floating-Point Register 
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Compare Immediate 

Compare Logical 

Compare Logical Byte 

Compare Logical Halfword 

Compare Logical Halfword Immediate 

Compare Logical Immediate 

Compare Logical Register 

Compare Alphanumeric 

Compare Alphanumeric and Pad 

Compare Register 

Cyclic Redundancy Check Modulo 12 

Cyclic Redundancy Check Modulo 16 

Divide 

Divide Double-Precision Floating-Point 

Divide Double Floating-Point Register 

Divide Floating-Point 

Divide Floating-Point Register 

Divide Halfword 

Divide Halfword Register 

Divide Register 

Exchange Program Status Register 
Exchange Byte Register 
Exchange Halfword Register 

Float Register 

Float Register Double Precision 

Fix Register Double-Precision Floating 

Point 
Fix Register 



ISRST 


DF6 


ISSV 


DF5 


L 


58 


LA 


E6 


LB 


D3 


LBR 


93 


LCDR 


37 



Interruptlble State Restore 
Interruptlble State Save 

Load 

Lead Address 

Load Byte 

Load Byte Register 

Load Complement Double Floating Register 
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APPENDIX E (Continued) 



MNEMONIC OP-CODE INSTRUCTION 

LCEF 17 Load Complement Floating-Point Register 

I,CS 25 Load Complement Short 

LD 78 Load Double-Precision Floating-Point 

LDE 87 Load Couble Floating-Point From Single 

LDER A7 Load Double From Single Register 

LDGE A6 Load Double From General Register 

LBPE DF4 Load Process State 

LDR 38 Load Double-Precision Register 

LE 68 Load Floating-Point 

LED QH Load Floating From Double Precision 

LEBR A^ Load Floating From Double Register 

lEGR A5 Load Floating From General Register 

LEE 28 Load Floating-Point Register 

LH 48 Load Halfword 

LHI C8 Load Halfword Immediate 

LHL 73 Load Halfword Logical 

LI F8 Load Immediate 

LIS 24 Load Immediate Short 

LM D1 Load Multiple 

LMD 7F Load Multiple Double-Precision Floating 

Point 

LME 72 Load Multiple Floating-Point 

LPB 6F Load Packed Binary 

LPDR 33 Load Positive Double Floating Register 

LPER 13 Load Positive Floating Register 

LPSTD DF1 Load Process Segment Table Description 

LPSK C2 Load Program Status Word 

LPSHR 18 Load Program Status Word Register 

LR 08 Load Register 

LRA 63 Load Real Address 

LSSTD DF2 Load Shared Segment Table Descriptor 

K 5C MultiEly 

MB 7C Multiply Double Floating-Point 

MDR 3C Multiply Double Floating Register 

HE 6C Multiply Floating-Point 

MER 2C Multiply Floating-Point Register 

MR UC Multiply Halfword 

MHR OC Multiply Halfword Register 

MOVE 8C/01 Move 

HCVEP 8C/21 Hove and Pad 

MR 1C Multiply Register 

N 5 4 AND 

KH Ua AND Halfword 

NHI CU AND Halfword Immediate 

HI FU AND Iirmediate 

NOP 420 No Operation 

HCFR 020 No Operation Register 

NR 04 AND Register 
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MNEMONIC 


OP-CODE 





56 


oc 


DE 


OCR 


9E 


OH 


i»6 


OHI 


C6 


01 


F6 


OH 


06 


PB 


62 


PBR 


32 


PMV 


8G/03 


PMVA 


8C/23 


RBL 


67 


RET 


76 


RD 


DB 


RDR 


9B 


REL 


DEO 


RH 


D9 


RHR 


99 


RLL 


EB 


RMVF 


DF8 


RRL 


IK 


RTL 


66 


S 


5B 


SET 


75 


SCP 


E3 


SC 


7B 



SDR 3B 

SE 6B 

SER 2B 

SH '♦B 

SHI CB 



SLLS 



APPENDIX B (Continued) 



INSTRUCTION 

OR 

Output Comniand 

Output Command Register 

OR Halfword 

OR Halfword Immediate 

OR Immediate 

CR Register 

Process Byte 

Process Byte Register 

Pack and Move 

Pack and Move Absolute 

Remove from Bottom of List 

Reset Bit 

Read Data 

Read Data Register 

Read Error Logger 

Read Halfword 

Read Halfword Register 

Rotate Left Logical 

Beset Memory Voltage Fault 

Rotate Right Logical 

Remove from Top of List 

Subtract 

Set Bit 

Simulate Channel Program 

Subtract Double-Precision Floating 

Point . , 

Subtract Register Double-Precision 

Floating-Point 
Subtract Floating-Point 
Subtract Floating-Point Register 
Subtract Halfword 
Subtract Halfword Immediate 
Subtract Immediate 



cjTNT E2 Simulate Interrupt 

^^" 27 Subtract Immediate Short 



SI FB 

SINT E2 

^TB PF Shift Left Arithmetic 

^Tu. CF Shift Left Halfword Arithmetic 

till CD Shift Left Halfword Logical 

^^"^ Shift Left Halfword Logical Short 



SLHLS 91 



SLL ED 



Shift Left Logical 



11 Shift Left Logical Short 
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APPENDIX B (Continued) 



MNEMONIC OP-CODE INSTRUCTION 

SR OB Subtract Register 

SRA EE Shift Right Arithmetic 

SRHA CE Shift Right Halfword Arithmetic 

SRHL CC Shift Right Halfword Logical 

SRHLS 90 Shift Right Halfword Logical Short 

SRL EC Shift Right Logical 

SRLS 10 Shift Right Logical Short 

SS DD Sense Status 

SSR 9D Sense Status Register 

ST 50 Store 

STB D2 Store Byte 

STEP 6E Store Binary as Packed 

STBR 92 Store Byte Register 

STB 70 Store Double-Precision Floating-Point 

STDE 82 Store Double-Precision in Single-Precision 

STE 60 Store Floating-Point 

STH ao Store Halfword 

STM DO Store Multiple 

STMC 7E Store Multiple Double-Precision 

Floating-Point 

STME 71 Store Multiple Floating-Point 

STPS CF3 Save Process State 

SVC El Supervisor Call 

TBT 74 

THI C3 

TI F3 

TLATE E7 

TS EO 

UMV 8C/0U 

UMVA 8C/2a 

WD DA Write Data 

WDR 9A Write Data Register 

WH D8 Write Halfword 

WHR 98 Write Halfword Register 

X 57 Exclusive OR 
XH m Exclusive OR Halfword 
XHI C7 Exclusive OR Halfword Immediate 

XI F7 Exclusive OR Immediate 
XR 07 Exclusive OR Register 
XSTE DF7 Store Byte, No ECC 



Test Bit 

Test Halfword Ii 

Test Immediate 

Translate 

Test and Set 


nme 


diate 


Unpack and 
Unpack and 


Hove 
Move 


Ab 


solute 
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APPENDIX C 
INSTPUCTIOS SUMMARY - NUMERICAL 



INSTRUCTION 

Branch and Link Register 

Branch on True Condition Register 

Branch on False Condition Register 

ANE Register 

Compare Logical Register 

OR Register 
Exclusive OR Register 

Load Register 
Compare Register 

Add Register 
Subtract Register 
Multiply Halfword Register 
Divide Halfword Register 

Shift Right Logical Short 
Shift Left Logical Short 

Convert to Halfword Value Register 
Load Positive Floating-Point 
Load General Register from Floating 
Load General from Double Floating 
Load Complement Floating Register 

ie LPSWR Load Program Status Word Register 

Multiply Register 
Divide Register 

Branch on True Condition Backward Short 
Branch on True Condition Forward Short 

Branch on False Condition Backward Short 
Branch on False Condition Forward Short 



♦Condition code not changed 
+Optional instruction 



OP-CODE 


MNEMONIC 


01* 


EALR 


02* 


BTCR 


03* 


BFCR 


04 


NR 


05 


CLR 


06 


OR 


07 


XR 


08 


LR 


09 


CR 


OA 


AR 


CB 


SR 


OC* 


MHR 


OD* 


DHR 


10 


SRLS 


11 


SLLS 


12 


CHVR 


13+ 


LFER 


15+ 


LGER 


16+ 


LGDR 


17+ 


LCER 



1C* 


MR 


ID* 


DR 


20* 


ETBS 


21* 


BTFS 


22* 


BFBS 


23* 


BFFS 
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MNEMONIC INSTRUCTION 

LIS Load Immediate Short 
LCS Lead Complement Short 

RIS Add Immediate Short 

SIS Subtract Immediate Short 

LEE Load 

CER Compare Floating-Point 

AER Add Floating-Point Register 

SEP Subtract Floating-Point Register 

MER Multiply Floating-Point Register 

DER Divide Floating-Point Register 

FXR Fix Register 

FLR Float Register 

PBR Process Byte Register 

LPDR Lead Positive Double Register 

EXHR Exchange Halfword Register 

LCDR Lead Complement Double Register 

LDR Lead Register Double-Precision 

Floating-Point 
CDR Compare Register Double-Precision 

Floating-Point 
ADR Add Register Double-Precision 

Floating-Point 
SDR Subtract Register Double-Precision 

Floating-Point 
MDR Multiply Register Double-Precision 

Floating-Point 
CDR Divide Register Double-Precision 

Floating-Point 
FXDR Fix Register Double-Precision 

Floating-Point 
FLDR Float Register Double-Precision 

Floating-Point 

^0* STH Store Halfword 



♦Condition code not changed 
+Optional instruction 



OP-COEE 


2i» 


25 


26 


27 


28+ 


29+ 


2A+ 


2B+ 


2C+ 


2D+ 


2E+ 


2F+ 


32* + 


33+ 


3t|* 


37+ 


38+ 


39+ 


3A+ 


38+ 


3C+ 


3D+ 


3E+ 


3F+ 
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OP~COCE 

m* 
tta 

H5 

t|6 
U7 
48 
49 

4A 
4B 
UC* 
4D* 

50* 
51 

54 
55 

56 
57 

58 
59 

5A 
5B 
5C* 
5D* 

5E* 
5F* 

60* + 

61 

62* + 

63 

64 

65 



MNEMONIC 

BAL 
BTC 
BFC 

NH 
CLH 

OH 
XH 
LH 
CH 

AH 
SH 
MH 
DH 

ST 
AM 

N 
CL 


X 

L 
C 

A 
S 

M 

D 

CRC12 
CRC16 

STE 

AHM 

PB 

LRA 

ATL 

ABL 



INSTBUCTIQN 

Branch and Link 

Branch en True Condition 

Branch on False Condition 

AND Halfword 

Compare Logical Halfword 

OR Halfword 
Exclusive OR Halfword 
Load Halfword 
Compare Halfword 

Add Halfword 
Subtract Halfword 
Multiply Halfword 
Divide Halfword 

Store 

Add to Memory 

AND 

Compare Logical 

CR 
Exclusive OR 

Load 
Compare 

Add 

Subtract 
Multiply 
Divide 

Cyclic Redundancy Check Modulo 12 
Cyclic Redundancy Check Modulo 16 

Store Floating-Point 
Add Halfword to Memory 
Process Byte 
Load Read Address 
Add to Top of List 
Add to Bottom of List 



♦Condition code not changed 
+Optional instruction 
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APPENDIX C (Continued) 



MNEMONIC INSTRUCTION 

RTL Remove from Top of List 

BBL Remcve from Bottom of List 

LE Lead Floating-Point 

CE Compare Floating-Point 

AE Add Floating-Point 

SE Subtract Floating-Point 

ME Multiply Floating-Point 

DE Divide Floating-Point 

STBP Store Binary as Packed 

LPB Lead Packed Binary 

STD Store Double-Precision Floating-Point 

STME Store Floating-Point Multiple 

LME Load Floating-Point Multiple 

LHL Load Halfword Logical 

TBT Test Bit 

SBT Set Bit 

RET Reset Bit 

CBT Ccmplement Bit 

LD Load Double-Precision Floating-Point 

CD Compare Double-Precision Floating-Point 

AD Add Double-Precision Floating-Point 

SD Subtract Double-Precision Floating-Point 

MD Multiply Double-Precision Floating-Point 

DD Divide Double-Precision Floating-Point 

STMD Store Multiple Double-Precision 

Floating-Point 

7F*+ LMD Load Multiple Double-Precision Floating 

Point 

82*+ STDE Store Double Precision in Single 

8'l+ LED Load Floating from Double Precision 

87+ LDE Load Double from Floating-Point 

88* BRK Breakpoint 



CP-CCDE 


66 


67 


68+ 


69+ 


6A + 


6B+ 


6C+ 


6D+ 


6E 


6F 


70* + 


71* + 


72* + 


73 


74 


75 


76 


77 


78+ 


79+ 


7A+ 


7B+ 


7C+ 


7D+ 


7E* + 



*Condition code not changed 
+Optional instruction 



C-4 29-7117 ROD 4/81 



OP-CODE 


MNEMONIC 


8C 


(RXRX) 


8C/00 


MVTU 


8C/01 


MOVE 


8C/02 


CPAN 


8C/03 


PMV 


8C/0U 


UMV 


8C/21 


MOVEP 


8C/22 


CPANP 


8C/23 


PHVA 


8C/2U 


UMVA 


90 


SPHLS 


91 


SLHLS 


9 2* 


STBE 


93* 


LBR 


9 a* 


EXBR 


95 


EPSB 


98 


WHR 


99 


RHR 


9A 


HDR 


9B 


EDR 


9D 


SSR 


9E 


OCR 


At»+ 


LEDR 


A 5+ 


LEGR 


A6+ 


LDGR 


A7+ 


LDER 


CO* 


BXH 


CI* 


BXLE 


C2 


LPSW 


C3 


THI 


C4 


NHI 


C5 


CLHI 



APPENDIX C (Continued) 



INSTRUCTION 

RXRX Class designator 
Move Translated Until 

MCV€ 

Compare Alphanumeric 

Pack and Move 

Urpack and Move 

Move and Pad 

Compare Alphanumeric and Pad 

Pack and Move Absolute 

Unpack and Move Absolute 

Shift Right Halfword Logical Short 
Shift Left Halfword Logical Short 
Store Byte Register 
Lead Byte Register 

Exchange Byte Register 
Exchange Program Status Word 

Write Halfword Register 
Read Halfword Register 

Write Data Register 
Read Data Register 

Sense Status Register 
Output Command Register 

Load Floating from Double Register 
Lead Floating from General Register 
Load Double from General Register 
Load Double from Floating Register 

Branch on Index High 

Branch on Index Low or Equal 

Load Program Status Word 

Test Halfword Immediate 

AND Halfword Immediate 

Compare Logical Halfword Immediate 



♦Condition code not changed 
+Optional instruction 
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APPENDIX C (Continued) 



OP-CODE 

C6 
C7 

C8 

C9 

CA 

CB 

CC 
CD 
CE 
CF 

DO* 
D1* 
D2* 
D3* 
D4 

D5 

D8 
D9 

DA 
DB 

DD 
DE 
DF 

DFO 

DF1* 

DF2* 

DF3* 

DF4 

DF5* 

DF6* 

DF7* 

DF8* 



HNEMONIC 

OHI 
XHI 

LHI 

CHI 

AHI 
SHI 

SRHL 
SLHL 
SBHA 
SLHA 

STM 

LH 

STB 

LB 

CLB 

AL 

UH 
RH 

WD 
BD 

SS 
OC 
(PSF) 

PEL 

LPSTD 

LSSTD 

STPS 

LDPS 

ISSV 

ISRST 

XSTB 

HMVF 



INSTRUCTION 

OR Halfword Immediate 
Exclusive OR Halfword Immediate 

Lead Halfwocd Immediate 

Compare Halfword Immediate 

Add Halfword Immediate 
Subtract Halfword Immediate 

Shift Right Halfword Logical 
Shift Left Halfword Logical 
Shift Right Halfword Arithmetic 
Shift Left Halfword Arithmetic 

Store Multiple 

Lead Multiple 

Store Byte 

Lead Byte 

Compare Logical Byte 

Autoload 

Write Halfword 
Read Halfword 

Write Data 
Read Data 

Sense Status 

Output Command 

PSF Class Designator 



Read 
Load 
Load 
Save 
Load 



Error Logger 

Process Segment Table Descriptor 

Shared Segment Table Descriptor 



Process State 

Process State 
Interruptible State Save 
Interruptible State Restore 
Store Byte, No ECC 
Reset Memory Voltage Fault 



♦Condition code not changed 
+Opticnal instruction 



C-6 
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APPENDIX C (Continued) 



INSTRUCTION 

Test and Set 

Supervisor Call 

Simulate Interrupt 
Simulate Channel Program 

load Address 

Translate 

Rotate Right Logical 
Rotate Left Logical 

Shift Right Logical 
Shift left Logical 

Shift Right Arithffietic 
Shift Left Arithmetic 

P3 TI Test Immediate 

F4 NI AND Immediate 

F5 CLI Compare logical Immediate 

F6 01 OR Immediate 

F7 XI Exclusive OR Immediate 

F8 LI load Immediate 

P9 CI Compare Immediate 

FA AI Add Immediate 

FB SI Subtract Immediate 



♦Condition code not changed 
+Optional instruction 



OP-CODE 


MNEMONIC 


EO 


TS 


El 


SVC 


E2 
E3 


SINT 
SCP 


E6* 


LA 


E7* 


TLATE 


EA 
EB 


RRL 
RLL 


EC 
ED 


SRL 
SLL 


EE 
EF 


SEA 
SLA 
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APPENDIX B 
ARITHMETIC REFEEENCES 



TABLE OF POWERS OF TWO 



2" n 2'" 

1 1.0 

2 1 0.5 
4 2 0.25 
8 3 0.125 

16 4 0.062 5 

32 5 0.031 25 

64 6 0.015 625 

128 7 0.007 812 5 

256 8 0.003 906 25 

512 9 0.001 953 125 

1 024 10 0.000 976 562 5 

2 048 11 0.000 488 281 25 

4 096 12 0.000 244 140 625 

B 192 13 0.000 122 070 312 5 

16 384 14 0.000 061 035 156 25 

32 768 15 0.000 030 517 578 125 

65 536 16 0.000 015 258 789 062 5 

131 072 17 0.000 007 629 394 531 25 

262 144 18 0.000 003 814 697 265 625 

524 288 19 0.000 001 907 348 632 812 5 

1 048 576 20 0.000 000 953 674 316 406 25 

2 097 152 21 0.000 000 476 837 158 203 125 

4 194 304 22 0.000 000 238 418 579 101 562 5 

8 388 608 23 0.000 000 119 209 289 550 781 25 

16 777 216 24 0.000 000 059 604 644 775 390 625 

33 554 432 25 0.000 000 029 802 322 387 695 312 5 

67 108 864 26 0.000 000 014 901 161 193 847 656 25 

134 217 728 27 0.000 000 007 450 580 596 923 828 125 

268 435 456 28 0.000 000 003 725 290 298 461 914 062 5 
536 870 912 29 0.000 000 001 862 645 149 230 957 031 25 

1 073 741 824 30 0.000 000 000 931 322 574 615 478 515 625 

2 147 483 648 31 0.000 000 000 465 661 287 307 739 257 812 5 

4 294 967 296 32 0.000 000 000 232 830 643 653 869 628 906 25 
8 589 934 592 33 0.000 000 000 116 415 321 826 934 814 453 125 
17 179 869 184 34 0.000 000 000 058 207 660 913 467 407 226 562 5 
34 359 738 368 35 0.000 000 000 029 103 830 456 733 703 613 281 25 

68 719 476 736 36 0.000 000 000 014 551 915 228 366 851 806 640 625 
137 438 953 472 37 0.000 000 000 007 275 957 614 183 425 903 320 312 5 
274 877 906 944 38 0.000 000 000 003 637 978 807 091 712 951 660 156 25 
549 755 813 888 39 0.000 000 000 001 818 989 403 545 856 475 830 078 125 

1 099 511 627 776 40 0.000 000 000 000 909 494 701 772 928 237 915 039 062 5 
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TABLE OF POWERS OF SIXTEEN 











16" 






n 














1 
16 




1 














256 


2 












4 


096 


3 












65 


536 


4 










1 


048 


576 


5 










16 


777 


216 


6 










268 


435 


456 


7 








4 


294 


967 


296 


8 






1 


68 
099 


719 
511 


476 
627 


736 
776 


9 
10 






17 


592 


186 


044 


416 


11 






281 


474 


976 


710 


656 


12 




4 


503 


599 


627 


370 


496 


13 




72 


057 


594 


037 


927 


936 


14 


1 
I 


152 


921 


504 


606 


846 


976 


15 

J 



DECIMAL VALUES 



D-2 
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HEXADECIMAL ADDITION AND SUBTRACTION TABLE 
EXAMPLES: 5 + A=F;18-D = B;A+B=15 





1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 




1 


2 


3 


4 


5 


6 


7 


8 


9 


■A 


B 


C 


D 


E 


F 


10 


1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


10 


11 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


10 


11 


12 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


10 


11 


12 


13 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


10 


11 


12 


13 


14 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


10 


11 


12 


13 


14 


15 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


10 


11 


12 


13 


14 


15 


16 


7 


8 


9 


A 


B 


C 


D 


E 


F 


10 


11 


12 


13 


14 


15 


16 


17 


8 


9 


A 


B 


C 


D 


E 


F 


10 


11 


12 


13 


14 


15 


16 


17 


18 


9 


A 


B 


C 


D 


E 


F 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


A 


B 


C 


D 


E 


F 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


B 


C 


D 


E 


F 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


IB 


C 


D 


E 


F 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


IB 


1C 


D 


E 


F 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


IB 


1C 


ID 


E 


F 


10 


11 


12 


13 


14 


15 


16 


17 


18 


19 


1A 


IB 


1C 


ID 


IE 


F 




1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 
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HEXADECIMAL MULTIPLICATION AND DIVISION TABLE 
EXAMPLES: 5 x 6 = 1 E; 75 -r D = 9; 58-=- 8 = B; 9 x C = 6C 



- 


1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 




1 


1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


1 


2 


2 


4 


6 


8 


A 


C 


E 


10 


12 


14 


16 


18 


1A 


1C 


IE 


2 


3 


3 


6 


9 


C 


F 


12 


15 


18 


IB 


IE 


21 


24 


27 


2A 


2D 


3 


4 


4 


8 


C 


10 


14 


18 


1C 


20 


24 


28 


2C 


30 


34 


38 


3C 


4 


5 


5 


A 


F 


14 


19 


IE 


23 


28 


2D 


32 


37 


3C 


41 


46 


4B 


5 


6 


6 


C 


12 


18 


IE 


24 


2A 


30 


36 


3C 


42 


48 


4E 


54 


5A 


6 


7 


7 


E 


15 


1C 


23 


2A 


31 


38 


3F 


46 


4D 


54 


58 


62 


69 


7 


8 


8 


10 


18 


20 


28 


30 


38 


40 


48 


50 


58 


60 


68 


70 


78 


8 


9 


9 


12 


IB 


24 


2D 


36 


3F 


48 


51 


5A 


63 


6C 


75 


7E 


87 


9 


A 


A 


14 


IE 


28 


32 


3C 


46 


50 


5A 


64 


6E 


78 


82 


8C 


96 


A 


B 


B 


16 


21 


2C 


37 


42 


4D 


58 


63 


6E 


79 


84 


8F 


9A 


A5 


B 


C 


C 


18 


24 


30 


3C 


48 


54 


60 


6C 


78 


84 


90 


9C 


A8 


B4 


C 


D 


D 


1A 


27 


34 


41 


4E 


58 


68 


75 


82 


8F 


9C 


A9 


B6 


C3 


D 


E 


E 


1C 


2A 


38 


46 


54 


62 


70 


7E 


8C 


9A 


A8 


B6 


C4 


D2 


E 


F 


F 


IE 


2D 


3C 


4B 


5A 


69 


78 


87 


96 


A5 


B4 


C3 


D2 


El 


F 




1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


. 
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APPENDIX C (Continued) 



TABLE OF MATHEMATICAL CONSTANTS 



CONSTANT 


DECIMAL VALUE 


HEXADECIMAL 
VALUE 


FLOATING POINT VALUE 














DOUBLE PRECISION 


SINGLE PRECISION 




n 


3,14159 


26535 


89; 93 


23846 


3.243F- 6A88 
85A3 Q8D3 


413? 


43F6 


A888 


5A31 


n-^ 


0.31830 


98861 


83790 


67154 


0.51/C C1B7 
2722 0A95 


4051 


/CCl 


B727 


220B 


J7t 


1.77245 


38509 


056 T 6 


02730 


1.C5BF 891B 
4EF6 AA;a 


411C 


5BF8 


9184 


EF6B 


Ln TT 


1.14472 


98858 


49400 


17414 


1 250D 048E 
7A1B DOBD 


411? 


B67A 


E858 


4CAA 


/3 


1.73205 


08075 


6887/ 


29353 


1,BB67 AE85 
B4CA A/3B 


411B 


6ME 


8584 


CAA7 


e 


2.71828 


18284 


59045 


23536 


2.B7tl 5162 
8AED 2A6B 


412B 


7E15 


1628 


AED3 


e-1 


0.36787 


94411 


71442 


32160 


0.5E2D 58D8 
B3BC DF1B 


405 E 


2058 


D8B3 


BCDF 


Je 


1.64872 


12707 


00128 


14683 


1.A612 98E,1 
E069 BC97 


411A 


6129 


8E1E 


069C 


1091 0« 


0.43429 


44819 


03251 


82765 


0.6F2D EC54 
9B94 38CB 


406 F 


2DEC 


5A9B 


9439 


10926 


1.44269 


50408 


88963 


40736 


1.7154 7652 
B82F El 77 


4117 


1547 


652B 


82FE 


7 


0.57721 


56649 


01532 


86061 


0.93C4 67E3 
7DB0 C7A5 


4093 


C467 


E37D 


B0C8 


Ln7 


-0.54953 


93129 


81644 


82234 


-0.8CAE 9BC1 
1F5A 5FF4 


C08C 


AE9B 


C11F 


5A60 


/2 


1.41421 


35623 


73095 


04880 


1.6A09 E667 
F3BC C909 


4116 


A09E 


667 F 


3BCD 


Ln2 


0.69314 


71805 


59945 


30942 


0.B172 17F7 
DICF 79AC 


40B1 


7217 


F701 


CF7A 


logio2 


0.30102 


99956 


63981 


19521 


0.4D10 4D42 
7DE7 FBCC 


4040 


104D 


4270 


E7FC 


v/10 


3.16227 


76601 


68379 


33199 


3.298B 075B 
4B6A 5240 


4132 


98B0 


75B4 


B6A5 


LnIO 


2.30258 


50929 


94045 


68402 


2.4D76 3776 
AAA2 B05C 


4124 


0763 


776A 


AA2B 
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Hexodacimal and Decimal Froction Convenion Toble 



HALFWORD | 


BYTE 


9YTE I 


BITS 


0123 


4567 


0123 


4567 


Hax 


Decimal 


Hex 


Decimal 


Hex 


Decimol 


Hex 




Decimal Equivalent 




.0 


.0000 


.00 


.0000 0000 


.000 


.0000 


0000 


0000 


.0000 


.0000 


0000 0000 


0000 




.0625 


.01 


.0039 0625 


.001 


.0002 


4414 


0625 


.0001 


.0000 


1525 8789 


0625 




Aiso 


.04 


.0078 l2S0 


.005 


.a»4 


68i6 


I5J6 


.0663 


.0000 


3051 7578 


1230 




JtfS 


.03 


.0117 1875 


.003 


.C007 


iUi 


18« 


.0003 


.0000 


4577 6367 


1875 




.2500 


.04 


.0156 2500 


.004 


.0009 


7656 


2500 


.0004 


.0000 


6103 5156 


2500 




.3125 


.05 


.0195 3iJ5" 


.605 " 


.66ii 


Wo " 


3ll5 


,000i 


ooeo 


7629 3945 


3125 




.3750 


.06 


.0234 3750 


.006 


.0014 


6484 


3750 


.0006 


.0000 


9155 2734 


37J0 




.4375 


.07 


.0273 4375 


.007 


.C0I7 


0898 


4375 


.0007 


.0001 


0681 1523 


4375 




.SObo 


.08 


.63lJ 5000 


.668 


.66i» 


5312 


5666 


.0068 


.0001 


2207 0312 


5000 




.5«J5 


09 


.0351 5625 


.009 


.002! 


9726 


56iU 


.0009 


.0001 


3732 9101 


S625 




.6250 


.OA 


,0390 6250 


.OOA 


.0024 


4140 


6250 


.000 A 


.0001 


5258 7890 


6250 




.6675 


.08 


.04*9 6875 ' 


.008 


.0026 


8554 


6875 


.0006 


.0001 


6784 4679 
8310 5468 


6875 

>i6o 




.7500 
.8125 


.X 
.OD 


.0507 8125 


OOD 


.0031 


7382 


8125 


.OOOD 


.0001 


9836 4257 


BMi 




.8750 


.oe 


.0546 8750 


.OOE 


.0034 


1796 


8750 


.OOOE 


.0002 


1362 3046 


8750 




.9375 


.OF 


.0585 9375 


OOF 


.0036 


6210 


9375 J 


.OOOF 


.0002 


2888 1835 


9375 




1 




2 


3 


1 



TO CONVERT .ABC HEXADECIMAL TO DECIM AL 

Find .A in poiition 1 .6250 

Find .08 in poiiHon 2 .0429 6875 

Find .OOC in poiition 3 .0029 2966 7500 

.ABC Hex ii equol to .6706 9843 7500 

TO CONVERT .13 DECIMAL TO HEXADECIMAL 

1. Find .1250 next lowest to .1300 

subtract -.1250 



To convert fractions beyond the capocity of table, use techniques below; 

HEXADECIMAL FRACTION TO DECIMAL 

Convert the hexadccimol froction to its decimol equivalent usirtQ the some 
technique os for integer numbers. Divide the results by 16" (n is the 
number of froction positions). 
Exomple: .8A7 -. 540771,0 

8A7,4 - 2215,0 

163 



4096 



■540771 
409612215. 000000 



2. Find .0039 0625 next lowest to 

3. Find .0009 7656 2500 

4. Find .0001 0681 1523 4375 



== .2Hex 
» .01 

= .004 

.0001 1718 7500 0000 
-.0001 0681 1523 4375 =■ .0007 



.0050 0000 
-.0039 0625 

.0010 9375 0000 
-.0009 7656 2500 



.0000 1037 5976 5625 
5. 13 Decimal is approximately equal to 



.21 47 Hex 



DECIMAL FRACTION TO HEXADECIMAL 

Collect integer ports of product in the order of calculation. 

Example: .5408,0 * '8A7)6 

.5408 

x16 

8 -*- [11.6528 

x16 



-*- 0.4448 
x16 

'[7 ■*- QlIM 
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Hcxodccimol and Dacimol Integer Convanion Tobia 



HALFWORD 


HALFWORD 1 


BYTE 


BYTE 


BYTE 




BYTE 




BITS: 0123 




4567 


0123 


4567 


0123 


4567 


0123 


4567 


Hex 


Decimal 


Hex 


Decimal 


Hex 


Decimal 


Hex 


Decimal 


Hex 


Decimal 


Hex 


Decimal 


Hex 


Decimal 


Hex 


Decimal 




1 



268,435,456 
5St,176!9lJ 




i 

J 



16,777,216 
M,JW;43J 




1 

i 




1,048.576 

■ J,097 IM 




1 

i 



65,536 




1 
? 



4,096 
8,192 




1 

i 



256 

512 




I 



16 
32 



1 


.0. 

1 




1,342,177,280 

2,41J>l»!lW 
'i.UA.iU.SiS 


3 

4 

5 

i 

7 

i 

9 


M,Ui 646 
67'.}b6'.M 

83,886,080 
l(»,663;j9i 
1)7,440.512 
134:Jl7!i'S8 
l» W W 

]i7 miiST 


3 

4 

5 
6 

7 
8 
9 


3 l4J7a" 
4! 194! 304 
5,242,880 
i,»l,4« 
7346 63} 
e!386!60e 
91437; I M 


3 
4 
5 

i 

7 
6 

9 


}9i.it>6 
262.144 

327,660 
393;2)i 
4tt 7i2 
Si4i88 
~S»!424 


3 

4 
5 

i 
7 

8 


12,288 
16;384 
20,460 
24S76 
28!672 
32.768 
36;ft64- 


4 
5 
6 
7 
8 
9 


766 
1,024 
1,280 

^:79i 

2,048 

21304 




46 
64 
80 
« 

112 
128 
144 




4 


c 

-h 

f 


i.9Si.7K.b\i 
i.ii\[ii5.4fi 
:i,4e9 660^i8 
i.fa'.tAi'.iad 

4,026,331,840 


-h 

D 
t 

f 


m.U9.i7i 
201.326.592 
218,103.806 

ii4,ai],ii4 
251 i5S3« 


t 

c 

D 

E 
f 


ll!534:33i 
12,582,912 
13,631.468 
14!68d;064 
15;7Sj;446 


c 



E 
f 


~7:S^.i9i ■ 

786,432 

851.968 

917,504 

■"W3,040 


c 

D 
E 

P 


40,960 

4j;6S6 

49,152 
53,248 
57,344 
61,440 


c 

D 
E 

F 


. 2,560 

2;8,6 

3,072 
3,328 
3,584 


D 
E 


160 

174 
192 
208 

224 
246 


D 




8 


7 1 


* 


5 


4 


3 




2 







TO CONVERT HEXADECIMAL TO DECIMAL 



I. 



2. 



3. 



Locate the column of decimal numben corresponding to 
the left-mo«t digit or letter of the hexodecimol; telect 
from thit column ond record the number thot correipondi 
to the pojition of the hexadecimal digit or letter. 

Repeot >tep 1 for the next (lecond from the left) 
petition, 

Repeot itep 1 for the unih (thiid from the left) 
poiitlen. 

Add the numben leleeted from the table to forni the 
declma^ number. 



EXAMPLE 




Convenion of 




Hexodecimol Value 


D34 


1. 


3328 


2. 3 


46 


3. 4 


4 


4, Decimal 


3360 



To convert integer numben greater than the capacity of 
toble, uie the techniques below: 

HEXADECIMAL TO DECIMAL 

Successive cumulative multiplication from left to right, 
odding units position. 



Example: D34)^ > 3380|q 



D= 13 
Mi. 
206 

3 ' * 3 

211 

xl6 

3376 

4 . 44 

3380 



TO CONVERT DECIMAL TO HEXADECIMAL 

1 , (a) Select from the toble the highest decimal number 
thot is equal to or lets thon the number to be con- 
verted. 

(b) Record the hexadecimal of the column containing 
the selected number, 

(c) Subtract the selected declmol from the number to 
be converted, 

2, Uilng the remolnder frem step 1(c) repeat oil ofttep 1 
to develop the second petition of the hexadecimal 
(and a remainder) . 

3. Utlng the remolnder from ttep 2 repeot oil ofslap 1 to 
develop the units position of the hexodecimol . 

4. Combine tenrn to form the hexadecimal number. 



EXAMPLE 




Convenion of 
Decimal Value 


3380 


1 D 


-3329 
52 


2. 3 


-«9 

4 


3. 4 

4. Hexodecimol 


-4 


D34 



DECIMAL TO HEXADECIMAL 

Divide and collect the remainder in reverse older. 



Example: 3360 




remainder 



3380,o-D34,^ 
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APPENDIX E 
I/C EEFEBENCES 



ASCII/HEX CONVERSION TABLE 



BITS 


b4 










1 



1 





1 

1 


1 





1 

1 


1 
1 




1 
1 
1 


b3 


b2 
i 




bo 







1 


2 


3 


4 


5 


6 


7 

















NUL 


DLE 


SP 





@ 


P 


\ 


P 













1 


SOH 


DC1 


1 


1 


A 


Q 


a 


q 













2 


STX 


DC2 


f» 


2 


B 


R 


b 


r 












3 


ETX 


DCS 


# 


3 


C 


S 


c 


s 





1 







4 


EOT 


DC4 


$ 


4 


D 


T 


d 


t 





1 






5 


ENQ 


NAK 


% 


5 


E 


U 


e 


u 





1 







6 


ACK 


SYN 


& 


6 


F 


V 


f 


V 





1 






7 


BEL 


ETB 


r 


7 


G 


w 


g 


w 













8 


BS 


CAN 


( 


8 


H 


X 


h 


X 












9 


HT 


EM 


) 


9 


1 


Y 


1 


y 












A 


LF 


SUB 


• 


: 


J 


z 


i 


z 











B 


VT 


ESC 


+ 


; 


K 


[ 


k 


{ 




1 








C 


FF 


FS 


t 


< 


L 


\ 


1 


1 
1 




1 







D 


CR 


GS 


- 


= 


M 


] 


m 


} 




1 







E 


SO 


RS 


• 


> 


N 


/\ 


n 


^v 




1 






F 


SI 


US 


/ 


? 





— 


o 


DEL 



NUL 


Null 


SOH 


Start of heading 


STX 


Start of text 


ETX 


End of text 


EOT 


End of transmission 


ENQ 


Enquiry 


ACK 


Acknowledge 


BEL 


Audible signal 


BS 


Backspace 


HT 


Horizontal tabulation 


LF 


Line feed 


VT 


Vertical tabulation 


FF 


Form feed 


CR 


Carrier return 


SO 


Shift out 


SI 


Shift in 



DLE 


Data link escape 


DC1-4 


Device control 


NAK 


Negative acknowledge 


SYN 


Synchronous idle 


ETB 


End of transmission block 


CAN 


Cancel 


EM 


End of medium 


SUB 


Start of special sequence 


ESC 


Escape 


FS 


File separator 


GS 


Group separator 


RS 


Record separator 


US 


Unit separator 


SP 


Space 


DEL 


Delete/Idle 
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ftPPENDIX E (Continued) 



ASCII/CARD CODE CONVERSION TABLE 



GRAPHIC 


7-BIT 
ASCII 
CODE 


CARD 
CODE 


GRAPHIC 


7-BIT 
ASCII 
CODE 


CARD 
CODE 


SPACE 


20 


BLANK 


@ 


40 


84 


! 


21 


11-8-2 


A 


41 


12-1 


tl 


22 


8-7 


B 


42 


12-2 


# 


23 


8-3 


C 


43 


12-3 


$ 


24 


11-8-3 


D 


44 


12-4 


% 


25 


0-8-4 


E 


45 


12-5 


& 


26 


12 


F 


46 


12-6 


1 


27 


8-5 


G 


47 


12-7 


( 


28 


12-8-5 


H 


48 


12-8 


) 


29 


11-8-5 


1 


49 


12-9 


* 


2A 


11-8-4 


J 


4A 


11-1 


-h 


2B 


12-8-6 


K 


4B 


11-2 


/ 


2C 


0-8-3 


L 


4C 


11-3 




2D 


11 


M 


4D 


11-4 


. 


2E 


12-8-3 


N 


4E 


11-5 


/ 


2F 


0-1 





4F 


11-6 





30 





P 


50 


11-7 


1 


31 


1 


Q 


51 


11-8 


2 


32 


2 


R 


52 


11-9 


3 


33 


3 


S 


53 


0-2 


4 


34 


4 


T 


54 


0-3 


5 


35 


5 


U 


55 


0-4 


6 


36 


6 


V 


56 


0-5 


7 


37 


7 


w 


57 


0-6 


8 


38 


8 


X 


58 


0-7 


9 


39 


9 


Y 


59 


0-8 


: 


3A 


8-2 


Z 


5A 


0-9 


; 


3B 


11-8-6 


[ 


5B 


12-8-2 


< 


3C 


12-8-4 


\ 


5C 


0-8-2 


= 


3D 


8-6 


] 


5D 


12-8-7 


> 


3E 


0-8-6 


t 


5E 


11-8-7 


? 


3F 


0-8-7 


4- 


5F 


0-8-5 
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29-747 ROO a/81 



VO 
i 

C 

M 
O 
O 



646-1 



LSD — 


-• 


1 




2 


3 


4 




5 


6 


7 


8 


9 


A 


B 


C 


D 


E 


F 


MSDO 




RESERVED 


TTY 
CAROUSEL 

15,30 
CRT ON CLI 




CARD 
READER 


LOADER 

STORAGE 

UNIT 


RESERVED 




MDIO 












201/301 

DATA SET 

HDX 


201/301 

DATA SET 

FDX 


* 








































a 


-LINE INTERRUPT MODULE 
(ADRS 20 TO 27) 








, SECC 


ND 8-LINE INTERRUPT MODULE 
(ADRS 28 TO 2F) 
























3 




CONTACT 
CLOSURE 
MODULE 




















360/370 
AUX. INF 


360/370 
INF 






4 
























DIGITAL 
MUX 










5 


































6 






LINE 
PRINTERS 




















UNIVERSAL 
CLOCK 
VARIABLE 60 Hz 






7 




RELAY 
DRIVER 
MODULE 






























801 
DIALER 


S 








CONVERSION 
EQUIPMENT 




556/800 

BPI 

MAG TAPE 






AlC 






ULI 










g 


































A 














































REMOVABLE 
CARTRIDGE 
DISK CONT 


















C 


MICROBUS 
ADAPTER 


FLOPPY 
DISK 








1600 BPI 
MAG TAPE 


DISKO 


FIXED 
DISKO 


















D 
















DISK1 


FIXED 
DISK1 


















E 












DISK 2 


FIXED 
DISK 2 


















F 


SELECTOR 
CHANNELS ' 








DISK 3 


FIXED 
DISK 3 








MSM 

DISK 

SYSTEM 


DRIVE 



DRIVE 
1 


DRIVE 
2 


DRIVE 
3 







in 




1-3 




> 




a: 




o 




> 


>• 


w 


TJ 


« 


►id 


1 


M 


TS 


55 


w 


O 


trl 


M 


"^ 


X 


HI 




SO 


m 


W 




M 


*^ 


CT 


o 




o 


>< 


D 


C3 


rt- 


«-) 


I-" 


to 


9 


m 


C 


Ui 


(» 


M 


p. 




>-^ 


H3 




S» 




CD 




tr* 




W 





I 

Ui 
trl 



AlC - ANALOG INPUT CONTROLLER 
AOC - ANALOG OUTPUT CONTROLLER 
DIO = DIGITAL I/O CONTROLLER 



QSA = QUAD SYNCHRONOUS ADAPTER 
ULI = UNIVERSAL LOGIC INTERFACE 
MDIO = MEMORY DISPATCHED I/O 



APPENDIX F 
CONSOLE SERVICE ROUTINE FLOWCHART 
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CONSER 



SET UP FDX 

LOCAL 

TERMINAL; 

DISPLAY PSW, 

LOCATION COUNTER 

SET "CONSOLE 

MODE" FLAG 



DISPLAY 

OPERATOR 

PROMPT 




ACCEPT REGISTER 

ADDRESS, OPEN & 

DISPLAY GENERAL 

REGISTER, CURRENT SET 



DISPLAY PROMPT 
ACCEPT ONE 
CHARACTER 




\ 



ACCEPT REGISTER 

ADDRESS, FORCE 

EVEN, OPEN & DISPLAY 

SPFP REGISTER.* 



ACCEPT REGISTER 

ADDRESS, FORCE 

EVEN, OPEN & DISPLAY 

DPFP REGISTER.* 



ACCEPT CARRIAGE 
RETURN, DISPLAY 

ENTIRE PSW. 
OPEN PSW STATUS. 



ACCEPT DATA, 

MODIFY OPEN 

REGISTER 




ENTER RUN 
MODE WITH 

CURRENT 
PSW & LOC 



- < "" ) 



OPEN & DISPLAY 
CELL ADDRESSED 
BY LOC. DISPLAY 
PROMPT. ACCEPT 
ONE CHARACTER 




ACCEPT DATA, 

MODIFY OPEN 

HALFWORD 

CELL 



DECODE 




e^ 



UNRECOGNIZED. 

DISPLAY 

CARRIAGE RETURN, 

LINE FEED 

QUESTION MARK 



-o 



NEXTREQ 



NOTES: 

1. 
2. 
3. 
4. 



ALL RECEIVED CHARACTERS ECHOED BY PROCESSOR. 

LOWERCASE CHARACTERS INTERPRETED AS UPPER-CASE. 

SPACE CHARACTERS IGNORED. 

BACKSPACE, UNDERLINE, DELETE CAUSE PREVIOUS NUMERIC CHARACTER TO BE IGNORED. 

IF HARDWARE FLOATING POINT IS NOT AVAILABLE, DISPLAYS ALL "F"s AS CONTENTS. 



29-747 ROD 4/81 



F-1/F-2 



INDEX 



Access level fault, 11-17 
Access mode faults, 11-17 
Add (A,AR,AI,AIS), 5-5 

double-precision floating-point (AD, ADR), 6-36 

floating-point (AE,AER), 6-18 

halfword (AH,AHI), 5-7 

half word to memory (AHM), 5-11 

to list (ATL,ABL), 3-51 

to memory (AM), 5-9 
Address space, 11-3 
Alphanumeric string data, 1-9 
Alignment faults, 10-20 
AND (N,NR,NI), 3-27 
AND halfword (NH,NHI), 3-28 
Arithmetic fault interrupt, 10-37 
Arithmetic references, D-1 
Auto driver channel, 9-19 

buffers, 9-21 

channel command block, 9-19, 9-20 

channel command word, 9-23 

checkword, 9-22 

general programming procedure for, 9-26 

subroutine address, 9-20 

translation by, 9-21 

valid command codes, 9-25 
Auto driver channel flowchart, 9-27 
Autoload (AL), 9-16 

Block diagram, processor, 1-2 

Boolean operations, 3-2 

Branching, U-1 

Branch instructions, 4-2 

Branch 

and link (BAL,BALR), 4-5 

en carry (BC,BCR,BCS ), 4-13 

en equal (BE, BER,BES ) , 4-15 

on false (EFCBFCR ,BFBS, EFFS) , 4-4 

on index high (BXH), 4-9 

on index low or equal (BXIE), 4-7 

on low (BL,BLR,BLS), 4-17 

en minus (BM,BMR,BMS ) , 4-19 

on no carry ( BNCBNCR, ENCS) , 4-14 

en no overflow (BNO, BNCR ,BNOS) , 4-24 

on not equal (BNE, BNER,BNES ) , 4-16 

en not low (BNl, BNLR, BNLS ) , 4-18 

on not minus (BNM,BNMR,BNHS) , 4-20 



29-747 ROO 4/81 Index-1 



Branch 
on 
en 
on 
en 
en 
on 



not plus (BNP,BNPR,ENES), 4-22 
not 2ero (BNZ,BNZB,ENZS) , 4-26 
overflow (BO, BOB, BOS) , 4-23 
plus (BP,BPe,BPS), 4-21 
true (ETC,BTCE,BTBS,BTFS), 4-3 
zero (BZ,BZR,BZS), 4-25 
unconditional (B,BR,BS), 4-27 

Buffers, 9-21 

Buffer switch bit, (B), 9-24 



Driver Channel 



Channel, see Auto 

Check word, 9-22 

Circular list, 3-4 

Circular list definition, 3-3 

Compare, 3-24, 5-17, 7-10 

alphanumeric (CPAN ,CPAN? ) , 7-10 

alphanumeric with default pad (CPANP), 7-10 

arithmetic (C,CP, CI), 5-17 

double-precision floating-point (CD,CD8), 6-40 

floating-point (CE,CER), 6-22 

halfword (CH,CHI), 5-18 

logical (CL,CLR,CLI), 3-24 

logical byte (CLB) , 3-26 

logical halfword (CLH,CLHI), 3-2E 
Complement bit (CBT), 3-45 
Condition code, 1-5, 6-10, 10-8 
Conditions that cause MAT faults, 11-16 
Configuration, system control, 2-1 
Console mode, 10-15 

service routine flowchart, F-1 
of I/O operations, 9-4 
switches, 2-4 

to halfword value register (CHVE), 5-33 
Conversion from decimal, 6-9 
CRC generation flowchart, 3-47 
Cyclic redundancy check ( CRC1 2,CRC1 6) , 3-46 

by auto-driver channel, 9-22 



lignment, 1-10 

ormats, 1-8 

fecimal data, 7-1 

ixed-point data, 5-1 

loating-point data, 6-2 

ogical data, 3-1 

cricat fault interrupt, 10-19 

andling instructions, 3-1 

andling instruction formats, 8-1 

1 string data, 1-9, 7-1 

on making, 4-1 

ent and examine prior location ••-", 2-7 

addressing, 9-2 

controllers, 9-1 

priorities, 9-2 
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Divide (D,DR), 5-24 

double-precision floating-point 
floating-point (DE,DER), 6-25 
halfword (DH,DHR), 5-27 



(DD,DDR), 6-43 



Early power fail detect and automatic shutdown, 10-2U 
Entering console service, 2-5 
Equalization, 6-5 
Examine (see also Modify) 

double-precision floating-point register "D", 2-8 

general register "R", 2-7 

program status word "P", 2-9 

single-precision floating-point register "F", 2-8 
Examples of R*-rounding, 6-8 
Exchange byte register (EXBR), 3-20 
Exchange halfword register (EXHR), 3-19 
Exchange program status register (EPSR), 10-41 
Exclusive-OR (X,XR,XI), 3-31 
Exclusive-CP halfword (XH,XHI), 3-32 
Execute bit (E), 9-23 
Exponent overflow, 6-7 
Exponent underflow, 6-7 
Extended branch mnemonics, 4-11 



Fast bit (F), 9- 
Fault precedence 
Faults 

a lignment, 

data format 

illegal ins 

machine mal 

memory addr 

Fix register (FX 

Fix register dou 

Fixed-point 

arithmetic, 

data, 1-8 

data format 

instruction 

instruction 

number rang 

operations. 

Float register ( 

Float register d 

Floating/fixed p 

Floating-Point 

arithmetic, 
data format 
instruction 
masked mode 
number, 6-3 
number rang 
registers, 
underflow i 
Flowchart, conso 
Format of a segm 
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, 11-18 
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, 10-19 

truction, 10-19 

function, 10-22 

ess translator (MAT), 

P), 6-27 

ble-precisicn (FXDR), 

5-1 



11-18 

6-45 



s, 5-1 

s, 5-4 

formats, 5-3 
e, 5-2 

5-2 
FLR), 6-29 

ouble-precisicn (FLDR), 6-46 
oint ranges, 6-4 

6-1 
s, 1-9, 6-2 
s, 6-10 

(FLM), 10-3 

e, 6-4 
1-6 

nterrupt enable (FLU), 10-5 
lie service routine, F-1 
lent table descriptor, 11-7 
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General auto driver channel programming procedure, 9-26 

General registers, 1-6 

Guard digits and R*-rounding, 6-8 

Hardware segment table entry, 11-8 

High speed data handling instructions, 8-1 

Illegal digit cases (pacd and move), 7-12 

Illegal digit cases (unpack and move), 7-14 

Illegal instruction interrupt, 10-19 

Immediate interrupt - auto driver channel, 10-31 

Increment and examine next location "+", 2-6 

Initial program load, 2-5 

Input/output operations, 9-1 

Instruction alignment, 1-10 

Instruction formats, 1-11 

branch instructions, 4-2 

decimal and alphanumeric string, 7-3 

fixed-point instructions, 5-3 

floating-point instructions, 6-4 

I/O instructions, 9-9 

logical instructions, 3-E 
Instruction summary - alphabetical by mnemonic, B-1 
Instruction summary - numerical, C-1 
Interrupt 

driven I/O, 9-5 

precedence, 10-13 

priority level/register set summary, 10-32 

queuing, 9-3 

service pointer table, 9-3 

system architecture - schematic diagram, 10-11 

timing and priority, 10-10, 10-12 
Interrupts, processor, 1-7 
Interruptible instructions, 10-14 

Interruptible instruction in progress (IIP), 10-3 
Interruptible state 

instructions using, 7-3, 10-55, 10-56 

saving en power fail, 10-29 
Invalid digit faults, 10-21 
I/O 

device interrupts, 10-30 

instruction format, 9-9 

instructions, 9-9 

interrupt mask (I), 10-4 

references, E-1 

system configuration, 9-1 
Key operated security lock, 2-3 

List processing, 3-3 

List processing instructions, 3-54 

Load 

(L,IR,LI), 3-7 

address (LA), 3-11 

byte (LB,LBR), 3-18 

complement double-precision register (LCDR), 6-32 

complement floating-point register (LCER), 6-15 
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Load (continued) 

complement short (LCS), 3-9 

double-precision floating-point (LD, LCR, LDGR ) , 6-30 

double-precision floating-point register from single 

(LDE,LDER), 6-48 

floating-point (LE,LER,LEGR) , 6-12 

general registers from double-precision floating-point 

register (LGDF), 6-34 

general register from floating-point register (LGER)/ 6-16 

halfword (LH,LHI), 3-10 

halfwcrd logical (LHL), 3-16 

immediate short, 3-8 

multiple (LM), 3-17 

multiple double-precision floating-point (LMD), 6-33 

multiple floating-point (LME), 6-16 

packed decimal string as binary (LPB), 7-4 

positive double-precision register (LPDR), 6-31 

positive floating-point register (LPER), 6-14 

process segment table descriptor (LPSTD), 10-50, 11-20 

process state (LDPS), 10-53 

program status word (LPSW), 10-39 

program status word register (LPSWR), 10-40 

real address (LEA), 3-12 

shared segment table descriptor (LSSTD), 10-51, 11-21 

single-precision floating-point register from double 

(LECLEDR), 6-47 
Location counter, 1-6 
Logical 

data, 1-9, 3-1 

instructions, 3-5 

instruction formats, 3-5 

operations, 3-1 

Wachine malfunction interrupt, 10-22 

early power fail (EPF), 10-22 

nonconf igured memory address, 10-28 

noncorrectable memory error, 10-26 

power restore, 10-25 

shared memory power fail, 10-29 
Machine malfunction interrupt enable, 10-5 
Machine malfunction status word (MHSW), 10-23 
Maskable and nonTiaskable interrupts, 10-10 
MAT fault handling routine, 11-18 
Memory access level field (IVl), 10-3 
Memory address translation, 11-2 
Memory address translator faults, 11-16 

access level fault, 11-n 

access mode violation - execute, 11-17 

access mode violation - read, 11-17 

access mode violation - write, 11-17 

nonpresent segment fault, 11-17 

PST size exceeded, 11-16 

SST size exceeded, 11-16 

segment limit violation, 11-17 
Memory initialization, 2-10 
Memory management, 11-1 
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Memory management instructions, 11-20 
Modify 

current location "=", 2-7 

double-precision floating-point register "=", 2-9 

general register ••=", 2-7 

program status word "=", 2-9 

single-precision floating-point register "=", 2-8 
Move, 7-8 

and pad (MOVE), 7-8 

and pad with default pad (MOVEP), 7-8 

translated until (MVTU), 7-6 
Multiply 

(M,MR), 5-20 

double-precision floating-point (MD,MDR), 6-41 

floating-point (ME,MER), 6-23 

halfword (MH,MHR), 5-22 
MVTU instruction, 7-6 

Nonpresence fault, 11-17 

Normalization, 6-5 

No operation (NCP,NCPP), a-28 

Offset field, 11-4 

Op-code map, A-1 

Operating instructions, 2-5 

OR (C,CR,OI), 3-29 

OR halfword (OH,OHI), 3-30 

Output command (OCOCE), 9-10 

Pack and move (PMV), 7-12 

Pack and move absolute (MPVA), 7-12 

Packed decimal, 7-1 

Packed decimal format, 7-1 

Physical address space, 11-3 

Power fail 

early, 10-24 

shared memory, 10-29 
Power restore, 10-25 
Power-up, 2-5 
Priority levels, 10-30 

Privileged system function (PSF), 10-45 
Process byte (FB), 8-2 
Process byte register (PBR), 8-4 
iDrocessor, 1-4 

Processor/controller communication, 9-2 
Processor interrupts, 1-7 
Processor modes, 10-15 
Program address space, 11-3 
Programming examples, 1-13 

Programming instructions, system terminal, 2-11/2-12 
Program status word (PSW), 1-4, 10-2, 10-3 
Protect mode enable (P), 10-6 
PST size exceeded fault, 11-16 
PSW location counter (LOG), 10-8 
PSW status word, 10-3 
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Read 

data (RE, EC 
error logge 
halfword (R 
Read/write bit ( 
Redundancy check 
Reexecution of f 
after a MAT 
after a mac 
Register and imni 
RI1, 1-20 
RI2, 1-22 
Register and ind 
FX1, 1-15 
EX2, 1-16 
RX3, 1-18 
RXRX, 1-2i| 
Register set 

numbering, 
select, 1-5 
select fiel 
Eegister-to-regi 
Relocation/prote 
Relocation/prote 
Remove from list 
Reserved memory 
Reset bit (RBT), 
Reset memory vol 
Restore interrup 
Rotate left logi 
Rotate right log 
Run mode, 10-16 
RXRX formats, Se 



R), 9-12 
r (EEL), 10-46 
H,EHR), 9-13 
E/W), 9-23 

type bits (RC), 9-24 
suiting instructions 

interrupt, 11-19 
hine malfunction interrupt, 10- 
ediate storage formats 



exed storage formats 
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ster format (R8), 1-14 

ction enable (R/P), 10-6 

ction (MAT) fault interrupt, 10-21 

(RTL,RBL), 3-53 
locations, 1-7, 10-9 

3-44 
tage failure (RMVF), 10-58 
tible state (ISRST), 10-56 
cal (ELL), 3-39 
ical (RRL), 3-40 

e Register and indexed storage formats 
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program, 1-13 
nterruptible state (ISSV), 10-55 

tic diagram - interrupt system architecture, 10-11 
t 

ield, 11-4 

ccess field settings, 11-10 
imit fault, 11-17 

able descriptors and their use, 11-6 
able entries, 11-8 
able entry size, 11-8 

an address and examine "3", 2-6 
ion of program or physical addressing, 11-5 
or channel 
/O, 9-6 
evices, 9-7 
peration, 9-7 
rogramming, 9-8 
status (SS,SSE), 9-11 
t (SET), 3-43 
g the program address space size, 11-7 

and private segments, 11-6 

memory power fail, 10-29 
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Shift. 

left arithmetic (SLA), 5-29 

left halfword arithmetic (SLHA), 5-30 

left halfword logical (SLHL,SLHLS) , 3-37 

left logical (SLL,SLLS), 3-35 

right arithmetic (SRA), 5-31 

right halfword arithmetic (SRHA), 5-32 

right halfword logical ( SRHL,SRHLS ) , 3-38 

right logical (SRL,SRLS), 3-36 
Short form format (SF), 1-1i» 
Simulate channel program (SCP), 9-18 
Simulate interrupt (SINT), 10-42 
Simulated interrupt, 10-34 
Single step mode, 10-17 
Software segment table entrs, 11-12 
SST size exceeded fault, 11-16 
Status 

mask, 9-23 

monitoring I/O, 9-4 

switching, 10-18 

switching and interrupts, 10-1 

switching instructions, 10-38 
Store 

(ST), 3-21 

binary as packed decimal string (STBP), 7-5 

byte (STB,STBR), 3-23 

byte, no ECC (XSTB), 10-57 

double-precision floating-point (STD), 6-35 

double-precision floating-point register in single- 
precision memory (STDE), 6-49/6-50 

floating-point (STE), 6-17 

halfword (STH), 3-21 

multiple (STH), 3-22 

multiple floating-point (STME), 6-17 

multiple double-precision floating-point (STMD), 6-35 

process state (STPS), 10-52 
String instructions, 7-3 
String operations, 7-1 
Subroutine address, 9-20 
Subroutine linkage, 4-2 
Subtract 

(S,SR,SI,SIS), 5-13 

double-precision floating-point (SD,SDR), 6-38 

floating-point (SE,SER), 6-20 

halfword (SH,SHI), 5-15 
Supervisor call (SVC), 10-43 
Supervisor call (SVC) interrupt, 10-36 
System 

breakpoint (BRK), 10-44 

breakpoint Interrupt, 10-37 

control, 2-1 

control panel, 2-1 

control panel switches and indicators, 2-3 

description, 1-1 

queue service (SQS) interrupt, 10-35 
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System (continued) 

queue service interrupt enable (Q), 10-6 

terminal ccmmands, 2-6 

terminal support command summary, 2-2 

Test and set (TS), 3-41 

Test tit (TBT), 3-42 

Test halfword immediate (THI), 3-3M 

Test immediate (TI), 3-33 

TLATE instruction, 3-2, 3-48 

Translate (TLATE), 3-48 

Translate bit, 9-24 

Translation, 3-2, 3-48, 7-6, 9-21 

Translation from program to physical address space, 11-5 

Translation table entry, 3-2 

True zero, 6-6 

Unpack and move (UMV), 7-14 
Unpack and move absolute (UMVA), 7-14 
Unpacked decimal format, 7-2 
Unpacked (zoned) decimal, 7-2 

Valid channel command codes, 9-25 

Wait state (W), 10-4 
Write data (WD,WDR), 9-14 
Write halfword (HH,WHR), 9-15 

550 Keyboard layout, 2-3 
Model 3210 block diagram, 1-2 
Op-code mac, A-1 
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